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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope

The purpose of this TR is to summarize the study of radio requirements for the Base Station (BS) radio transmission and reception as part of the Rel-10 work item on Carrier Aggregation for LTE (CA).
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 36.104 (9.2.0): "Base Station (BS) radio transmission and reception".
3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1]. 
Aggregated Channel Bandwidth:
 The RF bandwidth in which a Base Station transmits and receives multiple contiguously aggregated carriers. The aggregated channel bandwidth is measured in MHz.
Higher Edge: The highest frequency in the aggregated channel bandwidth for multiple contiguously aggregated carriers, or the highest frequency in the channel bandwidth of a single E-UTRA carrier, or the highest frequency in the channel bandwidth of the highest carrier for E-UTRA multi-carrier; used as a frequency reference point for transmitter and receiver requirements.
Highest Carrier: The carrier with the highest carrier centre frequency transmitted/received in a specified frequency band.
Lower Edge:
 The lowest frequency in the aggregated channel bandwidth for multiple contiguously aggregated carriers, or the lowest frequency in the channel bandwidth of a single E-UTRA carrier, or the lowest frequency in the channel bandwidth of the lowest carrier for E-UTRA multi-carrier; used as a frequency reference point for transmitter and receiver requirements.

Lowest Carrier:
The carrier with the lowest carrier centre frequency transmitted/received in a specified frequency band.
3.2
Symbols

For the purposes of the present document, the following symbols apply: 
BWChannel_CA 
Aggregated channel bandwidth, expressed in MHz. BWChannel_CA= Fedge_high- Fedge_low.
FC_low 
The carrier centre frequency of the lowest carrier, expressed in MHz.
FC_high 
The carrier centre frequency of the highest carrier, expressed in MHz.
Fedge_low 
The lower edge of aggregated channel bandwidth, expressed in MHz. Fedge_low = FC_low - Foffset.
Fedge_high 
The higher edge of aggregated channel bandwidth, expressed in MHz. Fedge_high = FC_high + Foffset.
Foffset 



Frequency offset from FC_high to the higher edge or FC_low to the lower edge.
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

CA
Carrier Aggregation
4
General
4.1
Base station classes
Unless stated otherwise in clause 4.2, CA related requirements would apply to all BS classes. 
It would need to be investigated if the LA and Home BS class specific requirements for Base station output power remain appropriate under CA:

6.2

Base station output power (this might require co-existence studies)
6.2.4
Home BS output power for adjacent E-UTRA channel protection

6.2.4
Home BS output power for adjacent E-UTRA channel protection

· the Home BS output power behaviour with intra-band CA and two adjacent operators is not defined and requires further considerations

Also the operating band unwanted emissions for LA and Home BS class would require further considerations.
It is proposed to limit the FDD BS CA related RF requirements within the Rel10 timeframe to the WA BS class.

4.2
Regional requirements
No changes are foreseen for this clause.
4.3
Applicability of requirements

For a BS conforming to both, 36- and 37-series of specifications there would be a significant overlap among the core RF requirements and the related conformance testing efforts. In many cases the corresponding MSR RF core requirements are either identical or more stringent and hence any E-UTRA capable BS compliant to 37-series is also compliant to 36-series for these requirements.
It is proposed for a BS additionally conforming to TS 37.104, that conformance to some of the RF requirements in TS36.104 can be demonstrated through the corresponding requirements in TS 37.104. This can be captured within TS 36.104 by adding a new clause, ‘4.4 Applicability of requirements’ as shown in more detail in Annex B. 
5
Operating bands and channel arrangement
5.1
General
No changes are foreseen for this clause.

5.2
Void

5.3
Void

5.4
Void
5.5
Operating bands
A Carrier aggregation configuration is defined as a set of one or more operating bands across which the BS aggregates carriers with a specific set of technical requirements. The carrier aggregation configurations shall be defined in appropriate Tables. 
The supported carrier aggregation configuration(s) and the maximum bandwidth supported by the BS in which multiple carriers can be aggregated on the UL and DL within an operating band shall be declared by the manufacturer.
5.6
Channel bandwidth
 Figure 5.6-1 below illustrates the channel bandwidth for contiguous carrier aggregation.

[image: image3]
Figure 5.6-1 Definition of Aggregated Channel Bandwidth for contiguous carrier aggregation

The lower edge of the Aggregated Channel Bandwidth (BWChannel_CA) is defined as Fedge_low = FC_low - Foffset.
The higher edge of the aggregated channel bandwidth is defined as Fedge_high = FC_high + Foffset.
The Aggregated Channel Bandwidth, BWChannel_CA, is defined as follows:

BWChannel_CA = Fedge_high - Fedge_low [MHz]
Foffset is defined in Table 5.6-1 below where BWChannel is defined in TS36.104, Table 5.6-1.
Table 5.6-1: Definition of Foffset 
	Channel Bandwidth of the Lowest or Highest Carrier: BWChannel[MHz]
	Foffset[MHz] 

	5, 10, 15, 20
	BWChannel/2 

	1.4, 3
	FFS


The receiver and transmitter RF requirements shall apply from the frequency reference point with offset Foffset from the carrier centre frequency of the lowest/highest carriers received/transmitted. The frequency reference points are defined as FC_low - Foffset and FC_high + Foffset, respectively, with Foffset defined in Table 5.6-1. For contiguous carrier aggregation, these frequency reference points coincide with lower/higher edge of the aggregated channel bandwidth, which are Fedge_low or Fedge_high respectively.
5.7
Channel arrangement
5.7.1
Channel spacing
 The nominal channel spacing between centre frequencies of contiguously aggregated component carriers shall be a multiple of 300 kHz (in order to be compatible with the 100 kHz frequency raster of LTE Rel-9 and at the same time preserve orthogonality of the subcarriers with 15 kHz spacing). This constraint would need to be added to Clause 5.7.1 Channel spacing.

The nominal channel spacing between two adjacent aggregated E-UTRA carriers is defined as follows:
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where BWChannel(1) and BWChannel(2) are the channel bandwidths of the two respective E-UTRA component carriers according to Table 5.6-1 in [2]  with values in MHz. The channel spacing for intra-band contiguous carrier aggregation can be adjusted to any multiple of 300 kHz less than the nominal channel spacing to optimize performance in a particular deployment scenario.

The nominal channel spacing values for two adjacent aggregated E-UTRA carriers are listed in table 5.7.1-1. 

Table 5.7.1-1 Nominal channel spacing between contiguously aggregated component carriers 

	Carrier spacing [MHz] 
	Channel bandwidth BWChannel [MHz] specified in Table 5.6-1

	
	1.4
	3
	5
	10
	15
	20

	Channel bandwidth BWChannel [MHz] specified in table 5.6-1
	1.4
	Note 1
	Note 1
	Note 1
	Note 1
	Note 1
	Note 1

	
	3
	
	Note 1
	Note 1
	Note 1
	Note 1
	Note 1

	
	5
	
	
	Note 1
	Note 1
	Note 1
	Note 1

	
	10
	
	
	
	
	12
	14.4

	
	15
	
	
	
	
	15
	17.1

	
	20
	
	
	
	
	
	19.8


Note 1: FFS, not applicable for REL-10
For network deployments also minimum carrier spacing can be used. Minimum carrier spacing values are listed in table 5.7.1-2.

Table 5.7.1-2 Minimum channel spacing between contiguously aggregated component carriers 

	Carrier spacing [MHz] 
	Channel bandwidth BWChannel [MHz] specified in Table 5.6-1

	
	1.4
	3
	5
	10
	15
	20

	Channel bandwidth BWChannel [MHz] specified in table 5.6-1
	1.4
	Note 1
	Note 1
	Note 1
	Note 1
	Note 1
	Note 1

	
	3
	
	Note 1
	Note 1
	Note 1
	Note 1
	Note 1

	
	5
	
	
	Note 1
	Note 1
	Note 1
	Note 1

	
	10
	
	
	
	
	11.4
	13.8

	
	15
	
	
	
	
	13.8
	15.9

	
	20
	
	
	
	
	
	18.3


Note 1: FFS, not applicable for REL-10

5.7.2
Channel raster
No changes are foreseen for this clause. 

 5.7.3
Carrier frequency and EARFCN
No changes are foreseen for this clause.
6
Transmitter characteristics

6.1
General
 A BS supporting contiguous CA in a specified band transmits multiple component carriers aggregated contiguously. A BS supporting non-contiguous CA transmits multiple component carriers in the specified bands.
The BS RF performance requirements in the 25 series, 36 series and in 37 series have been characterized in the way that the requirements are applied at each antenna connector. The same principle shall be adopted to define the requirements for BS transmitter supporting multiple-carrier transmission including carrier aggregation.
Therefore some clarifications regarding the transmit antenna connector configurations for the applicable CA scenarios are needed. It is proposed to cover not only multi-carrier transmission with CA, but to formulate it generally for any multi-carrier transmission using multiple antenna connectors, as this aspect is not adequately covered in the present TS36.104. The proposal is to align with the statement already adopted for MSR in TS37.104, i.e. that 

In case of multi-carrier transmission with multiple transmitter antenna connectors, transmit diversity or MIMO transmission, the requirements apply for each transmitter antenna connector;

with the understanding that multi-carrier transmission with multiple transmitter antenna connectors includes the cases of

use of one or multiple PA’s for intra-band multi-carrier transmission. 
use of one or multiple PA’s for inter-band multi-carrier transmission.
For example, if three E-UTRA carriers are transmitted from two antenna connectors with the first two carriers in one antenna and the third carrier transmitter from another antenna, the requirements shall apply to each of antenna connectors. 
6.2
Base station output power
For the definition of minimum requirements and test procedure for Base station output power related to CA, it is proposed to align TS 36.104/141 with the methodology used for MSR within TS 37.104/141 as much as possible. It’s also desirable to minimize the changes to TS 36.104/141 whenever possible. This approach would allow carrier aggregation to be smoothly introduced into the MSR specifications, while at the same time reflect requirements specific to the support of CA in the core specifications TS36.104.

The Rel-9 definitions regarding “Base station output power” in TS 36.104 are as follows:

Output power, Pout, of the base station is the mean power of one carrier delivered to a load with resistance equal to the nominal load impedance of the transmitter.

Maximum output power, Pmax, of the base station is the mean power level per carrier measured at the antenna connector during the transmitter ON period in a specified reference condition. 

Rated output power, PRAT, of the base station is the mean power level per carrier that the manufacturer has declared to be available at the antenna connector during the transmitter ON period.
The corresponding definitions from MSR TS 37.104 regarding “Base station output power” are as follows:
Output power of the base station is the mean power delivered to a load with resistance equal to the nominal load impedance of the transmitter.

The configured carrier power is the target maximum power for a specific carrier for the operating mode set in the BS within the limits given by the manufacturer’s declaration.

The maximum total output power, Pmax, of the base station is the mean power level measured at the antenna connector during the transmitter ON period in a specified reference condition.

The maximum RAT output power, Pmax,RAT, of the base station is the mean power level measured at the antenna connector during the transmitter ON period for a specific RAT in a specified reference condition.

The maximum carrier output power, Pmax,c of the base station is the mean power level measured at the antenna connector during the transmitter ON period for a specific carrier in a specified reference condition.

Comparing the MSR 37 series with single-RAT E-UTRA in 36 series specifications, they are largely consistent and the following commonalities can be identified:

· Minimum requirements are specified for “maximum carrier output power” in TS 37.104 or “maximum output power per carrier” in TS 36.104, which are denoted as Pmax,c in TS 37.104 and Pmax in TS 36.104, respectively. 

· Tolerance is +/- 2dB in normal condition and +/-2.5 dB in extreme condition for each “maximum carrier output power” in TS 37.104 or “maximum output power per carrier” in TS 36.104.

Continuing the comparison between TS 37.104 and TS 36.104, some differences can be identified regarding the “declared power”:
· In MSR TS 37.104, the “configured carrier power” is obtained for each “operating mode” according to the manufacturer’s declaration. 
· In TS 36.104, “rated output power per carrier” is given by manufacturer’s declaration. It’s not clearly specified in TS 36.104 that the “rated output power per carrier” is “operating mode” dependent in which the “operating mode” can be the transmission of E-UTRA single carrier, multiple carriers, or aggregated carriers.
However, it is specified in TS 36.141 subclause 4.6.3 that the BS rated output power shall be declared for each supported transmit channel bandwidth by the manufacturer. In order to fully capture the core requirements for BS output power concerning multiple carriers and carrier aggregation, it shall be clarified that the “rated output power per carrier” depends on the transmission mode set.

The text proposal captured in Annex B is for TS 36.104 only. It’s expected to have corresponding changes in subclause 4.6.3 of TS 36.141.
6.3
Output power dynamics
6.3.1

RE Power control dynamic range
In TS36.104, it is defined that,

"RE power control dynamic range is the difference between the power of an RE and the average RE power for a BS at maximum output power for a specified reference condition."

The RE dynamic range (dB) can be positive or negative, depending on RE power up/down. The requirements for these up/down limits are based on investigations and discussions with considerations of eNB Tx characteristics such as EVM, unwanted emissions. To extend the existing RE Power control dynamic range requirements for LTE-A BS supporting carrier aggregation, the “total Tx power” and the “maximum BS output power” shall be aligned with defined terms. 
6.3.2
Total power dynamic range
The total power dynamic range is the difference between the maximum and the minimum output power of an OFDM symbol for a specified reference condition. For E-UTRA BS, values for Total power dynamic range are derived from TX of 1 PRB when compared with full PRB allocation for each carrier. The existing requirement defined in TS 36.104 Rel.9 Table 6.3.2.1-1 shall be adopted for each component carrier supported by LTE-A CA BS.

6.4
Transmit ON/OFF power
The requirements in subclause 6.4 are only applied for LTE/LTE-A TDD BS. 
6.4.1
Transmitter OFF power

Transmitter OFF power requirement is only applied for LTE/LTE-A TDD BS. In TS36.104 V9.3.0 Clause 6.4.1, it is described that,

"Transmitter OFF power is defined as the mean power measured over 70 us filtered with a square filter of bandwidth equal to the transmission bandwidth configuration of the BS (BWConfig) centred on the assigned channel frequency during the transmitter OFF period."

For BS supporting contiguous CA, the transmitter OFF power should be measured while all the component carriers are OFF. And the bandwidth of the square filter should be equal to the Aggregated Channel Bandwidth BWChannel_CA. In addition, the same minimum requirement for transmitter OFF power spectral density specified for LTE BS Rel.8/9 should be adopted, i.e. the transmitter OFF power spectral density shall be less than -85dBm/MHz.
6.4.2
Transmitter transient period
The transmitter transient period is the time period during which the transmitter is changing from the OFF period to the ON period or vice versa.
For BS supporting contiguous CA, the same requirement specified for LTE BS Rel.8/9 should be adopted.

6.5
Transmitted signal quality
6.5.1
Frequency error
Frequency error is the measure of the difference between the actual BS transmit frequency and the assigned frequency. The same source shall be used for RF frequency and data clock generation.
6.5.1.1
Minimum requirement

For BS supporting CA, the modulated carrier frequency of each component carrier supported by the BS shall be accurate to within the accuracy range given in Table 6.5.1-1 observed over a period of one subframe (1ms).
Table 6.5.1-1:  Frequency error minimum requirement
	BS class
	Accuracy

	Wide Area BS
	±0.05 ppm

	Local Area BS
	±0.1 ppm

	Home BS
	±0.25 ppm


6.5.2
Error Vector Magnitude
The Error Vector Magnitude is a measure of the difference between the ideal symbols and the measured symbols after the equalization.For LTE-A BS supporting CA, the same requirement in TS 36.104 can be adopted for each component carrier in order to maintain the present system performance. 
6.5.3
Time alignment between transmitter branches
Minimum requirement should be specified separately for 

- MIMO or TX diversity transmissions

- intra-band carrier aggregation with or without MIMO or TX diversity
- inter-band carrier aggregation, with or without MIMO or TX diversity
6.5.4
DL RS power 
For LTE-A BS supporting CA, the existing requirement for E-UTRA BS should be applied for each component carrier.

6.6
Unwanted emissions
6.6.1
Occupied bandwidth
 In some regions the concept of “Occupied bandwidth” is used in current regulation to define the value of “Necessary bandwidth” (N.B.) for the BS. N.B. may be used in radio regulation as a parameter to separate the spurious domain from the out-of-band domain. 

Presently TS36.104 defines Occupied bandwidth (OBW) for transmission of a single carrier only. As it is expected that “Occupied bandwidth” may be adopted as a regulatory requirement in some regions also for contiguously aggregated CCs, it is proposed to define in TS 36.104 an OBW requirement specifically for contiguous CA.
 Occupied bandwidth can be derived from the Base Station Aggregated Channel Bandwidth, BWChannel_CA, (see Clause 5.6), as follows:

Occupied bandwidth ≤ BWChannel_CA [MHz] 

in which the carrier spacing between component carriers shall be in accordance with the nominal channel spacing defined for contiguously aggregated component carriers in Clause 5.4.

The carrier spacing between component carriers is assumed as the nominal channel spacing in order to obtain a well-defined, single requirement for the BS equipment.
6.6.2
Adjacent Channel Leakage power Ratio (ACLR)

 The following points shall be taken into account when specifying the ACLR requirements for BS supporting CA:
· For the outermost component carrier with channel bandwidth ≥5 MHz, the channel bandwidth of the outermost component carrier should be considered for ACLR requirements. 

· The ACLR requirements shall be FFS if channel bandwidth of the outermost component carrier < 5MHz.
To avoid rephrasing of the existing requirements, the CA channel edge shall be aligned with the channel edge of the outermost component carriers, and the outermost component carrier shall be considered for ACLR requirement. The ACLR of 45dB in current specification shall also be applicable to BS supporting CA.
6.6.3
Operating band unwanted emissions
 The following points shall be taken into account when specifying the ACLR requirements for BS supporting CA:

· For the outermost component carrier with channel bandwidth ≥5 MHz, the channel bandwidth of the outermost component carrier should be considered for UEM requirements. 

· The UEM requirements shall be FFS if channel bandwidth of the outermost component carrier < 5MHz.
For BS configured for contiguous carrier aggregation, the lower edge of the carrier transmitted at the lowest carrier frequency and the higher edge of the carrier transmitted at the highest carrier frequency shall be the start points of UEM. This is well aligned with the existing UEM definition for LTE Rel-8 multiple carrier BS.
6.6.3.1 
Minimum requirements for Category A
No changes are foreseen for this clause.
6.6.3.2
Minimum requirements for Category B
No changes are foreseen for this clause.
6.6.3.3
Additional requirements
No changes are foreseen for this clause.
6.6.4
Transmitter spurious emissions
The E-UTRA Rel-8/9 spurious emission limits apply in frequency ranges that are more than 10 MHz below the lowest BS transmitter frequency of the operating band and more than 10 MHz above the highest BS transmitter frequency of the operating band. The spurious emission limits in frequency ranges that are more than 10 MHz outside the operating band are well aligned among E-UTRA, UTRA and MSR. 

The requirements apply whatever the type of transmitter considered (single carrier or multi-carrier). It applies for all transmission modes foreseen by the manufacturer's specification. As BS supporting contiguous CA transmits multiple component carriers and multi-carrier transmission mode is already covered by the existing requirements, no changes due to CA are foreseen in this respect.

Transmitter spurious emissions are defined in ITU-R Radio Regulations and ITU-R recommendations SM.329. They are included as regional requirements within TS 36.104. SM.329 recommends the 5th harmonic of the transmitting signal frequency as the upper bound of the measurement range for the spurious domain requirements from 600 MHz to 5.2 GHz. In current 3GPP specification, the upper bounds for spurious domain measurement in UTRA, E-UTRA and MSR are set at 12.75 GHz which corresponds to a maximum operation frequency of about 2.6 GHz. As in Rel-10 the scope of the CA WI does not include frequency bands beyond 2.4 GHz, no changes due to CA are expected for clause 6.6.4 in the Rel-10 timeframe.

In future CA WI additional frequency bands beyond 2.6 GHz such as the bands 3.4-3.6 GHz and 3.6-3.8 GHz may be introduced into the TS 36.104. This will require further consideration how to set the SM.329 upper limits for such bands as well as considerations regarding practical measurements and testing times and is left FFS.
6.6.4.1
Mandatory Requirements
6.6.4.1.1
Spurious emissions (Category A)

No changes due to CA in Rel-10.
6.6.4.1.2
Spurious emissions (Category B)

No changes due to CA in Rel-10.
6.6.4.2
Protection of the BS receiver of own or different BS

No changes due to CA in Rel-10.
6.6.4.3
Additional spurious emissions requirements

No changes due to CA in Rel-10.
6.6.4.4
Co-location with other base stations

No changes due to CA in Rel-10.
6.7
Transmitter intermodulation
 The transmitter intermodulation requirement is a measure of the capability of the transmitter to inhibit the generation of signals in its non linear elements caused by presence of the own transmit signal and an interfering signal reaching the transmitter via the antenna. The intermodulation requirement shall apply whatever the type of transmitter considered (single carrier, multi-carrier, or transmitter supporting carrier aggregation). In contiguous CA scenario, the center frequency of each CC is not the center of the channel bandwidth. Therefore, the lower (higher) edge is introduced as the offset reference point for the interfering signal.
The wanted signal is clarified to include E-UTRA single carrier, or multi-carrier, or multiple contiguously aggregated carriers.
7
Receiver characteristics

7.1
General
For all receiver requirements, the carrier aggregation can be introduced with minimal impact on existing specifications. A note in existing specifications can be added that the requirements are applicable for each received carrier.
Furthermore, for ACS, blocking and intermodulation characteristics, negative and positive offsets of the interfering signal shall be introduced. The negative offsets of the interfering signal shall apply relative to the lower channel edge of the lowest carrier received and positive offsets of the interfering signal shall apply relative to the higher channel edge of the highest carrier received. This change is aligned with existing specifications 25.104 and 37.104.
7.2
Reference sensitivity level
In order to reduce the complexity of test configurations, the reference sensitivity power can be measured for each component carrier separately. The wanted signal power and SNR operating point is suggested to be the same as Rel-8. It is suggested to apply the existing throughput requirement to each carrier in this clause in case of CA.

7.3
Dynamic range
In order to reduce the complexity of test configurations, the dynamic range can be measured for each component carrier separately. The wanted signal power and SNR operating point is suggested to be the same as Rel-8. It is suggested to apply the existing throughput requirement to each carrier in this clause in case of CA.

7.4
In-channel selectivity
In order to reduce the complexity of test configurations, the in-channel selectivity capability can be measured for each component carrier separately. The wanted signal power and SNR operating point is suggested to be the same as Rel-8. It is suggested to apply the existing throughput requirement to each carrier in this clause in case of CA.
7.5
Adjacent Channel Selectivity (ACS) and narrow-band blocking
 In order to reduce the complexity of test configurations, the adjacent channel selectivity and narrow-band blocking capability can be measured for each component carrier separately. The wanted signal power and SNR operating point is suggested to be the same as Rel-8. It is suggested to apply the existing throughput requirement to each carrier in this clause in case of CA.
Positive and negative offsets of the interfering signal relative to the lower (higher) edge shall be introduced.
7.6
Blocking 

7.6.1
General blocking requirement
 In order to reduce the complexity of test configurations, the blocking capability can be measured for each component carrier separately. The wanted signal power and SNR operating point is suggested to be the same as Rel-8. It is suggested to apply the existing throughput requirement to each carrier in this clause in case of CA.
Positive and negative offsets of the interfering signal relative to the lower (higher) edge shall be introduced.
7.6.2
Co-location with other base stations

 No changes due to CA are needed as noted in section 7.1 that current requirement is applicable for each received component carrier.
7.7 Receiver spurious emissions
No changes due to CA are needed as noted in section 7.1 that current requirement is applicable for each received component carrier.

7.8 Receiver intermodulation 
 In order to reduce the complexity of test configurations, the receiver intermodulation capability can be measured for each component carrier separately. The wanted signal power and SNR operating point is suggested to be the same as Rel-8. It is suggested to apply the existing throughput requirement to each carrier in this clause in case of CA.
Positive and negative offsets of the interfering signal relative to the lower (higher) edge shall be introduced.
8
Performance requirement

8.1
General
For all BS demodulation performance requirements, carrier aggregation can be introduced in Rel-10 with minimal impact on existing specifications as current requirements will be applied on a Rel-8 component carrier basis.

Following per Rel-8 component carrier implementation of carrier aggregation, SRS transmission will not affect BS demodulation performance requirements, as its transmission was optional in Rel-8 requirements.
Power control feature was not configured for Rel-8 LTE demodulation performance tests. Therefore, aiming at re‑use of Rel-8 requirements, power control agreements for UL PC in CA are not relevant and do not have impact on the LTE-A BS performance demodulation requirements.

HARQ-ACK feedback is utilised in number of Rel-8 BS demodulation performance tests. HARQ-ACK physical transmission scheme on PHICH will be reused in Rel-10 from Rel-8. Therefore, no impact on the Rel-8 demodulation performance tests is foreseen from the PHICH point of view. PHICH will be transmitted only on the DL component carrier that was used to transmit the UL grant.
The effects of UE Frequency error for intraband CA is FFS.
8.2
Performance requirements for PUSCH
8.2.1
Requirements in multipath fading propagation conditions
Both frequency-contiguous and frequency non-contiguous (i.e. clustered) PUSCH resource allocation are considered to be supported on each carrier in CA. 
Single RB allocation PUSCH performance requirements shall be re-used from Re-8 for single carrier allocation and shall not be considered for CA purposes.
8.2.1.1
Requirements for frequency contiguous allocation

PUSCH performance requirements for frequency-contiguous resource allocation will be re-used from Rel-8 specification, on per carrier basis. 


If the CA channel bandwidths of UL CC’s are different, the test will be conducted at different SNR level for each of those CC’s, as the PUSCH performance requirements at different channel bandwidths require different SNR level, as defined in Rel-8. 
In order to reduce number of test cases for CA testing purposes, one CC combination for testing purposes is seen sufficient for maintaining PUSCH test coverage. Selection criterion of such CC combination is [FFS]. 
A note in existing specification section 8.1 (General)  is needed (similar to the DC‑HSUPA case), stating that PUSCH throughput requirements for a BS supporting aggregated carriers are defined in terms of the existing Rel‑8 single carrier throughput requirements. 
8.2.1.2
Requirements for frequency non-contiguous allocation

Performance requirements for frequency non‑contiguous RA (i.e. PUSCH/PUSCH and PUCCH/PUSCH) were deprioritized due to ITU-R submission mandatory issues to be covered first and the performance requirements for these transmit schemes are still [FFS]. 
Frequency hopping is not supported simultaneously with non-contiguous PUSCH resource allocation. 

Maximum number of PUSCH clusters for clustered PUSCH resource allocation is 2 with the restriction of clustered allocation to be allowed only on one UL CC (per UE).  

Possible future BS performance requirements for clustered PUSCH will not cover dynamic switching between single cluster Rel-8 scheme and clustered Rel-10 scheme.  
8.2.2
Requirements for UL timing adjustment
For Rel-10 timeframe, intra-band CA was prioritized, leading to only single TA value in UL for carrier aggregation purposes. Therefore no changes are foreseen for UL timing adjustment performance requirement.
[The Rel-8/9 requirement is reused for the lowest and the highest channel bandwidths supported by the BS.]
In case of multiple TA values being allowed e.g. for inter band case, UL TA requirement will require certain clarification.
8.2.3
Requirements for high speed train
No changes are foreseen for this clause.
[The Rel-8/9 requirement is reused for the lowest and the highest channel bandwidths supported by the BS.]
8.2.4
Requirements for HARQ-ACK multiplexed on PUSCH
Irrespective of the conclusion on the possible simultaneous transmission of PUCCH and PUSCH, which is [FFS], Rel-8 mechanism of multiplexing UCI onto PUSCH is always supported as the fallback mechanism when simultaneous PUSCH and PUCCH is considered as not feasible. No changes are foreseen for this requirement due to this agreement.
[The Rel-8/9 requirement is reused for the lowest and the highest channel bandwidths supported by the BS.]
8.3
Performance requirements for PUCCH
PUCCH transmission of A/N and periodic CSI reporting supporting up to 5 DL CCs will be possible only within single, UE-specific UL component carrier.



Two PUCCH transmit schemes were introduced for CA purposes:  

· PUCCH format 1b with channel selection: supporting up to 4 A/N bits
Performance requirements for PUCCH Format 1b with channel selection will be defined for Rel-10. DTX to ACK and ACK missed detection performance measures shall be evaluated. 

· PUCCH format 3 (DFT-S-OFDM): supporting full range of A/N bits
Performance requirements for PUCCH format 3 will be defined for Rel-10. Moreover, it shall be evaluated, whether it is sufficient to introduce one generic PUCCH format 3 performance requirement for E-UTRA FDD and TDD.
Simultaneous PUCCH and PUSCH transmission from single UE was introduced by CA, but its consideration was postponed. Therefore, performance requirements for simultaneous PUCCH and PUSCH are [FFS].
8.3.1
DTX to ACK performance

The definition of DTX to ACK probability for multiple A/N bits for CA purposes is [FFS]. For BS not supporting CA, current DTX to ACK definition is to be reused. 

8.3.2
ACK missed detection requirements for single user PUCCH format 1a
No changes are foreseen for this clause.


8.3.3
CQI missed detection requirements for PUCCH format 2
No changes are foreseen for this clause.


8.3.4
ACK missed detection requirements for multi user PUCCH format 1a 
No changes are foreseen for this clause.


8.4 Performance requirements for PRACH
PRACH test can be reused from Rel-8 specification. The justification is that despite of the fact that UE may be scheduled over multiple component carriers in UL, only one random access procedure shall be ongoing at any time. Therefore, no new test is foreseen to be needed due to introduction of CA. Therefore, no changes are foreseen for this clause.

9 
Propagation conditions

9.1
Multi-path fading propagation conditions
For carrier aggregation requirements it shall be clarified in the annex, that the fading of the signals for each carrier shall be independent irrespective of the resource allocation scenario.
Annex A: CA deployment scenarios
A.1
General
RAN4 will adopt the following working assumptions in RP-100390 to complete the CA WI for Rel-10:

- The signaling and protocol specifications to support carrier aggregation shall be designed in a generic way, and able to support carrier aggregation scenarios that are introduced in later RAN4 Releases;
- Specification of carrier aggregation shall be done in Release independent manner;
- Scenarios which are not treated in Release 10 timeframe should be captured in appropriate TR for future reference; 
- New work items should be created when new carrier aggregation scenarios are introduced in Rel-10 and future 3GPP specifications – Noting that CA operating bands are release independent.

The following way forward in RP-100380 is followed:

Rel-10 signalling (e.g., RRC, MAC, HARQ, CQI, SRS, …) should support aggregation of up to 5 DL CCs and 5 UL CCs, irrespective of intra- or inter-band CA.

With regards to FDD DL:

- Rel-10 should support both intra- and inter-band aggregation;
- Rel-10 should support inter-band aggregation under deployments with RRH and repeaters, i.e., with different signal reception timings across CCs of different bands.
With regards to FDD UL:

- Work on intra-band aggregation should be prioritised in RAN4 till March 2011;
- Deployment scenarios with RRH and repeaters (and hence multiple TA maintenance) should be supported when inter-band aggregation is supported, e.g., in Rel-11.
With regards to TDD:

- Work on intra-band aggregation should be prioritised in RAN4 till March 2011, for both DL and UL;
- Deployment scenarios with RRH and repeaters (and hence multiple TA maintenance) should be supported when inter-band aggregation is supported, e.g., in Rel-11.
A.2
Intra - band Contiguous CA

Intra-band contiguous scenarios for the Rel-10 CA WI are shown in Table A.2-1.

Table A.2-1 Intra-band contiguous CA

	E-UTRA CA Band
	E-UTRA operating Band
	Uplink (UL) band
	Downlink (DL)  band
	Duplex

mode

	
	
	UE transmit / BS receive
	Channel BW MHz
	UE receive / BS transmit
	Channel BW MHz
	

	
	
	FUL_low  (MHz) –  FUL_high (MHz)
	
	FDL_low  (MHz) –  FDL_high (MHz)
	
	

	CA_40
	40
	2300
	–
	2400
	501
	2300
	–
	2400
	501
	TDD

	CA_1
	1
	1920
	–
	1980
	40
	2110
	–
	2170
	40
	FDD

	Note 1: BS requirements will be developed for both 50 MHz and 40 MHz aggregated channel BWs for the CA_40 scenario in release-10 timeframe


A.3
Inter band Non-Contiguous CA

Inter-band non-contiguous scenarios for the Rel-10 CA WI are shown in Table A.3-1.

Table A.3-1 Inter-band non-contiguous CA
	E-UTRA CA Band
	E-UTRA operating Band
	Uplink (UL) band
	Downlink (DL)  band
	Duplex

mode

	
	
	UE transmit / BS receive
	Channel BW MHz
	UE receive / BS transmit
	Channel BW MHz
	

	
	
	FUL_low  (MHz) –  FUL_high (MHz)
	
	FDL_low  (MHz) –  FDL_high (MHz)
	
	

	CA 1-5
	1
	1920
	–
	1980
	10 (Note*)
	2110
	–
	2170
	10
	FDD

	
	5
	824
	–
	849
	10 (Note*)
	869
	–
	894
	10
	

	Note*: 
Only one uplink component carrier is used in any of the two frequency bands at any time


A.4
Reference list of prioritized scenarios
Annex B: TS 36.104 Release 10 draft specification
This Annex is used to capture any text proposals to the Release 10 specification of TS36.104. The baseline for this section is TS36.104 V9.2.0. On completion on this TR these working assumptions will be incorporated into the Rel-10 specification for TS36.104.   

Any sub clause which is a sub clause of this heading 2 style will follow the same clause number used in TS36.104 in order to ease future incorporation of these working assumptions into the technical specification.  
B.1
void

B.2
void

B.3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Aggregated Channel Bandwidth:
 The RF bandwidth in which a Base Station transmits and receives multiple contiguously aggregated carriers. The aggregated channel bandwidth is measured in MHz.
Base station receive period: The time during which the base station is receiving data subframes or UpPTS.

Carrier: The modulated waveform conveying the E-UTRA or UTRA physical channels
Carrier aggregation configuration: a set of one or more operating bands across which the BS aggregates carriers with a specific set of technical requirements
NOTE:
Carrier aggregation configuration(s) for an E-UTRA BS is declared by the manufacturer according to the designations in Tables 5.5-2 to 5.5-3
Channel bandwidth: The RF bandwidth supporting a single E-UTRA RF carrier with the transmission bandwidth configured in the uplink or downlink of a cell. The channel bandwidth is measured in MHz and is used as a reference for transmitter and receiver RF requirements.

Channel edge: The lowest and highest frequency of the E-UTRA carrier, separated by the channel bandwidth.

DL RS power: The resource element power of Downlink Reference Symbol.

Downlink operating band: The part of the operating band designated for downlink. 
Higher Edge: The highest frequency in the aggregated channel bandwidth for multiple contiguously aggregated carriers, or the highest frequency in the channel bandwidth of a single E-UTRA carrier, or the highest frequency in the channel bandwidth of the highest carrier for E-UTRA multi-carrier; used as a frequency reference point for transmitter and receiver requirements.
Highest Carrier: The carrier with the highest carrier centre frequency transmitted/received in a specified frequency band.
Lower Edge:
 The lowest frequency in the aggregated channel bandwidth for multiple contiguously aggregated carriers, or the lowest frequency in the channel bandwidth of a single E-UTRA carrier, or the lowest frequency in the channel bandwidth of the lowest carrier for E-UTRA multi-carrier; used as a frequency reference point for transmitter and receiver requirements.

Lowest Carrier:
The carrier with the lowest carrier centre frequency transmitted/received in a specified frequency band.
Maximum output Power: The mean power level per carrier of the base station measured at the antenna connector in a specified reference condition.

Maximum throughput: The maximum achievable throughput for a reference measurement channel. 

Mean power: When applied to E-UTRA transmission this is the power measured in the channel bandwidth of the carrier. The period of measurement shall be at least one subframe (1ms), unless otherwise stated.

Measurement bandwidth: The bandwidth in which an emission level is specified.

Multi-carrier transmission configuration: A set of one or more contiguous carriers that a BS is able to transmit simultaneously according to the manufacturer’s specification.
Occupied bandwidth: The width of a frequency band such that, below the lower and above the upper frequency limits, the mean powers emitted are each equal to a specified percentage β/2 of the total mean power of a given emission.

Operating band: A frequency range in which E-UTRA operates (paired or unpaired), that is defined with a specific set of technical requirements.

NOTE:
The operating band(s) for an E-UTRA BS is declared by the manufacturer according to the designations in table 5.5-1.

Output power: The mean power of one carrier of the base station, delivered to a load with resistance equal to the nominal load impedance of the transmitter.

Rated output power: Rated output power of the base station is the mean power level per carrier that the manufacturer has declared to be available at the antenna connector during the transmitter ON period.
RE power control dynamic range: The difference between the power of a RE and the average RE power for a BS at maximum output power for a specified reference condition.

RRC filtered mean power: The mean power of a UTRA carrier as measured through a root raised cosine filter with roll-off factor  and a bandwidth equal to the chip rate of the radio access mode.

NOTE 1:
The RRC filtered mean power of a perfectly modulated UTRA signal is 0.246 dB lower than the mean power of the same signal.

Throughput: The number of payload bits successfully received per second for a reference measurement channel in a specified reference condition.

Total power dynamic range: The difference between the maximum and the minimum transmit power of an OFDM symbol for a specified reference condition.

Transmission bandwidth: Bandwidth of an instantaneous transmission from a UE or BS, measured in Resource Block units.

Transmission bandwidth configuration: The highest transmission bandwidth allowed for uplink or downlink in a given channel bandwidth, measured in Resource Block units.

Transmitter ON period: The time period during which the BS transmitter is transmitting data and/or reference symbols, i.e. data subframes or DwPTS.

Transmitter OFF period: The time period during which the BS transmitter is not allowed to transmit.

Transmitter transient period: The time period during which the transmitter is changing from the OFF period to the ON period or vice versa.
Uplink operating band: The part of the operating band designated for uplink. 

3.2
Symbols

For the purposes of the present document, the following symbols apply:


Roll-off factor


Percentage of the mean transmitted power emitted outside the occupied bandwidth on the assigned channel

BWChannel
Channel bandwidth 
BWChannel_CA 
Aggregated channel bandwidth, expressed in MHz. BWChannel_CA= Fedge_high- Fedge_low.
BWConfig
Transmission bandwidth configuration, expressed in MHz, where BWConfig = NRB x 180 kHz in the uplink and BWConfig = 15 kHz + NRB x 180 kHz in the downlink.

f
Frequency




(f
Separation between the channel edge frequency and the nominal -3dB point of the measuring filter closest to the carrier frequency

(fmax 
The largest value of (f used for defining the requirement

FC
Carrier centre frequency 
FC_low 
The carrier centre frequency of the lowest carrier, expressed in MHz.

FC_high 
The carrier centre frequency of the highest carrier, expressed in MHz.

Fedge_low 
The lower edge of aggregated channel bandwidth, expressed in MHz. Fedge_low = FC_low - Foffset.
Fedge_high 
The higher edge of aggregated channel bandwidth, expressed in MHz. Fedge_high = FC_high + Foffset.
Foffset 
Frequency offset from FC_high to the higher edge or FC_low to the lower edge.
Ffilter
Filter centre frequency 
f_offset 
Separation between the channel edge frequency and the centre of the measuring filter

f_offsetmax 
The maximum value of f_offset used for defining the requirement

FDL_low
The lowest frequency of the downlink operating band

FDL_high
The highest frequency of the downlink operating band

FUL_low
The lowest frequency of the uplink operating band

FUL_high
The highest frequency of the uplink operating band

Gant 
Net antenna gain
Nant
Number of transmitter antennas 
NDL 
Downlink EARFCN

NOffs-DL 
Offset used for calculating downlink EARFCN

NOffs-UL 
Offset used for calculating uplink EARFCN

NCS
Number of Cyclic shifts for preamble generation in PRACH
NRB
Transmission bandwidth configuration, expressed in units of resource blocks 

NUL 
Uplink EARFCN

P10MHz
Maximum output Power within 10 MHz
PEIRP,N
EIRP level for channel N

PEIRP,N,MAX
Maximum EIRP level for channel N

PEM,N
Declared emission level for channel N

Pmax
Maximum output Power

Pout
Output power

PREFSENS
Reference Sensitivity power level 
TA
Timing advance command, as defined in [11]
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T


Basic time unit, as defined in [10]
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

ACLR
Adjacent Channel Leakage Ratio

ACK
Acknowledgement (in HARQ protocols)

ACS
Adjacent Channel Selectivity

AWGN
Additive White Gaussian Noise

BS
Base Station
CA
Carrier Aggregation
CP
Cyclic prefix
CRC
Cyclic Redundancy Check
CW
Continuous Wave

DC
Direct Current

DFT
Discrete Fourier Transformation 

DTT
Digital Terrestrial Television

DTX
Discontinuous Transmission

DwPTS
Downlink part of the special subframe (for TDD operation)

EARFCN 
E-UTRA Absolute Radio Frequency Channel Number

EPA
Extended Pedestrian A model

ETU
Extended Typical Urban model

E-UTRA
Evolved UTRA

EVA
Extended Vehicular A model

EVM
Error Vector Magnitude

FDD
Frequency Division Duplex

FFT
Fast Fourier Transformation

FRC
Fixed Reference Channel

GP
Guard Period (for TDD operation)

HARQ
Hybrid Automatic Repeat Request

ICS
In-Channel Selectivity

ITU‑R
Radiocommunication Sector of the ITU 
LA
Local Area

LNA
Low Noise Amplifier

MCS
Modulation and Coding Scheme

OFDM
Orthogonal Frequency Division Multiplex

OOB
Out-of-band

PA
Power Amplifier

PBCH
Physical Broadcast Channel

PDCCH
Physical Downlink Control Channel

PDSCH
Physical Downlink Shared Channel

PUSCH
Physical Uplink Shared Channel

PUCCH
Physical Uplink Control Channel
PRACH
Physical Random Access Channel
QAM
Quadrature Amplitude Modulation

QPSK
Quadrature Phase-Shift Keying

RB
Resource Block

RE
Resource Element

RF
Radio Frequency

RMS
Root Mean Square (value)

RS
Reference Symbol

RX
Receiver

RRC
Root Raised Cosine

SNR
Signal-to-Noise Ratio 
TA
Timing Advance
TDD
Time Division Duplex

TX
Transmitter

UE
User Equipment 
WA
Wide Area
B.4
General

4.1
Relationship between minimum requirements and test requirements
The Minimum Requirements given in this specification make no allowance for measurement uncertainty. The test specification TS 36.141 [4] Annex G defines Test Tolerances. These Test Tolerances are individually calculated for each test. The Test Tolerances are used to relax the Minimum Requirements in this specification to create Test Requirements.

The measurement results returned by the Test System are compared - without any modification - against the Test Requirements as defined by the shared risk principle.

The Shared Risk principle is defined in ITU-R M.1545 [3].
4.2
Base station classes

The requirements in this specification apply to Wide Area Base Stations, Local Area Base Stations and Home Base Stations unless otherwise stated.  
Wide Area Base Stations are characterised by requirements derived from Macro Cell scenarios with a BS to UE minimum coupling loss equal to 70 dB. The Wide Area Base Station class has the same requirements as the base station for General Purpose application in Release 8.

Local Area Base Stations are characterised by requirements derived from Pico Cell scenarios with a BS to UE minimum coupling loss equal to 45 dB.
Home Base Stations are characterised by requirements derived from Femto Cell scenarios.
4.3
Regional requirements

Some requirements in the present document may only apply in certain regions either as optional requirements or set by local and regional regulation as mandatory requirements. It is normally not stated in the 3GPP specifications under what exact circumstances that the requirements apply, since this is defined by local or regional regulation.

Table 4.3-1 lists all requirements that may be applied differently in different regions.

Table 4.3-1: List of regional requirements
	Clause number
	Requirement
	Comments

	5.5
	Operating bands
	Some bands may be applied regionally.

	5.6
	Channel bandwidth
	Some channel bandwidths may be applied regionally. 

	5.7
	Channel arrangement
	The requirement is applied according to what operating bands in clause 5.5 that are supported by the BS.

	6.2
	Base station maximum output power
	In certain regions, the minimum requirement for normal conditions may apply also for some conditions outside the range of conditions defined as normal.

	6.2.2
	Additional requirement (regional)
	For Band 34 operation in certain regions, the rated output power declared by the manufacturer shall be less than or equal to the values specified in Table  6.2.2-1.

	6.6.3.1
	Operating band unwanted emissions (Category A)
	This requirement is mandatory for regions where Category A limits for spurious emissions, as defined in ITU-R Recommendation SM.329 [2] apply.

	6.6.3.2
	Operating band unwanted emissions (Category B)
	This requirement is mandatory for regions where Category B limits for spurious emissions, as defined in ITU-R Recommendation SM.329 [2], apply.

	6.6.3.3
	Additional requirements
	These requirements may apply in certain regions as additional Operating band unwanted emission limits.

	6.6.4.1.1
	Spurious emissions (Category A)
	This requirement is mandatory for regions where Category A limits for spurious emissions, as defined in ITU-R Recommendation SM.329 [2] apply.

	6.6.4.1.2
	Spurious emissions (Category B)
	This requirement is mandatory for regions where Category B limits for spurious emissions, as defined in ITU-R Recommendation SM.329 [2], apply.

	6.6.4.3
	Additional spurious emission requirements 
	These requirements may be applied for the protection of system operating in frequency ranges other than the E-UTRA BS operating band. 

	6.6.4.4
	Co-location with other base stations
	These requirements may be applied for the protection of other BS receivers when a BS operating in another frequency band is co-located with an E-UTRA BS.

	7.6.2
	Co-location with other base stations
	These requirements may be applied for the protection of the BS receiver when a BS operating in another frequency band is co-located with an E‑UTRA BS.


4.4
Applicability of requirements
For BS that is E-UTRA (single-RAT) capable only, the requirements in the present document are applicable and additional conformance to TS 37.104 [15] is optional. For a BS additionally conforming to TS 37.104 [15], conformance to some of the RF requirements in the present document can be demonstrated through the corresponding requirements in TS 37.104 [15] as listed in Table 4.4-1
Table 4.4-1: Alternative RF requirements for a BS additionally conforming to TS 37.104 [15]
	RF requirement
	Clause in the present document
	Alternative clause in TS 37.104 [15]

	Base station output power
	6.2.1

6.2.2
	6.2.1 
6.2.2

	Unwanted emissions
	

	
Transmitter spurious emissions
	6.6.4
	6.6.1 (except for 6.6.1.1.3)

	Operating band unwanted emissions
	6.6.3.1, 6.6.3.2

(NOTE 1)
	6.6.2 (except for 6.6.2.3 and 6.6.2.4)

	Transmitter intermodulation
	6.7
	6.7.1

	Narrowband blocking
	7.5.1
	7.4.2

	Blocking
	7.6.1.1
	7.4.1

	Out-of-band blocking
	7.6.1.1
	7.5.1

	Co-location with other base stations
	7.6.2.1
	7.5.2

	Receiver spurious emissions
	7.7.1
	7.6.1

	Intermodulation
	7.8.1
	7.7.1

	Narrowband intermodulation
	7.8.1
	7.7.2

	NOTE 1:  this does not apply when the lowest or highest carrier frequency is configured as 1.4 or 3 MHz carrier in bands of Band Category 1 or 3 according to clause 4.5 in TS 37.104 [15]


B.5
Operating bands and channel arrangement

5.1
General

The channel arrangements presented in this clause are based on the operating bands and channel bandwidths defined in the present release of specifications.

NOTE:
Other operating bands and channel bandwidths may be considered in future releases.
5.2
Void

5.3
Void

5.4
Void

5.5
Operating bands

E-UTRA is designed to operate in the operating bands defined in Table 5.5-1.

Table 5.5-1 E-UTRA frequency bands

	E‑UTRA Operating Band
	Uplink (UL) operating band
BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	1
	1920 MHz 
	–
	1980 MHz 
	2110 MHz  
	–
	2170 MHz
	FDD

	2
	1850 MHz 
	–
	1910  MHz
	1930 MHz 
	–
	1990 MHz
	FDD

	3
	1710 MHz 
	–
	1785 MHz
	1805 MHz 
	–
	1880 MHz
	FDD

	4
	1710 MHz
	–
	1755 MHz 
	2110 MHz 
	–
	2155 MHz
	FDD

	5
	824 MHz
	–
	849 MHz
	869 MHz 
	–
	894MHz
	FDD

	61
	830 MHz
	–
	840  MHz
	875 MHz 
	–
	885 MHz
	FDD

	7
	2500 MHz
	–
	2570 MHz
	2620 MHz 
	–
	2690 MHz
	FDD

	8
	880 MHz
	–
	915 MHz
	925 MHz  
	–
	960 MHz
	FDD

	9
	1749.9 MHz
	–
	1784.9 MHz
	1844.9 MHz  
	–
	1879.9 MHz
	FDD

	10
	1710 MHz
	–
	1770 MHz
	2110 MHz 
	–
	2170 MHz
	FDD

	11
	1427.9 MHz 
	–
	1447.9 MHz
	1475.9 MHz  
	–
	1495.9 MHz
	FDD

	12
	698 MHz
	–
	716 MHz
	728 MHz
	–
	746 MHz
	FDD

	13
	777 MHz
	–
	787 MHz
	746 MHz
	–
	756 MHz
	FDD

	14
	788 MHz
	–
	798 MHz
	758 MHz
	–
	768 MHz
	FDD

	15
	Reserved
	
	
	Reserved
	
	
	FDD

	16
	Reserved
	
	
	Reserved
	
	
	FDD

	17
	704 MHz 
	–
	716 MHz
	734 MHz
	–
	746 MHz
	FDD

	18
	815 MHz 
	–
	830 MHz
	860 MHz
	–
	875 MHz
	FDD

	19
	830 MHz 
	–
	845 MHz
	875 MHz
	–
	890 MHz
	FDD

	20
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	

	21
	1447.9 MHz
	–
	1462.9 MHz
	1495.9 MHz
	–
	1510.9 MHz
	FDD

	...
	
	
	
	
	
	
	

	33
	1900 MHz
	–
	1920 MHz
	1900 MHz
	–
	1920 MHz
	TDD

	34
	2010 MHz
	–
	2025 MHz 
	2010 MHz 
	–
	2025 MHz
	TDD

	35
	1850 MHz 
	–
	1910 MHz
	1850 MHz 
	–
	1910 MHz
	TDD

	36
	1930 MHz 
	–
	1990 MHz
	1930 MHz 
	–
	1990 MHz
	TDD

	37
	1910 MHz 
	–
	1930 MHz
	1910 MHz 
	–
	1930 MHz
	TDD

	38
	2570 MHz 
	–
	2620 MHz
	2570 MHz 
	–
	2620 MHz
	TDD

	39
	1880 MHz 
	–
	1920 MHz
	1880 MHz 
	–
	1920 MHz
	TDD

	40
	2300 MHz 
	–
	2400 MHz
	2300 MHz 
	–
	2400 MHz
	TDD

	Note 1: Band 6 is not applicable.


E-UTRA is designed to operate for the carrier aggregation configurations defined in Tables 5.5-2 to 5.5-3.
Table 5.5-2. Intra-band contiguous carrier aggregation configurations

	CA Configuration
	Operating band

	
	

	CA_1
	1

	CA_40
	40


Table 5.5-3. Inter-band non-contiguous carrier aggregation configurations

	CA Configuration
	Operating bands

	
	

	CA_1-5
	1

	
	5


5.6
Channel bandwidth

Requirements in present document are specified for the channel bandwidths listed in Table 5.6-1.

Table 5.6-1 Transmission bandwidth configuration NRB in E-UTRA channel bandwidths

	Channel bandwidth BWChannel [MHz]
	1.4
	3 
	5
	10
	15
	20

	Transmission bandwidth configuration NRB
	6
	15 
	25
	50
	75
	100


Figure 5.6-1 shows the relation between the Channel bandwidth (BWChannel) and the Transmission bandwidth configuration (NRB). The channel edges are defined as the lowest and highest frequencies of the carrier separated by the channel bandwidth, i.e. at FC +/- BWChannel /2.


[image: image6]
Figure 5.6-1 Definition of Channel Bandwidth and Transmission Bandwidth Configuration for one E‑UTRA carrier
Figure 5.6-2 below illustrates the channel bandwidth for contiguous carrier aggregation.

[image: image7]
Figure 5.6-2 Definition of Aggregated Channel Bandwidth for contiguous carrier aggregation

The lower edge of the Aggregated Channel Bandwidth (BWChannel_CA) is defined as Fedge_low = FC_low - Foffset. The higher edge of the aggregated channel bandwidth is defined as Fedge_high = FC_high + Foffset. The Aggregated Channel Bandwidth, BWChannel_CA, is defined as follows:

BWChannel_CA = Fedge_high - Fedge_low [MHz]
Foffset is defined in Table 5.6-2 below where BWChannel is defined in Table 5.6-1.
Table 5.6-2: Definition of Foffset 
	Channel Bandwidth of the Lowest or Highest Carrier: BWChannel[MHz]
	Foffset[MHz]

	5, 10, 15, 20
	BWChannel/2 


5.7
Channel arrangement

5.7.1
Channel spacing

The spacing between carriers will depend on the deployment scenario, the size of the frequency block available and the channel bandwidths. The nominal channel spacing between two adjacent E-UTRA carriers is defined as following:


Nominal Channel spacing = (BWChannel(1) + BWChannel(2))/2 

where BWChannel(1) and BWChannel(2) are the channel bandwidths of the two respective E-UTRA carriers. The channel spacing can be adjusted to optimize performance in a particular deployment scenario.
5.7.1A
CA Channel spacing

For contiguously aggregated carriers the channel spacing between adjacent component carriers shall be multiple of 300 kHz. 
The nominal channel spacing between two adjacent aggregated E-UTRA carriers is defined as follows:
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where BWChannel(1) and BWChannel(2) are the channel bandwidths of the two respective E-UTRA component carriers according to Table 5.6-1 with values in MHz. The channel spacing for intra-band contiguous carrier aggregation can be adjusted to any multiple of 300 kHz less than the nominal channel spacing to optimize performance in a particular deployment scenario.


5.7.2
Channel raster

The channel raster is 100 kHz for all bands, which means that the carrier centre frequency must be an integer multiple of 100 kHz.  

5.7.3
Carrier frequency and EARFCN

The carrier frequency in the uplink and downlink is designated by the E-UTRA Absolute Radio Frequency Channel Number (EARFCN) in the range 0 - 65535. The relation between EARFCN and the carrier frequency in MHz for the downlink is given by the following equation, where FDL_low and NOffs-DL are given in table 5.7.3-1 and NDL is the downlink EARFCN.


FDL = FDL_low + 0.1(NDL – NOffs-DL) 

The relation between EARFCN and the carrier frequency in MHz for the uplink is given by the following equation where FUL_low and NOffs-UL are given in table 5.7.3-1 and NUL is the uplink EARFCN.


FUL = FUL_low + 0.1(NUL – NOffs-UL)  

Table 5.7.3-1 E-UTRA channel numbers

	E-UTRA Operating Band
	Downlink
	Uplink

	
	FDL_low [MHz]
	NOffs-DL
	Range of NDL
	FUL_low [MHz]
	NOffs-UL
	Range of NUL

	1
	2110
	0
	0 – 599
	1920
	18000
	18000 – 18599

	2
	1930
	600
	6001199
	1850
	18600
	18600 – 19199

	3
	1805
	1200
	1200 – 1949
	1710
	19200
	19200 – 19949

	4
	2110
	1950
	1950 – 2399
	1710
	19950
	19950 – 20399

	5
	869
	2400
	2400 – 2649
	824
	20400
	20400 – 20649

	6
	875
	2650
	2650 – 2749
	830
	20650
	20650 – 20749

	7
	2620
	2750
	2750 – 3449
	2500
	20750
	20750 – 21449

	8
	925
	3450
	3450 – 3799
	880
	21450
	21450 – 21799

	9
	1844.9
	3800
	3800 – 4149
	1749.9
	21800
	21800 – 22149

	10
	2110
	4150
	4150 – 4749
	1710
	22150
	22150 – 22749

	11
	1475.9
	4750
	4750 – 4949
	1427.9
	22750
	22750 – 22949

	12
	728
	5000
	5000 – 5179
	698
	23000
	23000 – 23179

	13
	746
	5180
	5180 – 5279
	777
	23180
	23180 – 23279

	14
	758
	5280
	5280 – 5379
	788
	23280
	23280 – 23379

	…
	
	
	
	
	
	

	17
	734
	5730
	5730 – 5849
	704
	23730
	23730 – 23849

	18
	860
	5850
	5850 – 5999
	815
	23850
	23850 – 23999

	19
	875
	6000
	6000 – 6149
	830
	24000
	24000 – 24149

	20
	791
	6150
	6150 - 6449
	832
	24150
	24150 - 24449

	21
	1495.9
	6450
	6450 – 6599
	1447.9
	24450
	24450 – 24599

	…
	
	
	
	
	
	

	33
	1900
	36000
	36000 – 36199
	1900
	36000
	36000 – 36199

	34
	2010
	36200
	36200 – 36349
	2010
	36200
	36200 – 36349

	35
	1850
	36350
	36350 – 36949
	1850
	36350
	36350 – 36949

	36
	1930
	36950
	36950 – 37549
	1930
	36950
	36950 – 37549

	37
	1910
	37550
	37550 – 37749
	1910
	37550
	37550 – 37749

	38
	2570
	37750
	37750 – 38249
	2570
	37750
	37750 – 38249

	39
	1880
	38250
	38250 – 38649
	1880
	38250
	38250 – 38649

	40
	2300
	38650
	38650 – 39649
	2300
	38650
	38650 – 39649

	NOTE: 
The channel numbers that designate carrier frequencies so close to the operating band edges that the carrier extends beyond the operating band edge shall not be used. This implies that the first 7, 15, 25, 50, 75 and 100 channel numbers at the lower operating band edge and the last 6, 14, 24, 49, 74 and 99 channel numbers at the upper operating band edge shall not be used for channel bandwidths of 1.4, 3, 5, 10, 15 and 20 MHz respectively.


B.6
Transmitter characteristics

6.1
General

Unless otherwise stated, the requirements in clause 6 are expressed for a single transmitter antenna connector. In case of multi-carrier transmission with one or multiple transmitter antenna connectors, transmit diversity or MIMO transmission, the requirements apply for each transmitter antenna connector.
 A BS supporting contiguous CA in a specified band transmits multiple component carriers aggregated contiguously. A BS supporting non-contiguous CA transmits multiple component carriers in the specified bands.
Unless otherwise stated, the transmitter characteristics are specified at the BS antenna connector (test port A) with a full complement of transceivers for the configuration in normal operating conditions. If any external apparatus such as a TX amplifier, a filter or the combination of such devices is used, requirements apply at the far end antenna connector (port B).

Unless otherwise stated the requirements in clause 6 applies at all times, i.e. during the Transmitter ON period, the Transmitter OFF period and the Transmitter transient period.
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Figure 6.1-1: Transmitter test ports
6.2
Base station output power

Output power, Pout, of the base station is the mean power of one carrier delivered to a load with resistance equal to the nominal load impedance of the transmitter.
The maximum total output power, of the base station is the mean power level measured at the antenna connector during the transmitter ON period in a specified reference condition. 
Rated total output power of the base station is the mean power for BS operating in single carrier, multi-carrier, or carrier aggregation configurations that the manufacturer has declared to be available at the antenna connector during the transmitter ON period.
Maximum output power, Pmax, of the base station is the mean power level per carrier measured at the antenna connector during the transmitter ON period in a specified reference condition. 
Rated output power, PRAT, of the base station is the mean power level per carrier for BS operating in single carrier, multi-carrier, or carrier aggregation configurations that the manufacturer has declared to be available at the antenna connector during the transmitter ON period. 
NOTE:
Different PRATs may be declared for different configurations.
The rated output power, PRAT, of the BS shall be as specified in Table 6.2-1.
Table 6.2-1: Base Station rated output power
	BS class
	PRAT

	Wide Area BS
	· (note)


	Local Area BS
	<  + 24 dBm (for one transmit antenna port)

<  + 21 dBm (for two transmit antenna ports)

<  + 18 dBm (for four transmit antenna ports)

	Home BS
	<  + 20 dBm (for one transmit antenna port)

<  + 17 dBm (for two transmit antenna ports)
<  + 14dBm (for four transmit antenna ports)

	NOTE:
There is no upper limit for the rated output power of the Wide Area Base Station.


6.2.1
Minimum requirement

In normal conditions, the base station maximum output power shall remain within +2 dB and -2 dB of the rated output power declared by the manufacturer.

In extreme conditions, the base station maximum output power shall remain within +2.5 dB and -2.5 dB of the rated output power declared by the manufacturer.

In certain regions, the minimum requirement for normal conditions may apply also for some conditions outside the range of conditions defined as normal.
6.2.2
Additional requirement (regional)

For Band 34 operation in Japan, the rated output power declared by the manufacturer.shall be less than or equal to the values specified in Table  6.2.2-1.

Table 6.2.2-1: Regional requirements for Band 34 for rated output power declared by the manufacturer.
	Channel bandwidth BWChannel [MHz]
	1.4
	3 
	5
	10
	15
	20

	Maximum output power [W]
	N/A
	N/A
	20
	40
	60
	N/A


6.2.3
Home BS output power for adjacent UTRA channel protection
The Home BS shall be capable of adjusting the transmitter output power to minimize the interference level on the adjacent channels licensed to other operators in the same geographical area while optimize the Home BS coverage. These requirements are only applicable to Home BS. The requirements in this clause are applicable for AWGN radio propagation conditions.

The output power, Pout, of the Home BS shall be as specified in Table 6.2.3-1 under the following input conditions:

-
CPICH Êc, measured in dBm, is the code power of the Primary CPICH on one of the adjacent channels present at the Home BS antenna connector for the CPICH received on the adjacent channels. If Tx diversity is applied on the Primary CPICH, CPICH Êc shall be the sum in [W] of the code powers of the Primary CPICH transmitted from each antenna.  

-
Ioh, measured in dBm, is the total received power density, including signals and interference but excluding the own Home BS signal, present at the Home BS antenna connector on the Home BS operating channel. 

In case that both adjacent channels are licensed to other operators, the most stringent requirement shall apply for Pout. In the case when one of the adjacent channels is licensed to a E-UTRA operator while the other adjacent channel is licensed to a UTRA operator, the more stringent requirement of this subclause and subclause 6.2.3 shall apply for Pout. In case the Home BS’s operating channel and both adjacent channels are licensed to the same operator, the requirements of this clause do not apply.
The input conditions defined for the requirements in this section are specified at the antenna connector of the Home BS. For Home BS receivers with diversity, the requirements apply to each antenna connector separately, with the other one(s) terminated or disabled. The requirements are otherwise unchanged. For Home BS(s) without measurement capability, a reference antenna with a gain of 0 dBi is assumed for converting these power levels into field strength requirements.

Table 6.2.3-1: Home BS output power for adjacent operator UTRA channel protection

	Input Conditions
	Output power, Pout

	Ioh > CPICH Êc + 43 dB

And CPICH Êc ≥  -105dBm
	≤ 10 dBm

	Ioh ≤  CPICH Êc + 43 dB

and CPICH Êc ≥ -105dBm
	≤ max(8 dBm, min(20 dBm,  CPICH Êc + 100 dB))


Note 1: 
The Home BS transmitter output power specified in Table 6.2.3-1 assumes a Home BS reference antenna gain of 0 dBi, an target outage zone of 47dB around the Home BS for an UE on the adjacent channel, with an allowance of 2 dB for measurement errors, an ACIR of 33 dB, an adjacent channel UE CPICH Ec/Io target of -18 dB and the same CPICH Êc value at the adjacent channel UE as for the Home BS.
Note 2: 
For CPICH Êc < -105dBm, the requirements in subclauses 6.2.1 and 6.2.2 apply.
Note 3:
The output power Pout is the sum transmit power across all the antennas of the Home BS, with each transmit power measured at the respective antenna connectors. 
6.2.4
Home BS output power for adjacent E-UTRA channel protection
The Home BS shall be capable of adjusting the transmitter output power to minimize the interference level on the adjacent channels licensed to other operators in the same geographical area while optimize the Home BS coverage. These requirements are only applicable to Home BS. The requirements in this clause are applicable for AWGN radio propagation conditions.

The output power, Pout, of the Home BS shall be as specified in Table 6.2.3-2 under the following input conditions:

-
CRS Êc, measured in dBm, is the Reference Signal Received Power per resource element on one of the adjacent channels present at the Home BS antenna connector for the Reference Signal received on the adjacent channels. For CRS Êc determination, the cell-specific reference signal R0 according TS 36.211 [3] shall be used. If the Home BS can reliably detect that multiple TX antennas are used for transmission on the adjacent channel, it may use  the average in [W] of the CRS Êc on all detected antennas.  

-
Ioh, measured in dBm, is the total received power density, including signals and interference but excluding the own Home BS signal, present at the Home BS antenna connector on the Home BS operating channel. 

In case that both adjacent channels are licensed to other operators, the most stringent requirement shall apply for Pout. In the case when one of the adjacent channels is licensed to a E-UTRA operator while the other adjacent channel is licensed to a UTRA operator, the more stringent requirement of this subclause and subclause 6.2.3  shall apply for Pout. In case the Home BS’s operating channel and both adjacent channels are licensed to the same operator, the requirements of this clause do not apply. 
The input conditions defined for the requirements in this section are specified at the antenna connector of the Home BS. For Home BS receivers with diversity, the requirements apply to each antenna connector separately, with the other one(s) terminated or disabled .The requirements are otherwise unchanged. For Home BS(s) without measurement capability, a reference antenna with a gain of 0 dBi is assumed for converting these power levels into field strength requirements.

Table 6.2.3-2: Home BS output power for adjacent operator E-UTRA channel protection

	Input Conditions
	Output power, Pout

	Ioh > CRS Êc + 
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Note 1: 
The Home BS transmitter output power specified in Table 6.2.3-2 assumes a Home BS reference antenna gain of 0 dBi, an target outage zone of 47dB around the Home BS for an UE on the adjacent channel, with an allowance of 2 dB for measurement errors, an ACIR of 30 dB, an adjacent channel UE Ês/Iot target of -6 dB and the same CRS Êc value at the adjacent channel UE as for the Home BS.
Note 2: 
For CRS Êc < -127dBm, the requirements in subclauses 6.2.1 and 6.2.2 apply.
Note 3:
The output power Pout is the sum transmit power across all the antennas of the Home BS, with each transmit power measured at the respective antenna connectors. 

Note 4:
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6.3
Output power dynamics

The requirements in subclause 6.3 apply during the transmitter ON period. Transmit signal quality (as specified in subclause 6.5) shall be maintained for the output power dynamics requirements of this Clause.
Power control is used to limit the interference level.
6.3.1

RE Power control dynamic range
The RE power control dynamic range is the difference between the power of an RE and the average RE power for a BS at maximum output power for a specified reference condition. 
6.3.1.1
Minimum requirements

RE power control dynamic range:

Table 6.3.1.1-1 E-UTRA BS RE power control dynamic range

	Modulation scheme used on the RE
	RE power control dynamic range (dB)

	
	 (down)
	 (up)

	QPSK (PDCCH)
	-6
	+4

	QPSK (PDSCH)
	-6
	+3

	16QAM (PDSCH)
	-3
	+3

	64QAM (PDSCH)
	0
	0

	NOTE 1: 
The output power per carrier shall always be less or equal to the maximum output power of the base station


6.3.2
Total power dynamic range
The total power dynamic range is the difference between the maximum and the minimum transmit power of an OFDM symbol for a specified reference condition.

NOTE:
The upper limit of the dynamic range is the OFDM symbol power for a BS at maximum output power. The lower limit of the dynamic range is the OFDM symbol power for a BS when one resource block is transmitted. The OFDM symbol shall carry PDSCH and not contain RS, PBCH or synchronisation signals.
6.3.2.1
Minimum requirements

The downlink (DL) total power dynamic range for one E-UTRA carrier shall be larger than or equal to the level in Table 6.3.2.1-1. 
Table 6.3.2.1-1 E-UTRA BS total power dynamic range
	E-UTRA

channel bandwidth (MHz)
	Total power dynamic range (dB)

	1.4
	7.7

	3
	11.7

	5
	13.9

	10
	16.9

	15
	18.7

	20
	20


6.4
Transmit ON/OFF power

The requirements in subclause 6.4 are only applied for E-UTRA TDD BS.

6.4.1
Transmitter OFF power
Transmitter OFF power is defined as the mean power measured over 70 us filtered with a square filter of bandwidth equal to the transmission bandwidth configuration of the BS (BWConfig) centred on the assigned channel frequency during  the transmitter OFF period.
For BS supporting contiguous CA, the transmitter OFF power is defined as the mean power measured over 70 us filtered with a square filter of bandwidth equal to the Aggregated Channel Bandwidth BWChannel_CA centred on (Fedge_high+Fedge_low)/2 during the transmitter OFF period.
6.4.1.1
Minimum Requirement

The transmitter OFF power spectral density shall be less than -85dBm/MHz.
6.4.2
Transmitter transient period

The transmitter transient period is the time period during which the transmitter is changing from the OFF period to the ON period or vice versa. The transmitter transient period is illustrated in Figure 6.4.2-1.


[image: image16]
Figure 6.4.2-1 Illustration of the relations of transmitter ON period, transmitter OFF period and transmitter transient period.

6.4.2.1
Minimum requirements

The transmitter transient period shall be shorter than the values listed in Table 6.4.2.1-1.

Table 6.4.2.1-1 Minimum requirements for the transmitter transient period

	Transition
	Transient period length [us]

	OFF to ON
	17

	ON to OFF
	17


6.5
Transmitted signal quality

The requirements in subclause 6.5 apply to the transmitter ON period.

6.5.1
Frequency error

Frequency error is the measure of the difference between the actual BS transmit frequency and the assigned frequency. The same source shall be used for RF frequency and data clock generation.

6.5.1.1
Minimum requirement

The modulated carrier frequency of each E-UTRA carrier configured by the BS shall be accurate to within the accuracy range given in Table 6.5.1-1 observed over a period of one subframe (1ms).
Table 6.5.1-1:  Frequency error minimum requirement
	BS class
	Accuracy

	Wide Area BS
	±0.05 ppm

	Local Area BS
	±0.1 ppm

	Home BS
	±0.25 ppm


6.5.2
Error Vector Magnitude

The Error Vector Magnitude is a measure of the difference between the ideal symbols and the measured symbols after the equalization. This difference is called the error vector. The equaliser parameters are estimated as defined in Annex E. The EVM result is defined as the square root of the ratio of the mean error vector power to the mean reference power expressed in percent.  

For all bandwidths, the EVM measurement shall be performed for each E-UTRA carrier over all allocated resource blocks and downlink subframes within 10ms measurement periods. The boundaries of the EVM measurement periods need not be aligned with radio frame boundaries. The EVM value is then calculated as the mean square root of the measured values. The EVM of each E-UTRA carrier for different modulation schemes on PDSCH shall be better than the limits in table 6.5.2-1:

 Table 6.5.2-1 EVM requirements 

	Modulation scheme for PDSCH
	Required EVM [%]

	QPSK
	17.5 %

	16QAM
	12.5 %

	64QAM
	8 %


6.5.3
Time alignment between transmitter branches

This requirement applies to frame timing in TX diversity, MIMO transmission, intra-band carrier aggregation, inter-band aggregation and their combinations. 

Frames of the LTE signals present at the BS transmitter antenna port(s) are not perfectly aligned in time. In relation to each other, the RF signals present at the BS transmitter antenna port(s) experience certain timing differences.
For a specific set of signals/transmitter configuration/transmission type, time alignment error (TAE) is defined as the largest timing difference between any two signals. 

6.5.3.1
Minimum Requirement

 For MIMO or TX diversity transmissions, at each carrier frequency, TAE shall not exceed 65 ns.

For intra-band carrier aggregation, with or without MIMO or TX diversity, TAE shall not exceed 130 ns.

For inter-band carrier aggregation, with or without MIMO or TX diversity, TAE shall not exceed [1.3 μs].
6.5.4
DL RS power 
DL RS power is the resource element power of the Downlink Reference Symbol.

The absolute DL RS power is indicated on the DL-SCH. The absolute accuracy is defined as the maximum deviation between the DL RS power indicated on the DL-SCH and the DL RS power of each E-UTRA carrier at the BS antenna connector.
6.5.4.1
Minimum requirements

DL RS power of each E-UTRA carrier shall be within ( 2.1 dB of the DL RS power indicated on the DL-SCH.
6.6
Unwanted emissions

Unwanted emissions consist of out-of-band emissions and spurious emissions [2]. Out of band emissions are unwanted emissions immediately outside the channel bandwidth resulting from the modulation process and non-linearity in the transmitter but excluding spurious emissions. Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emission, intermodulation products and frequency conversion products, but exclude out of band emissions. 

The out-of-band emissions requirement for the BS transmitter is specified both in terms of Adjacent Channel Leakage power Ratio (ACLR) and Operating band unwanted emissions. The Operating band unwanted emissions define all unwanted emissions in the downlink operating band plus the frequency ranges 10 MHz above and 10 MHz below the band. Unwanted emissions outside of this frequency range are limited by a spurious emissions requirement.

There is in addition a requirement for occupied bandwidth.

6.6.1
Occupied bandwidth

The occupied bandwidth is the width of a frequency band such that, below the lower and above the upper frequency limits, the mean powers emitted are each equal to a specified percentage /2 of the total mean transmitted power. See also ITU-R Recommendation SM.328 [5].

The value of /2 shall be taken as 0.5%.

The requirement applies during the transmitter ON period.

6.6.1.1
Minimum requirement

The occupied bandwidth for one E-UTRA carrier shall be less than the channel bandwidth as defined in Table 5.6-1. For contiguous CA, the occupied bandwidth shall be less than or equal the Aggregated Channel Bandwidth as defined in subclause 5.6.

6.6.2
Adjacent Channel Leakage power Ratio (ACLR)


Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency.

The requirements shall apply whatever the type of transmitter considered (single carrier or multi-carrier). It applies for all transmission modes foreseen by the manufacturer's specification. For a multi-carrier BS, the requirement applies for the adjacent channel frequencies below the lowest carrier frequency transmitted by the BS and above the highest carrier frequency transmitted by the BS for each supported multi-carrier transmission configuration or carrier aggregation configurations. The requirement applies during the transmitter ON period.

6.6.2.1
Minimum requirement

The ACLR is defined with a square filter of bandwidth equal to the transmission bandwidth configuration of the transmitted signal (BWConfig) centred on the assigned channel frequency and a filter centred on the adjacent channel frequency according to the tables below. 

For Category A Wide Area BS, either the ACLR limits in the tables below or the absolute limit of -13dBm/MHz apply, whichever is less stringent.

For Category B Wide Area BS, either the ACLR limits in the tables below or the absolute limit of -15dBm/MHz apply, whichever is less stringent. 
For Local Area BS, either the ACLR limits in the table or the absolute limit of -32dBm/MHz shall apply, whichever is less stringent.
For Home BS, either the ACLR limits in the tables below or the absolute limit of -50dBm/MHz apply, whichever is less stringent.
For operation in paired spectrum, the ACLR shall be higher than the value specified in Table 6.6.2.1‑1.

Table 6.6.2.1-1: Base Station ACLR in paired spectrum

	Channel bandwidth of E-UTRA lowest (highest) carrier transmitted BWChannel [MHz] 
	BS adjacent channel centre frequency offset below the lowestor above the highest carrier centre frequency transmitted
	Assumed adjacent channel carrier (informative)
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	1.4, 3.0, 5, 10, 15, 20
	BWChannel
	E-UTRA of same BW
	Square (BWConfig)
	45 dB

	
	2 x BWChannel
	E-UTRA of same BW
	Square (BWConfig)
	45 dB

	
	BWChannel /2 + 2.5 MHz
	3.84 Mcps UTRA
	RRC (3.84 Mcps)
	45 dB

	
	BWChannel /2 + 7.5 MHz
	3.84 Mcps UTRA
	RRC (3.84 Mcps)
	45 dB

	NOTE 1:
BWChannel and BWConfig are the channel bandwidth and transmission bandwidth configuration of the E-UTRA lowest (highest) carrier transmitted on the assigned channel frequency.

NOTE 2:
The RRC filter shall be equivalent to the transmit pulse shape filter defined in TS 25.104 [6], with a chip rate as defined in this table.


For operation in unpaired spectrum, the ACLR shall be higher than the value specified in Table 6.6.2.1‑2.

Table 6.6.2.1-2: Base Station ACLR in unpaired spectrum with synchronized operation

	Channel bandwidth of E-UTRA lowest (highest) carrier transmitted BWChannel [MHz] 
	BS adjacent channel centre frequency offset below the lowestor above the highest carrier centre frequency transmitted
	Assumed adjacent channel carrier (informative)
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	1.4, 3
	BWChannel
	E-UTRA of same BW
	Square (BWConfig)
	45 dB

	
	2 x BWChannel
	E-UTRA of same BW
	Square (BWConfig)
	45 dB

	
	BWChannel /2 + 0.8 MHz
	1.28 Mcps UTRA
	RRC (1.28 Mcps)
	45 dB

	
	BWChannel /2 + 2.4 MHz
	1.28 Mcps UTRA
	RRC (1.28 Mcps)
	45 dB

	5, 10, 15, 20
	BWChannel
	E-UTRA of same BW
	Square (BWConfig)
	45 dB

	
	2 x BWChannel
	E-UTRA of same BW
	Square (BWConfig)
	45 dB

	
	BWChannel /2 + 0.8 MHz
	1.28 Mcps UTRA
	RRC (1.28 Mcps)
	45 dB

	
	BWChannel /2 + 2.4 MHz
	1.28 Mcps UTRA
	RRC (1.28 Mcps)
	45 dB

	
	BWChannel /2 + 2.5 MHz
	3.84 Mcps UTRA
	RRC (3.84 Mcps)
	45 dB

	
	BWChannel /2 + 7.5 MHz
	3.84 Mcps UTRA
	RRC (3.84 Mcps)
	45 dB

	
	BWChannel /2 + 5 MHz
	7.68 Mcps UTRA
	RRC (7.68 Mcps)
	45 dB

	
	BWChannel /2 + 15 MHz
	7.68 Mcps UTRA
	RRC (7.68 Mcps)
	45 dB

	NOTE 1:
BWChannel and BWConfig are the channel bandwidth and transmission bandwidth configuration of the E-UTRA lowest (highest) carrier transmitted on the assigned channel frequency.

NOTE 2:
The RRC filter shall be equivalent to the transmit pulse shape filter defined in TS 25.105 [7], with a chip rate as defined in this table.


6.6.3
Operating band unwanted emissions

Unless otherwise stated, the Operating band unwanted emission limits are defined from 10 MHz below the lowest frequency of the downlink operating band up to 10 MHz above the highest frequency of the downlink operating band. 

The requirements shall apply whatever the type of transmitter considered (single carrier or multi-carrier) and for all transmission modes foreseen by the manufacturer's specification. 

The unwanted emission limits in the part of the downlink operating band that falls in the spurious domain are consistent with ITU-R Recommendation SM.329 [2]. 

Emissions shall not exceed the maximum levels specified in the tables below, where:

-
(f is the separation between the channel edge frequency and the nominal -3dB point of the measuring filter closest to the carrier frequency.

-
f_offset is the separation between the channel edge frequency and the centre of the measuring filter.

-
f_offsetmax is the offset to the frequency 10 MHz outside the downlink operating band.

-
(fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.

For a multicarrier E-UTRA BS or BS configured for contiguous carrier aggregation the definitions above apply to the lower edge of the carrier transmitted at the lowest carrier frequency and the higher edge of the carrier transmitted at the highest carrier frequency within a specified frequency band.

For Wide Area BS, the requirements of either subclause 6.6.3.1 (Category A limits) or subclause 6.6.3.2 (Category B limits) shall apply. 
For Local Area BS, the requirements of subclause 6.6.3.2A shall apply (Category A and B).
For Home BS, the requirements of subclause 6.6.3.2B shall apply (Category A and B).
The application of either Category A or Category B limits shall be the same as for Transmitter spurious emissions (Mandatory Requirements) in subclause 6.6.4.1.

6.6.3.1
Minimum requirements for Wide Area BS (Category A)

For E-UTRA BS operating in Bands 5, 6, 8, 12, 13, 14, 17, 18, 19, emissions shall not exceed the maximum levels specified in Tables 6.6.3.1‑1 to 6.6.3.1-3.

Table 6.6.3.1-1: General operating band unwanted emission limits for 1.4 MHz channel bandwidth (E‑UTRA bands <1GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 1.4 MHz
	0.05 MHz ( f_offset < 1.45 MHz
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	100 kHz 

	1.4 MHz ( (f < 2.8 MHz
	1.45 MHz ( f_offset < 2.85 MHz
	-11 dBm
	100 kHz 

	2.8 MHz ( (f ( (fmax
	2.85 MHz ( f_offset < f_offsetmax 
	-13 dBm
	100 kHz 


Table 6.6.3.1-2: General operating band unwanted emission limits for 3 MHz channel bandwidth (E‑UTRA bands <1GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 3 MHz
	0.05 MHz ( f_offset < 3.05 MHz
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	100 kHz 

	3 MHz ( (f < 6 MHz
	3.05 MHz ( f_offset < 6.05 MHz
	-15 dBm
	100 kHz 

	6 MHz ( (f ( (fmax
	6.05 MHz ( f_offset < f_offsetmax 
	-13 dBm
	100 kHz 


Table 6.6.3.1-3: General operating band unwanted emission limits for 5, 10, 15 and 20 MHz channel bandwidth (E-UTRA bands <1GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < 

min(10 MHz, (fmax)
	5.05 MHz ( f_offset < 
min(10.05 MHz, f_offsetmax)
	-14 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.05 MHz ( f_offset < f_offsetmax 
	-13 dBm (Note 5)
	100 kHz 


For E-UTRA BS operating in Bands 1, 2, 3, 4, 7, 9, 10, 11, 21, 33, 34, 35, 36, 37, 38, 39, 40, emissions shall not exceed the maximum levels specified in Tables 6.6.3.1-4 to 6.6.3.1-6:

Table 6.6.3.1-4: General operating band unwanted emission limits for 1.4 MHz channel bandwidth (E‑UTRA bands >1GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 1.4 MHz
	0.05 MHz ( f_offset < 1.45 MHz
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	100 kHz 

	1.4 MHz ( (f < 2.8 MHz
	1.45 MHz ( f_offset < 2.85 MHz
	-11 dBm
	100 kHz 

	2.8 MHz ( (f ( (fmax
	3.3 MHz ( f_offset < f_offsetmax 
	-13 dBm
	1MHz


Table 6.6.3.1-5: General operating band unwanted emission limits for 3 MHz channel bandwidth (E‑UTRA bands >1GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 3 MHz
	0.05 MHz ( f_offset < 3.05 MHz
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	100 kHz 

	3 MHz ( (f < 6 MHz
	3.05 MHz ( f_offset < 6.05 MHz
	-15 dBm
	100 kHz 

	6 MHz ( (f ( (fmax
	6.5 MHz ( f_offset < f_offsetmax 
	-13 dBm
	1MHz


Table 6.6.3.1-6: General operating band unwanted emission limits for 5, 10, 15 and 20 MHz channel bandwidth (E-UTRA bands >1GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < 

min(10 MHz, (fmax)
	5.05 MHz ( f_offset < 
min(10.05 MHz, f_offsetmax)
	-14 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.5 MHz ( f_offset < f_offsetmax 
	-13 dBm (Note 5)
	1MHz 


6.6.3.2
Minimum requirements for Wide Area BS (Category B)

For Category B Operating band unwanted emissions, there are two options for the limits that may be applied regionally. Either the limits in subclause 6.6.3.2.1 or subclause 6.6.3.2.2 shall be applied.
6.6.3.2.1
Category B requirements (Option 1)
For E-UTRA BS operating in Bands 5, 8, 12, 13, 14, 17, 20, emissions shall not exceed the maximum levels specified in Tables 6.6.3.2.1-1 to 6.6.3.2.1-3:
Table 6.6.3.2.1-1: General operating band unwanted emission limits for 1.4 MHz channel bandwidth (E‑UTRA bands <1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 1.4 MHz
	0.05 MHz ( f_offset < 1.45 MHz
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	100 kHz 

	1.4 MHz ( (f < 2.8 MHz
	1.45 MHz ( f_offset < 2.85 MHz
	-11 dBm
	100 kHz 

	2.8 MHz ( (f ( (fmax
	2.85 MHz ( f_offset < f_offsetmax 
	-16 dBm
	100 kHz 


Table 6.6.3.2.1-2: General operating band unwanted emission limits for 3 MHz channel bandwidth (E‑UTRA bands <1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 3 MHz
	0.05 MHz ( f_offset < 3.05 MHz
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	100 kHz 

	3 MHz ( (f < 6 MHz
	3.05 MHz ( f_offset < 6.05 MHz
	-15 dBm
	100 kHz 

	6 MHz ( (f ( (fmax
	6.05 MHz ( f_offset < f_offsetmax 
	-16 dBm
	100 kHz 


Table 6.6.3.2.1-3: General operating band unwanted emission limits for 5, 10, 15 and 20 MHz channel bandwidth (E-UTRA bands <1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < 

min(10 MHz, (fmax)
	5.05 MHz ( f_offset < 
min(10.05 MHz, f_offsetmax)
	-14 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.05 MHz ( f_offset < f_offsetmax 
	-16 dBm (Note 5)
	100 kHz 


For E-UTRA BS operating in Bands 1, 2, 3, 4, 7, 10, 33, 34, 35, 36, 37, 38, 39, 40, emissions shall not exceed the maximum levels specified in Tables 6.6.3.2.1-4 to 6.6.3.2.1-6:

Table 6.6.3.2.1-4: General operating band unwanted emission limits for 1.4 MHz channel bandwidth (E‑UTRA bands >1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 1.4 MHz
	0.05 MHz ( f_offset < 1.45 MHz
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	100 kHz 

	1.4 MHz ( (f < 2.8 MHz
	1.45 MHz ( f_offset < 2.85 MHz
	-11 dBm
	100 kHz 

	2.8 MHz ( (f ( (fmax
	3.3 MHz ( f_offset < f_offsetmax 
	-15 dBm
	1MHz


Table 6.6.3.2.1-5: General operating band unwanted emission limits for 3 MHz channel bandwidth (E‑UTRA bands >1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 3 MHz
	0.05 MHz ( f_offset < 3.05 MHz
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	100 kHz 

	3 MHz ( (f < 6 MHz
	3.05 MHz ( f_offset < 6.05 MHz
	-15 dBm
	100 kHz 

	6 MHz ( (f ( (fmax
	6.5 MHz ( f_offset < f_offsetmax 
	-15 dBm
	1MHz


Table 6.6.3.2.1-6: General operating band unwanted emission limits for 5, 10, 15 and 20 MHz channel bandwidth (E-UTRA bands >1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < 

min(10 MHz, (fmax)
	5.05 MHz ( f_offset < 
min(10.05 MHz, f_offsetmax)
	-14 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.5 MHz ( f_offset < f_offsetmax 
	-15 dBm (Note 5)
	1MHz 


6.6.3.2.2
Category B (Option 2)

The limits in this subclause are intended for Europe and may be applied regionally for BS operating in band 3 and 8.

For a BS operating in band 3 or 8, emissions shall not exceed the maximum levels specified in Table 6.6.3.2.2-1 below for 5, 10, 15 and 20 MHz channel bandwidth: 
Table 6.6.3.2.2-1: Regional operating band unwanted emission limits in band 3 and 8 for 5, 10, 15 and 20 MHz channel bandwidth for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 3)

	0 MHz ( (f < 0.2 MHz
	0.015MHz ( f_offset < 0.215MHz 
	-14 dBm
	30 kHz 

	0.2 MHz ( (f < 1 MHz
	0.215MHz ( f_offset < 1.015MHz
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	30 kHz 

	(Note 4)
	1.015MHz ( f_offset < 1.5 MHz 
	-26 dBm
	30 kHz 

	1 MHz ( (f ( 

min( 10 MHz, (fmax) 
	1.5 MHz ( f_offset < 
min(10.5 MHz, f_offsetmax)
	-13 dBm
	1 MHz 

	10 MHz ( (f ( (fmax
	10.5 MHz ( f_offset < f_offsetmax 
	-15 dBm (Note 5)
	1 MHz 


For a BS operating in band 3 or 8, emissions shall not exceed the maximum levels specified in Table 6.6.3.2.2‑2 below for 3 MHz channel bandwidth:   

Table 6.6.3.2.2-2: Regional operating band unwanted emission limits in band 3 and 8 
for 3 MHz channel bandwidth for Category B 
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 3)

	0 MHz ( (f < 0.05 MHz
	0.015 MHz ( f_offset < 0.065 MHz 
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	30 kHz 

	0.05 MHz ( (f < 0.15 MHz
	0. 065 MHz ( f_offset < 0.165 MHz 
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	30 kHz 

	0.15 MHz ( (f < 0.2 MHz
	0.165MHz ( f_offset < 0.215MHz 
	-14 dBm
	30 kHz 

	0.2 MHz ( (f < 1 MHz
	0.215MHz ( f_offset < 1.015MHz
	
[image: image32.wmf]dB

MHz

offset

f

dBm

÷

ø

ö

ç

è

æ

-

×

-

-

215

.

0

_

15

14


	30 kHz 

	(Note 4)
	1.015MHz ( f_offset < 1.5 MHz 
	-26 dBm
	30 kHz 

	1 MHz ( (f ( 

min(6 MHz , (fmax)
	1.5 MHz ( f_offset < 
min(6.5 MHz, f_offsetmax)
	-13 dBm
	1 MHz 

	6 MHz ( (f ( (fmax
	6.5 MHz ( f_offset < f_offsetmax 
	-15 dBm (Note 5)
	1 MHz 


For a BS operating in band 3 or 8, emissions shall not exceed the maximum levels specified in Table 6.6.3.2.2‑3 below for 1.4 MHz channel bandwidth:   

Table 6.6.3.2.2-3: Regional operating band unwanted emission limits in band 3 and 8 
for 1.4 MHz channel bandwidth for Category B 
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 3)

	0 MHz ( (f < 0.05 MHz
	0.015 MHz ( f_offset < 0.065 MHz 
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	30 kHz 

	0.05 MHz ( (f < 0.15 MHz
	0. 065 MHz ( f_offset < 0.165 MHz 
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	30 kHz 

	0.15 MHz ( (f < 0.2 MHz
	0.165MHz ( f_offset < 0.215MHz 
	-14 dBm
	30 kHz 

	0.2 MHz ( (f < 1 MHz
	0.215MHz ( f_offset < 1.015MHz
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	30 kHz 

	(Note 4)
	1.015MHz ( f_offset < 1.5 MHz 
	-26 dBm
	30 kHz 

	1 MHz ( (f ( 2.8 MHz 
	1.5 MHz ( f_offset < 3.3 MHz
	-13 dBm
	1 MHz 

	2.8 MHz ( (f ( (fmax
	3.3 MHz ( f_offset < f_offsetmax 
	-15 dBm
	1 MHz 


6.6.3.2A
Minimum requirements for Local Area BS (Category A and B)
For Local Area BS, emissions shall not exceed the maximum levels specified in Tables 6.6.3.2A-1 to 6.6.3.2A-3.

Table 6.6.3.2A-1: Local Area BS operating band unwanted emission limits for 1.4 MHz channel bandwidth 
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 1.4 MHz
	0.05 MHz ( f_offset < 1.45 MHz
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	100 kHz 

	1.4 MHz ( (f < 2.8 MHz
	1.45 MHz ( f_offset < 2.85 MHz
	-31 dBm
	100 kHz 

	2.8 MHz ( (f ( (fmax
	2.85 MHz ( f_offset < f_offsetmax 
	-31 dBm
	100 kHz 


Table 6.6.3.2A-2: Local Area BS operating band unwanted emission limits for 3 MHz channel bandwidth 
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 3 MHz
	0.05 MHz ( f_offset < 3.05 MHz
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	100 kHz 

	3 MHz ( (f < 6 MHz
	3.05 MHz ( f_offset < 6.05 MHz
	-35 dBm
	100 kHz 

	6 MHz ( (f ( (fmax
	6.05 MHz ( f_offset < f_offsetmax 
	-35 dBm
	100 kHz 


Table 6.6.3.2A-3: Local Area BS operating band unwanted emission limits for 5, 10, 15 and 20 MHz channel bandwidth 
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < 10 MHz
	5.05 MHz ( f_offset < 10.05 MHz
	-37 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.05 MHz ( f_offset < f_offsetmax 
	-37 dBm
	100 kHz 


6.6.3.2B
Minimum requirements for Home BS (Category A and B)
For Home BS, emissions shall not exceed the maximum levels specified in Tables 6.6.3.2B-1 to 6.6.3.2B-3.

Table 6.6.3.2B-1: Home BS operating band unwanted emission limits for 1.4 MHz channel bandwidth 
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 1.4 MHz
	0.05 MHz ( f_offset < 1.45 MHz
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	100 kHz 

	1.4 MHz ( (f < 2.8 MHz
	1.45 MHz ( f_offset < 2.85 MHz
	-36 dBm
	100 kHz 

	2.8 MHz ( (f ( (fmax
	3.3 MHz ( f_offset < f_offsetmax 
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Table 6.6.3.2B-2: Home BS operating band unwanted emission limits for 3 MHz channel bandwidth 
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 3 MHz
	0.05 MHz ( f_offset < 3.05 MHz
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	100 kHz 

	3 MHz ( (f < 6 MHz
	3.05 MHz ( f_offset < 6.05 MHz
	-40 dBm
	100 kHz 

	6 MHz ( (f ( (fmax
	6.5 MHz ( f_offset < f_offsetmax 
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Table 6.6.3.2B-3: Home BS operating band unwanted emission limits for 5, 10, 15 and 20 MHz channel bandwidth 
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < 10 MHz
	5.05 MHz ( f_offset < 10.05 MHz
	-42 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.5 MHz ( f_offset < f_offsetmax 
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6.6.3.3
Additional requirements

These requirements may be applied for the protection of other systems operating inside or near the E-UTRA BS downlink operating band. The limits may apply as an optional protection of such systems that are deployed in the same geographical area as the E-UTRA BS, or they may be set by local or regional regulation as a mandatory requirement for an E-UTRA operating band. It is in some cases not stated in the present document whether a requirement is mandatory or under what exact circumstances that a limit applies, since this is set by local or regional regulation. An overview of regional requirements in the present document is given in subclause 4.3.
In certain regions the following requirement may apply. For E-UTRA BS operating in Band 5, emissions shall not exceed the maximum levels specified in Tables 6.6.3.3-1.

Table 6.6.3.3-1: Additional operating band unwanted emission limits for E-UTRA bands <1GHz
	Channel bandwidth
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 3)

	1.4 MHz
	0 MHz ( (f < 1 MHz
	0.005 MHz ( f_offset < 0.995 MHz
	-14 dBm
	10 kHz 

	3 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-13 dBm
	30 kHz 

	5 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-15 dBm
	30 kHz 

	10 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-13 dBm
	100 kHz 

	15 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-13 dBm
	100 kHz 

	20 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-13 dBm
	100 kHz 

	All
	1 MHz ( (f < (fmax 
	1.05 MHz ( f_offset < f_offsetmax 
	-13 dBm
	100 kHz


In certain regions the following requirement may apply. For E-UTRA BS operating in Bands 2, 4, 10, 35, 36, emissions shall not exceed the maximum levels specified in Table 6.6.3.3-2.

Table 6.6.3.3-2: Additional operating band unwanted emission limits for E-UTRA bands>1GHz
	Channel bandwidth
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 3)

	1.4 MHz
	0 MHz ( (f < 1 MHz
	0.005 MHz ( f_offset < 0.995 MHz
	-14 dBm
	10 kHz 

	3 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-13 dBm
	30 kHz 

	5 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-15 dBm
	30 kHz 

	10 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-13 dBm
	100 kHz 

	15 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-15 dBm
	100 kHz 

	20 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-16 dBm
	100 kHz 

	All
	1 MHz ( (f < (fmax 
	1.5 MHz ( f_offset < f_offsetmax 
	-13 dBm
	1 MHz


In certain regions the following requirement may apply. For E-UTRA BS operating in Bands 12, 13, 14, 17, emissions shall not exceed the maximum levels specified in Table 6.6.3.3-3.

Table 6.6.3.3-3: Additional operating band unwanted emission limits for E-UTRA (bands 12, 13 and 14)
	Channel bandwidth
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 3)

	All
	0 MHz ( (f < 100 kHz
	0.015 MHz ( f_offset < 0.085 MHz
	-13 dBm
	30 kHz 

	All
	100  kHz ( (f < (fmax 
	150 kHz ( f_offset < f_offsetmax 
	-13 dBm
	100 kHz


In certain regions, the following requirements may apply to an E-UTRA TDD BS operating in the same geographic area and in the same operating band as another E-UTRA TDD system without synchronisation. For this case the emissions shall not exceed -52 dBm/MHz in the downlink operating band except in:

· The frequency range from 10 MHz below the lower channel edge to the frequency 10 MHz above the upper channel edge.

In certain regions the following requirement may apply for protection of DTT. For E-UTRA BS operating in Band 20, the level of emissions in the band 470-790 MHz, measured in an 8MHz filter bandwidth on centre frequencies Ffilter according to Table 6.6.3.3-4, shall not exceed the  maximum emission level PEM,N declared by the manufacturer. This requirement also applies for the frequency range 470-780 MHz.

Table 6.6.3.3-4: Declared emissions levels for protection of DTT

	Filter centre frequency, Ffilter
	Measurement bandwidth
	Declared emission level [dBm]

	Ffilter = 8*N + 306 (MHz); 
21 ≤ N ≤ 60
	8 MHz
	PEM,N


Note: 
The regional requirement is defined in terms of EIRP (effective isotropic radiated power), which is dependent on both the BS emissions at the antenna connector and the deployment (including antenna gain and feeder loss). The requirement defined above provides the characteristics of the basestation needed to verify compliance with the regional requirement. Compliance with the regional requirement can be determined using the method outlined in Annex G.
The following notes are common to all subclauses in 6.6.3:

NOTE 1: 
Local or regional regulations may specify another excluded frequency range, which may include frequencies where synchronised E-UTRA TDD systems operate.

NOTE 2:
E-UTRA TDD base stations that are synchronized can transmit without these additional co-existence requirements.
NOTE 3:
As a general rule for the requirements in subclause 6.6.3, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

NOTE 4:
This frequency range ensures that the range of values of f_offset is continuous. 
NOTE 5
For Home BS, the parameter P is defined as the aggregated maximum power of all transmit antenna ports of Home BS
NOTE 6:
The requirement is not applicable when (fmax < 10 MHz.
6.6.4
Transmitter spurious emissions

The transmitter spurious emission limits apply from 9 kHz to 12.75 GHz, excluding the frequency range from 10 MHz below the lowest frequency of the downlink operating band up to 10 MHz above the highest frequency of the downlink operating band. Exceptions are the requirement in Table 6.6.4.3.1-2 and 6.6.4.3.1-3 that apply also closer than 10 MHz from the downlink operating band.

The requirements shall apply whatever the type of transmitter considered (single carrier or multi-carrier). It applies for all transmission modes foreseen by the manufacturer's specification. Unless otherwise stated, all requirements are measured as mean power (RMS).

6.6.4.1
Mandatory Requirements

The requirements of either subclause 6.6.4.1.1 (Category A limits) or subclause 6.6.4.1.2 (Category B limits) shall apply. The application of either Category A or Category B limits shall be the same as for Operating band unwanted emissions in subclause 6.6.3.

6.6.4.1.1
Spurious emissions (Category A)

6.6.4.1.1.1
Minimum Requirement

The power of any spurious emission shall not exceed the limits in Table 6.6.4.1.1.1-1

Table 6.6.4.1.1.1-1: BS Spurious emission limits, Category A

	Frequency range
	Maximum level
	Measurement Bandwidth
	Note

	9kHz ‑ 150kHz
	-13 dBm
	1 kHz 
	Note 1

	150kHz ‑ 30MHz
	
	10 kHz 
	Note 1

	30MHz ‑ 1GHz
	
	100 kHz
	Note 1

	1GHz ‑ 12.75 GHz
	
	1 MHz
	Note 2

	NOTE 1:
Bandwidth as in ITU-R SM.329 [2] , s4.1

NOTE 2:
Bandwidth as in ITU-R SM.329 [2] , s4.1. Upper frequency as in ITU-R SM.329 [2] , s2.5 table 1


6.6.4.1.2
Spurious emissions (Category B)

6.6.4.1.2.1
Minimum Requirement

The power of any spurious emission shall not exceed the limits in Table 6.6.4.1.2.1-1

Table 6.6.4.1.2.1-1: BS Spurious emissions limits, Category B

	Frequency range
	Maximum Level
	Measurement Bandwidth
	Note

	9 kHz ( 150 kHz
	-36 dBm
	1 kHz 
	Note 1 

	150 kHz ( 30 MHz
	-36 dBm
	10 kHz 
	Note 1

	30 MHz ( 1 GHz
	-36 dBm
	100 kHz
	Note 1

	1 GHz ( 12.75 GHz
	-30 dBm
	1 MHz
	Note 2

	NOTE 1:
Bandwidth as in ITU-R SM.329 [2] , s4.1

NOTE 2:
Bandwidth as in ITU-R SM.329 [2] , s4.1. Upper frequency as in ITU-R SM.329 [2] , s2.5 table 1


6.6.4.2
Protection of the BS receiver of own or different BS

This requirement shall be applied for E-UTRA FDD operation in order to prevent the receivers of the BSs being desensitised by emissions from a BS transmitter. It is measured at the transmit antenna port for any type of BS which has common or separate Tx/Rx antenna ports.

6.6.4.2.1
Minimum Requirement

The power of any spurious emission shall not exceed the limits in Table 6.6.4.2-1.

Table 6.6.4.2-1: BS Spurious emissions limits for protection of the BS receiver

	
	Frequency range
	Maximum Level
	Measurement Bandwidth
	Note

	Wide Area BS
	FUL_low  – FUL_high
	-96 dBm
	100 kHz
	

	Local Area BS
	FUL_low  – FUL_high
	-88 dBm
	100 kHz
	

	Home BS
	FUL_low  – FUL_high
	-88 dBm
	100 kHz
	


6.6.4.3
Additional spurious emissions requirements

These requirements may be applied for the protection of system operating in frequency ranges other than the E-UTRA BS downlink operating band. The limits may apply as an optional protection of such systems that are deployed in the same geographical area as the E-UTRA BS, or they may be set by local or regional regulation as a mandatory requirement for an E-UTRA operating band. It is in some cases not stated in the present document whether a requirement is mandatory or under what exact circumstances that a limit applies, since this is set by local or regional regulation. An overview of regional requirements in the present document is given in subclause 4.3. 

Some requirements may apply for the protection of specific equipment (UE, MS and/or BS) or equipment operating in specific systems (GSM, UTRA, E-UTRA, etc.) as listed below.

6.6.4.3.1
Minimum Requirement

The power of any spurious emission shall not exceed the limits of Table 6.6.4.3.1-1 for a BS where requirements for co-existence with the system listed in the first column apply.

Table 6.6.4.3.1-1: BS Spurious emissions limits for E-UTRA BS for co-existence with systems operating in other frequency bands

	System type for E-UTRA to co-exist with
	Frequency range for co-existence requirement
	Maximum Level
	Measurement Bandwidth
	Note

	GSM900
	921 ‑ 960 MHz
	-57 dBm
	100 kHz
	This requirement does not apply to E-UTRA BS operating in band 8

	
	876 - 915 MHz
	-61 dBm
	100 kHz
	For the frequency range 880-915 MHz, this requirement does not apply to E-UTRA BS operating in band 8, since it is already covered by the requirement in sub-clause 6.6.4.2.

	DCS1800
	1805 ‑ 1880 MHz
	-47 dBm
	100 kHz
	This requirement does not apply to E-UTRA BS operating in band 3. 

	
	1710 - 1785 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to E-UTRA BS operating in band 3, since it is already covered by the requirement in sub-clause 6.6.4.2.

	PCS1900
	1930 ‑ 1990 MHz

	-47 dBm
	100 kHz
	This requirement does not apply to E-UTRA BS operating in band 2 or band 36.  

	
	1850 ‑ 1910 MHz

	-61 dBm
	100 kHz
	This requirement does not apply to E-UTRA BS operating in band 2, since it is already covered by the requirement in sub-clause 6.6.4.2.  This requirement does not apply to E-UTRA BS operating in band 35.

	GSM850
	869 - 894 MHz
	-57 dBm
	100 kHz
	This requirement does not apply to E-UTRA BS operating in band 5 

	
	824 ‑ 849 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to E-UTRA BS operating in band 5, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band I or 

E-UTRA Band 1 
	2110 - 2170 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 1, 

	
	1920 - 1980 MHz

	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 1, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band II or 

E-UTRA Band 2
	1930 - 1990 MHz

	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 2.  

	
	1850 - 1910 MHz

	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 2, since it is already covered by the requirement in sub-clause 6.6.4.2

	UTRA FDD Band III or 

E-UTRA Band 3
	1805 - 1880 MHz

	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 3.

	
	1710 - 1785 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 3, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band IV or 

E-UTRA Band 4
	2110 - 2155 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 4

	
	1710 - 1755 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 4, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band V or 

E-UTRA Band 5
	869 - 894 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 5

	
	824 - 849 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 5, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band VI, XIX or 

E-UTRA Band 6, 18, 19
	860 - 895 MHz 
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 6, 18, 19.

	
	815 - 830 MHz 
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 18 since it is already covered by the requirement in sub-clause 6.6.4.2.

	
	830 - 850 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 6, 19, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band VII or 

E-UTRA Band 7
	2620 - 2690 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 7.

	
	2500 - 2570 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 7, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band VIII or 

E-UTRA Band 8
	925 - 960 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 8.

	
	880 - 915 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 8, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band IX or 

E-UTRA Band 9
	1844.9 - 1879.9 MHz

	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 9.

	
	1749.9 - 1784.9 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 9, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band X or 

E-UTRA Band 10
	2110 - 2170 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 10

	
	1710 - 1770 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 10, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band XI or XXI or 

E-UTRA Band 11 or 21
	1475.9 –1510.9  MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 11 or 21

	
	1427.9 –1447.9  MHz 
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 11, since it is already covered by the requirement in sub-clause 6.6.4.2.

	
	1447.9 – 1462.9 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 21, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band XII or 

E-UTRA Band 12
	728 - 746 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 12.

	
	698 - 716 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 12, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band XIII or 

E-UTRA Band 13
	746 - 756 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 13.

	
	777 - 787 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 13, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band XIV or 

E-UTRA Band 14
	758 - 768 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 14.

	
	788 - 798 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 14, since it is already covered by the requirement in sub-clause 6.6.4.2.

	 E-UTRA Band 17
	734 - 746 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 17.

	
	704 - 716 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 17, since it is already covered by the requirement in subclause 6.6.4.2.

	E-UTRA Band 20
	791 - 821 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 20.

	
	832 - 862 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 20, since it is already covered by the requirement in subclause 6.6.4.2.

	UTRA TDD in Band a) or E-UTRA Band 33
	1900 - 1920 MHz

	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in Band 33 

	UTRA TDD in Band a) or E-UTRA Band 34
	2010 - 2025 MHz
	-52 dBm
	1 MHz
	This requirement does not apply eto E-UTRA BS operating in Band 34

	UTRA TDD in Band b) or E-UTRA Band 35
	1850 – 1910 MHz

	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in Band  35

	UTRA TDD in Band b) or E-UTRA Band 36
	1930 - 1990 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in Band 2 and 36

	UTRA TDD in Band c) or E-UTRA Band 37
	1910 - 1930 MHz
	-52 dBm
	1 MHz
	This is not applicable to E-UTRA BS operating in Band 37. This unpaired band is defined in ITU-R M.1036, but is pending any future deployment.

	UTRA TDD in Band d) or E-UTRA Band 38
	2570 – 2620 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in Band 38. 

	E-UTRA Band 39
	1880  – 1920MHz
	-52 dBm
	1 MHz
	This is not applicable to E-UTRA BS operating in Band 39

	E-UTRA Band 40
	2300  – 2400MHz
	-52 dBm
	1 MHz
	This is not applicable to E-UTRA BS operating in Band 40


NOTE 1:
As defined in the scope for spurious emissions in this clause, the co-existence requirements in Table 6.6.4.3.1-1 do not apply for the 10 MHz frequency range immediately outside the downlink operating band (see Table 5.5-1). Emission limits for this excluded frequency range may be covered by local or regional requirements.

NOTE 2:
The table above assumes that two operating bands, where the frequency ranges in Table 5.5-1 would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-existence requirements may apply that are not covered by the 3GPP specifications.

The power of any spurious emission shall not exceed the limits of Table 6.6.4.3.1-1x for a Home BS where requirements for co-existence with a Home BS type listed in the first column apply.

Table 6.6.4.3.1-1x: Home BS Spurious emissions limits for co-existence with Home BS operating in other frequency bands
	Type of coexistence BS
	Frequency range for co-location requirement
	Maximum Level
	Measurement Bandwidth
	Note

	UTRA FDD Band I or E-UTRA Band 1
	1920 - 1980 MHz

	[-71 dBm]
	100 kHz
	

	UTRA FDD Band II or E-UTRA Band 2
	1850 - 1910 MHz

	[-71 dBm]
	100 kHz
	

	UTRA FDD Band III or E-UTRA Band 3
	1710 - 1785 MHz
	[-71 dBm]
	100 kHz
	

	UTRA FDD Band IV or E-UTRA Band 4
	1710 - 1755 MHz
	[-71 dBm]
	100 kHz
	

	UTRA FDD Band V or E-UTRA Band 5
	824 - 849 MHz
	[-71 dBm]
	100 kHz
	

	UTRA FDD Band VI or E-UTRA Band 6
	815 - 850 MHz 
	[-71 dBm]
	100 kHz
	

	UTRA FDD Band VII or E-UTRA Band 7
	2500 - 2570 MHz
	[-71 dBm]
	100 KHz
	

	UTRA FDD Band VIII or E-UTRA Band 8
	880 - 915 MHz
	[-71 dBm]
	100 KHz
	

	UTRA FDD Band IX or E-UTRA Band 9
	1749.9 - 1784.9 MHz
	[-71 dBm]
	100 KHz
	

	UTRA FDD Band X or E-UTRA Band 10
	1710 - 1770 MHz
	[-71 dBm]
	100 kHz
	

	UTRA FDD Band XI or E-UTRA Band 11
	1427.9 - 1452.9 MHz
	[-71 dBm]
	100 kHz
	

	UTRA FDD Band XII or 

E-UTRA Band 12
	698 - 716 MHz
	[-71 dBm]
	100 kHz
	

	UTRA FDD Band XIII or 

E-UTRA Band 13
	777 - 787 MHz
	[-71 dBm]
	100 kHz
	

	UTRA FDD Band XIV or 

E-UTRA Band 14
	788 - 798 MHz
	[-71 dBm]
	100 kHz
	

	E-UTRA Band 17
	704 - 716 MHz
	[-71 dBm]
	100 kHz
	

	UTRA TDD in Band a) or E-UTRA Band 33
	1900 - 1920 MHz

	[-71 dBm]
	100 kHz
	

	UTRA TDD in Band a) or E-UTRA Band 34
	2010 - 2025 MHz
	[-71 dBm]
	100 kHz
	

	UTRA TDD in Band b) or E-UTRA Band 35
	1850 – 1910 MHz

	[-71 dBm]
	100 kHz
	

	UTRA TDD in Band b) or E-UTRA Band 36
	1930 - 1990 MHz
	[-71 dBm]
	100 kHz
	

	UTRA TDD in Band c) or E-UTRA Band 37
	1910 - 1930 MHz
	[-71 dBm]
	100 kHz
	

	UTRA TDD in Band d) or E-UTRA Band 38
	2570 – 2620 MHz
	[-71 dBm]
	100 kHz
	

	E-UTRA Band 39
	1880  – 1920MHz
	[-71 dBm]
	100 kHz
	

	E-UTRA Band 40
	2300  – 2400MHz
	[-71 dBm]
	100 kHz
	


NOTE 1:
As defined in the scope for spurious emissions in this clause, the coexistence requirements in Table 6.6.4.3.1-1x do not apply for the 10 MHz frequency range immediately outside the Home BS transmit frequency range of a downlink operating band. 

The following requirement may be applied for the protection of PHS. This requirement is also applicable at specified frequencies falling between 10 MHz below the lowest BS transmitter frequency of the downlink operating band and 10 MHz above the highest BS transmitter frequency of the downlink operating band.
The power of any spurious emission shall not exceed:

Table 6.6.4.3.1-2: E-UTRA BS Spurious emissions limits for BS for co-existence with PHS

	Frequency range
	Maximum Level
	Measurement Bandwidth
	Note

	1884.5 ‑ 1919.6 MHz
	-41 dBm
	300 kHz
	Applicable when co-existence with PHS system operating in. 1884.5-1919.6MHz. 

	1884.5 ‑ 1915.7 MHz
	-41 dBm
	300 kHz
	Applicable when co-existence with PHS system operating in  1884.5-1915.7MHz 


The following requirement shall be applied to BS operating in Bands 13 and 14 to ensure that appropriate interference protection is provided to 700 MHz public safety operations. This requirement is also applicable at the frequency range from 10 MHz below the lowest frequency of the BS downlink operating band up to 10 MHz above the highest frequency of the BS downlink operating band.
The power of any spurious emission shall not exceed:

Table 6.6.4.3.1-3: BS Spurious emissions limits for protection of public safety operations

	Operating Band
	Frequency range
	Maximum Level
	Measurement Bandwidth
	Note

	13
	763 - 775 MHz
	-46 dBm
	6.25 kHz
	

	13
	793 - 805 MHz
	-46 dBm
	6.25 kHz
	

	14
	769 - 775 MHz
	-46 dBm
	6.25 kHz
	

	14
	799 - 805 MHz
	-46 dBm
	6.25 kHz
	


6.6.4.4
Co-location with other base stations

These requirements may be applied for the protection of other BS receivers when GSM900, DCS1800, PCS1900, GSM850, UTRA FDD, UTRA TDD and/or E-UTRA BS are co-located with an E-UTRA BS.

The requirements assume a 30 dB coupling loss between transmitter and receiver. 

NOTE:
For co-location with UTRA, the requirements are based on co-location with Wide Area UTRA FDD or TDD base stations.

6.6.4.4.1
Minimum Requirement

The power of any spurious emission shall not exceed the limits of Table 6.6.4.4.1-1 for a Wide Area BS where requirements for co-location with a BS type listed in the first column apply.

Table 6.6.4.4.1-1: BS Spurious emissions limits for Wide Area BS co-located with another BS

	Type of co-located BS
	Frequency range for co-location requirement
	Maximum Level
	Measurement Bandwidth
	Note

	Macro GSM900
	876-915 MHz
	-98 dBm
	100 kHz
	

	Macro DCS1800
	1710 - 1785 MHz
	-98 dBm
	100 kHz
	

	Macro PCS1900
	1850 - 1910 MHz
	-98 dBm
	100 kHz
	

	Macro GSM850
	824 - 849 MHz
	-98 dBm
	100 kHz
	

	WA UTRA FDD Band I or E-UTRA Band 1
	1920 - 1980 MHz

	-96 dBm
	100 kHz
	

	WA UTRA FDD Band II or E-UTRA Band 2
	1850 - 1910 MHz

	-96 dBm
	100 kHz
	

	WA UTRA FDD Band III or E-UTRA Band 3
	1710 - 1785 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band IV or E-UTRA Band 4
	1710 - 1755 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band V or E-UTRA Band 5
	824 - 849 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band VI, XIX or E-UTRA Band 6, 19
	830 - 850 MHz 
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band VII or E-UTRA Band 7
	2500 - 2570 MHz
	-96 dBm
	100 KHz
	

	WA UTRA FDD Band VIII or E-UTRA Band 8
	880 - 915 MHz
	-96 dBm
	100 KHz
	

	WA UTRA FDD Band IX or E-UTRA Band 9
	1749.9 - 1784.9 MHz
	-96 dBm
	100 KHz
	

	WA UTRA FDD Band X or E-UTRA Band 10
	1710 - 1770 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band XI or E-UTRA Band 11
	1427.9 –1447.9  MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band XII or 

E-UTRA Band 12
	698 - 716 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band XIII or 

E-UTRA Band 13
	777 - 787 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band XIV or 

E-UTRA Band 14
	788 - 798 MHz
	-96 dBm
	100 kHz
	

	WA E-UTRA Band 17
	704 - 716 MHz
	-96 dBm
	100 kHz
	

	WA E-UTRA Band 18
	815 - 830 MHz
	-96 dBm
	100 KHz
	

	WA E-UTRA Band 20
	832 - 862 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band XXI or E-UTRA Band 21
	1447.9 – 1462.9 MHz
	-96 dBm
	100 kHz
	

	WA UTRA TDD in Band a) or E-UTRA Band 33
	1900 - 1920 MHz

	-96 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 33 

	WA UTRA TDD in Band a) or E-UTRA Band 34
	2010 - 2025 MHz
	-96 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 34

	WA UTRA TDD in Band b) or E-UTRA Band 35
	1850 – 1910 MHz

	-96 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band  35

	WA UTRA TDD in Band b) or E-UTRA Band 36
	1930 - 1990 MHz
	-96 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 2 and 36

	WA UTRA TDD in Band c) or E-UTRA Band 37
	1910 - 1930 MHz
	-96 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 37. This unpaired band is defined in ITU-R M.1036, but is pending any future deployment.

	WA UTRA TDD in Band d) or E-UTRA Band 38
	2570 – 2620 MHz
	-96 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 38.  

	WA E-UTRA Band 39
	1880  – 1920MHz
	-96 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 33 and 39

	WA E-UTRA Band 40
	2300  – 2400MHz
	-96 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 40


The power of any spurious emission shall not exceed the limits of Table 6.6.4.4.1-2 for a Local Area BS where requirements for co-location with a BS type listed in the first column apply.

Table 6.6.4.4.1-2: BS Spurious emissions limits for Local Area BS co-located with another BS

	Type of co-located BS
	Frequency range for co-location requirement
	Maximum Level
	Measurement Bandwidth
	Note

	Pico Macro GSM900
	876-915 MHz
	-70 dBm
	100 kHz
	

	Pico Macro DCS1800
	1710 - 1785 MHz
	-80 dBm
	100 kHz
	

	Pico Macro PCS1900
	1850 - 1910 MHz
	-80 dBm
	100 kHz
	

	Pico Macro GSM850
	824 - 849 MHz
	-70 dBm
	100 kHz
	

	LA UTRA FDD Band I or E-UTRA Band 1
	1920 - 1980 MHz

	-88 dBm
	100 kHz
	

	LA UTRA FDD Band II or E-UTRA Band 2
	1850 - 1910 MHz

	-88 dBm
	100 kHz
	

	LA UTRA FDD Band III or E-UTRA Band 3
	1710 - 1785 MHz
	-88 dBm
	100 kHz
	

	LA UTRA FDD Band IV or E-UTRA Band 4
	1710 - 1755 MHz
	-88 dBm
	100 kHz
	

	LA UTRA FDD Band V or E-UTRA Band 5
	824 - 849 MHz
	-88 dBm
	100 kHz
	

	LA UTRA FDD Band VI, XIX or E-UTRA Band 6, 19
	830 - 850 MHz 
	-88 dBm
	100 kHz
	

	LA UTRA FDD Band VII or E-UTRA Band 7
	2500 - 2570 MHz
	-88 dBm
	100 KHz
	

	LA UTRA FDD Band VIII or E-UTRA Band 8
	880 - 915 MHz
	-88 dBm
	100 KHz
	

	LA UTRA FDD Band IX or E-UTRA Band 9
	1749.9 - 1784.9 MHz
	-88 dBm
	100 KHz
	

	LA UTRA FDD Band X or E-UTRA Band 10
	1710 - 1770 MHz
	-88 dBm
	100 kHz
	

	LA UTRA FDD Band XI or E-UTRA Band 11
	1427.9 - 1452.9 MHz
	-88 dBm
	100 kHz
	

	LA UTRA FDD Band XII or E-UTRA Band 12
	698 - 716 MHz
	-88 dBm
	100 kHz
	

	LA UTRA FDD Band XIII or E-UTRA Band 13
	777 - 787 MHz
	-88 dBm
	100 kHz
	

	LA UTRA FDD Band XIV or E-UTRA Band 14
	788 - 798 MHz
	-88 dBm
	100 kHz
	

	LA E-UTRA Band 17
	704 - 716 MHz
	-88 dBm
	100 kHz
	

	LA E-UTRA Band 18
	815 - 830 MHz
	-88 dBm
	100 KHz
	

	LA UTRA TDD in Band a) or E-UTRA Band 33
	1900 - 1920 MHz

	-88 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 33 

	LA UTRA TDD in Band a) or E-UTRA Band 34
	2010 - 2025 MHz
	-88 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 34

	LA UTRA TDD in Band b) or E-UTRA Band 35
	1850 – 1910 MHz

	-88 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band  35

	LA UTRA TDD in Band b) or E-UTRA Band 36
	1930 - 1990 MHz
	-88 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 2 and 36

	LA UTRA TDD in Band c) or E-UTRA Band 37
	1910 - 1930 MHz
	-88 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 37. This unpaired band is defined in ITU-R M.1036, but is pending any future deployment.

	LA UTRA TDD in Band d) or E-UTRA Band 38
	2570 – 2620 MHz
	-88 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 38.  

	LA E-UTRA Band 39
	1880  – 1920MHz
	-88 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 33 and 39

	LA E-UTRA Band 40
	2300  – 2400MHz
	-88 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 40


NOTE 1:
As defined in the scope for spurious emissions in this clause, the co-location requirements in Table 6.6.4.4.1-1 do not apply for the 10 MHz frequency range immediately outside the BS transmit frequency range of a downlink operating band (see Table 5.5-1). The current state-of-the-art technology does not allow a single generic solution for co-location with other system on adjacent frequencies for 30dB BS-BS minimum coupling loss. However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [13].

NOTE 2:
The table above assumes that two operating bands, where the corresponding BS transmit and receive frequency ranges in Table 5.5-1 would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-location requirements may apply that are not covered by the 3GPP specifications.

NOTE 3:
Co-located TDD base stations that are synchronized and using the same operating band can transmit without special co-locations requirements. For unsynchronized base stations, special co-location requirements may apply that are not covered by the 3GPP specifications.

6.7
Transmitter intermodulation

The transmit intermodulation requirement is a measure of the capability of the transmitter to inhibit the generation of signals in its non linear elements caused by presence of the own transmit signal and an interfering signal reaching the transmitter via the antenna. The requirement applies during the transmitter ON period and the transmitter transient period.

6.7.1
Minimum requirement

The transmitter intermodulation level is the power of the intermodulation products when an interfering signal is injected into the antenna connector. The wanted signal channel bandwidth BWChannel shall be the maximum bandwidth supported by the base station. The offset of the interfering signal from the wanted signal shall be as in Table 6.7.1‑1.

Table 6.7.1-1 Interfering and wanted signals for the Transmitter intermodulation requirement

	Parameter
	Value

	Wanted signal
	E-UTRA single carrier, or multi-carrier, or multiple contiguously aggregated carriers 

	Interfering signal type
	E-UTRA signal of channel bandwidth 5 MHz

	Interfering signal level
	Mean power level 30 dB below the mean power of the wanted signal

	Interfering signal centre frequency offset from the lower (higher) edge of the wanted signal 
	


±2.5 MHz

±7.5 MHz

±12.5 MHz

	NOTE1:

Interfering signal positions that are partially or completely outside of the downlink operating band of the base station are excluded from the requirement, unless the interfering signal positions fall within the frequency range of adjacent downlink operating bands in the same geographical area. In case that none of the interfering signal positions fall completely within the frequency range of the downlink operating band, TS 36.141 provides further guidance regarding appropriate test requirements.
NOTE2:
NOTE 1 is not applied in Band 1, 9, 11, 18, 19, 21, 34 in certain regions.


The transmitter intermodulation level shall not exceed the unwanted emission limits in subclause 6.6 in the presence of an interfering signal according to Table 6.7.1‑1. The measurement may be limited to frequencies on which third and fifth order intermodulation products appear, considering the width of these products.

B.7
Receiver characteristics

7.1
General

The requirements in clause 7 are expressed for a single receiver antenna connector. For receivers with antenna diversity, the requirements apply for each receiver antenna connector.

Unless otherwise stated, the receiver characteristics are specified at the BS antenna connector (test port A) with a full complement of transceivers for the configuration in normal operating conditions. If any external apparatus such as a RX amplifier, a filter or the combination of such devices is used, requirements apply at the far end antenna connector (port B).
A BS supporting contiguous CA in a specified band receives multiple component carriers aggregated contiguously. 
Unless otherwise stated the requirements in clause 7 apply during the base station receive period.
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Figure 7.1: Receiver test ports

The throughput requirements defined for the receiver characteristics in this clause do not assume HARQ retransmissions.
When the BS is configured to receive multiple carriers, all the throughput requirements are applicable for each received carrier. For ACS, blocking and intermodulation characteristics, the negative offsets of the interfering signal apply relative to the lower channel edge of the lowest carrier received and positive offsets of the interfering signal apply relative to the higher channel edge of the highest carrier received.
7.2
Reference sensitivity level

The reference sensitivity power level PREFSENS is the minimum mean power received at the antenna connector at which a throughput requirement shall be met for a specified reference measurement channel. 

7.2.1
Minimum requirement

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in Annex A with parameters specified in Table 7.2.1-1 for Wide Area BS, in Table 7.2.1-2 for Local Area BS and in Table 7.2.1-3 for Home BS.

Table 7.2.1-1: Wide Area BS reference sensitivity levels

	E-UTRA

channel bandwidth [MHz]
	Reference measurement channel
	 Reference sensitivity power level, PREFSENS

 [dBm]

	1.4
	FRC A1-1 in Annex A.1
	-106.8

	3
	FRC A1-2 in Annex A.1
	-103.0

	5
	FRC A1-3 in Annex A.1
	-101.5

	10
	FRC A1-3 in Annex A.1*
	-101.5

	15
	FRC A1-3 in Annex A.1*
	-101.5

	20
	FRC A1-3 in Annex A.1*
	-101.5 

	Note*: 
PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of FRC A1-3 mapped to disjoint frequency ranges with a width of 25 resource blocks each




Table 7.2.1-2: Local Area BS reference sensitivity levels

	E-UTRA

channel bandwidth [MHz]
	Reference measurement channel
	 Reference sensitivity power level, PREFSENS

 [dBm]

	1.4
	FRC A1-1 in Annex A.1
	-98.8

	3
	FRC A1-2 in Annex A.1
	-95.0

	5
	FRC A1-3 in Annex A.1
	-93.5

	10
	FRC A1-3 in Annex A.1*
	-93.5

	15
	FRC A1-3 in Annex A.1*
	-93.5

	20
	FRC A1-3 in Annex A.1*
	-93.5 

	Note*: 
PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of FRC A1-3 mapped to disjoint frequency ranges with a width of 25 resource blocks each




Table 7.2.1-3: Home BS reference sensitivity levels

	E-UTRA

channel bandwidth [MHz]
	Reference measurement channel
	 Reference sensitivity power level, PREFSENS

 [dBm]

	1.4
	FRC A1-1 in Annex A.1
	-98.8

	3
	FRC A1-2 in Annex A.1
	-95.0

	5
	FRC A1-3 in Annex A.1
	-93.5

	10
	FRC A1-3 in Annex A.1*
	-93.5

	15
	FRC A1-3 in Annex A.1*
	-93.5

	20
	FRC A1-3 in Annex A.1*
	-93.5 

	Note*: 
PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of FRC A1-3 mapped to disjoint frequency ranges with a width of 25 resource blocks each




7.3
Dynamic range

The dynamic range is specified as a measure of the capability of the receiver to receive a wanted signal in the presence of an interfering signal inside the received channel bandwidth. In this condition a throughput requirement shall be met for a specified reference measurement channel. The interfering signal for the dynamic range requirement is an AWGN signal.

7.3.1
Minimum requirement

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in Annex A with parameters specified in Table 7.3.1-1 for Wide Area BS, in Table 7.3.1-2 for Local Area BS and in Table 7.3.1-3 for Home BS. 

Table 7.3.1-1: Wide Area BS dynamic range
	E-UTRA

channel bandwidth [MHz]
	Reference measurement channel
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm] / BWConfig
	Type of interfering signal

	1.4
	FRC A2-1 in Annex A.2
	-76.3
	-88.7
	AWGN

	3
	FRC A2-2 in Annex A.2
	-72.4
	-84.7
	AWGN

	5
	FRC A2-3 in Annex A.2
	-70.2
	-82.5
	AWGN

	10
	FRC A2-3 in Annex A.2*
	-70.2
	-79.5
	AWGN

	15
	FRC A2-3 in Annex A.2*
	-70.2
	-77.7
	AWGN

	20
	FRC A2-3 in Annex A.2*
	-70.2 
	-76.4
	AWGN


Table 7.3.1-2: Local Area BS dynamic range
	E-UTRA

channel bandwidth [MHz]
	Reference measurement channel
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm] / BWConfig
	Type of interfering signal

	1.4
	FRC A2-1 in Annex A.2
	-68.3
	-80.7
	AWGN

	3
	FRC A2-2 in Annex A.2
	-64.4
	-76.7
	AWGN

	5
	FRC A2-3 in Annex A.2
	-62.2
	-74.5
	AWGN

	10
	FRC A2-3 in Annex A.2*
	-62.2
	-71.5
	AWGN

	15
	FRC A2-3 in Annex A.2*
	-62.2
	-69.7
	AWGN

	20
	FRC A2-3 in Annex A.2*
	-62.2 
	-68.4
	AWGN


Table 7.3.1-3: Home BS dynamic range
	E-UTRA

channel bandwidth [MHz]
	Reference measurement channel
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm] / BWConfig
	Type of interfering signal

	1.4
	FRC A2-1 in Annex A.2
	-31.8
	-44.2
	AWGN

	3
	FRC A2-2 in Annex A.2
	-27.9
	-40.2
	AWGN

	5
	FRC A2-3 in Annex A.2
	-25.7
	-38
	AWGN

	10
	FRC A2-3 in Annex A.2*
	-25.7
	-35
	AWGN

	15
	FRC A2-3 in Annex A.2*
	-25.7
	-33.2
	AWGN

	20
	FRC A2-3 in Annex A.2*
	-25.7
	-31.9
	AWGN


7.4
In-channel selectivity

In-channel selectivity (ICS) is a measure of the receiver ability to receive a wanted signal at its assigned resource block locations in the presence of an interfering signal received at a larger power spectral density. In this condition a throughput requirement shall be met for a specified reference measurement channel. The interfering signal shall be an E-UTRA signal as specified in Annex C and shall be time aligned with the wanted signal.
7.4.1
Minimum requirement

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in Annex A with parameters specified in Table 7.4.1-1 for Wide Area BS, in Table 7.4.1-2 for Local Area BS and in Table 7.4.1-3 for Home BS. 

Table 7.4.1-1 E-UTRA Wide Area BS in-channel selectivity

	E-UTRA

channel bandwidth (MHz)
	Reference measurement channel
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm] 
	Type of interfering signal

	1.4
	A1-4 in Annex A.1
	-106.9
	-87
	1.4 MHz E-UTRA signal, 3 RBs

	3
	A1-5 in Annex A.1
	-102.1
	-84
	3 MHz E-UTRA signal, 6 RBs

	5
	A1-2 in Annex A.1
	-100.0
	-81
	5 MHz E-UTRA signal, 10 RBs

	10
	A1-3 in Annex A.1
	-98.5
	-77
	10 MHz E-UTRA signal, 25 RBs

	15
	A1-3 in Annex A.1*
	-98.5
	-77
	15 MHz E-UTRA signal, 25 RBs*

	20
	A1-3 in Annex A.1*
	-98.5
	-77
	20 MHz E-UTRA signal, 25 RBs*

	Note*: 
Wanted and interfering signal are placed adjacently around Fc


Table 7.4.1-2 E-UTRA Local Area BS in-channel selectivity

	E-UTRA

channel bandwidth (MHz)
	Reference measurement channel
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm] 
	Type of interfering signal

	1.4
	A1-4 in Annex A.1
	-98.9
	-79
	1.4 MHz E-UTRA signal, 3 RBs

	3
	A1-5 in Annex A.1
	-94.1
	-76
	3 MHz E-UTRA signal, 6 RBs

	5
	A1-2 in Annex A.1
	-92.0
	-73
	5 MHz E-UTRA signal, 10 RBs

	10
	A1-3 in Annex A.1
	-90.5
	-69
	10 MHz E-UTRA signal, 25 RBs

	15
	A1-3 in Annex A.1*
	-90.5
	-69
	15 MHz E-UTRA signal, 25 RBs*

	20
	A1-3 in Annex A.1*
	-90.5
	-69
	20 MHz E-UTRA signal, 25 RBs*

	Note*: 
Wanted and interfering signal are placed adjacently around Fc


Table 7.4.1-3 E-UTRA Home BS in-channel selectivity

	E-UTRA

channel bandwidth (MHz)
	Reference measurement channel
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm] 
	Type of interfering signal

	1.4
	A1-4 in Annex A.1
	-98.9
	-79
	1.4 MHz E-UTRA signal, 3 RBs

	3
	A1-5 in Annex A.1
	-94.1
	-76
	3 MHz E-UTRA signal, 6 RBs

	5
	A1-2 in Annex A.1
	-92.0
	-73
	5 MHz E-UTRA signal, 10 RBs

	10
	A1-3 in Annex A.1
	-90.5
	-69
	10 MHz E-UTRA signal, 25 RBs

	15
	A1-3 in Annex A.1*
	-90.5
	-69
	15 MHz E-UTRA signal, 25 RBs*

	20
	A1-3 in Annex A.1*
	-90.5
	-69
	20 MHz E-UTRA signal, 25 RBs*

	Note*: 
Wanted and interfering signal are placed adjacently around Fc


7.5
Adjacent Channel Selectivity (ACS) and narrow-band blocking

Adjacent channel selectivity (ACS) is a measure of the receiver ability to receive a wanted signal at its assigned channel frequency in the presence of an adjacent channel signal with a specified centre frequency offset of the interfering signal to the band edge of a victim system. The interfering signal shall be an E-UTRA signal as specified in Annex C.
7.5.1
Minimum requirement

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel.

For Wide Area BS, the wanted and the interfering signal coupled to the BS antenna input are specified in Tables 7.5.1-1 and 7.5.1-2 for narrowband blocking and in Table 7.5.1-3 for ACS. The reference measurement channel for the wanted signal is identified in Table 7.2.1-1 for each channel bandwidth and further specified in Annex A. 
For Local Area BS, the wanted and the interfering signal coupled to the BS antenna input are specified in Tables 7.5.1-1A and 7.5.1-2 for narrowband blocking and in Table 7.5.1-4 for ACS. The reference measurement channel for the wanted signal is identified in Table 7.2.1-2 for each channel bandwidth and further specified in Annex A.
For Home BS, the wanted and the interfering signal coupled to the BS antenna input are specified in Tables 7.5.1-1 and 7.5.1-2 for narrowband blocking and in Table 7.5.1-5 for ACS. The reference measurement channel for the wanted signal is identified in Table 7.2.1-3 for each channel bandwidth and further specified in Annex A.

Table 7.5.1-1: Narrowband blocking requirement

	
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm]
	Type of interfering signal

	Wide Area BS
	PREFSENS + 6dB*
	-49
	See Table 7.5.1-2

	Local Area BS
	PREFSENS + 6dB**
	-41
	See Table 7.5.1-2

	Home BS
	PREFSENS + 14dB***
	-33
	See Table 7.5.1-2

	Note*: 
PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-1.

Note**: 
PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-2
Note***:
PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-3.


Table 7.5.1-2: Interfering signal for Narrowband blocking requirement

	E-UTRA

 channel BW of the lowest (highest) carrier received [MHz]
	Interfering RB centre frequency offset to  the lower (higher) edge [kHz]
	Type of interfering signal

	1.4
	±(252.5+m*180),

m=0, 1, 2, 3, 4, 5
	1.4 MHz E-UTRA signal, 1 RB*

	3
	±(247.5+m*180),

m=0, 1, 2, 3, 4, 7, 10, 13
	3 MHz E-UTRA signal, 1 RB*

	5
	±(342.5+m*180),

m=0, 1, 2, 3, 4, 9, 14, 19, 24
	5 MHz E-UTRA signal, 1 RB*

	10
	±(347.5+m*180),

m=0, 1, 2, 3, 4, 9, 14, 19, 24
	5 MHz E-UTRA signal, 1 RB*

	15
	±(352.5+m*180),

m=0, 1, 2, 3, 4, 9, 14, 19, 24
	5 MHz E-UTRA signal, 1 RB*

	20
	±(342.5+m*180),

m=0, 1, 2, 3, 4, 9, 14, 19, 24
	5 MHz E-UTRA signal, 1 RB*

	Note*: 
Interfering signal consisting of one resource block is positioned at the stated offset, the channel bandwidth of the interfering signal is located adjacently to the lower (higher) edge.


Table 7.5.1-3: Adjacent channel selectivity for Wide Area BS
	E-UTRA

channel bandwidth of the lowest (highest) carrier received [MHz]
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm]
	 Interfering signal centre frequency offset from  the lower (higher) edge [MHz]
	Type of interfering signal

	1.4
	PREFSENS + 11dB*
	-52
	±0.7025
	1.4MHz E-UTRA signal

	3
	PREFSENS + 8dB*
	-52
	±1.5075
	3MHz E-UTRA signal

	5
	PREFSENS + 6dB*
	-52
	±2.5025
	5MHz E-UTRA signal

	10
	PREFSENS + 6dB*
	-52
	±2.5075
	5MHz E-UTRA signal

	15
	PREFSENS + 6dB*
	-52
	±2.5125
	5MHz E-UTRA signal

	20
	PREFSENS + 6dB*
	-52
	±2.5025
	5MHz E-UTRA signal

	Note*: 
PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-1.


Table 7.5.1-4: Adjacent channel selectivity for Local Area BS
	E-UTRA

channel bandwidth [MHz]
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm]
	 Interfering signal centre frequency offset from  the channel edge of the wanted signal [MHz]
	Type of interfering signal

	1.4
	PREFSENS + 11dB*
	-44
	0.7025
	1.4MHz E-UTRA signal

	3
	PREFSENS + 8dB*
	-44
	1.5075
	3MHz E-UTRA signal

	5
	PREFSENS + 6dB*
	-44
	2.5025
	5MHz E-UTRA signal

	10
	PREFSENS + 6dB*
	-44
	2.5075
	5MHz E-UTRA signal

	15
	PREFSENS + 6dB*
	-44
	2.5125
	5MHz E-UTRA signal

	20
	PREFSENS + 6dB*
	-44
	2.5025
	5MHz E-UTRA signal

	Note*: 
PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-2.


Table 7.5.1-5: Adjacent channel selectivity for Home BS
	E-UTRA

channel bandwidth [MHz]
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm]
	 Interfering signal centre frequency offset from  the channel edge of the wanted signal [MHz]
	Type of interfering signal

	1.4
	PREFSENS + 27dB*
	-28
	0.7025
	1.4MHz E-UTRA signal

	3
	PREFSENS + 24dB*
	-28
	1.5075
	3MHz E-UTRA signal

	5
	PREFSENS + 22dB*
	-28
	2.5025
	5MHz E-UTRA signal

	10
	PREFSENS + 22dB*
	-28
	2.5075
	5MHz E-UTRA signal

	15
	PREFSENS + 22dB*
	-28
	2.5125
	5MHz E-UTRA signal

	20
	PREFSENS + 22dB*
	-28
	2.5025
	5MHz E-UTRA signal

	Note*: 
PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-3.


7.6
Blocking 

7.6.1
General blocking requirement

The blocking characteristics is a measure of the receiver ability to receive a wanted signal at its assigned channel in the presence of an unwanted interferer, which are either a 1.4MHz, 3MHz or 5MHz E-UTRA signal for in-band blocking or a CW signal for out-of-band blocking. The interfering signal shall be an E-UTRA signal as specified in Annex C.
7.6.1.1
Minimum requirement

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted and an interfering signal coupled to BS antenna input using the parameters in Table 7.6.1.1-1, 7.6.1.1-1a, 7.6.1.1-1b and 7.6.1.1-2. The reference measurement channel for the wanted signal is identified in Table 7.2.1-1 for each channel bandwidth and further specified in Annex A.
Table 7.6.1.1-1: Blocking performance requirement for Wide Area BS
	Operating Band
	Centre Frequency of Interfering Signal [MHz]
	Interfering Signal mean power [dBm]
	Wanted Signal mean power [dBm]
	Interfering signal centre frequency minimum frequency offset from  the lower (higher) edge [MHz]
	Type of Interfering Signal

	1-7, 9-11, 13, 14, 18,19, 21, 33-40
	(FUL_low -20)
	to
	(FUL_high +20)
	-43
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +20)
	to

to
	(FUL_low -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	8
	(FUL_low  -20)
	to
	(FUL_high +10)
	-43
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +10)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	12
	(FUL_low  -20)
	to
	(FUL_high +12)
	-43
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +12)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	17
	(FUL_low  -20)
	to
	(FUL_high +18)
	-43
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +18)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	20
	(FUL_low  -11)
	to
	(FUL_high +20)
	-43
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +20)
	to

to
	(FUL_low  -11) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	Note*: 
PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-1.


Table 7.6.1.1-1a: Blocking performance requirement for Local Area BS
	Operating Band
	Centre Frequency of Interfering Signal [MHz]
	Interfering Signal mean power [dBm]
	Wanted Signal mean power [dBm]
	Interfering signal centre frequency minimum frequency offset from  the channel edge of the wanted signal [MHz]
	Type of Interfering Signal

	1-7, 9-11, 13-14, 18,19, 33-40
	(FUL_low -20)
	to
	(FUL_high +20)
	-35
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +20)
	to

to
	(FUL_low -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	8
	(FUL_low  -20)
	to
	(FUL_high +10)
	-35
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +10)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	12
	(FUL_low  -20)
	to
	(FUL_high +12)
	-35
	PREFSENS +6dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +12)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	17
	(FUL_low  -20)
	to
	(FUL_high +18)
	-35
	PREFSENS +6dB*
	See table 7.6.1. 1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +18)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB* 
	(
	CW carrier 

	Note*: 
PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-2


Table 7.6.1.1-1b: Blocking performance requirement for Home BS
	Operating Band
	Centre Frequency of Interfering Signal [MHz]
	Interfering Signal mean power [dBm]
	Wanted Signal mean power [dBm]
	Interfering signal centre frequency minimum frequency offset from  the channel edge of the wanted signal [MHz]
	Type of Interfering Signal

	1-7, 9-11, 13-14, 33-40
	(FUL_low -20)
	to
	(FUL_high +20)
	-27
	PREFSENS +14dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +20)
	to

to
	(FUL_low -20) 

12750
	-15
	PREFSENS +14dB* 
	(
	CW carrier 

	8
	(FUL_low  -20)
	to
	(FUL_high +10)
	-27
	PREFSENS +14dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +10)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +14dB* 
	(
	CW carrier 

	12
	(FUL_low  -20)
	to
	(FUL_high +12)
	-27
	PREFSENS +14dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +12)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +14dB* 
	(
	CW carrier 

	17
	(FUL_low  -20)
	to
	(FUL_high +18)
	-27
	PREFSENS +14dB*
	See table 7.6.1.1-2
	See table 7.6.1.1-2

	
	1 

(FUL_high +18)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +14dB* 
	(
	CW carrier 

	Note*: 
PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-3.


Table 7.6.1.1-2: Interfering signals for blocking performance requirement

	E-UTRA

channel BW of the lowest (highest) carrier received [MHz]
	Interfering signal centre frequency minimum offset to  the lower (higher) edge [MHz]
	Type of interfering signal

	1.4
	±2.1
	1.4MHz E-UTRA signal

	3
	±4.5
	3MHz E-UTRA signal

	5
	±7.5
	5MHz E-UTRA signal

	10
	±7.5
	5MHz E-UTRA signal

	15
	±7.5
	5MHz E-UTRA signal

	20
	±7.5
	5MHz E-UTRA signal


7.6.2
Co-location with other base stations

This additional blocking requirement may be applied for the protection of E-UTRA BS receivers when GSM, UTRA or E-UTRA BS operating in a different frequency band are co-located with an E-UTRA BS. The requirement is applicable to all channel bandwidths supported by the E-UTRA BS.

The requirements in this clause assume a 30 dB coupling loss between interfering transmitter and E-UTRA BS receiver. 

NOTE:
For co-location with UTRA, the requirements are based on co-location with Wide Area UTRA FDD or TDD base stations.

7.6.2.1
Minimum requirement

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted and an interfering signal coupled to BS antenna input using the parameters in Table 7.6.2.1-1 for Wide Area BS and 7.6.2.1-2 for Local Area BS. The reference measurement channel for the wanted signal is identified in Table 7.2.1-1 for each channel bandwidth and further specified in Annex A.
Table 7.6.2.1-1: Blocking performance requirement for E-UTRA Wide Area BS when co-located with BS in other frequency bands.

	Co-located BS type
	Centre Frequency of Interfering Signal (MHz)
	Interfering Signal mean power (dBm)
	Wanted Signal mean power (dBm)
	Type of Interfering Signal

	Macro GSM850
	869 – 894
	+16
	PREFSENS + 6dB*
	CW carrier

	Macro GSM900
	921 – 960
	+16
	PREFSENS + 6dB*
	CW carrier

	Macro DCS1800
	1805 – 1880
	+16
	PREFSENS + 6dB*
	CW carrier

	Macro PCS1900
	1930 – 1990
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band I or E-UTRA Band 1
	2110 – 2170
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band II or E-UTRA Band 2
	1930 – 1990
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band III or E-UTRA Band 3
	1805 – 1880
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band IV or E-UTRA Band 4
	2110 – 2155
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band V or E-UTRA Band 5
	869 – 894
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band VI or E-UTRA Band 6
	875 – 885
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band VII or E-UTRA Band 7
	2620 – 2690
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band VIII or E-UTRA Band 8
	925 – 960
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band IX or E-UTRA Band 9
	1844.9 – 1879.9
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band X or E-UTRA Band 10
	2110 – 2170
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band XI or E-UTRA Band 11
	1475.9 –1495.9 
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band XII or E-UTRA Band 12
	728 - 746
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band XIIII or E-UTRA Band 13
	746 - 756
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band XIV or E-UTRA Band 14
	758 - 768
	+16
	PREFSENS + 6dB*
	CW carrier

	WA E-UTRA Band 17
	734 - 746
	+16
	PREFSENS + 6dB*
	CW carrier

	WA E-UTRA Band 18
	860 - 875
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band XIX or E-UTRA Band 19
	875 - 890
	+16
	PREFSENS + 6dB*
	CW carrier

	WA E-UTRA Band 20
	791 - 821
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band XXI or E-UTRA Band 21
	1495.9 – 1510.9
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA TDD in Band a)
	1900-1920

2010-2025
	+16
	PREFSENS + 6dB*
	CW carrier

	WA E-UTRA TDD in Band 33
	1900-1920
	+16
	PREFSENS + 6dB*
	CW carrier

	WA E-UTRA TDD in Band 34
	2010-2025
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA TDD in Band b)
	1850-1910

1930-1990
	+16
	PREFSENS + 6dB*
	CW carrier

	WA E-UTRA TDD in Band 35
	1850-1910


	+16
	PREFSENS + 6dB*
	CW carrier

	WA E-UTRA TDD in Band 36
	1930-1990
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA TDD in Band c) or E-UTRA TDD in Band 37
	1910-1930
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA TDD in Band d) or E-UTRA in Band 38
	2570-2620
	+16
	PREFSENS + 6dB*
	CW carrier

	WA E-UTRA in Band 39
	1880-1920
	+16
	PREFSENS + 6dB*
	CW carrier

	WA E-UTRA in Band 40
	2300-2400
	+16
	PREFSENS + 6dB*
	CW carrier

	Note*: 
PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-1.

	NOTE 1: 
Except for a BS operating in Band 13, these requirements do not apply when the interfering signal falls within the uplink operating band or in the 10 MHz immediately outside the uplink operating band.
For a BS operating in band 13 the requirements do not apply when the interfering signal falls within the frequency range 768-797 MHz.

NOTE 2: 
Some combinations of bands may not be possible to co-site based on the requirements above. The current state-of-the-art technology does not allow a single generic solution for co-location of UTRA TDD or E-UTRA TDD with E-UTRA FDD on adjacent frequencies for 30dB BS-BS minimum coupling loss.  However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [8].


Table 7.6.2.1-2: Blocking performance requirement for Local Area BS when co-located with BS in other frequency bands.

	Co-located BS type
	Centre Frequency of Interfering Signal (MHz)
	Interfering Signal mean power (dBm)
	Wanted Signal mean power (dBm)
	Type of Interfering Signal

	Pico GSM850
	869 – 894
	-7
	PREFSENS + 6dB*
	CW carrier

	Pico GSM900
	921 – 960
	-7
	PREFSENS + 6dB*
	CW carrier

	Pico DCS1800
	1805 – 1880
	-4
	PREFSENS + 6dB*
	CW carrier

	Pico PCS1900
	1930 – 1990
	-4
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band I or E-UTRA Band 1
	2110 – 2170
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band II or E-UTRA Band 2
	1930 – 1990
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band III or E-UTRA Band 3
	1805 – 1880
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band IV or E-UTRA Band 4
	2110 – 2155
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band V or E-UTRA Band 5
	869 – 894
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band VI or E-UTRA Band 6
	875 – 885
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band VII or E-UTRA Band 7
	2620 – 2690
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band VIII or E-UTRA Band 8
	925 – 960
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band IX or E-UTRA Band 9
	1844.9 – 1879.9
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band X or E-UTRA Band 10
	2110 – 2170
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band XI or E-UTRA Band 11
	1475.9 - 1500.9
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band XII or E-UTRA Band 12
	728 - 746
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band XIIII or E-UTRA Band 13
	746 - 756
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band XIV or E-UTRA Band 14
	758 - 768
	-6
	PREFSENS + 6dB*
	CW carrier

	LA E-UTRA Band 17
	734 - 746
	-6
	PREFSENS + 6dB*
	CW carrier

	LA E-UTRA Band 18
	860 - 875
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band XIX or E-UTRA Band 19
	875 - 890
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA TDD in Band a)
	1900-1920

2010-2025
	-6
	PREFSENS + 6dB*
	CW carrier

	LA E-UTRA TDD in Band 33
	1900-1920
	-6
	PREFSENS + 6dB*
	CW carrier

	LA E-UTRA TDD in Band 34
	2010-2025
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA TDD in Band b)
	1850-1910

1930-1990
	-6
	PREFSENS + 6dB*
	CW carrier

	LA E-UTRA TDD in Band 35
	1850-1910


	-6
	PREFSENS + 6dB*
	CW carrier

	LA E-UTRA TDD in Band 36
	1930-1990
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA TDD in Band c) or E-UTRA TDD in Band 37
	1910-1930
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA TDD in Band d) or E-UTRA in Band 38
	2570-2620
	-6
	PREFSENS + 6dB*
	CW carrier

	LA E-UTRA in Band 39
	1880-1920
	-6
	PREFSENS + 6dB*
	CW carrier

	LA E-UTRA in Band 40
	2300-2400
	-6
	PREFSENS + 6dB*
	CW carrier

	Note*: 
PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-1.

	NOTE 1: 
Except for a BS operating in Band 13, these requirements do not apply when the interfering signal falls within the uplink operating band or in the 10 MHz immediately outside the uplink operating band.
For a BS operating in band 13 the requirements do not apply when the interfering signal falls within the frequency range 768-797 MHz.

NOTE 2: 
Some combinations of bands may not be possible to co-site based on the requirements above. The current state-of-the-art technology does not allow a single generic solution for co-location of UTRA TDD or E-UTRA TDD with E-UTRA FDD on adjacent frequencies for 30dB BS-BS minimum coupling loss.  However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [8].


7.7
Receiver spurious emissions

The spurious emissions power is the power of emissions generated or amplified in a receiver that appear at the BS receiver antenna connector. The requirements apply to all BS with separate RX and TX antenna ports. In this case for FDD BS the test shall be performed when both TX and RX are on, with the TX port terminated. 

For TDD BS with common RX and TX antenna port the requirement applies during the Transmitter OFF period. For FDD BS with common RX and TX antenna port the transmitter spurious emission as specified in clause 6.6.4 is valid.

7.7.1
Minimum requirement

The power of any spurious emission shall not exceed the levels in Table 7.7.1-1:
Table 7.7.1-1: General spurious emission minimum requirement

	Frequency range
	Maximum level
	Measurement Bandwidth
	Note

	30MHz ‑ 1 GHz
	-57 dBm
	100 kHz 
	

	1 GHz ‑ 12.75 GHz
	-47 dBm
	1 MHz
	

	NOTE:
The frequency range between 2.5 * BWChannel below the first carrier frequency and 2.5 * BWChannel above the last carrier frequency transmitted by the BS, where BWChannel is the channel bandwidth according to Table 5.6‑1, may be excluded from the requirement. However, frequencies that are more than 10 MHz below the lowest frequency of the BS downlink operating band or more than 10 MHz above the highest frequency of the BS downlink operating band shall not be excluded from the requirement.


In addition to the requirements in Table 7.7.1-1, the power of any spurious emission shall not exceed the levels specified for Protection of the E-UTRA FDD BS receiver of own or different BS in subclause 6.6.4.2 and for Co-existence with other systems in the same geographical area in subclause 6.6.4.3. In addition, the co-existence requirements for co-located base stations specified in subclause 6.6.4.4 may also be applied.

7.8
Receiver intermodulation 

Third and higher order mixing of the two interfering RF signals can produce an interfering signal in the band of the desired channel.  Intermodulation response rejection is a measure of the capability of the receiver to receive a wanted signal on its assigned channel frequency in the presence of two interfering signals which have a specific frequency relationship to the wanted signal. Interfering signals shall be a CW signal and an E-UTRA signal as specified in Annex C. 

7.8.1
Minimum requirement

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted signal at the assigned channel frequency and two interfering signals coupled to the BS antenna input, with the conditions specified in Tables 7.8.1-1 and 7.8.1-2 for intermodulation performance and in Table 7.8.1-3, 7.8.1-4 and Table 7.8.1-5 for narrowband intermodulation performance. The reference measurement channel for the wanted signal is identified in Table 7.2.1-1 and Table 7.2.1-3 for each channel bandwidth and further specified in Annex A.
Table 7.8.1-1: Intermodulation performance requirement

	BS type
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm]
	Type of interfering signal

	Wide Area BS
	PREFSENS + 6dB*
	-52
	See Table 7.8.1-2

	Local Area BS
	PREFSENS + 6dB**
	-44
	

	Home BS
	PREFSENS + 14dB***
	-36
	

	Note*: 
PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-1.

Note** PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-2.

Note*** PREFSENS depends on the channel bandwidth as specified in Table 7.2.1-3.


Table 7.8.1-2: Interfering signal for Intermodulation performance requirement

	E-UTRA

channel bandwidth of the lowest (highest) carrier received [MHz]
	Interfering signal centre frequency offset from  the lower (higher) edge [MHz]
	Type of interfering signal

	1.4
	±2.1
	CW

	
	±4.9
	1.4MHz E-UTRA signal

	3
	±4.5
	CW

	
	±10.5
	3MHz E-UTRA signal

	5
	±7.5
	CW

	
	±17.5
	5MHz E-UTRA signal

	10
	±7.5
	CW

	
	±17.7
	5MHz E-UTRA signal

	15
	±7.5
	CW

	
	±18
	5MHz E-UTRA signal

	20
	±7.5
	CW

	
	±18.2
	5MHz E-UTRA signal


Table 7.8.1-3: Narrowband intermodulation performance requirement for Wide Area BS
	E-UTRA

channel bandwidth of the lowest (highest) carrier received [MHz]
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm]
	 Interfering RB centre frequency offset from  the lower (higher) edge [kHz]
	Type of interfering signal

	1.4
	PREFSENS + 6dB*
	-52
	±270
	CW

	
	
	-52
	±790
	1.4 MHz E-UTRA signal, 1 RB**

	3
	PREFSENS + 6dB*
	-52
	±275
	CW

	
	
	-52
	±790
	3.0 MHz E-UTRA signal, 1 RB**

	5
	PREFSENS + 6dB*
	-52
	±360
	CW

	
	
	-52
	±1060
	5 MHz E-UTRA signal, 1 RB**

	10
	PREFSENS + 6dB*

(***)
	-52
	±415
	CW

	
	
	-52
	±1420
	5 MHz E-UTRA signal, 1 RB**

	15
	PREFSENS + 6dB*

(***)
	-52
	±380
	CW

	
	
	-52
	±1600
	5MHz E-UTRA signal, 1 RB**

	20
	PREFSENS + 6dB*

(***)
	-52
	±345
	CW

	
	
	-52
	±1780
	5MHz E-UTRA signal, 1 RB**

	Note*: 
PREFSENS is related to the channel bandwidth as specified in Table 7.2.1-1. 
Note**: 
Interfering signal consisting of one resource block positioned at the stated offset, the channel bandwidth of the interfering signal is located adjacently to the lower (higher) edge. 

Note***:    This requirement shall apply only for a FRC A1-3 mapped to the frequency range at the channel edge adjacent to the interfering  signals


Table 7.8.1-4: Narrowband intermodulation performance requirement for Local Area BS
	E-UTRA

channel bandwidth [MHz]
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm]
	 Interfering RB centre frequency offset from  the channel edge of the wanted signal [kHz]
	Type of interfering signal

	1.4
	PREFSENS + 6dB*
	-44
	270
	CW

	
	
	-44
	790
	1.4 MHz E-UTRA signal, 1 RB**

	3
	PREFSENS + 6dB*
	-44
	275
	CW

	
	
	-44
	790
	3.0 MHz E-UTRA signal, 1 RB**

	5
	PREFSENS + 6dB*
	-44
	360
	CW

	
	
	-44
	1060
	5 MHz E-UTRA signal, 1 RB**

	10
	PREFSENS + 6dB*

(***)
	-44
	415
	CW

	
	
	-44
	1420
	5 MHz E-UTRA signal, 1 RB**

	15
	PREFSENS + 6dB*

(***)
	-44
	380
	CW

	
	
	-44
	1600
	5MHz E-UTRA signal, 1 RB**

	20
	PREFSENS + 6dB*

(***)
	-44
	345
	CW

	
	
	-44
	1780
	5MHz E-UTRA signal, 1 RB**

	Note*: 
PREFSENS is related to the channel bandwidth as specified in Table 7.2.1-2. 
Note**: 
Interfering signal consisting of one resource block positioned at the stated offset. 

Note***:    This requirement shall apply only for a FRC A1-3 mapped to the frequency range at the channel edge adjacent to the interfering  signals


Table 7.8.1-5: Narrowband intermodulation performance requirement for Home BS
	E-UTRA

channel bandwidth [MHz]
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm]
	 Interfering RB centre frequency offset from  the channel edge of the wanted signal [kHz]
	Type of interfering signal

	1.4
	PREFSENS + 14dB*
	-36
	270
	CW

	
	
	-36
	790
	1.4 MHz E-UTRA signal, 1 RB**

	3
	PREFSENS + 14dB*
	-36
	275
	CW

	
	
	-36
	790
	3.0 MHz E-UTRA signal, 1 RB**

	5
	PREFSENS + 14dB*
	-36
	360
	CW

	
	
	-36
	1060
	5 MHz E-UTRA signal, 1 RB**

	10
	PREFSENS + 14dB*

(***)
	-36
	415
	CW

	
	
	-36
	1420
	5 MHz E-UTRA signal, 1 RB**

	15
	PREFSENS + 14dB*

(***)
	-36
	380
	CW

	
	
	-36
	1600
	5MHz E-UTRA signal, 1 RB**

	20
	PREFSENS + 14dB*

(***)
	-36
	345
	CW

	
	
	-36
	1780
	5MHz E-UTRA signal, 1 RB**

	Note*: 
PREFSENS is related to the channel bandwidth as specified in Table 7.2.1-3.
Note**: 
Interfering signal consisting of one resource block positioned at the stated offset. 

Note***:    This requirement shall apply only for a FRC A1-3 mapped to the frequency range at the channel edge adjacent to the interfering signals.


B.8
Performance requirement

8.1
General

Performance requirements for the BS are specified for the fixed reference channels defined in Annex A and the propagation conditions in Annex B. The requirements only apply to those FRCs that are supported by the base station. 

Unless stated otherwise, performance requirements apply for a single carrier only. Performance requirements for a BS supporting carrier aggregation are defined in terms of single carrier requirements.

The SNR used in this clause is defined as:

SNR = S / N

Where:

S 
is the total signal energy in the subframe on a single antenna port.

N
is the noise energy in a bandwidth corresponding to the transmission bandwidth over the duration of a subframe.

8.2
Performance requirements for PUSCH

8.2.1
Requirements in multipath fading propagation conditions
The performance requirement of PUSCH is determined by a minimum required throughput for a given SNR. The required throughput is expressed as a fraction of maximum throughput for the FRCs listed in Annex A. The performance requirements assume HARQ retransmissions.
Table 8.2.1-1 Test parameters for testing PUSCH

	Parameter
	Value

	Maximum number of HARQ transmissions
	4

	RV sequence
	0, 2, 3, 1, 0, 2, 3, 1

	Uplink-downlink allocation for TDD
	Configuration 1 (2:2)


8.2.1.1
Minimum requirements

The throughput shall be equal to or larger than the fraction of maximum throughput stated in the tables 8.2.1.1-1 to 8.2.1.1-6 at the given SNR.

Table 8.2.1.1-1 Minimum requirements for PUSCH, 1.4 MHz Channel Bandwidth

	Number of RX antennas
	Cyclic prefix
	Propagation conditions (Annex B)
	FRC
(Annex A)
	Fraction of  maximum throughput
	SNR

[dB]

	2
	Normal
	EPA 5Hz
	A3-2
	30%
	-4.1

	
	
	
	
	70%
	0.1 

	
	
	
	A4-3
	70%
	10.6 

	
	
	
	A5-2
	70%
	17.7

	
	
	EVA 5Hz
	A3-1
	30%
	-2.7

	
	
	
	
	70%
	1.8

	
	
	
	A4-1
	30%
	4.4

	
	
	
	
	70%
	11.3

	
	
	
	A5-1
	70%
	18.6

	
	
	EVA 70Hz
	A3-2
	30%
	-3.9

	
	
	
	
	70%
	0.7

	
	
	
	A4-3
	30%
	4.0

	
	
	
	
	70%
	11.9

	
	
	ETU 70Hz*
	A3-1
	30%
	-2.4

	
	
	
	
	70%
	2.4

	
	
	ETU 300Hz*
	A3-1
	30%
	-2.2

	
	
	
	
	70%
	2.9

	
	Extended
	ETU 70Hz*
	A4-2
	30%
	4.8

	
	
	
	
	70%
	13.5

	4
	Normal
	EPA 5Hz
	A3-2
	30%
	-6.6

	
	
	
	
	70%
	-3.1

	
	
	
	A4-3
	70%
	7.1

	
	
	
	A5-2
	70%
	14.4

	
	
	EVA 5Hz
	A3-1
	30%
	-5.0

	
	
	
	
	70%
	-1.3

	
	
	
	A4-1
	30%
	1.3

	
	
	
	
	70%
	7.8

	
	
	
	A5-1
	70%
	15.4

	
	
	EVA 70Hz
	A3-2
	30%
	-6.3

	
	
	
	
	70%
	-2.7

	
	
	
	A4-4
	30%
	0.8

	
	
	
	
	70%
	8.3

	
	
	ETU 70Hz*
	A3-1
	30%
	-4.8

	
	
	
	
	70%
	-1.0

	
	
	ETU 300Hz*
	A3-1
	30%
	-4.6

	
	
	
	
	70%
	-0.6

	
	Extended
	ETU 70Hz*
	A4-2
	30%
	1.6

	
	
	
	
	70%
	9.9

	Note*: Not applicable for Local Area BS and Home BS.


Table 8.2.1.1-2 Minimum requirements for PUSCH, 3 MHz Channel Bandwidth

	Number of RX antennas
	Cyclic prefix
	Propagation conditions (Annex B)
	FRC
(Annex A)
	Fraction of maximum throughput
	SNR
[dB]

	2
	Normal
	EPA 5Hz
	A3-3
	30%
	-4.1

	
	
	
	
	70%
	0.1

	
	
	
	A4-4
	70%
	10.9

	
	
	
	A5-3
	70%
	18.1

	
	
	EVA 5Hz
	A3-1
	30%
	-2.8

	
	
	
	
	70%
	1.8

	
	
	
	A4-1
	30%
	4.3

	
	
	
	
	70%
	11.5

	
	
	
	A5-1
	70%
	18.8

	
	
	EVA 70Hz
	A3-3
	30%
	-4.0

	
	
	
	
	70%
	0.6

	
	
	
	A4-4
	30%
	4.7

	
	
	
	
	70%
	12.5

	
	
	ETU 70Hz*
	A3-1
	30%
	-2.5

	
	
	
	
	70%
	2.4

	
	
	ETU 300Hz*
	A3-1
	30%
	-2.2

	
	
	
	
	70%
	2.9

	
	Extended
	ETU 70Hz*
	A4-2
	30%
	4.7

	
	
	
	
	70%
	13.5

	4
	Normal
	EPA 5Hz
	A3-3
	30%
	-6.8

	
	
	
	
	70%
	-3.4

	
	
	
	A4-4
	70%
	7.7

	
	
	
	A5-3
	70%
	14.4

	
	
	EVA 5Hz
	A3-1
	30%
	-5.0

	
	
	
	
	70%
	-1.3

	
	
	
	A4-1
	30%
	1.2

	
	
	
	
	70%
	7.8

	
	
	
	A5-1
	70%
	15.4

	
	
	EVA 70Hz
	A3-3
	30%
	-6.5

	
	
	
	
	70%
	-2.9

	
	
	
	A4-4
	30%
	1.6

	
	
	
	
	70%
	8.7

	
	
	ETU 70Hz*
	A3-1
	30%
	-4.8

	
	
	
	
	70%
	-0.9

	
	
	ETU 300Hz*
	A3-1
	30%
	-4.6

	
	
	
	
	70%
	-0.6

	
	Extended
	ETU 70Hz*
	A4-2
	30%
	1.5

	
	
	
	
	70%
	9.9

	Note*: Not applicable for Local Area BS and Home BS.


Table 8.2.1.1-3 Minimum requirements for PUSCH, 5 MHz Channel Bandwidth

	Number of RX antennas
	Cyclic prefix
	Propagation conditions (Annex B)
	FRC
(Annex A)
	Fraction of maximum throughput
	SNR

[dB]

	2
	Normal
	EPA 5Hz
	A3-4
	30%
	-4.7

	
	
	
	
	70%
	-0.7

	
	
	
	A4-5
	70%
	10.4

	
	
	
	A5-4
	70%
	18.0

	
	
	EVA 5Hz
	A3-1
	30%
	-2.7

	
	
	
	
	70%
	1.8

	
	
	
	A4-1
	30%
	4.3

	
	
	
	
	70%
	11.5

	
	
	
	A5-1
	70%
	18.6

	
	
	EVA 70Hz
	A3-4
	30%
	-4.5

	
	
	
	
	70%
	-0.1

	
	
	
	A4-5
	30%
	4.3

	
	
	
	
	70%
	12.3

	
	
	ETU 70Hz*
	A3-1
	30%
	-2.5

	
	
	
	
	70%
	2.4

	
	
	ETU 300Hz*
	A3-1
	30%
	-2.2

	
	
	
	
	70%
	2.9

	
	Extended
	ETU 70Hz*
	A4-2
	30%
	4.8

	
	
	
	
	70%
	13.5

	4
	Normal
	EPA 5Hz
	A3-4
	30%
	-7.1

	
	
	
	
	70%
	-3.8

	
	
	
	A4-5
	70%
	7.6

	
	
	
	A5-4
	70%
	14.4

	
	
	EVA 5Hz
	A3-1
	30%
	-5.1

	
	
	
	
	70%
	-1.4

	
	
	
	A4-1
	30%
	1.2

	
	
	
	
	70%
	7.9

	
	
	
	A5-1
	70%
	15.5

	
	
	EVA 70Hz
	A3-4
	30%
	-6.9

	
	
	
	
	70%
	-3.3

	
	
	
	A4-5
	30%
	1.2

	
	
	
	
	70%
	8.3

	
	
	ETU 70Hz*
	A3-1
	30%
	-4.8

	
	
	
	
	70%
	-0.9

	
	
	ETU 300Hz*
	A3-1
	30%
	-4.6

	
	
	
	
	70%
	-0.6

	
	Extended
	ETU 70Hz*
	A4-2
	30%
	1.6

	
	
	
	
	70%
	9.9

	Note*: Not applicable for Local Area BS and Home BS.


Table 8.2.1.1-4 Minimum requirements for PUSCH, 10 MHz Channel Bandwidth

	Number of RX antennas
	Cyclic prefix
	Propagation conditions (Annex B)
	FRC
(Annex A)
	Fraction of maximum throughput
	SNR

[dB]

	2
	Normal
	EPA 5Hz
	A3-5
	30%
	-4.2

	
	
	
	
	70%
	-0.4

	
	
	
	A4-6
	70%
	10.8

	
	
	
	A5-5
	70%
	18.3

	
	
	EVA 5Hz
	A3-1
	30%
	-2.7

	
	
	
	
	70%
	1.9

	
	
	
	A4-1
	30%
	4.3

	
	
	
	
	70%
	11.4

	
	
	
	A5-1
	70%
	18.8

	
	
	EVA 70Hz
	A3-5
	30%
	-4.1

	
	
	
	
	70%
	0.1

	
	
	
	A4-6
	30%
	4.5

	
	
	
	
	70%
	12.6

	
	
	ETU 70Hz*
	A3-1
	30%
	-2.5

	
	
	
	
	70%
	2.4

	
	
	ETU 300Hz*
	A3-1
	30%
	-2.2

	
	
	
	
	70%
	2.9

	
	Extended
	ETU 70Hz*
	A4-2
	30%
	4.8

	
	
	
	
	70%
	13.6

	4
	Normal
	EPA 5Hz
	A3-5
	30%
	-6.8

	
	
	
	
	70%
	-3.5

	
	
	
	A4-6
	70%
	7.5

	
	
	
	A5-5
	70%
	14.7

	
	
	EVA 5Hz
	A3-1
	30%
	-5.0

	
	
	
	
	70%
	-1.2

	
	
	
	A4-1
	30%
	1.2

	
	
	
	
	70%
	7.9

	
	
	
	A5-1
	70%
	15.5

	
	
	EVA 70Hz
	A3-5
	30%
	-6.7

	
	
	
	
	70%
	-2.9

	
	
	
	A4-6
	30%
	0.7

	
	
	
	
	70%
	8.0

	
	
	ETU 70Hz*
	A3-1
	30%
	-4.8

	
	
	
	
	70%
	-0.9

	
	
	ETU 300Hz*
	A3-1
	30%
	-4.6

	
	
	
	
	70%
	-0.6

	
	Extended
	ETU 70Hz*
	A4-2
	30%
	1.7

	
	
	
	
	70%
	10.3

	Note*: Not applicable for Local Area BS and Home BS.


Table 8.2.1.1-5 Minimum requirements for PUSCH, 15 MHz Channel Bandwidth

	Number of RX antennas
	Cyclic prefix
	Propagation conditions (Annex B)
	FRC
(Annex A)
	Fraction of maximum throughput
	SNR

[dB]

	2
	Normal
	EPA 5Hz
	A3-6
	30%
	-4.5

	
	
	
	
	70%
	-0.8

	
	
	
	A4-7
	70%
	11.3

	
	
	
	A5-6
	70%
	18.8

	
	
	EVA 5Hz
	A3-1
	30%
	-2.8

	
	
	
	
	70%
	1.8

	
	
	
	A4-1
	30%
	4.2

	
	
	
	
	70%
	11.4

	
	
	
	A5-1
	70%
	18.7

	
	
	EVA 70Hz
	A3-6
	30%
	-4.5

	
	
	
	
	70%
	-0.3

	
	
	
	A4-7
	30%
	4.2

	
	
	
	
	70%
	12.9

	
	
	ETU 70Hz*
	A3-1
	30%
	-2.5

	
	
	
	
	70%
	2.4

	
	
	ETU 300Hz*
	A3-1
	30%
	-2.2

	
	
	
	
	70%
	2.9

	
	Extended
	ETU 70Hz*
	A4-2
	30%
	4.9

	
	
	
	
	70%
	13.6

	4
	Normal
	EPA 5Hz
	A3-6
	30%
	-7.2

	
	
	
	
	70%
	-3.8

	
	
	
	A4-7
	70%
	7.6

	
	
	
	A5-6
	70%
	15.0

	
	
	EVA 5Hz
	A3-1
	30%
	-5.0

	
	
	
	
	70%
	-1.2

	
	
	
	A4-1
	30%
	1.2

	
	
	
	
	70%
	7.9

	
	
	
	A5-1
	70%
	15.7

	
	
	EVA 70Hz
	A3-6
	30%
	-7.0

	
	
	
	
	70%
	-3.3

	
	
	
	A4-7
	30%
	0.7

	
	
	
	
	70%
	8.5

	
	
	ETU 70Hz*
	A3-1
	30%
	-4.8

	
	
	
	
	70%
	-1.0

	
	
	ETU 300Hz*
	A3-1
	30%
	-4.6

	
	
	
	
	70%
	-0.6

	
	Extended
	ETU 70Hz*
	A4-2
	30%
	1.6

	
	
	
	
	70%
	10.1

	Note*: Not applicable for Local Area BS and Home BS.


Table 8.2.1.1-6 Minimum requirements for PUSCH, 20 MHz Channel Bandwidth

	Number of RX antennas
	Cyclic prefix
	Propagation conditions (Annex B)
	FRC
(Annex A)
	Fraction of maximum throughput
	SNR

[dB]

	2
	Normal
	EPA 5Hz
	A3-7
	30%
	-4.2

	
	
	
	
	70%
	-0.4 

	
	
	
	A4-8
	70%
	11.5 

	
	
	
	A5-7
	70%
	19.7

	
	
	EVA 5Hz
	A3-1
	30%
	-2.7 

	
	
	
	
	70%
	1.8 

	
	
	
	A4-1
	30%
	4.3 

	
	
	
	
	70%
	11.5 

	
	
	
	A5-1
	70%
	18.7

	
	
	EVA 70Hz
	A3-7
	30%
	-4.1 

	
	
	
	
	70%
	0.2 

	
	
	
	A4-8
	30%
	4.2 

	
	
	
	
	70%
	13.0 

	
	
	ETU 70Hz*
	A3-1
	30%
	-2.4 

	
	
	
	
	70%
	2.4 

	
	
	ETU 300Hz*
	A3-1
	30%
	-2.1 

	
	
	
	
	70%
	2.9 

	
	Extended
	ETU 70Hz*
	A4-2
	30%
	4.7 

	
	
	
	
	70%
	13.6 

	4
	Normal
	EPA 5Hz
	A3-7
	30%
	-6.8

	
	
	
	
	70%
	-3.5

	
	
	
	A4-8
	70%
	7.5

	
	
	
	A5-7
	70%
	15.9

	
	
	EVA 5Hz
	A3-1
	30%
	-5.1

	
	
	
	
	70%
	-1.3

	
	
	
	A4-1
	30%
	1.2

	
	
	
	
	70%
	7.9

	
	
	
	A5-1
	70%
	15.6

	
	
	EVA 70Hz
	A3-7
	30%
	-6.7

	
	
	
	
	70%
	-2.9

	
	
	
	A4-8
	30%
	0.7

	
	
	
	
	70%
	8.6

	
	
	ETU 70Hz*
	A3-1
	30%
	-4.4 

	
	
	
	
	70%
	-0.9 

	
	
	ETU 300Hz*
	A3-1
	30%
	-4.6 

	
	
	
	
	70%
	-0.7 

	
	Extended
	ETU 70Hz*
	A4-2
	30%
	1.6 

	
	
	
	
	70%
	10.0 

	Note*: Not applicable for Local Area BS and Home BS.


8.2.2
Requirements for UL timing adjustment
The performance requirement of UL timing adjustment is determined by a minimum required throughput for the moving UE at given SNR. The performance requirements assume HARQ retransmissions. The performance requirements for UL timing adjustment scenario 2 defined in Annex B.4 are optional. 
In the tests for UL timing adjustment, two signals are configured, one being transmitted by a moving UE and the other being transmitted by a stationary UE. The transmission of SRS from UE is optional. FRC parameters in Table A.7-1 and Table A.8-1 are applied for both UEs. The received power for both UEs is the same. The resource blocks allocated for both UEs are consecutive. In Scenario 2, Doppler shift is not taken into account.
This requirement shall not be applied to Local Area BS and Home BS.
Table 8.2.2-1 Test parameters for testing UL timing adjustment

	Parameter
	Value

	Maximum number of HARQ transmissions
	4

	RV sequence
	0, 2, 3, 1, 0, 2, 3, 1

	Uplink-downlink allocation for TDD
	Configuration 1 (2:2)

	Subframes in which PUSCH is transmitted
	For FDD: subframe #0, #2, #4, #6, and #8 in radio frames

For TDD: subframe #2, #3, #7 and #8 in radio frames

	Subframes in which sounding RS is transmitted 
(Note 1)
	For FDD: subframe #1 in radio frames

For TDD: UpPTS in subframe #1 in radio frames

	Note 1. The transmission of SRS is optional.


8.2.2.1
Minimum requirements

The throughput shall be ≥ 70% of the maximum throughput of the reference measurement channel as specified in Annex A for the moving UE at the SNR given in table 8.2.2.1-1. 
Table 8.2.2.1-1 Minimum requirements for UL timing adjustment
	Number of RX antennas
	Cyclic prefix
	Channel Bandwidth [MHz]
	Moving propagation conditions (Annex B)
	FRC
(Annex A)
	SNR

[dB]

	2
	Normal
	1.4
	Scenario 1
	A7-1
	13.1

	
	
	
	Scenario 2
	A8-1
	-1.9

	
	
	3
	Scenario 1
	A7-2
	13.4

	
	
	
	Scenario 2
	A8-2
	-1.5

	
	
	5
	Scenario 1
	A7-3
	13.2

	
	
	
	Scenario 2
	A8-3
	-1.6

	
	
	10
	Scenario 1
	A7-4
	13.8

	
	
	
	Scenario 2
	A8-4
	-1.8

	
	
	15
	Scenario 1
	A7-5
	14.0

	
	
	
	Scenario 2
	A8-5
	-1.8

	
	
	20
	Scenario 1
	A7-6
	13.9

	
	
	
	Scenario 2
	A8-6
	-1.8


8.2.3
Requirements for high speed train

The performance requirement of PUSCH for high speed train is determined by a minimum required throughput for a given SNR. The required throughput is expressed as a fraction of maximum throughput for the FRCs listed in Annex A. The performance requirements assume HARQ retransmissions. The performance requirements for high speed train are optional.
This requirement shall not be applied to Local Area BS and Home BS.
Table 8.2.3-1 Test parameters for high speed train

	Parameter
	Value

	Maximum number of HARQ transmissions
	4

	RV sequence
	0, 2, 3, 1, 0, 2, 3, 1

	Uplink-downlink allocation for TDD
	Configuration 1 (2:2)

	Subframes in which PUSCH is transmitted
	For FDD:

subframe #0 and #8 in radio frames for which SFN mod 4 = 0

subframe #6 in radio frames for which SFN mod 4 = 1

subframe #4 in radio frames for which SFN mod 4 = 2

subframe #2 in radio frames for which SFN mod 4 = 3
For TDD:

subframe #2 in each radio frame

	Subframes in which PUCCH is transmitted (Note1, Note 2)
	For FDD: 

subframe #5 in radio frames
For TDD:

subframe #3 in each radio frame

	Note 1. The configuration of PUCCH (format 2) is optional.Note 2. The SNR values per antenna shall be set to -4.5 dB and -1.5 dB for Scenario 1 and 3, respectively.


8.2.3.1
Minimum requirements

The throughput shall be equal to or larger than the fraction of maximum throughput stated in table 8.2.3.1-1 at the given SNR. 
Table 8.2.3.1-1 Minimum requirements of PUSCH for high speed train
	Channel Bandwidth [MHz]
	Cyclic prefix
	FRC
(Annex A)
	Number of RX antennas
	Propagation conditions (Annex B)
	Fraction of maximum throughput
	SNR

[dB]

	1.4
	Normal
	A3-2
	1
	HST Scenario 3
	30%
	-1.5

	
	
	
	
	
	70%
	1.9

	
	
	
	2
	HST Scenario 1
	30%
	-3.9

	
	
	
	
	
	70%
	-0.6

	3
	Normal
	A3-3
	1
	HST Scenario 3
	30%
	-2.1

	
	
	
	
	
	70%
	1.6

	
	
	
	2
	HST Scenario 1
	30%
	-4.5

	
	
	
	
	
	70%
	-1.0

	5
	Normal
	A3-4
	1
	HST Scenario 3
	30%
	-2.6

	
	
	
	
	
	70%
	1.3

	
	
	
	2
	HST Scenario 1
	30%
	-5.1

	
	
	
	
	
	70%
	-1.4

	10
	Normal
	A3-5
	1
	HST Scenario 3
	30%
	-2.7

	
	
	
	
	
	70%
	1.2

	
	
	
	2
	HST Scenario 1
	30%
	-5.4

	
	
	
	
	
	70%
	-1.5

	15
	Normal
	A3-6
	1
	HST Scenario 3
	30%
	-2.7

	
	
	
	
	
	70%
	1.2

	
	
	
	2
	HST Scenario 1
	30%
	-5.2

	
	
	
	
	
	70%
	-1.4

	20
	Normal
	A3-7
	1
	HST Scenario 3
	30%
	-2.7

	
	
	
	
	
	70%
	1.2

	
	
	
	2
	HST Scenario 1
	30%
	-5.3

	
	
	
	
	
	70%
	-1.4


8.2.4
Requirements for HARQ-ACK multiplexed on PUSCH

Two performance requirements are defined for HARQ-ACK multiplexed on PUSCH: ACK false detection and ACK missed detection requirements.

The ACK false detection probability for PUSCH is the probability that ACK is detected when data only is sent on symbols where HARQ-ACK information can be allocated (i.e. by puncturing data).

The ACK missed detection probability for HARQ-ACK multiplexed on PUSCH is the conditional probability of not detecting an ACK when it was sent on PUSCH resources.

In the tests for ACK missed detection on PUSCH, data is punctured by the control information (i.e. ACK/NAK) in both slots within subframe on symbols as specified in 36.212.

In both tests none of CQI, RI nor SRS is transmitted. Tests are to be performed for one bit HARQ-ACK information (O = 1). 

8.2.4.1


Minimum requirement

The ACK false detection probability as well as the ACK missed detection probability for HARQ-ACK multiplexed on PUSCH shall not exceed 1% at PUSCH power settings presented in table 8.2.4.1-1.

Table 8.2.4.1-1 Minimum requirements for HARQ-ACK multiplexed on PUSCH

	Number of 

RX antennas
	Cyclic Prefix
	Propagation 

conditions 

(Annex B)
	Channel Bandwidth

 [MHz]
	FRC

(Annex A)
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	2


	Normal
	ETU70*
	1.4
	A.3-1
	8
	6.6

	
	
	
	
	A.4-3
	5
	13.8

	
	
	
	3
	A.3-1
	8
	6.6

	
	
	
	
	A.4-4
	5
	12.9

	
	
	
	5
	A.3-1
	8
	6.5

	
	
	
	
	A.4-5
	5
	12.5

	
	
	
	10
	A.3-1
	8
	6.6

	
	
	
	
	A.4-6
	5
	12.3

	
	
	
	15
	A.3-1
	8
	6.7

	
	
	
	
	A.4-7
	5
	12.1

	
	
	
	20
	A.3-1
	8
	6.5

	
	
	
	
	A.4-8
	5
	12

	Note*: Not applicable for Local Area BS and Home BS.


8.3
Performance requirements for PUCCH

8.3.1
DTX to ACK performance

The DTX to ACK requirement is valid for any number of receive antennas, for all frame structures and for any channel bandwidth.

The DTX to ACK probability for multi user PUCCH case denotes the probability that ACK is detected when nothing is sent on the wanted signal and the interfering signals are present.

8.3.1.1


Minimum requirement

The DTX to ACK probability, i.e. the probability that ACK is detected when nothing is sent, shall not exceed 1%.

8.3.2
ACK missed detection requirements for single user PUCCH format 1a

The ACK missed detection probability is the probability of not detecting an ACK when an ACK was sent.
ACK/NAK repetitions are disabled for PUCCH transmission.
8.3.2.1
Minimum requirements

The ACK missed detection probability shall not exceed 1% at the SNR given in table 8.3.2.1-1.

Table 8.3.2.1-1 Minimum requirements for single user PUCCH format 1a

	Number of RX antennas
	Cyclic Prefix
	Propagation Conditions (Annex B)
	Channel Bandwidth / SNR [dB]

	
	
	
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	2
	Normal
	EPA 5
	-2.5
	-3.9
	-4.8
	-5.4
	-5.3
	-5.1

	
	
	EVA 5
	-4.5
	-5.1
	-5.1
	-5.0
	-5.1
	-5.1

	
	
	EVA 70
	-4.9
	-5.2
	-5.2
	-5.1
	-5.2
	-5.1

	
	
	ETU 300*
	-5.0
	-5.1
	-4.9
	-5.0
	-5.2
	-5.2

	
	Extended
	ETU 70*
	-4.2
	-4.3
	-4.1
	-4.3
	-4.2
	-4.3

	4
	Normal
	EPA 5
	-7.9
	-8.4
	-8.7
	-8.9
	-8.9
	-9.0

	
	
	EVA 5
	-8.8
	-9.1
	-9.1
	-8.8
	-8.9
	-8.9

	
	
	EVA 70
	-8.9
	-9.0
	-9.0
	-8.8
	-9.0
	-8.8

	
	
	ETU 300*
	-8.7
	-8.9
	-8.7
	-8.7
	-8.9
	-8.8

	
	Extended
	ETU 70*
	-7.9
	-8.1
	-7.9
	-8.1
	-8.0
	-8.0

	Note*: Not applicable for Local Area BS and Home BS.


8.3.3
CQI missed detection requirements for PUCCH format 2

The CQI missed detection block error probability is defined as the conditional probability of incorrectly receiving the CQI information bits or not detecting the signal at all when the CQI information is sent. The CQI information bit payload per sub-frame is equal to 4 bits. 

8.3.3.1
Minimum requirements

The CQI missed detection block error probability shall not exceed 1% at the SNR given in table 8.3.3.1-1.
Table 8.3.3.1-1 Minimum requirements for PUCCH format 2
	Number of RX antennas
	Cyclic Prefix
	Propagation Conditions (Annex B)
	Channel Bandwidth / SNR [dB]

	
	
	
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	2
	Normal
	ETU 70*
	-3.9
	-4.4
	-4.2
	-4.4
	-4.4
	-4.4

	Note*: Not applicable for Local Area BS and Home BS.


8.3.4
ACK missed detection requirements for multi user PUCCH format 1a 

The ACK missed detection probability is the conditional probability of not detecting an ACK on the wanted signal in the presence of the wanted signal and the interfering signals.

Test parameters for multi user PUCCH case are presented in Annex A.9.
ACK/NAK repetitions are disabled for PUCCH transmission. 
8.3.4.1

Minimum requirement

The ACK missed detection probability for multi user PUCCH case shall not exceed 1% at the SNR given in table 8.3.4.1‑1.

Table 8.3.4.1-1 Minimum requirements for multi user PUCCH case

	Number of RX antennas
	Cyclic Prefix
	Propagation Conditions (Annex B)
	Channel Bandwidth / SNR [dB]

	
	
	
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	2
	Normal
	ETU 70*
	-4.1
	-4.4
	-4.4
	-4.6
	-4.6
	-4.4

	Note*: Not applicable for Local Area BS and Home BS.


8.4
Performance requirements for PRACH

8.4.1
PRACH False alarm probability

The false alarm requirement is valid for any number of receive antennas, for all frame structures and for any channel bandwidth.

The false alarm probability is the conditional total probability of erroneous detection of the preamble (i.e. erroneous detection from any detector) when input is only noise.

8.4.1.1
Minimum requirement

The false alarm probability shall be less than or equal to 0.1%.

8.4.2
PRACH detection requirements 

The probability of detection is the conditional probability of correct detection of the preamble when the signal is present. There are several error cases – detecting different preamble than the one that was sent, not detecting a preamble at all or correct preamble detection but with the wrong timing estimation. For AWGN, a timing estimation error occurs if the estimation error of the timing of the strongest path is larger than 1.04us. For ETU70, a timing estimation error occurs if the estimation error of the timing of the strongest path is larger than 2.08us. The strongest path for the timing estimation error refers to the strongest path (i.e. average of the delay of all paths having the same highest gain = 310ns for ETU) in the power delay profile.

The test preambles for normal mode are listed in table A.6-1 and the test preambles for high speed mode are listed in A.6-2.

8.4.2.1
Minimum requirements

The probability of detection shall be equal to or exceed 99% for the SNR levels listed in table 8.4.2.1-1 and 8.4.2.1-2. 
The requirements for Burst format 4 are optional and only valid for base stations supporting TDD. The requirements for high speed mode (table 8.4.2.1-2) are only valid for the base stations supporting high speed mode.

Table 8.4.2.1-1 PRACH missed detection requirements for Normal Mode

	Number of RX antennas
	Propagation conditions (Annex B)
	Frequency offset
	SNR [dB]

	
	
	
	Burst format 0 
	Burst format 1
	Burst format 2
	Burst format 3
	Burst format 4

	2
	AWGN
	0
	-14.2
	-14.2
	-16.4
	-16.5
	-7.2

	
	ETU 70*
	270 Hz
	-8.0
	-7.8
	-10.0
	-10.1
	-0.1

	4
	AWGN
	0
	-16.9
	-16.7
	-19.0
	-18.8
	-9.8

	
	ETU 70*
	270 Hz
	-12.1
	-11.7
	-14.1
	-13.9
	-5.1

	Note*: Not applicable for Local Area BS and Home BS.


The requirements in Table 8.4.2.1-2 shall not be applied to Local Area BS and Home BS.
Table 8.4.2.1-2 PRACH missed detection requirements for High speed Mode

	Number of RX antennas
	Propagation conditions (Annex B)
	Frequency offset
	SNR [dB]

	
	
	
	Burst format 0
	Burst format 1
	Burst format 2
	Burst format 3

	2
	AWGN
	0
	-14.1
	-14.2
	-16.3
	-16.6

	
	ETU 70
	270 Hz
	-7.4
	-7.3
	-9.3
	-9.5

	
	AWGN
	625 Hz
	-12.4
	-12.3
	-14.4
	-14.4

	
	AWGN
	1340 Hz
	-13.4
	-13.5
	-15.5
	-15.7

	4
	AWGN
	0
	-16.9
	-16.6
	-18.9
	-18.8

	
	ETU 70
	270 Hz
	-11.8
	-11.4
	-13.7
	-13.7

	
	AWGN
	625 Hz
	-14.9
	-14.6
	-16.8
	-16.8

	
	AWGN
	1340 Hz
	-15.9
	-15.5
	-17.8
	-17.8


B.9 
Annex B (normative): Propagation conditions

B.2
Multi-path fading propagation conditions

Tables B.2-1 – B.2-3 show multi-path delay profiles that are used for the performance measurements in multi-path fading environment. All taps have classical Doppler spectrum, defined as:

(CLASS)
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Table B.2-1 Extended Pedestrian A model (EPA)
	Excess tap delay [ns]
	Relative power 
[dB]

	0
	0.0

	30
	-1.0

	70
	-2.0

	90
	-3.0

	110
	-8.0

	190
	-17.2

	410
	-20.8


Table B.2-2 Extended Vehicular A model (EVA)
	Excess tap delay [ns]
	Relative power [dB]

	0
	0.0

	30
	-1.5

	150
	-1.4

	310
	-3.6

	370
	-0.6

	710
	-9.1

	1090
	-7.0

	1730
	-12.0

	2510
	-16.9


Table B.2-3 Extended Typical Urban model (ETU)
	Excess tap delay [ns]
	Relative power [dB]

	0
	-1.0

	50
	-1.0

	120
	-1.0

	200
	0.0

	230
	0.0

	500
	0.0

	1600
	-3.0

	2300
	-5.0

	5000
	-7.0


A multipath fading propagation condition is defined by a combination of a multi-path delay profile and a maximum Doppler frequency fD which is either 5, 70 or 300 Hz. In addidion, 200 Hz Doppler frequency is specified for UL timing adjustment performance requirement.
For carrier aggregation requirements, the fading of the signals for each carrier shall be independent.
B.10 
Annex F (Informative): Unwanted emission requirements for multi-carrier BS
F.1
General
In subclause 6.6, unwanted emission requirements for single carrier or multi-carrier BS are specified. This multi-carrier BS corresponds to a multi-carrier BS for E-UTRA, or a BS supporting contiguous CA.. The following two pragmatic scenarios are considered in this annex:

-
multi-carrier BS of different E-UTRA channel bandwidths, covering all scenarios except the channel bandwidth of the outermost carrier less than 5 MHz ;

-
multi-carrier BS of E-UTRA and UTRA, covering all scenarios except the channel bandwidth of the outermost carrier less than5.MHz.
All scenarios for channel bandwidths of the outermost carrier less than 5 MHz are for further study.  The guidelines below assumes that the power spectral density of the multiple carriers is the same. All other combinations of multiple carriers are ffs.
Note 1:
Further information and analysis for these scenarios can be found in TR 36.942 [9].
F.2
Multi-carrier BS of different E-UTRA channel bandwidths
For a multi-carrier E-UTRA BS transmitting a group of carriers of different channel bandwidths, the channel bandwidth of the outermost carriers (≥5 MHz) should be considered for ACLR and Operating band unwanted emission requirements. That is, the corresponding requirements for the channel bandwidth of each of the outermost carriers should be applied at the respective side of the group of transmitted carriers.
F.3
Multi-carrier BS of E-UTRA and UTRA

For a multi-carrier BS transmitting a group of carriers of E-UTRA and UTRA the RAT being used on the outermost carriers (≥5 MHz) should be considered for ACLR and Operating band unwanted emission requirements. That is, the corresponding requirements for the RAT being used on each of the outermost carriers should be applied at the respective side of the group of transmitted carriers.
Annex C: TS 37.104 Release 10 draft specification (changes to TS37.104 v9.2)

This Annex is used to capture any text proposals to the Release 10 specification of TS37.104. The baseline for this section is TS37.104 V9.2.0. On completion on this TR these working assumptions will be incorporated into the Rel-10 specification for TS37.104.   

Any sub clause which is a sub clause of this heading 2 style will follow the same clause number used in TS37.104 in order to ease future incorporation of these working assumptions into the technical specification.  

The delta compared to the TS37.104 V9.2.0 baseline will be captured here rather than the full specification since the total amount of changes is expected to be small.
----- Start of TP -----

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

ACLR
Adjacent Channel Leakage Ratio

ACS
Adjacent Channel Selectivity

ARFCN
Absolute Radio Frequency Channel Number

AWGN
Additive White Gaussian Noise

BC
Band Category

BER
Bit Error Ratio

BS
Base Station

BTS
Base Transceiver Station

CA
Carrier Aggregation

CP
Cyclic prefix

CW
Continuous Wave

DB-DC-HSDPA
Dual Band Dual Cell HSDPA 

DC-HSDPA
Dual Cell HSDPA

DC-HSUPA
Dual Cell HSUPA

DTT
Digital Terrestrial Television

EARFCN
E-UTRA Absolute Radio Frequency Channel Number 

EDGE
Enhanced Data rates for GSM Evolution

EIRP 
Effective Isotropic Radiated Power

EVM
Error Vector Magnitude

FCC
Federal Communications Commission

FDD
Frequency Division Duplex

FRC
Fixed Reference Channel

GP
Guard Period (for E-UTRA TDD operation)

GSM
Global System for Mobile Communications

HSDPA
High Speed Downlink Packet Access

HSUPA
High Speed Uplink Packet Access

ICS
In-Channel Selectivity

ITU‑R
Radiocommunication Sector of the ITU

LNA
Low Noise Amplifier

MIMO
Multiple Input Multiple Output

MS
Mobile Station

MSR
Multi-Standard Radio

PA
Power Amplifier

PHS
Personal Handyphone System

QPSK
Quadrature Phase-Shift Keying

RAT
Radio Access Technology

RB
Resource Block (for E-UTRA)

RF
Radio Frequency

RMS
Root Mean Square (value)

RS
Reference Symbol

RX
Receiver

SNR
Signal-to-Noise Ratio

TDD
Time Division Duplex

TX
Transmitter 

UARFCN
UTRA Absolute Radio Frequency Channel Number

UE
User Equipment

UEM
operating band Unwanted Emissions Mask

----- Next section -----

4.6
Channel arrangement

4.6.1
Channel spacing

The GSM/EDGE carrier spacing is 200 kHz [5].

The nominal UTRA FDD channel spacing is 5 MHz. The nominal channel spacing is 1.6MHz for the 1.28 Mcps UTRA TDD Option. These can be adjusted to optimise performance in a particular deployment scenario [2,3].

In E-UTRA the spacing between carriers will depend on the deployment scenario, the size of the frequency block available and the channel bandwidths. The nominal channel spacing between two adjacent E-UTRA carriers is defined as following:


Nominal Channel spacing = (BWChannel(1) + BWChannel(2))/2 

where BWChannel(1)  and BWChannel(2)  are the channel bandwidths of the two respective E-UTRA carriers. The channel spacing can be adjusted to optimize performance in a particular deployment scenario [4].
4.6.1A
CA Channel spacing
For contiguously aggregated carriers the channel spacing between adjacent component carriers shall be multiple of 300 kHz. 
The nominal channel spacing between two adjacent aggregated E-UTRA carriers is defined as follows:
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where BWChannel(1) and BWChannel(2) are the channel bandwidths of the two respective E-UTRA component carriers according to Table 5.6-1 in [2]  with values in MHz. The channel spacing for intra-band contiguous carrier aggregation can be adjusted to any multiple of 300 kHz less than the nominal channel spacing to optimize performance in a particular deployment scenario.


----- Next section -----

6
Transmitter characteristics

6.1
General

Unless otherwise stated, the requirements in clause 6 are expressed for a single transmitter antenna connector. In case of multi-carrier transmission with multiple transmitter antenna connectors, transmit diversity, DB-DC-HSDPA or MIMO transmission, the requirements apply for each transmitter antenna connector. 

A BS supporting DC-HSDPA and DB-DC-HSDPA transmits two UTRA FDD cells simultaneously. A BS supporting DC-HSDPA transmits two UTRA FDD cells simultaneously on adjacent carrier frequencies. 
A BS supporting contiguous CA in a specified band transmits multiple component carriers aggregated contiguously. A BS supporting inter-band CA transmits multiple component carriers in the specified bands.
Unless otherwise stated, the transmitter characteristics are specified at the BS antenna connector (test port A) with a full complement of transceivers for the configuration in normal operating conditions. If any external apparatus such as a TX amplifier, a filter or the combination of such devices is used, requirements apply at the far end antenna connector (test port B).

Unless otherwise stated the requirements in subclause 6 applies at all times, i.e. during the Transmitter ON period, the Transmitter OFF period and the Transmitter transient period.

[image: image49.wmf] 

 

BS

 

cabinet

 

Test port A

 

Test port B

 

External 

device

 

e.g. 

 

TX filter

 

 

(if any

)

 

 

External 

PA

 

 

 

(if any)

 

 

Towards 

 

antenna connector

 

Þ

 

 


Figure 6.1-1: Transmitter test ports

Values for Foffset, RAT to meet transmitter requirements are specific for each RAT in each Band Category as specified in subclause 4.5.1 for Band Category 1, subclause 4.5.2 for Band Category 2 and subclause 4.5.3 for Band Category 3.

----- Next section -----



7
Receiver characteristics

7.1
General

The requirements in clause 7 are expressed for a single receiver antenna connector. For receivers with antenna diversity or in case of multi-carrier reception with multiple receiver antenna connectors, the requirements apply for each receiver antenna connector.

For blocking and intermodulation characteristics, the negative offsets of the interfering signal apply relative to the assigned channel frequency of the lowest carrier frequency received and positive offsets of the interfering signal apply relative to the assigned channel frequency of the highest carrier frequency received .

A BS supporting DC-HSUPA receives two UTRA FDD cells simultaneously on adjacent carrier frequencies.

Unless otherwise stated, the receiver characteristics are specified at the BS antenna connector (test port A) with a full complement of transceivers for the configuration in normal operating conditions. If any external apparatus such as a RX amplifier, a filter or the combination of such devices is used, requirements apply at the far end antenna connector (test port B).

A BS supporting contiguous CA in a specified band receives multiple component carriers aggregated contiguously. 

Unless otherwise stated the requirements in clause 7 apply during the base station receive period.

[image: image50.wmf] 

 

BS

 

cabinet

 

Test port A

 

Test port B

 

External 

device

 

e.g.

 

RX filter

 

 

(if any

)

 

 

External 

LNA

 

 

 

(if any)

 

 

From 

 

antenna connector

 

Ü

 

 


Figure 7.1-1: Receiver test ports

E-UTRA throughput requirements defined for the receiver characteristics in this clause do not assume HARQ retransmissions.
Values for Foffset, RAT to meet receiver requirements are specific for each RAT in each Band Category as specified in subclause 4.5.1 for Band Category 1, subclause 4.5.2 for Band Category 2 and subclause 4.5.3 for Band Category 3. 

----- End of TP -----
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