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1 Introduction
During the last RAN4 meeting there was some discussion regarding FGI handling and the applicability of RAN5 tests depending on the value of FGI bits. From the debate it seemed that different companies have different understanding of the relationship between FGI bits and applicability of the tests. 

In this contribution we try to clarify the relationship between the value of FGI bit and the applicability of the tests that concern the features under these FGI bits. 
2 Discussion
During the last RAN4 meeting there was some debate on how the FGI bits relate to the conformance tests defined for the functions/features that are under these bits. Some companies were of the opinion that UEs are tested for certain functionalities even if these are covered by FGI bits that are set to false. Other companies showed the opposite understanding, that a certain feature/functionality is tested only if the FGI bit is set to true. This implies that until a certain FGI bit is turned to true, the UEs are not tested for these features. In this case the UEs that come to market earlier may not even support the features that are not tested. 

The discussion during the meeting was related to [1] in which a test was proposed to make sure that backwards compatibility issues will not arise when a certain FGI bit is set to true. Before setting the FGI bit to true, the UEs would not support these features and it is not clear how these UEs would behave when the feature is turned on in the network. This could in the end lead to a poor system performance.
In this contribution we would like to clarify that based on the current RAN5 specifications, the latter understanding is the correct one. That is, UEs are not tested for features/functionalities that are under an FGI bit until that bit is turned to true. 
Specifications defined by RAN5 [2] clearly state in Tables 4.1-1 and 4.2-1 the(included in the Appendix) applicability of the tests and the relationship with the FGI bits that cover these features/functionalities. From these tables it is clear that the functionalities that are covered by an FGI bit are not tested if the UEs declare that FGI bit to be false. It should be noted that the same rules apply for RAN5 signalling tests defined in [3] (see Tables A.4.5 and 4-1A).
The lack of testing for certain functionalities might create problems in the future when  that feature is used in a real network. Considering the above, we believe RAN4 should further discuss the need to have certain tests that would guarantee the compatibility of UEs that are not tested for some features. An example of such a test was introduced in [1].
Furthermore, it would be worthwhile discussing in RAN4, the applicability of some test cases depending on values of FGI bits. At the moment RAN5 is making this applicability decisions without explicitly involving RAN4. Having these discussion in RAN4 would improve the visibility of the applicability of test cases and would simplify the work in RAN5. As can be seen from [4], the lack of RAN4 guidance on this issue can lead to confusion in RAN5 and slows down the progress. As RAN4 is the group defining the UE requirements, it might make more sense if the applicability was also debated in RAN4.  

3 Conclusion
In this paper we clarify the relationship between conformance tests and FGI bits. According to the RAN5 specs [2],[3], UEs are not tested for features/functionalities that are covered by an FGI bit if that bit is set to false. This could lead to some problems in the future when these features/functionalities are used in a real network. We recommend that RAN4 takes this into account and discusses the applicability of test cases related to FGI bits.
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5 Appendix
The tables are depicted from [2]. Only part of the tables are shown. 
4.1
RF conformance test cases

Table 4.1-1: Applicability of RF conformance test cases, ref. TS 36.521-1 [1]

	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Comments
	

	Transmiter Characteristics

	6.2.2
	UE Maximum Output Power
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.2.3
	Maximum Power Reduction (MPR)
	Rel-8
	N/A
	UE supporting E-UTRA,

The minimum requirement tested in 6.2.3 is covered by test case 6.6.2.3.
	FDD

	
	
	
	
	
	TDD

	6.2.4
	Additional Maximum Power Reduction (A-MPR)
	Rel-8
	N/A
	UE supporting E-UTRA.

The minimum requirement tested in 6.2.4 is covered by test case 6.6.2.2 or 6.6.3.3 according to the supported NS value.
	FDD

	
	
	
	
	
	TDD

	6.2.5
	Configured UE transmitted Output Power
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.3.1
	Void
	
	
	
	

	6.3.2
	Minimum Output Power
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.3.3
	Transmit OFF Power
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.3.4.1
	General ON/OFF time mask
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.3.4.2.1
	PRACH time mask
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.3.4.2.2
	SRS time mask
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.3.5.1
	Power Control Absolute Power Tolerance
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.3.5.2
	Power Control Relative Power Tolerance
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.3.5.3
	Aggregate Power Control Tolerance
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.5.1
	Frequency Error
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.5.2.1
	Error Vector Magnitude (EVM)
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.5.2.1A
	PUSCH-EVM with exclusion period
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.5.2.2
	Carrier leakage
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.5.2.3
	In-band emissions for non allocated RB
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.5.2.4
	EVM equalizer spectrum flatness
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.6.1
	Occupied bandwidth
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.6.2.1
	Spectrum Emission Mask
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.6.2.2
	Additional Spectrum Emission Mask
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.6.2.3
	Adjacent Channel Leakage power Ratio
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.6.2.4
	Void
	
	
	
	

	6.6.3.1
	Transmitter Spurious emissions
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.6.3.2
	Spurious emission band UE co-existence
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	UE supporting E-UTRA
	TDD

	6.6.3.3
	Additional spurious emissions
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.7
	Transmit intermodulation
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	Receiver Characteristics

	7.3
	Reference sensitivity level
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	7.4
	Maximum input level
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	7.5
	Adjacent Channel Selectivity (ACS)
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	7.6.1
	In-band blocking
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	7.6.2
	Out of-band blocking
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	7.6.3
	Narrow band blocking
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	7.7
	Spurious response
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	7.8.1
	Wide band Intermodulation
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	7.9
	Spurious emissions
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	Performance Requirement

	8.2.1.1.1
	FDD PDSCH Single Antenna Port Performance
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.2.1.1.1_1
	FDD PDSCH Single Antenna Port Performance (Release 9 and forward)
	Rel-9
	C01
	UE supporting E-UTRA FDD
	

	8.2.1.1.2
	FDD PDSCH Single Antenna Port Performance with 1 PRB in presence of MBSFN
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.2.1.2.1
	FDD PDSCH Transmit Diversity 2x2
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.2.1.2.1_1
	FDD PDSCH Transmit Diversity 2x2 (Release 9 and forward)
	Rel-9
	C01
	UE supporting E-UTRA FDD
	

	8.2.1.2.2
	FDD PDSCH Transmit Diversity 4x2
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.2.1.2.2_1
	FDD PDSCH Transmit Diversity 4x2 (Release 9 and forward)
	Rel-9
	C01
	UE supporting E-UTRA FDD
	

	8.2.1.3.1
	FDD PDSCH Open Loop Spatial Multiplexing 2x2
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.2.1.3.2
	FDD PDSCH Open Loop Spatial Multiplexing 4x2
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.2.1.4.1
	FDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 2x2
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.2.1.4.1_1
	FDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 2x2 (Release 9 and forward)
	Rel-9
	C01
	UE supporting E-UTRA FDD
	

	8.2.1.4.2
	FDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 4x2
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.2.1.4.2_1
	FDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 4x2 (Release 9 and forward)
	Rel-9
	C01
	UE supporting E-UTRA FDD
	

	8.2.2.1
	Void
	
	
	
	

	8.2.2.1.1
	TDD PDSCH Single Antenna Port Performance
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	8.2.2.1.1_1
	TDD PDSCH Single Antenna Port Performance (Release 9 and forward)
	Rel-9
	C02
	UE supporting E-UTRA TDD
	

	8.2.2.1.2
	TDD PDSCH Single Antenna Port Performance with 1PRB in the presence of MBSFN
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	8.2.2.2
	Void
	
	
	
	

	8.2.2.2.1
	TDD PDSCH Transmit Diversity 2x2
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	8.2.2.2.1_1
	TDD PDSCH Transmit Diversity 2x2 (Release 9 and forward)
	Rel-9
	C02
	UE supporting E-UTRA TDD
	

	8.2.2.2.2
	TDD PDSCH Transmit Diversity 4x2
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	8.2.2.2.2_1
	TDD PDSCH Transmit Diversity 4x2 (Release 9 and forward)
	Rel-9
	C02
	UE supporting E-UTRA TDD
	

	8.2.2.3
	Void
	
	
	
	

	8.2.2.3.1
	TDD PDSCH Open Loop Spatial Multiplexing 2x2
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	8.2.2.3.2
	TDD PDSCH Open Loop Spatial Multiplexing 4x2
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	8.2.2.4
	Void
	
	
	
	

	8.2.2.4.1
	TDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 2x2
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	8.2.2.4.1_1
	TDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 2x2 (Release 9 and forward)
	Rel-9
	C02
	UE supporting E-UTRA TDD
	

	8.2.2.4.2
	TDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 4x2
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	8.2.2.4.2_1
	TDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 (Release 9 and forward)
	Rel-9
	C02
	UE supporting E-UTRA TDD
	

	8.3.1
	Void
	
	
	
	

	8.3.2.1.1
	TDD PDSCH Single-layer Spatial Multiplexing on antenna port 5 (Release 8 and forward)
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	8.3.2.1.1_1
	TDD PDSCH Single-layer Spatial Multiplexing on antenna port 5 (Release 9 and forward)
	Rel-9
	C02
	UE supporting E-UTRA TDD
	

	8.3.2.1.2
	TDD PDSCH Single-layer Spatial Multiplexing on antenna port 7 or 8 without a simultaneous transmission
	Rel-9
	C02
	UE supporting E-UTRA TDD
	

	8.3.2.1.3
	TDD PDSCH Single-layer Spatial Multiplexing on antenna port 7 or 8 with a simultaneous transmission
	Rel-9
	C02
	UE supporting E-UTRA TDD
	

	8.3.2.2.1
	TDD PDSCH Dual-layer Spatial Multiplexing
	Rel-9
	C02
	UE supporting E-UTRA TDD
	

	8.4.1.1
	FDD PCFICH/PDCCH Single-antenna Port Performance
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.4.1.2
	Void
	
	
	
	

	8.4.1.2.1
	FDD PCFICH/PDCCH Transmit Diversity 2x2
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.4.1.2.2
	FDD PCFICH/PDCCH Transmit Diversity 4x2
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.4.2.1
	TDD PCFICH/PDCCH Single-antenna Port Performance
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	8.4.2.2
	Void
	
	
	
	

	8.4.2.2.1
	TDD PCFICH/PDCCH Transmit Diversity 2x2
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	8.4.2.2.2
	TDD PCFICH/PDCCH Transmit Diversity 4x2
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	8.5.1.1
	FDD PHICH Single-antenna Port Performance
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.5.1.2
	Void
	
	
	
	

	8.5.1.2.1
	FDD PHICH Transmit Diversity 2x2
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.5.1.2.2
	FDD PHICH Transmit Diversity 4x2
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.5.2.1
	TDD PHICH Single-antenna Port Performance
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	8.5.2.2
	Void
	
	
	
	

	8.5.2.2.1
	TDD PHICH Transmit Diversity 2x2
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	8.5.2.2.2
	TDD PHICH Transmit Diversity 4x2
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	8.7.1.1
	FDD sustained data rate performance
	Rel-9
	C01
	UE supporting E-UTRA FDD
	

	8.7.2.1
	TDD sustained data rate performance
	Rel-9
	C02
	UE supporting E-UTRA TDD
	


...
4.2
RRM conformance test cases

Table 4.2-1: Applicability of RRM conformance test cases, ref. TS 36.521-3 [2]

	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Comments
	

	E-UTRAN RRC_IDLE State Mobility

	4.2.1
	E-UTRAN FDD - FDD cell re-selection intra frequency case
	Rel-8
	C01c
	UE supporting E-UTRA FDD and Feature Group Indicator 5
	

	4.2.2
	E-UTRAN TDD - TDD cell re-selection intra frequency case
	Rel-8
	C02c
	UE supporting E-UTRA TDD and Feature Group Indicator 5
	

	4.2.3
	E-UTRAN FDD - FDD cell re-selection inter frequency case
	Rel-8
	C01c
	UE supporting E-UTRA FDD and Feature Group Indicator 5
	

	4.2.4
	E-UTRAN FDD - TDD cell re-selection inter frequency case
	Rel-8
	C03
	UE supporting E-UTRA FDD and E-UTRA TDD
	

	4.2.5
	E-UTRAN TDD - FDD cell re-selection inter frequency case
	Rel-8
	C03
	UE supporting E-UTRA FDD and E-UTRA TDD
	

	4.2.6
	E-UTRAN TDD - TDD cell re-selection inter frequency case
	Rel-8
	C02c
	UE supporting E-UTRA TDD and Feature Group Indicator 5
	

	4.3.1.1
	E-UTRA FDD - UTRAN FDD cell re-selection
	Rel-8
	C04c
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicator 5
	

	4.3.1.2
	E-UTRA FDD - UTRAN FDD cell re-selection: UTRA FDD is of lower priority
	Rel-8
	C04c
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicator 5
	

	4.3.1.3
	E-UTRAN FDD - UTRAN FDD cell re-selection in fading propagation conditions: UTRA FDD is of lower priority
	Rel-8
	C04c
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicator 5
	

	4.3.2
	E-UTRAN FDD - UTRAN TDD cell re-selection
	Rel-8
	C06
	UE supporting E-UTRA FDD and UTRA TDD and Feature Group Indicator 5
	

	4.3.3
	E-UTRAN TDD - UTRAN FDD cell re-selection
	Rel-8
	C07c
	UE supporting E-UTRA TDD and UTRA FDD and Feature Group Indicator 5
	

	4.3.4.1
	E-UTRA TDD - UTRAN TDD cell re-selection
	Rel-8
	C05c
	UE supporting E-UTRA TDD and UTRA TDD and Feature Group Indicator 5
	

	4.3.4.2
	E-UTRAN TDD - UTRAN TDD cell re-selection: UTRA is of lower priority
	Rel-8
	C05c
	UE supporting E-UTRA TDD and UTRA TDD and Feature Group Indicator 5
	

	4.3.4.3
	EUTRA TDD-UTRA TDD cell reselection in fading propagation conditions: UTRA TDD is of lower priority
	Rel-8
	C05c
	UE supporting E-UTRA TDD and UTRA TDD and Feature Group Indicator 5
	

	4.4.1
	E-UTRAN FDD - GSM cell re-selection
	Rel-8
	C08
	UE supporting E-UTRA FDD and GSM and Feature Group Indicator 5
	

	4.4.2
	E-UTRAN TDD - GSM cell re-selection
	Rel-8
	C09d
	UE supporting E-UTRA TDD and GSM and Feature Group Indicator 5
	

	4.5.1.1
	E-UTRAN FDD - HRPD Cell re-selection: HRPD is of lower priority
	Rel-8
	C10
	UE supporting E-UTRA FDD and cdma2000 HRPD and Feature Group Indicator 5
	

	4.6.1.1
	E-UTRAN FDD - cdma2000 1xRTT Cell re-selection: cdma2000 1x is of lower priority
	Rel-8
	C11
	UE supporting E-UTRA FDD and cdma2000 1xRTT and Feature Group Indicator 5
	

	E-UTRAN RRC_CONNECTED State Mobility

	5.1.1
	E-UTRAN FDD - FDD Handover intra frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	5.1.2
	E-UTRAN TDD - TDD Handover intra frequency case
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	5.1.3
	E-UTRAN FDD - FDD Handover inter frequency case
	Rel-8
	C01d
	UE supporting E-UTRA FDD and Feature Group Indicators 5, 13 and 25
	

	5.1.4
	E-UTRAN TDD - TDD Handover inter frequency case
	Rel-8
	C02d
	UE supporting E-UTRA TDD and Feature Group Indicators 5, 13 and 25
	

	5.1.5
	E-UTRAN FDD - FDD inter frequency handover: unknown target cell
	Rel-8
	C01a
	UE supporting E-UTRA FDD and Feature Group Indicators 13 and 25
	

	5.1.6
	E-UTRAN TDD-TDD inter frequency handover: unknown target cell
	Rel-8
	C02a
	UE supporting E-UTRA TDD and Feature Group Indicators 13 and 25
	

	5.2.1
	E-UTRAN FDD - UTRAN FDD handover
	Rel-8
	C04a
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicators 8 and 22
	

	5.2.2
	E-UTRAN TDD - UTRAN FDD handover
	Rel-8
	C07a
	UE supporting E-UTRA TDD and UTRA FDD and Feature Group Indicators 8 and 22
	

	5.2.3
	E-UTRAN FDD - GSM handover
	Rel-8
	C08a
	UE supporting E-UTRA FDD and GSM and Feature Group Indicators 9 and 23
	

	5.2.4
	E-UTRAN TDD - UTRAN TDD handover
	Rel-8
	C05a
	UE supporting E-UTRA TDD and UTRA TDD and Feature Group Indicators 8 and 22
	

	5.2.5
	E-UTRAN FDD - UTRAN TDD handover
	Rel-8
	C06a
	UE supporting E-UTRA FDD and UTRA TDD and Feature Group Indicators 8 and 22
	

	5.2.6
	E-UTRA TDD - GSM handover
	Rel-8
	C09b
	UE supporting E-UTRA FDD and GSM and Feature Group Indicators 9 and 23
	

	5.2.7
	E-UTRAN FDD - UTRAN FDD handover: unknown target cell
	Rel-8
	C04a
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicators 8 and 22
	

	5.2.8
	E-UTRAN FDD - GSM handover: unknown target cell
	Rel-8
	C08a
	UE supporting E-UTRA FDD and GSM and Feature Group Indicators 9 and 23
	

	5.2.9
	E-UTRAN TDD - GSM handover: unknown target cell
	Rel-8
	C09b
	UE supporting E-UTRA TDD and GSM and Feature Group Indicators 9 and 23
	

	5.2.10
	E-UTRAN TDD - UTRAN TDD handover: unknown target cell
	Rel-8
	C05a
	UE supporting E-UTRA FDD and UTRA TDD and Feature Group Indicators 8 and 22
	

	5.3.1
	E-UTRAN FDD - HRPD Handover
	Rel-8
	C10a
	UE supporting E-UTRA FDD and cdma2000 HRPD and Feature Group Indicators 12 and 26
	

	5.3.2
	E-UTRAN FDD - cdma2000 1xRTT handover
	Rel-8
	C11a
	UE supporting E-UTRA FDD and cdma2000 1xRTT and Feature Group Indicators 11 and 24
	

	5.3.3
	E-UTRAN FDD - HRPD handover: unknown target cell
	Rel-8
	C10a
	UE supporting E-UTRA FDD and cdma2000 HRPD and Feature Group Indicators 12 and 26
	

	5.3.4
	E-UTRAN FDD - cdma2000 1xRTT handover: unknown target cell
	Rel-8
	C11a
	UE supporting E-UTRA FDD and cdma2000 1xRTT and Feature Group Indicators 11 and 24
	


…
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