
3GPP TSG-RAN WG4 Meeting #61  












                     R4-115850
San Francisco, US, 14 – 18 November, 2011

Source: 
Huawei
Title: 
Draft CR on introduction of uplink transmit diversity
Agenda Item:
7.15
Document for:
Discussion
1 Introduction
UE transmitter core requirements for ULTD have been discussed in several meetings. Most of agreements have been reached. In this contribution, we draft a CR on introduction of the agreed proposals for uplink transmit diversity which is based on the TS25.101 V10.3.0.
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3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the following definitions apply:
Enhanced performance requirements type 1: This defines performance requirements which are optional for the UE. The requirements are based on UEs which utilise receiver diversity.

Enhanced performance requirements type 2: This defines performance requirements which are optional for the UE, The requirements are based on UEs which utilise a chip equaliser receiver structure.

Enhanced performance requirements type 3: This defines performance requirements which are optional for the UE, The requirements are based on UEs which utilise a chip equaliser receiver structure with receiver diversity.

Enhanced performance requirements type 3i: This defines performance requirements which are optional for the UE, The requirements are based on UEs which utilise an interference-aware chip equaliser receiver structure with receiver diversity.

Power Spectral Density: The units of Power Spectral Density (PSD) are extensively used in this document. PSD is a function of power versus frequency and when integrated across a given bandwidth, the function represents the mean power in such a bandwidth. When the mean power is normalised to (divided by) the chip-rate it represents the mean energy per chip. Some signals are directly defined in terms of energy per chip, (DPCH_Ec, Ec, OCNS_Ec and S-CCPCH_Ec) and others defined in terms of PSD (Io, Ioc, Ior and Îor). There also exist quantities that are a ratio of energy per chip to PSD (DPCH_Ec/Ior, Ec/Ior etc.). This is the common practice of relating energy magnitudes in communication systems.
It can be seen that if both energy magnitudes in the ratio are divided by time, the ratio is converted from an energy ratio to a power ratio, which is more useful from a measurement point of view. It follows that an energy per chip of X dBm/3.84 MHz can be expressed as a mean power per chip of X dBm. Similarly, a signal PSD of Y dBm/3.84 MHz can be expressed as a signal power of Y dBm.

Maximum Output Power: This s a measure of the maximum power the UE can transmit (i.e. the actual power as would be measured assuming no measurement error) in a bandwidth of at least (1+  times the chip rate of the radio access mode. The period of measurement shall be at least one timeslot.
Mean power: When applied to a W-CDMA modulated signal this is the power (transmitted or received) in a bandwidth of at least (1+  times the chip rate of the radio access mode. The period of measurement shall be at least one timeslot unless otherwise stated.

Nominal Maximum Output Power: This is the nominal power defined by the UE power class.

Primary uplink frequency: If a single uplink frequency is configured for the UE, then it is the primary uplink frequency. In case more than one uplink frequency is configured for the UE, then the primary uplink frequency is the frequency on which the E-DCH corresponding to the serving E-DCH cell associated with the serving HS-DSCH cell is transmitted. The association between a pair of uplink and downlink frequencies is indicated by higher layers.

RRC filtered mean power: The mean power as measured through a root raised cosine filter with roll-off factor  and a bandwidth equal to the chip rate of the radio access mode.

NOTE 1:
The RRC filtered mean power of a perfectly modulated W-CDMA signal is 0.246 dB lower than the mean power of the same signal.

NOTE 2:
The roll-off factor  is defined in section 6.8.1.
Secondary serving HS-DSCH cell(s): In addition to the serving HS-DSCH cell, the set of cells where the UE is configured to simultaneously monitor an HS-SCCH set and receive the HS-DSCH if it is scheduled in that cell. There can be up to 3 secondary serving HS-DSCH cells.

Secondary uplink frequency: A secondary uplink frequency is a frequency on which an E-DCH corresponding to a serving E-DCH cell associated with a secondary serving HS-DSCH cell is transmitted. The association between a pair of uplink and downlink frequencies is indicated by higher layers.
Throughput: Number of information bits per second excluding CRC bits successfully received on HS-DSCH by a HSDPA capable UE.

1st secondary serving HS-DSCH cell: If the UE is configured with two uplink frequencies, the 1st secondary serving HS-DSCH cell is the secondary serving HS-DSCH cell that is associated with the secondary uplink frequency.  If the UE is configured with a single uplink frequency, the 1st secondary serving HS-DSCH cell is a secondary serving HS-DSCH cell whose index is indicated by higher layers.
3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

4C-HSDPA
Four-Carrier HSDPA. HSDPA operation configured on 3 or 4 DL carriers.

ACLR
Adjacent Channel Leakage power Ratio
ACS
Adjacent Channel Selectivity
AICH
Acquisition Indication Channel

BER
Bit Error Ratio

BLER
Block Error Ratio
CLTD                  Closed-loop Uplink transmitter diversity
CQI
Channel Quality Indicator

CW
Continuous Wave (un-modulated signal) 

DB-DC-HSDPA
Dual Band Dual Cell HSDPA

DC-HSDPA
Dual Cell HSDPA

DC-HSUPA
Dual Cell HSUPA
DCH
Dedicated Channel, which is mapped into Dedicated Physical Channel. 
DIP
Dominant Interferer Proportion ratio 

DL
Down Link (forward link)
DTX
Discontinuous Transmission
DPCCH
Dedicated Physical Control Channel
DPCH
Dedicated Physical Channel

[image: image1.wmf]c

E

_

DPCH


Average energy per PN chip for DPCH.
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DPCH


The ratio of the transmit energy per PN chip of the DPCH to the total transmit power spectral density at the Node B antenna connector.

DPDCH
Dedicated Physical Data Channel

E-DCH
Enhanced Dedicated Channel

E-AGCH
E-DCH Absolute Grant Channel

E-HICH
E-DCH HARQ ACK Indicator Channel

E-RGCH
E-DCH Relative Grant Channel

EIRP
Effective Isotropic Radiated Power
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Average energy per PN chip.
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The ratio of the average transmit energy per PN chip for different fields or physical channels to the total transmit power spectral density.

FACH
Forward Access Channel

FDD
Frequency Division Duplex
FDR
False transmit format Detection Ratio. A false Transport Format detection occurs when the receiver detects a different TF to that which was transmitted, and the decoded transport block(s) for this incorrect TF passes the CRC check(s).

Fuw
Frequency of unwanted signal. This is specified in bracket in terms of an absolute frequency(s) or a frequency offset from the assigned channel frequency. For DC-HSDPA, negative offset refers to the assigned channel frequency of the lowest carrier frequency used and positive offset refers to the assigned channel frequency of the highest carrier frequency used. For DB-DC-HSDPA, offset refers to the assigned channel frequencies of the individual cells.
HARQ
Hybrid Automatic Repeat Request

HSDPA
High Speed Downlink Packet Access 

HSUPA
High Speed Uplink Packet Access
HS-DSCH
High Speed Downlink Shared Channel

HS-PDSCH
High Speed Physical Downlink Shared Channel

HS-SCCH
High Speed Shared Control Channel
Information Data Rate
Rate of the user information, which must be transmitted over the Air Interface. For example, output rate of the voice codec.
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The total received power spectral density, including signal and interference, as measured at the UE antenna connector.
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The power spectral density (integrated in a noise bandwidth equal to the chip rate and normalized to the chip rate) of a band limited white noise source (simulating interference from cells, which are not defined in a test procedure) as measured at the UE antenna connector. For DC-HSDPA and DB-DC-HSDPA, [image: image7.wmf]oc
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is defined for each of the cells individually and is assumed to be equal for both cells unless explicitly stated per cell.

Ioc’
The received power spectral density (integrated in a noise bandwidth equal to the chip rate and normalized to the chip rate) of the summation of the received power spectral densities of the two strongest interfering cells plus Ioc as measured at the UE antenna connector.  The respective power spectral density of each interfering cell relative to Ioc’ is defined by its associated DIP value.
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The power spectral density (integrated in a noise bandwidth equal to the chip rate and normalized to the chip rate) of a band limited white noise source (simulating Node B transmitter impairments) as measured at the Node B transmit antenna connector(s). For DC-HSDPA and DB-DC-HSDPA, 
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is defined for each of the cells individually and is assumed to be equal for both cells unless explicitly stated per cell.
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The total transmit power spectral density (integrated in a bandwidth of (1+α) times the chip rate and normalized to the chip rate) of the downlink signal at the Node B antenna connector. For DC-HSDPA and DB-DC-HSDPA, [image: image11.wmf]or
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is defined for each of the cells individually and is assumed to be equal for both cells unless explicitly stated per cell.
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The received power spectral density (integrated in a bandwidth of (1+α) times the chip rate and normalized to the chip rate) of the downlink signal as measured at the UE antenna connector. For DC-HSDPA and DB-DC-HSDPA, [image: image13.wmf]or
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 is defined for each of the cells individually and is assumed to be equal for both cells unless explicitly stated per cell.

MBSFN
MBMS over a Single Frequency Network

MER
Message Error Ratio
MIMO
Multiple Input Multiple Output

Node B
A logical node responsible for radio transmission / reception in one or more cells to/from the User Equipment. Terminates the Iub interface towards the RNC
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Orthogonal Channel Noise Simulator, a mechanism used to simulate the users or control signals on the other orthogonal channels of a downlink link.
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Average energy per PN chip for the OCNS.
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The ratio of the average transmit energy per PN chip for the OCNS to the total transmit power spectral density.
OLTD                  Open-loop Uplink transmitter diversity
P-CCPCH
Primary Common Control Physical Channel
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Paging Channel
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The ratio of the received P-CCPCH energy per chip to the total received power spectral density at the UE antenna connector.
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The ratio of the average transmit energy per PN chip for the P-CCPCH to the total transmit power spectral density.

P-CPICH
Primary Common Pilot Channel
PICH
Paging Indicator Channel

PPM
Parts Per Million
R
Number of information bits per second excluding CRC bits successfully received on HS-DSCH by a HSDPA capable UE.
<REFSENS>
Reference sensitivity
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RACH
Random Access Channel

SCH
Synchronization Channel consisting of Primary and Secondary synchronization channels
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Secondary Common Control Physical Channel.
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Average energy per PN chip for S-CCPCH.
S-DPCCH            Secondary Dedicated Physical Control Channel
SG
Serving Grant

SIR
Signal to Interference ratio
SML
Soft Metric Location (Soft channel bit)
STTD
Space Time Transmit Diversity

TDD
Time Division Duplexing

TFC
Transport Format Combination

TFCI
Transport Format Combination Indicator

TPC
Transmit Power Control

TSTD
Time Switched Transmit Diversity

UE
User Equipment
UL
Up Link (reverse link)
ULTD                  Uplink transmitter diversity
UTRA
UMTS Terrestrial Radio Access

<Next section >
6
Transmitter characteristics

6.1
General

Unless otherwise stated, the transmitter characteristics are specified at the antenna connector of the UE. For UE with integral antenna only, a reference antenna with a gain of 0 dBi is assumed. Transmitter characteristics for UE(s) with multiple antennas/antenna connectors are FFS.

The UE antenna performance has a significant impact on system performance, and minimum requirements on the antenna efficiency are therefore intended to be included in future versions of the present document. It is recognised that different requirements and test methods are likely to be required for the different types of UE. 
UEs supporting DC-HSUPA shall support both minimum requirements, as well as additional requirements for DC-HSUPA.
For the additional requirements for DC-HSUPA, all the parameters in clause 6 are defined using the UL E-DCH reference measurement channel, specified in subclause A.2.6. For the additional requirements for DC-HSUPA, the spacing of the carrier frequencies of the two cells shall be 5 MHz.
UEs supporting uplink transmitter diversity shall support both minimum requirements, as well as additional requirements for ULTD.
<Next section >
6.2
Transmit power

6.2.1
UE maximum output power

The following Power Classes define the nominal maximum output power. The nominal power defined is the broadband transmit power of the UE, i.e. the power in a bandwidth of at least (1+α) times the chip rate of the radio access mode. The period of measurement shall be at least one timeslot. For DC-HSUPA, the nominal transmit power is defined by the sum of the broadband transmit power of each carrier in the UE.
Table 6.1: UE Power Classes

	Operating Band
	Power Class 1
	Power Class 2
	Power Class 3
	Power Class 3bis
	Power Class 4

	
	Power

(dBm)
	Tol

(dB)
	Power

(dBm)
	Tol

(dB)
	Power

(dBm)
	Tol

(dB)
	Power

(dBm)
	Tol

(dB)
	Power

(dBm)
	Tol

(dB)

	Band I
	+33
	+1/-3
	+27
	+1/-3
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band II
	-
	-
	-
	-
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band III
	-
	-
	-
	-
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band IV
	-
	-
	-
	-
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band V
	-
	-
	-
	-
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band VI
	-
	-
	-
	-
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band VII
	-
	-
	-
	-
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band VIII
	-
	-
	-
	-
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band IX
	-
	-
	-
	-
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band X
	-
	-
	-
	-
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band XI
	-
	-
	-
	-
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band XII
	-
	-
	-
	-
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band XIII
	-
	-
	-
	-
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band IV
	-
	-
	-
	-
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band XIX
	
	
	
	
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band XX
	
	
	
	
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band XXI
	
	
	
	
	+24
	+1/-3
	23
	+2/-2
	+21
	+2/-2

	Band XXII
	-
	-
	-
	-
	+24
	+1/-4.5
	23
	+2/-3.5
	+21
	+2/-3.5

	Band XXV
	
	
	
	
	+24
	+1/-4
	23
	+2/-3
	+21
	+2/-3


NOTE:
The tolerance allowed for the nominal maximum output power applies even for the multi-code DPDCH transmission mode.

For the UE which supports DB-DC-HSDPA configuration in Table 6.1aB, the lower side of the tolerance in Table 6.1 is allowed to be adjusted by the amount given in Table 6.1aB for the applicable bands.

Table 6.1aB Allowed adjustment in lower side of tolerance for UE which supports DB-DC-HSDPA
	DB-DC-HSDPA Configuration
	Maximum allowed adjustment

in lower side of tolerance (dB)
	Applicable bands

	1
	-0.3
	I, VIII

	2
	-1
	II, IV

	3
	-0.3
	I, V

	4
	-1
	I, XI

	5
	-0.3
	II, V

	NOTE:
The requirements reflect what can be achieved with the present state of the art technology. They shall be reconsidered when the state of the art technology progresses.


For the UE which supports dual band 4C-HSDPA configuration in Table 6.1aC, the lower side of the tolerance in Table 6.1 is allowed to be adjusted by the amount given in Table 6.1aC for the applicable bands.

Table 6.1aC Allowed adjustment in lower side of tolerance for UE which supports dual band 4C-HSDPA

	Dual Band

4C-HSDPA Configuration
	Maximum allowed adjustment in lower side of tolerance (dB)
	Applicable bands

	I-2-VIII-1, I-3-VIII-1
	-0.3
	I, VIII

	II-1-IV-2, II-2-IV-1, II-2-IV-2
	-1
	II, IV

	I-1-V-2, I-2-V-1, I-2-V-2
	-0.3
	I, V

	NOTE:
The requirements reflect what can be achieved with the present state of the art technology. They shall be reconsidered when the state of the art technology progresses.


For the UE with two transmit antenna connectors in ULTD configuration, the maximum output power is specified in Table 6.1aD-1. The nominal transmit power is defined by the sum of transmit power at each UE antenna connector in the UE. 
Table 6.1aD-1: UE maximum output power for ULTD
	Operating Band
	Power Class 3
	Power Class 3bis

	
	Power

(dBm)
	Tol

(dB)
	Power

(dBm)
	Tol

(dB)

	Band I
	+24
	
	23
	

	Band II
	+24
	
	23
	

	Band III
	+24
	
	23
	

	Band IV
	+24
	
	23
	

	Band V
	+24
	
	23
	

	Band VI
	+24
	
	23
	

	Band VII
	+24
	
	23
	

	Band VIII
	+24
	
	23
	

	Band IX
	+24
	
	23
	

	Band X
	+24
	
	23
	

	Band XI
	+24
	
	23
	

	Band XII
	+24
	
	23
	

	Band XIII
	+24
	
	23
	

	Band IV
	+24
	
	23
	

	Band XIX
	+24
	
	23
	

	Band XX
	+24
	
	23
	

	Band XXI
	+24
	
	23
	

	Band XXII
	+24
	
	23
	

	Band XXV
	+24
	
	23
	


6.2.2
UE maximum output power with HS-DPCCH and E-DCH

The Maximum Power Reduction (MPR) for the nominal maximum output power defined in 6.2.1 is specified in table 6.1A for the values of (c, (d, (hs, (ec and (ed defined in [8] fully or partially transmitted during a DPCCH timeslot

Table 6.1A: UE maximum output power with HS-DPCCH and E-DCH

	UE transmit channel configuration 
	CM (dB)
	MPR (dB)

	For all combinations of; DPDCH, DPCCH, HS-DPCCH, E-DPDCH and E-DPCCH
	0 ( CM ( 3.5
	MAX (CM-1, 0)

	Note 1:
CM = 1 for (c/(d =12/15, hs/c=24/15. For all other combinations of DPDCH, DPCCH, HS-DPCCH, E-DPDCH and E-DPCCH the MPR is based on the relative CM difference. 


Where Cubic Metric (CM) is based on the UE transmit channel configuration and is given by


CM = CEIL { [20 * log10 ((v_norm 3) rms) - 20 * log10 ((v_norm_ref 3) rms)] / k, 0.5 }

Where

-
CEIL { x, 0.5 } means rounding upwards to closest 0.5dB, i.e. CM  [0, 0.5, 1.0, 1.5, 2.0, 2.5, 3.0, 3.5]

-
k is 1.85 for signals where all channelisations codes meet the following criteria CSF, N where N< SF/2

-
k is 1.56 for signals were any channelisations codes meet the following criteria CSF, N where N ≥ SF/2

-
v_norm is the normalized voltage waveform of the input signal

-
v_norm_ref is the normalized voltage waveform of the reference signal (12.2 kbps AMR Speech) and

-
20 * log10 ((v_norm_ref 3) rms) = 1.52 dB

6.2.2A
UE maximum output, power for DC-HSUPA

The Maximum Power Reduction (MPR) for the nominal maximum output power defined in 6.2.1 is specified in table 6.1AA for the values of (c, (d, (hs, (ec and (ed defined in [8] fully or partially transmitted during a DPCCH timeslot

Table 6.1AA: UE maximum output power for DC-HSUPA

	UE transmit channel configuration 
	CM (dB)
	MPR (dB)

	For all combinations of; DPCCH, HS-DPCCH, E-DPDCH and E-DPCCH
	0.22 ( CM ( 3.72
	MAX (CM-0.72, 0)


Where Cubic Metric (CM) is based on the UE transmit channel configuration and is given by


CM = CEIL { [20 * log10 ((v_norm 3) rms) - 20 * log10 ((v_norm_ref 3) rms)] / k, 0.22 }
Where

-
CEIL { x, 0.22 } means rounding upwards to closest 0.22dB with 0.5 dB granularity, i.e. CM  [0.22, 0.72, 1.22, 1.72, 2.22, 2.72, 3.22, 3.72]
-
k is 1.66 for DC-HSUPA signals
-
v_norm is the normalized voltage waveform of the input signal

-
v_norm_ref is the normalized voltage waveform of the reference signal (12.2 kbps AMR Speech) and

-
20 * log10 ((v_norm_ref 3) rms) = 1.52 dB
6.2.2B
UE maximum output power with HS-DPCCH and E-DCH for ULTD
For UE with two transmit antenna connectors in ULTD configuration, the allowed Maximum Power Reduction (MPR) for the maximum output power in Table 6.1aD-1 is specified in Table 6.1A. The nominal transmit power is defined by the sum of transmit power at each UE antenna connector in the UE.
<Next section >
6.2.3
UE Relative code domain power accuracy

The UE Relative code domain power accuracy is a measure of the ability of the UE to correctly set the level of individual code powers relative to the total power of all active codes. When the UE uses 16QAM modulation on any of the uplink code channels the IQ origin offset power shall be removed from the Measured CDP ratio; however, the removed relative IQ origin offset power (relative carrier leakage power) also has to satisfy the applicable requirement. The measure of accuracy is the difference between two dB ratios:

UE Relative CDP accuracy = (Measured CDP ratio) - (Nominal CDP ratio)

where


Measured CDP ratio = 10*log((Measured code power) / (Measured total power of all active codes))


Nominal CDP ratio = 10*log((Nominal CDP) / (Sum of all nominal CDPs))

The nominal CDP of a code is relative to the total of all codes and is derived from beta factors. 

When the UE uses 16QAM modulation a correction factor shall be applied to the  ed value used to compute the Nominal CDP equal to {A1*(0.4472)^2 + A2*(1.3416)^2+ A3*(-0.4472)^2 + A4*(-1.3416)^2}1/2 where A1, A2, A3 and A4 are the fractions of symbols (00, 01, 10, 11 respectively) transmitted during the test.

The sum of all nominal CDPs will equal 1 by definition.

NOTE:
The above definition of UE relative CDP accuracy is independent of variations in the actual total power of the signal and of noise in the signal that falls on inactive codes.

The required accuracy of the UE relative CDP is given in table 6.1B. The UE relative CDP accuracy shall be maintained over the period during which the total of all active code powers remains unchanged or one timeslot, whichever is the longer.

Table 6.1B: UE Relative CDP accuracy

	Nominal CDP ratio
	Accuracy (dB)

	≥ -10 dB
	±1.5

	-10 dB to ≥ -15 dB
	±2.0

	-15 dB to ≥ -20 dB
	±2.5

	-20 dB to ≥ -30 dB
	±3.0


6.2.3A
UE Relative code domain power accuracy for DC-HSUPA

The requirement and corresponding measurements apply to each individual carrier when the total power in each of the assigned carriers is equal to each other 

The UE Relative code domain power accuracy is a measure of the ability of the UE to correctly set the level of individual code powers in a carrier relative to the total power of all active codes in that carrier. When the UE uses 16QAM modulation on any of the uplink code channels in a carrier the IQ origin offset power measured in that carrier shall be removed from the Measured CDP ratio in that carrier; however, the removed relative IQ origin offset power (relative carrier leakage power) measured in that carrier also has to satisfy the applicable requirement in that carrier. The measure of accuracy is the difference between two dB ratios measured per carrier configured on the uplink:

UE Relative CDP accuracy = (Measured CDP ratio) - (Nominal CDP ratio)

where


Measured CDP ratio = 10*log((Measured code power) / (Measured total power of all active codes))


Nominal CDP ratio = 10*log((Nominal CDP) / (Sum of all nominal CDPs))

The nominal CDP of a code is relative to the total of all codes in each carrier and is derived from beta factors. The sum of all nominal CDPs will equal 1 by definition.

NOTE:
The above definition of UE relative CDP accuracy is independent of variations in the actual total power of the signal in each carrier and of noise in the signal that falls on inactive codes.

The required accuracy of the UE relative CDP is given in table 6.1B. The UE relative CDP accuracy shall be maintained over the period during which the total of all active code powers remains unchanged or one timeslot, whichever is the longer.

6.2.3B
UE Relative code domain power accuracy for ULTD
For UE with two transmit antenna connectors in ULTD configuration, the relative code domain power accuracy specified in Table 6.1B applies at each UE antenna connector. 
<Next section >
6.3
Frequency Error

The UE modulated carrier frequency shall be accurate to within ±0.1 PPM observed over a period of one timeslot compared to the carrier frequency received from the Node B. For the PRACH preambles the measurement interval is lengthened to 3904 chips (being the 4096 chip nominal preamble period less a 25 μs transient period allowance at each end of the burst). These signals will have an apparent error due to Node B frequency error and Doppler shift. The signals from the Node B must be averaged over sufficient time that errors due to noise or interference are within the above ±0.1PPM figure. The UE shall use the same frequency source for both RF frequency generation and the chip clock.

6.3A
Frequency Error for DC-HSUPA

The UE modulated carrier frequencies shall be accurate to within ±0.1 PPM observed over a period of one timeslot compared to the average of the carrier frequencies received from the Node B. When the signal from one Node B cell is out-of-sync, the UE modulated carrier frequency shall be compared to the remaining carrier frequency received from the other Node B cell. These signals will have an apparent error due to Node B frequency error and Doppler shift. The signals from the Node B must be averaged over sufficient time such that errors due to noise or interference are within the above ±0.1PPM figure. The frequency error of the carrier frequencies received from the Node B shall be the same in average. The UE shall use the same frequency source for both RF frequency generation and the chip clock.

6.3B
Frequency error for ULTD
For UE with two transmit antenna connectors in ULTD configuration, the UE modulated carrier frequency at each transmit antenna connector shall be accurate to within ±0.1 PPM observed over a period of one time slot compared to the carrier frequency received from the Node B.
<Next section >
6.4.2
Inner loop power control in the uplink

Inner loop power control in the Uplink is the ability of the UE transmitter to adjust its output power in accordance with one or more TPC commands received in the downlink.

6.4.2.1
Power control steps

The power control step is the change in the UE transmitter output power in response to a single TPC command, TPC_cmd, derived at the UE.
6.4.2.1.1
Minimum requirement

The UE transmitter shall have the capability of changing the output power with a step size of 1, 2 and 3 dB according to the value of TPC or RP-TPC, in the slot immediately after the TPC_cmd as follows
a)
The transmitter output power step due to inner loop power control shall be within the range shown in Table 6.4.

b)
The transmitter average output power step due to inner loop power control shall be within the range shown in Table 6.5. Here a TPC_cmd group is a set of TPC_cmd values derived from a corresponding sequence of TPC commands of the same duration.

The inner loop power step is defined as the relative power difference between the mean power of the original (reference) timeslot and the mean power of the target timeslot, not including the transient duration. The transient duration is from 25(s before the slot boundary to 25(s after the slot boundary.
Table 6.4: Transmitter power control range

	TPC_ cmd
	Transmitter power control range

	
	1 dB step size
	2 dB step size
	3 dB step size

	
	Lower
	Upper
	Lower
	Upper
	Lower
	Upper

	+ 1
	+0.5 dB
	+1.5 dB
	+1 dB
	+3 dB
	+1.5 dB
	+4.5 dB

	0
	-0.5 dB
	+0.5 dB
	-0.5 dB
	+0.5 dB
	-0.5 dB
	+0.5 dB

	-1
	-0.5 dB
	-1.5 dB
	-1 dB
	-3 dB
	-1.5 dB
	-4.5 dB


Table 6.5: Transmitter aggregate power control range

	TPC_ cmd group
	Transmitter power control range after 10 equal TPC_ cmd groups
	Transmitter power control range after 7 equal TPC_ cmd groups

	
	1 dB step size
	2 dB step size
	3 dB step size

	
	Lower
	Upper
	Lower
	Upper
	Lower
	Upper

	+1
	+8 dB
	+12 dB
	+16 dB
	+24 dB
	+16 dB
	+26 dB

	0
	-1 dB
	+1 dB
	-1 dB
	+1 dB
	-1 dB
	+1 dB

	-1
	-8 dB
	-12 dB
	-16 dB
	-24 dB
	-16 dB
	-26 dB

	0,0,0,0,+1
	+6 dB
	+14 dB
	N/A
	N/A
	N/A
	N/A

	0,0,0,0,-1
	-6 dB
	-14 dB
	N/A
	N/A
	N/A
	N/A


The UE shall meet the above requirements for inner loop power control over the power range bounded by the Minimum output power as defined in subclause 6.4.3, and the Maximum output power supported by the UE (i.e. the actual power as would be measured assuming no measurement error). This power shall be in the range specified for the power class of the UE in subclause 6.2.1.
6.4.2.1.1A
Additional requirement for DC-HSUPA

The UE transmitter shall have the capability of changing the output power in each assigned carrier in the uplink with a step size of 1, 2 and 3 dB according to the value of TPC or RP-TPC, in the slot immediately after the TPC_cmd for the corresponding carrier as follows

a)
The transmitter output power step due to inner loop power control in each assigned carrier in the uplink shall be within the range shown in Table 6.4, when the total transmit power in each of the assigned carriers is equal to each other.

b)
The transmitter average output power step due to inner loop power control in each assigned carrier in the uplink shall be within the range shown in Table 6.5, when the total transmit power in each of the assigned carriers is equal to each other. Here a TPC_cmd group is a set of TPC_cmd values derived from a corresponding sequence of TPC commands of the same duration.
c)
The requirements can be tested by sending the same TPC commands for each of the assigned carriers, assuming that the signal powers for the carriers (in terms of DPCCH code power and total power) have been aligned prior to the beginning of the test procedure.
The inner loop power step is defined as the relative power difference between the mean power of the original (reference) timeslot and the mean power of the target timeslot in each carrier, not including the transient duration. The transient duration is from 25(s before the slot boundary to 25(s after the slot boundary.
6.4.2.1.1B   Additional requirement for ULTD
For UE with two transmit antenna connectors in ULTD configuration, the Inner loop power control in the uplink specified in Table 6.4 and 6.5 applies at each UE antenna connector. 
6.4.3
Minimum output power

The minimum controlled output power of the UE is when the power is set to a minimum value.

6.4.3.1
Minimum requirement

The minimum output power is defined as the mean power in one time slot. The minimum output power shall be less than -50 dBm.

6.4.3.1A
Additional requirement for DC-HSUPA

The minimum output power is defined as the mean power in one time slot in each carrier. The minimum output power in each carrier shall be less than -50 dBm, when both carriers are set to minimum output power.
6.4.3.1B
Additional requirement for ULTD
For UE with two transmit antenna connectors in ULTD configuration, the minimum output power at each UE antenna connector shall be less than -50 dBm when both transmitters are set to minimum output power.
<Next section >
6.5
Transmit ON/OFF power

6.5.1
Transmit OFF power

Transmit OFF power is defined as the RRC filtered mean power when the transmitter is off. The transmitter is considered to be off when the UE is not allowed to transmit or during periods when the UE is not transmitting DPCCH due to discontinuous uplink DPCCH transmission. During UL compressed mode gaps, the UE is not considered to be off.

6.5.1.1
Minimum requirement

The transmit OFF power is defined as the RRC filtered mean power in a duration of at least one timeslot excluding any transient periods. The requirement for the transmit OFF power shall be less than -56 dBm. 

6.5.1.1A
Additional requirement for DC-HSUPA

The transmit OFF power is defined per carrier as the RRC filtered mean power in a duration of at least one timeslot excluding any transient periods. The requirement for the transmit OFF power in each carrier shall be less than -56 dBm, when the transmitters in both carriers are turned off. 
6.5.1.1B
Additional requirement for ULTD
For UE with two transmit antenna connectors in ULTD configuration, the transmit OFF power at each UE antenna connector shall be less than -56 dBm when transmitters in both antennas are turned off.
<Next section >
6.5.3
Change of TFC

A change of TFC (Transport Format Combination) in uplink means that the power in the uplink varies according to the change in data rate. DTX, where the DPDCH is turned off, is a special case of variable data, which is used to minimise the interference between UE(s) by reducing the UE transmit power when voice, user or control information is not present.

6.5.3.1
Minimum requirement

A change of output power is required when the TFC, and thereby the data rate, is changed. The ratio of the amplitude between the DPDCH codes and the DPCCH code will vary. The power step due to a change in TFC shall be calculated in the UE so that the power transmitted on the DPCCH shall follow the inner loop power control. The step in total transmitted power (DPCCH + DPDCH) shall then be rounded to the closest integer dB value. A power step exactly half-way between two integer values shall be rounded to the closest integer of greater magnitude. The accuracy of the power step, given the step size, is specified in Table 6.8. The power change due to a change in TFC is defined as the relative power difference between the mean power of the original (reference) timeslot and the mean power of the target timeslot, not including the transient duration. The transient duration is from 25(s before the slot boundary to 25(s after the slot boundary.
Table 6.8: Transmitter power step tolerance

	Power step size (Up or down)

P [dB]
	Transmitter power step tolerance [dB]

	0
	+/- 0.5

	1
	+/- 0.5

	2
	+/- 1.0

	3
	+/- 1.5

	4 ( Δ P (10
	+/- 2.0

	11 ( Δ P (15
	+/- 3.0

	16 ( Δ P (20
	+/- 4.0

	21 ( Δ P
	+/- 6.0


The mean power of successive slots shall be calculated according to Figure 6.4.
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Figure 6.4: Transmit template during TFC change
6.5.3.1A  Additional requirement for ULTD
For UE with two transmit antenna connectors in ULTD configuration, the transmitter power step tolerance specified in Table 6.8 applies at each UE antenna connector.
<Next section >
6.5.4
Power setting in uplink compressed mode

Compressed mode in uplink means that the power in uplink is changed.

6.5.4.1
Minimum requirement

A change of output power is required during uplink compressed frames since the transmission of data is performed in a shorter interval. The ratio of the amplitude between the DPDCH codes and the DPCCH code will also vary. The power step due to compressed mode shall be calculated in the UE so that the energy transmitted on the pilot bits during each transmitted slot shall follow the inner loop power control. 

Thereby, the power during compressed mode, and immediately afterwards, shall be such that the mean power of the DPCCH follows the steps due to inner loop power control combined with additional steps of 10Log10(Npilot.prev / Npilot.curr) dB where Npilot.prev is the number of pilot bits in the previously transmitted slot, and Npilot.curr is the current number of pilot bits per slot.

The resulting step in total transmitted power (DPCCH +DPDCH) shall then be rounded to the closest integer dB value. A power step exactly half-way between two integer values shall be rounded to the closest integer of greatest magnitude. The accuracy of the power step, given the step size, is specified in Table 6.8 in subclause 6.5.3.1. The power step is defined as the relative power difference between the mean power of the original (reference) timeslot and the mean power of the target timeslot, when neither the original timeslot nor the reference timeslot are in a transmission gap. The transient duration is not included, and is from 25(s before the slot boundary to 25(s after the slot boundary.
In addition to any power change due to the ratio Npilot.prev / Npilot.curr, the mean power of the DPCCH in the first slot after a compressed mode transmission gap shall differ from the mean power of the DPCCH in the last slot before the transmission gap by an amount ΔRESUME, where ΔRESUME is calculated as described in clause 5.1.2.3 of TS 25.214.

The resulting difference in the total transmitted power (DPCCH + DPDCH) shall then be rounded to the closest integer dB value. A power difference exactly half-way between two integer values shall be rounded to the closest integer of greatest magnitude. The accuracy of the resulting difference in the total transmitted power (DPCCH + DPDCH) after a transmission gap of up to 14 slots shall be as specified in Table 6.9.

Table 6.9: Transmitter power difference tolerance after a transmission gap of up to 14 slots
	Power difference (Up or down)

P [dB]
	Transmitter power step tolerance after a transmission gap [dB]

	Δ P (2
	+/- 3

	3
	+/- 3

	4 ( Δ P (10
	+/- 3.5

	11 ( Δ P (15
	+/- 4

	16 ( Δ P (20
	+/- 4.5

	21 ( Δ P
	+/- 6.5


The power difference is defined as the difference between the mean power of the original (reference) timeslot before the transmission gap and the mean power of the target timeslot after the transmission gap, not including the transient durations. The transient durations at the start and end of the transmission gaps are each from 25(s before the slot boundary to 25(s after the slot boundary.
The mean power of successive slots shall be calculated according to figure 6.5.
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Figure 6.5: Transmit template during compressed mode
6.5.4.1A  Additional requirement for ULTD
For UE with two transmit antenna connectors in ULTD configuration, the transmitter difference tolerance after a transmission gap of up to 14 slots specified in Table 6.9 applies at each UE antenna connector. 
6.5.5
HS-DPCCH

The transmission of Ack/Nack or CQI over the HS-DPCCH may cause the transmission power in the uplink to vary. The ratio of the amplitude between the DPCCH and the Ack/Nack and CQI respectively is signalled by higher layers.

6.5.5.1
Minimum requirement

The nominal sum power on DPCCH+DPDCH is independent of the transmission of Ack/Nack and CQI unless the UE output power when Ack/Nack or CQI is transmitted would exceed the maximum value specified in Table 6.1A or fall below the value specified in 6.4.3.1, whereupon the UE shall apply additional scaling to the total transmit power as defined in section 5.1.2.6 of TS.25.214 [8].

The composite transmitted power (DPCCH + DPDCH+HS-DPCCH) may then also be rounded to the closest integer dB value. If rounding is done a power step exactly half-way between two integer values shall be rounded to the closest integer of greater magnitude. 

The nominal power step due to transmission of Ack/Nack or CQI is defined as the difference between the nominal mean powers of two power evaluation periods either side of an HS-DPCCH boundary. The first evaluation period starts 25(s after a DPCCH slot boundary and ends 25(s before the following HS-DPCCH slot boundary. The second evaluation period starts 25(s after the same HS-DPCCH slot boundary and ends 25(s before the following DPCCH slot boundary. This is described graphically in figure 6.6.
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Figure 6.6: Transmit power template during HS-DPCCH transmission

The tolerance of the power step due to transmission of the HS-DPCCH shall meet the requirements in table 6.9A.

Table 6.9A: Transmitter power step tolerance

	Nominal power step size (Up or down) P [dB]
	Transmitter power step tolerance [dB]

	0
	+/- 0.5

	1
	+/- 0.5

	2
	+/- 1.0

	3
	+/- 1.5

	4 ( Δ P ( 7
	+/- 2.0 


6.5.5.1A  Additional requirement for ULTD
For UE with two transmit antenna connectors in ULTD configuration, the transmitter power step tolerance specified in Table 6.9A applies at each UE antenna connector. 
<Next section >
6.6
Output RF spectrum emissions

6.6.1
Occupied bandwidth

Occupied bandwidth is a measure of the bandwidth containing 99 % of the total integrated power of the transmitted spectrum, centered on the assigned channel frequency. The occupied channel bandwidth shall be less than 5 MHz based on a chip rate of 3.84 Mcps. 

6.6.1A
Occupied bandwidth for DC-HSUPA

In the case dual adjacent carriers are assigned in the uplink, occupied bandwidth is a measure of the bandwidth containing 99 % of the total integrated power of the transmitted spectrum, centered at the center of the assigned channel frequencies. The occupied channel bandwidth shall be less than 10 MHz on a chip rate of 3.84 Mcps.
6.6.1B
Occupied bandwidth for ULTD
For UE with two transmit antenna connectors in ULTD configuration, occupied bandwidth requirement is defined per UE.
The upper frequency and lower frequency of the occupied channel bandwidth for each antenna connector are obtained as in section 6.6.1. The Occupied Bandwidth for ULTD UE is defined by the following equation where Upper Frequency_1 and Upper Frequency_2 are the upper frequencies at respective antenna connectors and Lower Frequency_1 and Lower Frequency_2 are the lower frequencies at respective antenna connectors:
 Occupied Bandwidth = Max(Upper Frequency1, Upper Frequency2) - Min(Lower Frequency1, Lower Frequency2)
The occupied channel bandwidth for UE shall be less than 5 MHz based on a chip rate of 3.84 Mcps.
6.6.2
Out of band emission

Out of band emissions are unwanted emissions immediately outside the nominal channel resulting from the modulation process and non-linearity in the transmitter but excluding spurious emissions. This out of band emission limit is specified in terms of a spectrum emission mask and Adjacent Channel Leakage power Ratio.

6.6.2.1
Spectrum emission mask

The spectrum emission mask of the UE applies to frequencies, which are between 2.5 MHz and 12.5 MHz away from the UE centre carrier frequency. The out of channel emission is specified relative to the RRC filtered mean power of the UE carrier.
6.6.2.1.1
Minimum requirement

The power of any UE emission shall not exceed the levels specified in Table 6.10. The absolute requirement is based on a -50 dBm/3.84 MHz minimum power threshold for the UE. This limit is expressed for the narrower measurement bandwidths as -55.8 dBm/1 MHz and -71.1 dBm/30 kHz. The requirements are applicable for all values of (c, (d, (hs, (ec and (ed as specified in [8].

Table 6.10: Spectrum Emission Mask Requirement

	Δf in MHz
(Note 1)
	Minimum requirement (Note 2) 
	Measurement bandwidth 

	
	Relative requirement
	Absolute requirement
	

	2.5 - 3.5
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	-71.1 dBm
	30 kHz 
(Note 3)

	3.5 - 7.5
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	-55.8 dBm
	1 MHz 
(Note 4)

	7.5 - 8.5
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	-55.8 dBm
	1 MHz
(Note 4)

	8.5 - 12.5 MHz
	-49 dBc
	-55.8 dBm
	1 MHz
(Note 4)

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.

Note 2:
The minimum requirement is calculated from the relative requirement or the absolute requirement, whichever is the higher power.

Note 3:
The first and last measurement position with a 30 kHz filter is at (f equals to 2.515 MHz and 3.485 MHz.

Note 4:
The first and last measurement position with a 1 MHz filter is at (f equals to 4 MHz and 12 MHz.




For operation in band II, IV, V, X, XII, XIII, XIV and XXV the minimum requirement is calculated from the minimum requirement in table 6.10 or the applicable additional requirement in Tables 6.10A, 6.10B or 6.10C, whichever is the tighter requirement.

	Table 6.10A: Additional spectrum emission limits for Bands II, IV, X and XXV
Δf in MHz
(Note 1)
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirements Band II, IV, X
	Measurement bandwidth



	2.5 MHz ( (f < 3.5 MHz
	2.515MHz ( f_offset < 3.485MHz
	-15 dBm
	30 kHz 

	3.5 MHz ( (f ( 12.5 MHz
	4.0MHz ( f_offset < 12.0 MHz
	-13 dBm
	1 MHz 

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.




Table 6.10B: Additional spectrum emission limits for Band V

	Δf in MHz
(Note 1)
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirements Band V
	Measurement bandwidth



	2.5 MHz ( (f < 3.5 MHz
	2.515MHz ( f_offset < 3.485MHz
	-15 dBm
	30 kHz 

	3.5 MHz ( (f ( 12.5 MHz
	3.55MHz ( f_offset < 12.45 MHz
	-13 dBm
	100 kHz 

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.




	Table 6.10C: Additional spectrum emission limits for Bands XII, XIII,  XIV

Δf in MHz
(Note 1)
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirements Band XII, XIII,  XIV
	Measurement bandwidth


	2.5 MHz ( (f < 2.6 MHz
	2.515MHz ( f_offset < 2.585MHz
	-13 dBm
	30 kHz 

	2.6 MHz ( (f ( 12.45 MHz
	2.65MHz ( f_offset < 12.45 MHz
	-13 dBm
	100 kHz 

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.




NOTE:
As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth specified in tables 6.10, 6.10A, 6.10B and 6.10C. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth. 

6.6.2.1A
Additional Spectrum emission mask for DC-HSUPA

The spectrum emission mask of the UE applies to frequencies, which are between 5 MHz and 20 MHz away from the UE centre frequency of the two assigned channel frequencies. The requirements assume that the UE output power shall be maximum level.
6.6.2.1A.1
Minimum requirement

The power of any UE emission shall not exceed the levels specified in Table 6.10D for the specified channel bandwidth.

Table 6.10D: Spectrum emission mask for DC-HSUPA 

	Δf

(MHz)
	Spectrum emission limit (dBm)
	Measurement bandwidth

	( 5-6
	-18
	30 kHz 

	( 6-10
	-10
	1 MHz


	( 10-19
	-13
	1 MHz

	( 19-20
	-25
	1 MHz

	Note:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.




6.6.2.1A.2
Additional requirement for band II, IV, V , X and XXV
The UE shall meet an additional requirement specified in Table 6.10E for band II, IV, V, X and XXV.
	Table 6.10E: Additional spectrum emission mask for DC-HSUPA in band II, IV, V, X and XXV
Δf

(MHz)
	Spectrum emission limit (dBm)
	Measurement bandwidth

	( 5-6
	-18
	30 kHz 

	( 6-19
	-13
	1 MHz

	( 19-20
	-25
	1 MHz

	Note:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.




6.6.2.1B  Spectrum emission mask for ULTD
For UE with two transmit antenna connectors in ULTD configuration, the spectrum emission mask specified in Table 6.10, Table 6.10A, Table 6.10B and Table 6.10C applies at each UE antenna connector. 
6.6.2.2
Adjacent Channel Leakage power Ratio (ACLR)

In the case a single carrier is assigned on the uplink, Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the RRC filtered mean power centered on the assigned channel frequency to the RRC filtered mean power centered on an adjacent channel frequency. 

In the case dual adjacent carriers are assigned on the uplink, ACLR is the ratio of the sum of the RRC filtered mean powers centered on each of the two assigned channel frequencies to the RRC filtered mean power centered on an adjacent channel frequency.

6.6.2.2.1
Minimum requirement

If the adjacent channel power is greater than -50dBm then the ACLR shall be higher than the value specified in Table 6.11. The requirements are applicable for all values of (c, (d, (hs, (ec and (ed as specified in [8].

Table 6.11: UE ACLR

	Power Class
	Adjacent channel frequency relative to assigned channel frequency
	ACLR limit

	3
	+ 5 MHz or - 5 MHz
	33 dB

	3
	+ 10 MHz or - 10 MHz
	43 dB

	4
	+ 5 MHz or - 5 MHz
	33 dB

	4
	+ 10 MHz or -10 MHz 
	43 dB


NOTE 1:
The requirement shall still be met in the presence of switching transients.

NOTE 2:
The ACLR requirements reflect what can be achieved with present state of the art technology.

NOTE 3:
Requirement on the UE shall be reconsidered when the state of the art technology progresses.

6.6.2.2.1A
Additional requirement for DC-HSUPA

If the adjacent channel power is greater than -50dBm then the ACLR shall be higher than the value specified in Table 6.11A. The requirements are applicable for all values of (c, (d, (hs, (ec and (ed as specified in [8].

Table 6.11A: UE ACLR for DC-HSUPA

	Power Class
	Adjacent channel frequency relative to the center of two assigned channel frequencies
	ACLR limit

	3
	+ 7.5 MHz or – 7.5 MHz
	33 dB

	3
	+ 12.5 MHz or – 12.5 MHz
	36 dB

	4
	+ 7.5 MHz or – 7.5 MHz
	33 dB

	4
	+ 12.5 MHz or -12.5 MHz 
	36 dB


NOTE 1:
The requirement shall still be met in the presence of switching transients.

NOTE 2:
The ACLR requirements reflect what can be achieved with present state of the art technology.

NOTE 3:
Requirement on the UE shall be reconsidered when the state of the art technology progresses.
6.6.2.2.1B
Additional requirement for ULTD
For UE with two transmit antenna connectors in ULTD configuration, the ACLR specified in Table 6.11 applies at each UE antenna connector. 
6.6.3
Spurious emissions

Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emission, intermodulation products and frequency conversion products, but exclude out of band emissions.

The frequency boundary and the detailed transitions of the limits between the requirement for out band emissions and spectrum emissions are based on ITU-R Recommendations SM.329 [2].

6.6.3.1
Minimum requirement

These requirements are only applicable for frequencies, which are greater than 12.5 MHz away from the UE centre carrier frequency.

Table 6.12: General spurious emissions requirements

	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement
	Note

	9 kHz ( f < 150 kHz
	1 kHz
	-36 dBm
	

	150 kHz ( f < 30 MHz
	10 kHz
	-36 dBm
	

	30 MHz ( f < 1000 MHz
	100 kHz
	-36 dBm
	

	1 GHz ( f < 12.75 GHz
	1 MHz
	-30 dBm
	

	12.75 GHz ( f < 19 GHz
	1 MHz
	-30 dBm
	Note 1

	NOTE 1:
Applies only for Band XXII.


Table 6.13: Additional spurious emissions requirements

	Operating Band
	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	I
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	860 MHz ( f ( 895 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm *

	
	925 MHz f 935 MHz
	100 kHz
3.84MHz
	-67 dBm *
-60 dBm 

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm *

	
	1475.9 MHz  f  1510.9 MHz
	3.84 MHz
	-60 dBm

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm *

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz <f<1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2585 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	3510 MHz  f  3590 MHz
	3.84 MHz
	-60 dBm

	
	3400 MHz  f  3800 MHz
	1 MHz
	-50 dBm

	II
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 758 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	III
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm *

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm *
- 60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm *

	
	1805 MHz ( f ( 1880 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm 

	
	2585 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	3510 MHz  f  3590 MHz
	3.84 MHz
	-60 dBm **

	
	3400 MHz  f  3800 MHz
	1 MHz
	-50 dBm **

	IV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	V
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	VI
	860 MHz  f < 875 MHz
	1 MHz
	-37 dBm

	
	875 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1510.9 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	VII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm *

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm *
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm *

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm *

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	2590 MHz  f  2620 MHz
	3.84 MHz
	-50 dBm

	
	3510 MHz  f  3590 MHz
	3.84 MHz
	-60 dBm

	
	3400 MHz  f  3800 MHz
	1 MHz
	-50 dBm

	VIII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm *

-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
3.84 MHz
	-79 dBm *

-60 dBm

	
	1805 MHz < f  1830 MHz
	100 kHz
3.84 MHz
	-71 dBm ** & *

-60 dBm **

	
	1830 MHz < f  1880 MHz
	100 kHz
3.84 MHz
	-71 dBm *

-60 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2585 MHz  f  2640 MHz
	3.84 MHz
	-60 dBm

	
	2640 MHz < f  2690 MHz
	3.84 MHz
	-60 dBm **

	
	3510 MHz  f  3590 MHz
	3.84 MHz
	-60 dBm **

	
	3400 MHz  f  3800 MHz
	1 MHz
	-50 dBm **

	IX
	860 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1510.9 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	X
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	XI
	860 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1510.9 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XII
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	XIII
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	763 MHz ( f ( 775 MHz
	6.25 kHz
	[TBD] dBm***

	
	793 MHz ( f ( 805 MHz
	6.25 kHz
	[TBD] dBm***

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm**

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	XIV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	769 MHz ( f ( 775 MHz
	6.25 kHz
	[TBD] dBm ***

	
	799 MHz ( f ( 805 MHz
	6.25 kHz
	[TBD] dBm ***

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	XIX
	860 MHz  f < 875 MHz
	1 MHz
	-37 dBm

	
	875 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1510.9 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XX
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm *

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm *
-60 dBm


	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm *

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm *

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	2590 MHz  f  2620 MHz
	3.84 MHz
	-50 dBm

	
	3510 MHz  f  3590 MHz
	3.84 MHz
	-60 dBm

	
	3400 MHz  f  3800 MHz
	1 MHz
	-50 dBm **

	XXI
	860 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1510.9 MHz
	1 MHz
	-35 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XXII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm *

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm *
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm *

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm *

	
	1880 MHz  f  1920 MHz
	3.84 MHz
	-60 dBm

	
	2010 MHz  f  2025 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2300 MHz  f  2400 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	2590 MHz  f  2620 MHz
	3.84 MHz
	-50 dBm

	
	3510 MHz  f  3525 MHz
	1 MHz
	-40 dBm

	
	3525 MHz  f  3590 MHz
	1 MHz
	-50 dBm

	
	3600 MHz  f  3800 MHz
	3.84 MHz
	-50 dBm

	XXV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	
	2496 MHz ( f ( 2690 MHz
	1 MHz
	-50 dBm

	
	3400 MHz ( f ( 3800 MHz
	1 MHz
	-50 dBm **

	Note *
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in Table 6.12 are permitted for each UARFCN used in the measurement

Note **
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, measurements with a level up to the applicable requirements defined in Table 6.12 are permitted for each UARFCN used in the measurement due to 2nd, 3rd and 4th harmonic spurious emissions 

Note ***
This requirement is applicable also for frequencies, which are between 2.5 MHz and 12.5 MHz away from the UE centre carrier frequency. 


6.6.3.1A
Additional requirement for DC-HSUPA

The requirements in Table 6.12A are only applicable for frequencies, which are greater than 20 MHz away from the centre of the assigned carrier frequencies when dual adjacent carriers are assigned on the uplink.

Table 6.12A: General spurious emissions requirements for DC-HSUPA

	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement
	Note

	9 kHz ( f < 150 kHz
	1 kHz
	-36 dBm
	

	150 kHz ( f < 30 MHz
	10 kHz
	-36 dBm
	

	30 MHz ( f < 1000 MHz
	100 kHz
	-36 dBm
	

	1 GHz ( f < 12.75 GHz
	1 MHz
	-30 dBm
	

	12.75 GHz ( f < 19 GHz
	1 MHz
	-30 dBm
	Note 1

	NOTE 1:
Applies only for Band XXII.


The requirements in Table 6.13A are only applicable for frequencies, which are greater than 25 MHz away from the centre of the assigned frequencies when dual adjacent carriers are assigned on the uplink.

Table 6.13A: Additional spurious emissions requirements for DC-HSUPA

	Operating Band
	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	I
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	860 MHz ( f ( 895 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm *

	
	925 MHz f 935 MHz
	100 kHz
3.84MHz
	-67 dBm *
-60 dBm 

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm *

	
	1475.9 MHz  f  1500.9 MHz
	3.84 MHz
	-60 dBm

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm *

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-55 dBm

	
	1884.5 MHz <f<1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	3510 MHz  f  3590 MHz
	3.84 MHz
	-60 dBm

	
	3400 MHz  f  3800 MHz
	1 MHz
	-50 dBm

	II
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 758 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	III
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm *

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm *
- 60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm *

	
	1805 MHz ( f ( 1880 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm 

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	3510 MHz  f  3590 MHz
	3.84 MHz
	-60 dBm **

	
	3400 MHz  f  3800 MHz
	1 MHz
	-50 dBm **

	IV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	V
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	VI
	860 MHz  f < 875 MHz
	1 MHz
	-37 dBm

	
	875 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1500.9 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	VII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm *

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm *
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm *

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm *

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	2590 MHz  f  2620 MHz
	1 MHz
	-37 dBm

	VIII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-57 dBm *, ***

-50 dBm

	
	935 MHz < f  960 MHz
	100 kHz
3.84 MHz
	-79 dBm *

-60 dBm

	
	1805 MHz < f  1830 MHz
	100 kHz
3.84 MHz
	-71 dBm ** & *

-60 dBm **

	
	1830 MHz < f  1880 MHz
	100 kHz
3.84 MHz
	-71 dBm *

-60 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2640 MHz
	3.84 MHz
	-60 dBm

	
	2640 MHz < f  2690 MHz
	3.84 MHz
	-60 dBm **

	
	3510 MHz  f  3590 MHz
	3.84 MHz
	-60 dBm **

	
	3400 MHz  f  3800 MHz
	1 MHz
	-50 dBm **

	IX
	860 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1500.9 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	X
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	XI
	860 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1500.9 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XIX
	860 MHz  f < 875 MHz
	1 MHz
	-30 dBm

	
	875 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1500.9 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XX
	811 MHz ( f ( 821 MHz
	3.84 MHz
	-50 dBm ***

	
	791 MHz ( f ( 811 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm *

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm *
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm *

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm *

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	2590 MHz  f  2620 MHz
	1 MHz
	-37 dBm

	
	3510 MHz  f  3590 MHz
	3.84 MHz
	-60 dBm

	
	3400 MHz  f  3800 MHz
	1 MHz
	-50 dBm **

	XXII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm *

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm *
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm *

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm *

	
	1880 MHz  f  1920 MHz
	3.84 MHz
	-60 dBm

	
	2010 MHz  f  2025 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2300 MHz  f  2400 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	2590 MHz  f  2620 MHz
	3.84 MHz
	-50 dBm

	
	3510 MHz  f  3525 MHz
	1 MHz
	-40 dBm

	
	3525 MHz  f  3590 MHz
	1 MHz
	-50 dBm

	
	3600 MHz  f  3800 MHz
	3.84 MHz
	-50 dBm

	XXV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	
	2496 MHz ( f ( 2690 MHz
	1 MHz
	-50 dBm

	
	3400 MHz ( f ( 3800 MHz
	1 MHz
	-50 dBm

	Note *
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in Table 6.12 are permitted for each UARFCN used in the measurement

Note **
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, measurements with a level up to the applicable requirements defined in Table 6.12 are permitted for each UARFCN used in the measurement due to 2nd, 3rd and 4th harmonic spurious emissions 

Note ***
This requirement is applicable also for frequencies, which are between 5 MHz and 25 MHz away from the UE centre carrier frequency. 


6.6.3.1B
Additional requirement for ULTD
For UE with two transmit antenna connectors in ULTD configuration, the spurious emissions specified in Table 6.12 and Table 6.13 applies at each UE antenna connector. 
<Next section >
6.8.2
Error Vector Magnitude

The Error Vector Magnitude is a measure of the difference between the reference waveform and the measured waveform. This difference is called the error vector. Both waveforms pass through a matched Root Raised Cosine filter with bandwidth 3,84 MHz and roll-off =0,22. Both waveforms are then further modified by selecting the frequency, absolute phase, absolute amplitude and chip clock timing so as to minimise the error vector. The EVM result is defined as the square root of the ratio of the mean error vector power to the mean reference power expressed as a %. The measurement interval is one timeslot except when the mean power between slots is expected to change whereupon the measurement interval is reduced by 25 μs at each end of the slot. For the PRACH preamble the measurement interval is 4096 chips less 25 μs at each end of the burst (3904 chips).
When the UE uses 16QAM modulation on any of the uplink code channels in a carrier, the error minimization step also includes selecting an IQ origin offset besides selecting the frequency, absolute phase, absolute amplitude and chip clock timing to minimise the error vector.  The IQ origin offset shall be removed from the evaluated signal before calculating the EVM; however, the removed relative IQ origin offset power (relative carrier leakage power) also has to satisfy the applicable requirement.  

For signals containing more than one spreading code in a carrier where the slot alignment of the codes is not the same and the code power is varying, the period over which the nominal mean power in that carrier remains constant can be less than one timeslot. For such time-varying signals it is not possible to define EVM across one timeslot since this interval contains an expected change in mean power, and the exact timing and trajectory of the power change is not defined. For these signals, the EVM minimum requirements apply only for intervals of at least one half timeslot (less any 25μs transient periods) during which the nominal code power of each individual code is constant.

NOTE:
The reason for setting a lower limit for the EVM measurement interval is that for any given impaired signal, the EVM would be expected to improve for measurement intervals less than one timeslot while the frequency error would be expected to degrade. 
6.8.2.1
Minimum requirement

When 16QAM modulation is not used on any of the uplink code channels, the Error Vector Magnitude shall not exceed 17.5 % for the parameters specified in Table 6.15. 

When 16QAM modulation is used on any of the uplink code channels, the modulation accuracy requirement shall meet one or both of the following requirements:

1.
The Error Vector Magnitude does not exceed 14 % for the parameters specified in Table 6.15. 

2.
The Relative Code Domain Error requirements specified in 6.8.3a are met. 

The requirements are applicable for all values of βc, βd, βhs, βec and βed as specified in [8].
Table 6.15: Parameters for Error Vector Magnitude/Peak Code Domain Error

	Parameter
	Unit
	Level

	UE Output Power, no 16QAM
	dBm
	( -20

	UE Output Power, 16QAM
	dBm
	( -30

	Operating conditions
	
	Normal conditions

	Power control step size
	dB
	1

	Measurement period
(Note 1)
	PRACH
	Chips
	3904

	
	Any DPCH
	
	From 1280 to 2560
(Note 2)

	Note 1:
Less any 25μs transient periods

Note 2:
The longest period over which the nominal power remains constant


When 16QAM modulation is used on any of the uplink code channels, the relative carrier leakage power (IQ origin offset power) shall not exceed the values specified in Table 6.15a 

Table 6.15a: Relative Carrier Leakage Power
	UE Transmitted Mean Power
	Relative Carrier Leakage Power (dB)

	P ( -30 dBm
	< -17


6.8.2.1A
Additional requirement for DC-HSUPA

When 16QAM modulation is not used on any of the uplink code channels in a carrier, the Error Vector Magnitude in that carrier shall not exceed 17.5 % for the parameters specified in Table 6.15AA. 

When 16QAM modulation is used on any of the uplink code channels in a carrier, the modulation accuracy requirement shall meet one or both of the following requirements:

1.
The Error Vector Magnitude does not exceed 14 % for the parameters specified in Table 6.15AA. 

2.
The Relative Code Domain Error requirements specified in 6.8.3a are met. 

The requirements are applicable for all values of βc, βd, βhs, βec and βed as specified in [8], when the total power in each of the assigned carriers is equal to each other.
Table 6.15AA: Parameters for Error Vector Magnitude for DC-HSUPA

	Parameter
	Unit
	Level

	UE Output Power, no 16QAM
	dBm
	( -20

	UE Output Power, 16QAM
	dBm
	( -30

	Operating conditions
	
	Normal conditions

	Power control step size
	dB
	1


6.8.2.1B
Additional requirement for ULTD
For UE with two transmit antenna connectors in ULTD configuration, the EVM requirement specified in Table 6.15 and Table 6.15a applies at each UE antenna connector with the two transmitters configure in the same output power. 
6.8.3
Peak code domain error

The Peak Code Domain Error is computed by projecting power of the error vector (as defined in 6.8.2) onto the code domain at a specific spreading factor. The Code Domain Error for every code in the domain is defined as the ratio of the mean power of the projection onto that code, to the mean power of the composite reference waveform. This ratio is expressed in dB. The Peak Code Domain Error is defined as the maximum value for the Code Domain Error for all codes. The measurement interval is one timeslot except when the mean power between slots is expected to change whereupon the measurement interval is reduced by 25 μs at each end of the slot.
The requirement for peak code domain error is only applicable for multi-code DPDCH transmission and therefore does not apply for the PRACH preamble and message parts.

6.8.3.1
Minimum requirement

The peak code domain error shall not exceed -15 dB at spreading factor 4 for the parameters specified in Table 6.15. The requirements are defined using the UL reference measurement channel specified in subclause A.2.5.
6.8.3.1A
Additional requirement for ULTD
For UE with two transmit antenna connectors in ULTD configuration, the peak code domain error at each UE antenna connector shall not exceed -15 dB at spreading factor 4 for the parameters specified in Table 6.15 with the two transmitters configure in the same output power.
6.8.3a
Relative code domain error 

6.8.3a.1
Relative Code Domain Error

The Relative Code Domain Error is computed by projecting the error vector (as defined in 6.8.2) onto the code domain. Only the code channels with non-zero betas in the composite reference waveform are considered for this requirement. The Relative Code Domain Error for every non-zero beta code in the domain is defined as the ratio of the mean power of the projection onto that non-zero beta code, to the mean power of the non-zero beta code in the composite reference waveform. This ratio is expressed in dB. The measurement interval is one timeslot except when the mean power between slots is expected to change whereupon the measurement interval is reduced by 25 μs at each end of the slot.
In the mode of DC-HSUPA, the requirement and corresponding measurements apply to each individual carrier when the total power in each of the assigned carriers is equal to each other.
The Relative Code Domain Error is affected by both the spreading factor and beta value of the various code channels in the domain. The Effective Code Domain Power (ECDP) is defined to capture both considerations into one parameter. It uses the Nominal CDP ratio (as defined in 6.2.3), and is defined as follows for each used code, k, in the domain:

ECDPk = (Nominal CDP ratio)k + 10*log10(SFk/256)

When 16QAM is not used on any of the UL code channels in a carrier, the requirements for Relative Code Domain Error are not applicable when either or both the following channel combinations occur:

-
when the ECDP of any code channel is < -30dB

-
when the nominal code domain power of any code channel is < -20 dB

When 16QAM is used on any of the UL code channels in a carrier, the requirements for Relative Code Domain Error are not applicable when either or both the following channel combinations occur:

-
when the ECDP of any code channel is < -30dB

-
when the nominal code domain power of any code channel is < -30 dB 

The requirement for Relative Code Domain Error also does not apply for the PRACH preamble and message parts.

6.8.3a.1.1
Minimum requirement

When 16QAM is not used on any of the UL code channels, the Relative Code Domain Error shall meet the requirements in Table 6.15B for the parameters specified in Table 6.15
Table 6.15B: Relative Code Domain Error minimum requirement

	ECDP dB
	Relative Code Domain Error dB

	-21 < ECDP
	≤ -16

	-30 ≤ ECDP ≤ -21
	≤ -37 – ECDP

	ECDP < -30
	No requirement


When 16QAM is used on any of the UL code channels, the Relative Code Domain Error of the codes not using 16QAM shall meet the requirements in Table 6.15C for the parameters specified in Table 6.15.
Table 6.15C: Relative Code Domain Error minimum requirement

	ECDP dB
	Relative Code Domain Error dB

	-22 < ECDP
	≤ -18

	-30 ≤ ECDP ≤ -22
	≤ -40 – ECDP

	ECDP < -30
	No requirement


When 16QAM is used on any of the UL code channels, the Nominal CDP Ratio-weighted average of the Relative Code Domain Errors measured individually on each of the codes using 16QAM shall meet the requirements in Table 6.15D for the parameters specified in Table 6.15. The Nominal CDP Ratio-weighted average of the Relative Code Domain Errors means the sum  
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For the purposes of evaluating the requirements specified in Table 6.15D, the ECDP value is determined as the minimum of the individual ECDP values corresponding to the codes using 16QAM. 

Table 6.15D: Relative Code Domain Error minimum requirement

	ECDP dB
	Average Relative Code Domain Error dB

	-25.5 < ECDP
	≤ -18

	-30 ≤ ECDP ≤ -25.5
	≤ -43.5 – ECDP

	ECDP < -30
	No requirement


6.8.3a.1.1a
Additional requirement for DC-HSUPA

When 16QAM is not used on any of the UL code channels in a carrier, the Relative Code Domain Error in that carrier shall meet the requirements in Table 6.15B for the parameters specified in Table 6.15AA.
When 16QAM is used on any of the UL code channels in a carrier, the Relative Code Domain Error of the codes not using 16QAM in that carrier shall meet the requirements in Table 6.15C for the parameters specified in Table 6.15AA.
When 16QAM is used on any of the UL code channels in a carrier, the Nominal CDP Ratio-weighted average of the Relative Code Domain Errors measured individually on each of the codes using 16QAM in that carrier shall meet the requirements in Table 6.15D for the parameters specified in Table 6.15AA. 

For the purposes of evaluating the requirements specified in Table 6.15D, the ECDP value is determined as the minimum of the individual ECDP values corresponding to the codes using 16QAM.
6.8.3a.1.1b
Additional requirement for ULTD
For UE with two transmit antenna connectors in ULTD configuration, the Relative Code Domain Error requirement specified in Table 6.15B, Table 6.15C and Table 6.15D applies at each UE antenna connector with the two transmitters configure in the same output power.
<End of TP>
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