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1 Background
At RAN#55 in Xiamen, a new work item for RF Requirements for Multi-band and Multi-standard radio (MB-MSR) Base Station was approved [1].
This contribution adds background and objective of the Work Item to the TR [2]. Both are taken from the WID [1].
2 Proposal
It is proposed that the attached text proposal is included in TR for MB-MSR.
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4
General
Currently, MSR requirements (including contiguous and non-contiguous MSR) only apply for single band BS. For some adjacent bands, say band 8 and band 20, RF technologies is mature enough to allow a MSR base station (BS) to support simultaneous multiple band and multiple RATs transmission and/or reception through a common radio. Such a BS supporting both multi-band (MB) and MSR (including contiguous and non-contiguous) can be called MB-MSR base station. The most important feature of an MB-MSR BS is to support dynamic power sharing between different bands and hence allow operators more flexibility in the network deployment. From the site engineering point of view, an MB-MSR BS can reduce installation complexity for different bands at the same site. Furthermore, MB-MSR BS can reduce insertion loss for the antenna sharing dual-band scenario since no combiner is needed.

RF requirements for MB-MSR are not defined yet. And some of the existing MSR RF requirements based on the single band scenario cannot be directly reused for an MB-MSR base station. Therefore, both core and test requirements need to be updated for MB-MSR base station based on identified multi-band application scenarios.

One typical application scenario for MB-MSR BS is band 20 + band 8 but other band combinations in different regions (e.g. band 12/13/14/17 + band 5, band 3 + band 1, band 2 + band 4) may also be feasible.
4.1
Work item objective


The objective of MB-MSR Work Item is to specify the RF requirements for multi-band MSR (MB-MSR) BS. The requirements for MB-MSR BS are based on macro-cell deployment scenarios. The requirements based on Micro and Pico deployment scenarios will be developed in a second step. 
All single- and multi-RAT combinations (excluding only GSM+GSM) in the different bands shall be considered.

UTRA MC-HSPA as well as EUTRA Carrier Aggregation, and transmit power imbalance between bands / carriers shall be considered. The RF requirements of the existing Base Station types will remain and be applicable within their current scope.  For a MB-MSR Base Station, the new RF requirements will be applicable for that equipment.
The work will focus on the following steps:

1. Develop the framework of the RF requirements for MB-MSR BS, using band 20 + band 8 as an initial scenario. 

2. Identify additional deployment scenarios and band combinations for MB-MSR BS.
3. Define the MB-MSR BS based on common transmitter and/or receiver RF chain for the multiple bands. 

4. Creation of core requirements for MB-MSR BS for FDD for all the identified deployment scenarios and band combinations with an initial focus on the completion of requirements for band 20 and band 8.

5. The existing per band requirement should be maintained wherever possible.
6. Development of test configurations and specification of the test requirements corresponding to the modified core requirements.

The following specification work is required:

a. Core RF requirements for RAN4 MSR specifications for FDD.
b. Test requirements for RAN4 MSR specifications for FDD, derived from the core RF requirements.
<End of TP>
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