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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope

The present document is the technical report for the study item on Passive Intermodulation (PIM) handling for Base Stations, which was approved at TSG RAN#55. The objective of the WI is to investigate the passive intermodulation issue from an overall perspective and to conclude on a way forward for the PIM problem and propose corresponding requirements for the BS specifications.
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

3
Definitions, symbols and abbreviations

Delete from the above heading those words which are not applicable.

Clause numbering depends on applicability and should be renumbered accordingly.

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [x] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [x].

Definition format (Normal)

<defined term>: <definition>.

example: text used to clarify abstract rules by applying them literally.

3.2
Symbols

For the purposes of the present document, the following symbols apply:

Symbol format (EW)

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [x] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [x].

Abbreviation format (EW)

<ACRONYM>
<Explanation>

4
General

The impact of passive intermodulation (PIM) on Base Station receiver performance has been extensively discussed in RAN4 in relation to the MSR-NC work. It has been shown that the degradation depends on several factors and can in some cases be quite severe (over 10 dB). It was also concluded that putting requirements only on the BS will not solve the issue, since passive intermodulation can be generated in the complete site infra-structure, including the antennas. For this reason, the PIM issue needs to be addressed from a broader BS site and infrastructure point view in a separate study item.
4.1
Work item objective

The objective of the study item is to investigate the passive intermodulation issue from an overall perspective and to conclude on a way forward for the PIM problem and propose corresponding requirements for the BS specifications. It is proposed to primarily focus on the following steps:

1.
Understand the overall PIM mechanism, impact and level of degradation considering the PIM performance of the complete site infrastructure, including the BS.

2.
Conclude on reasonable new PIM-related requirements for the BS, set in relation to the site infra-structure PIM performance. Existing BS RF requirements and tests remain unchanged. Applicability conditions of new PIM-related requirements will be also investigated and defined.

3.
Consider and develop test methods so the PIM performance can be captured and tested properly

The following specification-related work will be required:

1.
In the BS-PIM Study Item report, identify possible site deployment aspects, possible counter measures and way forward, which should serve as a deployment guide line.

2.
Identify the corresponding requirements needed and their applicability for the BS core and test specifications, based upon the outcome of study item.

5
Scenarios for PIM

<Text will be added.>

6
PIM generation from site infra-structure

<Text will be added.>

7
PIM impact on receiver performance

<Text will be added.>

8
Deployment aspects and counter measures for PIM

<Text will be added.>

9
New PIM-related RF requirements
<Text will be added.>

<Includes possible impact on  37-series,  36-series and 25-series specifications, both for core and test specification.>

10
Testing aspects

<Text will be added.>

Annexes are only to be used where appropriate:

Annex <A>:
<Annex title>

Annexes are labelled A, B, C, etc. and are "informative"(3G TRs are informative documents by nature).

A.1
Heading levels in an annex

Heading levels within an annex are used as in the main document, but for Heading level selection, the "A.", "B.", etc. are ignored. e.g. A.1.2 is formatted using Heading 2 style.
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