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1  Introduction

In the RAN4#62bis meeting, simulation results for eDL-MIMO RI tests were invited to decide the requirements given in [1]. In this contribution, we provided the simulation results and the proposal for the RI demodulation test requirements.
2 Simulation results

Table 1 provides the simulation results for the three test cases. The simulation assumptions and RMC are defined in [2].

Table 1: Simulation results for the three RI test cases
	Test cases
	TRA/TR1
	TRA/TR2

	Test 1
	N/A
	1.2994

	Test 2
	1.1596
	N/A

	Test 3
	0.9903
	N/A


For test 1 and test 2, we propose to reuse the Rel-8/9 RI test requirements for eDL-MIMO, also outlined in [3]. For test 3, from the simulation results in Table 1 and by considering the impairment margin, 1 = 0.9 would be a suitable requirement. The proposed RI test requirements are summarized in Table 2 below: 

Table 2: Proposed requirements for the three RI test cases
	Test cases
	TRA/TR1 
	TRA/TR2 

	Test 1
	N/A
	1.0

	Test 2
	1.05
	N/A

	Test 3
	0.9
	N/A


3 Conclusion

In this contribution, we provided the simulation results based on the latest simulation assumptions for RI test, and gave the following proposal for the requirements: 

	Test cases
	TRA/TR1
	TRA/TR2

	Test 1
	N/A
	1.0

	Test 2
	1.05
	N/A

	Test 3
	0.9
	N/A
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