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1. Introduction
In this contribution we provide the simulation results for synchronous networks with 2 interfering cells.  TM2 and TM6 are considered in this contribution.
2. Simulation Assumptions
Simulation assumptions as described in R4-122201 are mentioned in table 1 below. The simulations in this contribution followed these assumptions with few exceptions noted below the table.
Table 1: Simulation Assumptions

	Parameter
	Scenario 1-1 (TM2)
	Scenario 1-2 (TM6)

	Carrier frequency
	2 GHz

	System bandwidth
	10 MHz

	Transmission mode in serving cell
	TM2
	TM6

	Transmission mode in interfering cells
	TM3
	TM4

	MIMO configuration
	2x2, medium correlation
	2x2, low correlation

	Channel model and Doppler frequency for target and interfering cells
	EVA5 (also higher velocities can be considered in additions)
Use different channel seed for between cells

	Number of interfering cells
	1 & 2 to be considered

	Geometry
	G=-2.5dB and G=0dB

	DIP values
	At G=-2.5dB: DIP1= -1.73dB and DIP2=-8.66dB

At G=0dB: DIP1=-2.0561dB and DIP2=-8.2463dB

	CRS configuration
	2 CRS ports with planning (non-colliding)

	CSI-RS configuration
	None
	None

	MCS for target signal
	Fixed MCS as follows:

#10, #11 for G=0dB, and #7, #8 for G=-2.5 dB as baseline

	PMI for target signal
	N/A
	Follow wideband PMI

	HARQ
	8 HARQ processes and max 4 transmissions

	Feedback periodicity for target signal
	Feedback periodicity: 5 msec

Feedback delay: 8 msec

	PMI granularity and rank of interfering signals (% of rank-1 and % of rank-2)
	Randomly changing per sub-band from subframe to subframe as baseline.

Randomly changing per sub-band per 10 msec periodicity by interested companies

Frequency granularity is 6 PRBs

	
	[80% rank-1,20% rank-2]
	80% rank-1, 20% rank-2

	Modulation in interfering cells
	Fixed modulation order: QPSK or 16QAM

	PCFICH
	CFI = 2

	PCFICH/PDCCH detection
	Not considered

	Resource allocation
	50 PRBs 

	Cyclic prefix
	Normal

	Simulation length
	10000 sub-frames at minimum


Simulation assumptions exceptions:

1. Rank is fixed to 1 for interfering cells
2. PMI for interfering cells is random every 1ms
3. Only 1 serving and 2 interferers case is presented

4. SF mask for serving cell used: 1111101111 ( no scheduling on SF5

3. Simulation Results 
Table 2: TM2 Simulation Results for EVA5 Med Correlation
	TM2
Tput
	Geometry -2.5 dB
	Geometry 0 dB

	
	1 cell
Tput (Mbps)
	1 cell
(%age of peak tput)
	3 cells
Tput (Mbps)
	3 cells
(%age of peak tput)
	1 cell
Tput (Mbps)
	1 cell
(%age of peak tput)
	3 cells
Tput (Mbps)
	1 cells
(%age of peak tput)

	MCS 7
	3.12
	55.9%
	3.65
	65.4%
	4.76
	85.3%
	5.07
	90.9%

	MCS 8
	3.14
	50.1%
	3.59
	57.2%
	4.73
	75.4%
	5.22
	83.2%

	MCS 10
	2.84
	39.5%
	3.25
	45.2%
	4.2
	58.4%
	4.67
	64.9%

	MCS 11
	2.9
	36.8%
	3.32
	42.1%
	4.31
	54.7%
	4.77
	60.5%


Table 3: TM6 Simulation Results for EVA5 Low Correlation
	TM6
Tput
	Geometry -2.5 dB
	Geometry 0 dB

	
	1 cell
Tput (Mbps)
	1 cell
(%age of peak tput)
	3 cells
Tput (Mbps)
	3 cells
(%age of peak tput)
	1 cell
Tput (Mbps)
	1 cell
(%age of peak tput)
	3 cells
Tput (Mbps)
	1 cells
(%age of peak tput)

	MCS 7
	3.48
	62.4%
	4.54
	81.4%
	5.09
	91.2%
	5.41
	97.0%

	MCS 8
	3.4
	54.2%
	4.54
	72.4%
	5.23
	83.4%
	5.86
	93.4%

	MCS 10
	3.12
	43.4%
	4.13
	57.4%
	4.8
	66.7%
	6
	83.4%

	MCS 11
	3.25
	41.2%
	4.24
	53.8%
	4.83
	61.3%
	6.21
	78.8%
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