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	Other comments:
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	Additional signaling should be defined in 36.331 to support UE to eNB indication of supported channel bandwidth combination set.


< start of changes >
5.6A.1
Channel bandwidths per operating band for CA

The requirements in this specification apply to the combination of CA bandwidth class and CA operating bands shown in Table 5.6A.1-1. 

Carrier aggregation configuration refers to a combination of carrier aggregation operating band and carrier aggregation bandwidth class supported by a UE. Indexing letter in CA configuration acronym refers to supported CA bandwidth class. In case no CA bandwidth class is labelled acronym refers to all specified combinations of CA bandwidth class and CA operating band.

DL component carrier combinations for a given CA configuration shall be symmetrical in relation to channel centre unless stated otherwise in Table 5.6A.1-1 or 5.6A.1-2.

Table 5.6A.1-1: Supported CC combinations per CA configuration for intra-band contiguous CA

	CA Configuration / NRB_agg
	Bandwidth Combination Set

	CA Configuration
	E-UTRA Band
	50RB+100RB

(10 MHz + 20 MHz)
	75RB+75RB

(15 MHz + 15 MHz)
	100RB+100RB

(20 MHz + 20 MHz)
	

	CA_1C
	1
	
	Yes
	Yes
	0

	CA_40C
	40
	Yes
	Yes
	Yes
	0

	Note 1: If the same CA configuration is defined for DL and UL, the corresponding bandwidth combination sets are identical.


Table 5.6A.1-2: Supported E-UTRA bandwidths per CA configuration for inter-band CA

	CA operating / Channel bandwidth
	Bandwidth Combination Set

	CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	

	CA_1A-5A
	1
	
	
	
	Yes
	
	
	0

	
	5
	
	
	
	Yes
	
	
	

	Note 1: If the same CA configuration is defined for DL and UL, the corresponding bandwidth combination sets are identical.


5.6B
Channel bandwidth for UL-MIMO

< end of changes >
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