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1
Introduction

The text proposal for the general RRM performance requirements for the E-UTRA CA class A1 - Low-high band combination without harmonic relation between bands for 2DL/1UL configuration, which does not require the relaxation of UE receiver reference sensitivity, was agreed in RAN#62Bis [1]. In this contribution, we present the text proposal of RRM performance requirements to cover all inter-band CA combinations/configurations that require relaxation of UE receiver reference sensitivity for [2]. The TP is based on the discussion presented in [3].

2
Text Proposal
<Start of changes>
5.3

RRM specific

The RRM requirements will be impacted by the relaxation of the reference sensitivity for UEs supporting inter-band carrier aggregation. Table 5.3-1 lists the required modification of the RRM requirements in TS 36.133. Similar requirements for Rel-10 with only 1 UL carrier will be introduced in Rel-10 of TS 36.133. 
Table 5.3-1 Modification of the RRM requirements in TS 36.133 for Inter-Band carrier aggregations. .
	Section
	Requirements
	Proposed changes in RRM Requirements

	9.1
	E-UTRAN measurements
	

	
	Table 9.1.2.1-1: RSRP Intra frequency absolute accuracy
	For the UE which supports an inter-band carrier aggregation configuration with 1 uplink carrier in one E-UTRA band, the Io level in these tables will be increased by the amount given in ΔRIB,c for 1 uplink carrier configuration for the applicable E-UTRA bands of the inter-band carrier aggregation. 
For the UE which supports an inter-band carrier aggregation configuration with 2 uplink carriers, one in each E-UTRA band, the Io level in these tables will be increased by the amount given in ΔRIB,c for 2 uplink carrier configuration for the applicable E-UTRA bands of the inter-band carrier aggregation.

	
	Table 9.1.2.2-1: RSRP Intra frequency relative accuracy
	

	
	Table 9.1.2.3-1: RSRP Intra frequency absolute accuracy under time domain measurement resource

restriction
	

	
	Table 9.1.2.4-1: RSRP Intra frequency relative accuracy under time domain measurement resource

restriction
	

	
	Table 9.1.3.1-1: RSRP Inter frequency absolute accuracy
	

	
	Table 9.1.3.2-1: RSRP Inter frequency relative accuracy
	

	
	Table 9.1.5.1-1: RSRQ Intra frequency absolute accuracy
	

	
	Table 9.1.5.2-1: RSRQ Intra frequency absolute accuracy under time domain measurement resource

restriction
	

	
	Table 9.1.6.1-1: RSRQ Inter frequency absolute accuracy
	

	
	Table 9.1.6.2-1: RSRQ Inter frequency relative accuracy
	

	
	Table 9.1.9.1-1: UE Rx – Tx time difference measurement accuracy
	

	
	Table 9.1.10.1-1: RSTD measurement accuracy
	

	
	Table 9.1.10.2-1: RSTD measurement accuracy
	

	Annex B
	Conditions for RRM requirements applicability for operating bands
	

	
	Table B.1.1-1 Conditions for measurements of intra-frequency E-UTRAN cells for cell re-selection
	For the UE which supports an inter-band carrier aggregation configuration with 1 uplink carrier in one E-UTRA band, the RSRP and SCH_RP levels in these tables will be increased by the amount given in ΔRIB,c for 1 uplink carrier configuration for the applicable E-UTRA bands of the inter-band carrier aggregation.

For the UE which supports an inter-band carrier aggregation configuration with 2 uplink carriers, one in each E-UTRA band, the RSRP and SCH_RP levels in these tables will be increased by the amount given in ΔRIB,c for 2 uplink carrier configuration for the applicable E-UTRA bands of the inter-band carrier aggregation.

	
	Table B.2.1-1. E-UTRAN intra-frequency measurements
	

	
	Table B.2.3-1. E-UTRAN inter-frequency measurements
	

	
	Table B.2.4-1. E-UTRAN inter-frequency measurements with autonomous gaps
	

	
	Table B.2.5-1 E-UTRAN OTDOA intra-frequency RSTD measurements
	

	
	Table B.2.7-1. Measurements of the secondary component carrier with deactivated SCell
	

	
	Table B.2.8-1 E-UTRAN intra-frequency measurements under time domain measurement resource

Restriction
	

	
	Table B.3.1-1 Intra-frequency absolute RSRP and RSRQ Accuracy Requirements
	

	
	Table B.3.8-1 Intra-frequency relative RSRP accuracy requirements
	


<End of changes>
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