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1 Introduction

In RAN4 #63, introduction of bandwidth combination subsets for inter-band CA had been discussed as [1], [2], [3]. As most of the operators may not need to support all of the bandwidth combination defined in WID, using bandwidth combination subsets will speed up the completion of work items. As operator acquires more spectrums in their CA bands, this could be updated by submitting CRs in the future.
2 Addition of Bandwidth Combination Subset
Table 1 shows proposed bandwidth combination subset for Inter-band CA Band 3 and Band 8. As operator using this CA combination likely to operate with 5MHz+10MHz and 10MHz+10MHz for the downlink, the best way to complete this current on-going work item is to define subset supporting this combination only. Phased approach can be used for the future addition of subsets and this can be incorporated using CRs to the relevant specifications.
Table 1. Proposed Bandwidth Combination Subset for LTE_CA_B3_B8
	E-UTRA band / channel bandwidth
	Bandwidth Combination Set

	E-UTRA CA Band
	E-UTRA Bands
	5 MHz
	10  MHz
	15 MHz
	20  MHz
	

	B3+B8
	3
	
	Yes
	Yes
	Yes
	0

	
	8
	Yes
	Yes
	
	
	

	
	3
	
	Yes
	
	
	1

	
	8
	Yes
	Yes
	
	
	


3 Proposal
 As the rapporteur of LTE_CA_B3_B8 Work Item, I would like to propose below:
Proposal 1: Bandwidth Combination Subset to be added in the WID
Proposal 2: Updated WID to be approved in RAN #57
Proposal 3: Bandwidth Combination Subset to be incorporated in TR36.850
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