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9.2.6
Co-existence with UTRA-TDD and/or E-UTRA TDD

9.2.6.1
Operation in the same geographic area

This requirement may be applied to geographic areas in which both UTRA-TDD and/or E-UTRA TDD and UTRA-FDD Repeaters are deployed. 

9.2.6.1.1
Minimum Requirement

In the down-link direction of the Repeater the power of any spurious emission shall not exceed:

Table 9.14: UTRA Repeater down-link spurious emissions limits in geographic coverage area of UTRA-TDD and/or E-UTRA TDD

	System type operating in the same geographical area
	Band for co-existence requirement
	Maximum Level
	Measurement Bandwidth
	Note

	UTRA TDD Band a) or
E-UTRA Band 33
	1900 ‑ 1920 MHz
	-52 dBm
	1 MHz
	

	UTRA TDD Band a) or
E-UTRA Band 34
	2010 ‑ 2025 MHz
	-52 dBm
	1 MHz
	

	UTRA TDD Band d) or
E-UTRA Band 38
	2570 ‑ 2610 MHz
	-52 dBm
	1 MHz
	

	UTRA TDD Band f) or
E-UTRA Band 39
	1880 – 1920 MHz
	-52 dBm
	1 MHz
	Applicable in China

	UTRA TDD in Band e)
or E-UTRA Band 40
	2300 – 2400 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 41
	2496 - 2690 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 42
	3400 – 3600 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 43
	3600 – 3800 MHz
	-52 dBm
	1 MHz
	

	NOTE 1:
The co-existence requirements do not apply for the 10 MHz frequency range immediately outside the repeaters operating band (see Table 4.1). Emission limits for this excluded frequency range may be covered by local or regional requirements.

NOTE 2:
The table above assumes that two operating bands, where the frequency ranges would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-existence requirements may apply that are not covered by the 3GPP specifications.


In the up-link direction of the Repeater the power of any spurious emission shall not exceed:

Table 9.14A: UTRA Repeater up-link spurious emissions limits in geographic coverage area of UTRA-TDD and/or E-UTRA TDD

	System type operating in the same geographical area
	Band for co-existence requirement
	Maximum Level
	Measurement Bandwidth
	Note

	UTRA TDD Band a) or 
E-UTRA Band 33
	1900 ‑ 1920 MHz
	-53 dBm
	100 kHz
	This requirement is applied only to UTRA FDD Repeater operating in band I,  band II or band XXV.

	
	1900 ‑ 1920 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band I,  band II or band XXV.

	UTRA TDD Band a) or 
E-UTRA Band 34
	2010 ‑ 2025 MHz
	-52 dBm
	1 MHz
	

	UTRA TDD Band d) or 
E-UTRA Band 38
	2570 ‑ 2610 MHz
	-53 dBm
	100 kHz
	This requirement is applied only to UTRA FDD Repeater operating in band VII.

	
	2570 ‑ 2610 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VII.

	UTRA TDD Band f) or 
E-UTRA Band 39
	1880 – 1920 MHz
	-53 dBm
	100 kHz
	Applicable in China.

This requirement is applied only to UTRA FDD Repeater operating in band I, band II or band XXV.

	
	1880 – 1920 MHz
	-52 dBm
	1 MHz
	Applicable in China.

This requirement does not apply to UTRA FDD Repeater operating in band I, band II or band XXV.

	UTRA TDD in Band e) or
E-UTRA Band 40
	2300 – 2400 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 41
	2496 - 2690 MHz
	-53 dBm
	100 kHz
	This requirement is applied only to UTRA FDD Repeater operating in band VII.

	
	2496 - 2690 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VII.

	E-UTRA Band 42
	3400 – 3600 MHz
	-53 dBm
	100 kHz
	This requirement is applied only to UTRA FDD Repeater operating in band XXII.

	
	3400 – 3600 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XXII.

	E-UTRA Band 43
	3600 – 3800 MHz
	-52 dBm
	1 MHz
	

	NOTE 3:
The co-existence requirements do not apply for the 10 MHz frequency range immediately outside the repeaters operating band (see Table 4.1). Emission limits for this excluded frequency range may be covered by local or regional requirements.

NOTE 4:
The table above assumes that two operating bands, where the frequency ranges would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-existence requirements may apply that are not covered by the 3GPP specifications.


NOTE 1:
The requirements of -53dBm/100kHz in Table 9.14A for the up link direction of the Repeater reflect what can be achieved with present state of the art technology and are based on a coupling loss of 73 dB between a Repeater and a UTRA TDD BS receiver.

NOTE 2:
The requirements shall be reconsidered when the state of the art technology progresses.

9.2.6.2
Co-located Repeaters and UTRA-TDD and/or E-UTRA TDD base stations

This requirement may be applied for the protection of UTRA-TDD BS receivers when UTRA-TDD BS and UTRA-FDD Repeater are co-located. 

9.2.6.2.1
Minimum Requirement

In the down-link direction of the Repeater the power of any spurious emission shall not exceed:

Table 9.15: UTRA Repeater down-link spurious emissions limits for protection of co-located UTRA TDD and/or E-UTRA TDD BS receiver

	Type of co-located Base Station
	Band for co-location requirement
	Maximum Level
	Measurement Bandwidth
	Note

	UTRA TDD Band a) or 
E-UTRA Band 33
	1900 ‑ 1920 MHz
	-86 dBm
	1 MHz
	

	UTRA TDD Band a) or 
E-UTRA Band 34
	2010 ‑ 2025 MHz
	-86 dBm
	1 MHz
	

	UTRA TDD Band d) or 
E-UTRA Band 38
	2570 ‑ 2610 MHz
	-86 dBm
	1 MHz
	

	UTRA TDD Band f) or 
E-UTRA Band 39
	1880 - 1920MHz
	-86 dBm
	1 MHz
	Applicable in China

	UTRA TDD Band e) or 
E-UTRA Band 40
	2300 - 2400MHz
	-86 dBm
	1 MHz
	

	E-UTRA Band 41
	2496 - 2690 MHz
	-86 dBm
	1 MHz
	

	E-UTRA Band 42
	3400 - 3600 MHz
	-86 dBm
	1 MHz
	

	E-UTRA Band 43
	3600 - 3800 MHz
	-86 dBm
	1 MHz
	

	NOTE 1:
The co-existence requirements do not apply for the 10 MHz frequency range immediately outside the repeaters operating band (see Table 4.1). Emission limits for this excluded frequency range may be covered by local or regional requirements.

NOTE 2:
The table above assumes that two operating bands, where the frequency ranges would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-existence requirements may apply that are not covered by the 3GPP specifications.


In the up-link direction of the Repeater the power of any spurious emission shall not exceed:

Table 9.15A: UTRA Repeater up-link spurious emissions limits for protection of co-located UTRA TDD and/or E-UTRA TDD BS receiver

	Type of co-located Base Station
	Band for co-location requirement
	Maximum Level
	Measurement Bandwidth
	Note

	UTRA TDD Band a) or 
E-UTRA Band 33
	1900 ‑ 1920 MHz
	-53 dBm
	100 kHz
	This requirement is applied only to UTRA FDD Repeater operating in band I, band II or band XXV.

	
	1900 ‑ 1920 MHz
	-86 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band I, band II or band XXV.

	UTRA TDD Band a) or 
E-UTRA Band 34
	2010 ‑ 2025 MHz
	-83 dBm
	100 kHz
	This requirement is applied only to UTRA FDD Repeater operating in band I.

	
	2010 ‑ 2025 MHz
	-86 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band I

	UTRA TDD Band d) or 
E-UTRA Band 38
	2570 ‑ 2610 MHz
	-53 dBm
	100 kHz
	This requirement is applied only to UTRA FDD Repeater operating in band VII.

	
	2570 ‑ 2610 MHz
	-86 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VII.

	UTRA TDD Band f) or 
E-UTRA Band 39
	1880 – 1920 MHz
	-53 dBm
	100 kHz
	Applicable in China.

This requirement is applied only to UTRA FDD Repeater operating in band I, band II or band XXV.

	
	1880 – 1920 MHz
	-86 dBm
	1 MHz
	Applicable in China.

This requirement does not apply to UTRA FDD Repeater operating in band I, band II or band XXV.

	UTRA TDD in Band e) or 
E-UTRA Band 40
	2300 – 2400 MHz
	-86 dBm
	1 MHz
	

	E-UTRA Band 41
	2496 - 2690 MHz
	-53 dBm
	100 kHz
	This requirement is applied only to UTRA FDD Repeater operating in band VII.

	
	2496 - 2690 MHz
	-86 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VII.

	E-UTRA Band 42
	3400 – 3600 MHz
	-53 dBm
	100 kHz
	This requirement is applied only to UTRA FDD Repeater operating in band XXII.

	
	3400 – 3600 MHz
	-86 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XXII.

	E-UTRA Band 43
	3600 – 3800 MHz
	-86 dBm
	1 MHz
	

	NOTE 4:
The co-location requirements do not apply for the 10 MHz frequency range immediately outside the repeaters operating band (see Table 4.1). Emission limits for this excluded frequency range may be covered by local or regional requirements.

NOTE 5:
The table above assumes that two operating bands, where the frequency ranges would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-location requirements may apply that are not covered by the 3GPP specifications.


NOTE 1:
The requirements of -53dBm/100kHz in Table 9.15A for the up link direction of the Repeater reflect what can be achieved with present state of the art technology and are based on a coupling loss of 73 dB between a Repeater and a UTRA TDD BS receiver.

NOTE 2:
The requirements of -83dBm/100kHz in Table 9.15A for the up link direction of the Repeater reflect what can be achieved with present state of the art technology and are based on a coupling loss of 43 dB between a Repeater and a UTRA TDD BS receiver.

NOTE 3:
The requirements shall be reconsidered when the state of the art technology progresses.

<< Next Modified Section >>
11.2.2
Minimum Requirement - Co-location with UTRA-TDD and/or E-UTRA TDD

An additional input intermodulation requirement may be applied for the protection of FDD BS receivers when UTRA TDD and/or E-UTRA TDD is co-located with a UTRA FDD Repeater.

The requirements in this chapter assume a 30 dB coupling loss between transmitter and receiver.

The current state-of-the-art technology does not allow a single generic solution for co-location with UTRA-TDD on adjacent frequencies for 30dB BS-Repeater minimum coupling loss. 

However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [5].

Table 11.2A: Input intermodulation requirements for interfering signals in UTRA and E-UTRA TDD systems

	Co-located other system
	Frequency of interfering signals
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth

	UTRA TDD Band a) or
E-UTRA Band 33
	1900 - 1920 MHz
	+16 dBm
	2 CW carriers
	1 MHz

	UTRA TDD Band a) or 
E-UTRA Band 34
	2010 – 2025 MHz
	+16 dBm
	2 CW carriers
	1 MHz

	UTRA-TDD Band d) or
 E-UTRA Band 38
	2585 - 2620 MHz
	+16 dBm
	2 CW carriers
	1 MHz

	UTRA TDD Band f) or 
E-UTRA Band 39
	1880 - 1920MHz
	+16 dBm
	2 CW carriers
	1 MHz

	UTRA TDD Band e) or 
E-UTRA Band 40
	2300 - 2400MHz
	+16 dBm
	2 CW carriers
	1 MHz

	E-UTRA Band 41
	2496 - 2690 MHz
	+16 dBm
	2 CW carriers
	1 MHz

	E-UTRA Band 42
	3400 - 3600 MHz
	+16 dBm
	2 CW carriers
	1 MHz

	E-UTRA Band 43
	3600 - 3800 MHz
	+16 dBm
	2 CW carriers
	1 MHz

	NOTE 1:
The co-location requirements in Table 11.2A do not apply when the repeaters pass band frequency range is adjacent to the frequency range of the co-location requirement in the Table 11.2A. The current state-of-the-art technology does not allow a single generic solution for co-location with other system on adjacent frequencies for 30 dB Repeater-BS minimum coupling loss. However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [5]
NOTE 2: 
The table above assumes that two operating bands, where the frequency ranges would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-existence requirements may apply that are not covered by the 3GPP specifications.
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