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<FIRST MODIFICATION>

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [26] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [26].

1x RTT
CDMA2000 1x Radio Transmission Technology

ARQ
Automatic Repeat Request

AWGN
Additive White Gaussian Noise

BCCH
Broadcast Control Channel

BCH
Broadcast Channel

CA
Carrier Aggregation
CCCH SDU
Common Control Channel SDU 

CGI
Cell Global Identifier

CPICH
Common Pilot Channel

CPICH Ec/No
CPICH Received energy per chip divided by the power density in the band

CRS
Cell-specific Reference Signals
C-RNTI
Cell RNTI

DCCH
Dedicated Control Channel

DL
Downlink

DRX
Discontinuous Reception

DTCH
Dedicated Traffic Channel

DUT
Device Under Test 

E-CID
Enhanced Cell-ID (positioning method)
ECGI
Evolved CGI
eNB
E-UTRAN NodeB

E-UTRA
Evolved UTRA

E-UTRAN
Evolved UTRAN

FDD
Frequency Division Duplex

GERAN
GSM EDGE Radio Access Network

GSM
Global System for Mobile communication

HARQ
Hybrid Automatic Repeat Request
HO
Handover

HRPD
High Rate Packet Data

LPP
LTE Positioning Protocol

MAC 
Medium Access Control

MDT
Minimization of Drive Tests

OCNG
OFDMA Channel Noise Generator

OFDM
Orthogonal Frequency Division Multiplexing

OFDMA
Orthogonal Frequency Division Multiple Access 

OTDOA
Observed Time Difference of Arrival

PBCH
Physical Broadcast Channel

P-CCPCH
Primary Common Control Physical Channel

PCell
Primary Cell
PCFICH
Physical Control Format Indicator CHannel

PDCCH
Physical Downlink Control CHannel

PDSCH
Physical Downlink Shared CHannel

PHICH
Physical Hybrid-ARQ Indicator CHannel

PLMN
Public Land Mobile Network

PMCH
Physical Multicast Channel

PRACH
Physical Random Access CHannel

PRS
Positioning Reference Signal

PSS
Primary Synchronization Signal

PUCCH
Physical Uplink Control CHannel

PUSCH
Physical Uplink Shared Channel
RSCP
Received Signal Code Power

RSRP
Reference Signal Received Power

RSRQ
Reference Signal Received Quality

RSSI
Received Signal Strength Indicator

RSTD
Reference Signal Time Difference

QAM
Quadrature Amplitude Modulation

RACH
Random Access Channel

RAT
Radio Access Technology

RNC
Radio Network Controller

RNTI
Radio Network Temporary Identifier

RRC
Radio Resource Control

RRM
Radio Resource Management

SCH
Synchronization Channel

SCell
Secondary Cell
SDU
Service Data Unit

SFN
System Frame Number 

SI
System Information

SON
Self Optimized Network

SSS
Secondary Synchronization Signal

TDD
Time Division Duplex

TTI
Transmission Time Interval

UE
User Equipment
UL
Uplink

UMTS
Universal Mobile Telecommunication System

UTRA
Universal Terrestrial Radio Access

UTRAN


Universal Terrestrial Radio Access Network
<END OF FIRST MODIFICATION>

<SECOND MODIFICATION>

A.3.4
ABS Transmission Configurations

A.3.4.1
Non-MBSFN ABS Transmission Configurations

A.3.4.1.1
Non-MBSFN ABS Transmission, 1x2 antenna with PBCH

Table A.3.4.1.1-1: Transmission configuration with non-MBSFN ABS, 1x2 with PBCH  

	Physical Channels and Signals
	Parameters
	EPRE, [dB]

	
	
	Non-ABS
	ABS

	PBCH
	PBCH_RA
	0
	0

	
	PBCH_RB
	0
	0

	PSS
	PSS_RA
	0
	0

	SSS
	SSS_RA
	0
	0

	PCFICH
	PCFICH_RB
	0
	      0 Note 1

	PHICH
	PHICH_RA
	0
	-Inf

	
	PHICH_RB
	0
	-Inf

	PDCCH
	PDCCH_RA
	0
	     0 Note 1

	
	PDCCH_RB
	0
	     0 Note 1

	PDSCH
	PDSCH_RA
	0
	     0 Note 1

	
	PDSCH_RB
	0
	     0 Note 1

	OCNG
	OCNG_RA
	0
	-Inf

	
	OCNG_RB
	0
	-Inf

	NOTE 1: Only used for SIB1, otherwise EPRE is –Inf
NOTE 2: 1x2 antenna configuration is assumed


A.3.4.1.2
Non-MBSFN ABS Transmission, 2x2 antenna without PBCH

Table A.3.4.1.2-1: Transmission configuration #1 with non-MBSFN ABS, 2x2 without PBCH
	Physical Channels and Signals
	Parameters
	EPRE, [dB]

	
	
	Non-ABS
	ABS

	PBCH
	PBCH_RA
	-3
	-Inf

	
	PBCH_RB
	-3
	-Inf

	PSS
	PSS_RA
	-3
	-3

	SSS
	SSS_RA
	-3
	-3

	PCFICH
	PCFICH_RB
	1
	-Inf

	PHICH
	PHICH_RA
	-3
	-Inf

	
	PHICH_RB
	-3
	-Inf

	PDCCH
	PDCCH_RA
	1
	-Inf

	
	PDCCH_RB
	1
	-Inf

	PDSCH
	PDSCH_RA
	-3
	-Inf

	
	PDSCH_RB
	-3
	-Inf

	OCNG
	OCNG_RA
	-3
	-Inf

	
	OCNG_RB
	-3
	-Inf

	NOTE: 2x2 antenna configuration is assumed


Table A.3.4.1.2-2: Transmission configuration #2 with non-MBSFN ABS, 2x2 without PBCH 
	Physical Channels and Signals
	Parameters
	EPRE, [dB]

	
	
	Non-ABS
	ABS

	PBCH
	PBCH_RA
	-3
	-Inf

	
	PBCH_RB
	-3
	-Inf

	PSS
	PSS_RA
	-3
	-3

	SSS
	SSS_RA
	-3
	-3

	PCFICH
	PCFICH_RB
	1
	-Inf

	PHICH
	PHICH_RA
	-3
	-Inf

	
	PHICH_RB
	-3
	-Inf

	PDCCH
	PDCCH_RA
	-3
	-Inf

	
	PDCCH_RB
	-3
	-Inf

	PDSCH
	PDSCH_RA
	-3
	-Inf

	
	PDSCH_RB
	-3
	-Inf

	OCNG
	OCNG_RA
	-3
	-Inf

	
	OCNG_RB
	-3
	-Inf

	NOTE: 2x2 antenna configuration is assumed


A.3.4.2
MBSFN ABS Transmission Configurations

A.3.4.2.1
MBSFN ABS Transmission, 1x2 antenna  

Table A.3.4.2.1-1: Transmission configuration with MBSFN ABS, 1x2  

	Physical Channels and Signals
	Parameters
	EPRE, [dB]

	
	
	Non-ABS
	ABS

	PBCH
	PBCH_RA
	0
	N/A

	
	PBCH_RB
	0
	N/A

	PSS
	PSS_RA
	0
	N/A

	SSS
	SSS_RA
	0
	N/A

	PCFICH
	PCFICH_RB
	0
	-Inf

	PHICH
	PHICH_RA
	0
	-Inf

	
	PHICH_RB
	0
	-Inf

	PDCCH
	PDCCH_RA
	0
	-Inf

	
	PDCCH_RB
	0
	-Inf

	PDSCH
	PDSCH_RA
	0
	-Inf

	
	PDSCH_RB
	0
	-Inf

	PMCH
	PMCH_RA
	0
	-Inf

	
	PMCH_RB
	0
	-Inf

	OCNG
	OCNG_RA
	0
	-Inf

	
	OCNG_RB
	0
	-Inf

	NOTE: 1x2 antenna configuration is assumed


A.3.4.2.2
MBSFN ABS Transmission, 2x2 antenna 

Table A.3.4.2.2-1: Transmission configuration #1 with MBSFN ABS, 2x2 

	Physical Channels and Signals
	Parameters
	EPRE, [dB]

	
	
	Non-ABS
	ABS

	PBCH
	PBCH_RA
	-3
	N/A

	
	PBCH_RB
	-3
	N/A

	PSS
	PSS_RA
	-3
	N/A

	SSS
	SSS_RA
	-3
	N/A

	PCFICH
	PCFICH_RB
	1
	-Inf

	PHICH
	PHICH_RA
	-3
	-Inf

	
	PHICH_RB
	-3
	-Inf

	PDCCH
	PDCCH_RA
	1
	-Inf

	
	PDCCH_RB
	1
	-Inf

	PDSCH
	PDSCH_RA
	-3
	-Inf

	
	PDSCH_RB
	-3
	-Inf

	PMCH
	PMCH_RA
	-3
	-Inf

	
	PMCH_RB
	-3
	-Inf

	OCNG
	OCNG_RA
	-3
	-Inf

	
	OCNG_RB
	-3
	-Inf

	NOTE: 2x2 antenna configuration is assumed


Table A.3.4.2.2-2: Transmission configuration # 2 with MBSFN ABS, 2x2 
	Physical Channels and Signals
	Parameters
	EPRE, [dB]

	
	
	Non-ABS
	ABS

	PBCH
	PBCH_RA
	-3
	N/A

	
	PBCH_RB
	-3
	N/A

	PSS
	PSS_RA
	-3
	N/A

	SSS
	SSS_RA
	-3
	N/A

	PCFICH
	PCFICH_RB
	1
	-Inf

	PHICH
	PHICH_RA
	-3
	-Inf

	
	PHICH_RB
	-3
	-Inf

	PDCCH
	PDCCH_RA
	-3
	-Inf

	
	PDCCH_RB
	-3
	-Inf

	PDSCH
	PDSCH_RA
	-3
	-Inf

	
	PDSCH_RB
	-3
	-Inf

	PMCH
	PMCH_RA
	-3
	-Inf

	
	PMCH_RB
	-3
	-Inf

	OCNG
	OCNG_RA
	-3
	-Inf

	
	OCNG_RB
	-3
	-Inf

	NOTE: 2x2 antenna configuration is assumed


<END OF SECOND MODIFICATION>
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