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1
Introduction
This contribution provides the text proposal to add additional smaller supported E-UTRA bandwidths into TR 36.850 [1] based on the revised WID RP-12087 [2].

2
Discussion

The inter-band carrier aggregation for Band 4 and Band 12 is established in work item RP-111316 [3]. It was later revised to RP-120877 which added the support for smaller bandwidth. 3GPP TR 36.850 captures the core requirements of inter-band Carrier Aggregation, the supported E-UTRA bandwidths per CA configuration are listed in Table 6.2.2.1.1-1,
6.2.2.1.1
Channel bandwidths per operating band for CA
Table 6.2.2.1.1-1: Supported E-UTRA bandwidths per CA configuration for inter-band CA
	CA operating / channel bandwidth

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	CA_4A-12A
	4
	
	
	Yes
	Yes
	
	

	
	12
	
	
	Yes
	Yes
	
	


We propose to update the table with additional smaller bandwidth support since it was approved in the revised WID. The proposed text change is in Annex A.   
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Annex A

<Start of Text Proposal>
6.2.2.1.1
Channel bandwidths per operating band for CA
Table 6.2.2.1.1-1: Supported E-UTRA bandwidths per CA configuration for inter-band CA
	CA operating / channel bandwidth

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	CA_4A-12A
	4
	Yes
	Yes
	Yes
	Yes
	
	

	
	12
	
	
	Yes
	Yes
	
	


<End of Text Proposal>
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