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Introduction
For B3 + B7 CA the RIB and IB values are still missing. Suggested values were discussed in the last meetings from both vendor and operator sides. Compromise values are suggested in this input in order to finalise B3 + B7 CA combination in time to allow inclusion in the Rel-11 specifications.
(TIB and (RIB for band 3 + band 7
We note for the values suggested in the TP below that:

· The compromise values for RIB and IB are not considering the relaxation needed for multiple CA implementations in the same terminal.
· To meet the (TIB,c requirements with state-of-the-art technology, an increase in power consumption of the UE may be required.  It is also expected that as the state-of-the-art technology evolves in the future, this possible power consumption increase can be reduced or eliminated.
Text proposal for TR 36.850
Inter band Carrier Aggregation Technical Report, Release-11 V0.4.0
----- Unchanged sections omitted -----
----- Start of TP -----
6.3.1.1.4
∆TIB and ∆RIB values
The following ILs for ETC combining band 3 + 7 were reported:

Table 6.3.1.1.4-1: Reported ILs for band 3 + 7 diplexer and quadplexers for ETC

	E-UTRA bands
	IL (dB)
	IL (dB)
	IL (dB)
	IL (dB)

	3
	0.93
	0.85
	0.5
	0.8

	7
	1.08
	0.8
	0.4
	1.0


For the reported IL values there was no or only marginal difference for the Tx/Rx paths reported. With the average IL given as:

Table 6.3.1.1.4-2: Average Tx and Rx IL for combining band 3 and band 7 for ETC
	Inter-band CA Configuration
	E-UTRA Band
	Tx IL  [dB]
	Rx IL  [dB]
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	3
	0.77
	0.77

	
	7
	0.82
	0.82


For two simultaneous DL and one UL the (TIB,c and (RIB values are given in the tables below:
 Table 6.3.1.1.4-3: ΔTIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c  [dB]

	CA_3A-7A
	3
	0.5

	
	7
	0.5


Note: To meet the (TIB,c requirements with state-of-the-art technology, an increase in power consumption of the UE may be required.  It is also expected that as the state-of-the-art technology evolves in the future, this possible power consumption increase can be reduced or eliminated.
Table 6.3.1.1.4-4: ΔRIB
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB  [dB]

	CA_3A-7A
	3
	0

	
	7
	0


----- End of TP -----
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