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1. Introduction
In RAN #59, new work item for LTE Advanced intra-band contiguous carrier aggregation in Band 39 was agreed to define the technical specifications [1]. Just as Band 38 in previous discussion, we need to define some new characteristics for this band, including coexistence analysis, A-MPR and CA requirements. The coexistence requirements between Band 39 and Band 3 were discussed in [2]. In this contribution, we discuss CA_ C_B39 coexistence with protected Band 3 and present the spurious emission limit table.
2. Discussion
In the previous meeting, intra-band contiguous carrier aggregation in Band 38 has been discussed. Band 39 is similar. Figure 1 shows band arrangement in 1805~1920 MHz. We can find that the downlink band of Band 3 adjacent to Band 39. It’s necessary for us to discuss the coexistence requirements for protecting Band 3 downlink.
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Figure 1: Band arrangement in 1805~1920 MHz
There are three channel bandwidth combinations for Band 39 intra-band carrier aggregation, including 5 MHz + 20 MHz, 10 MHz + 20 MHz and 15MHz + 20 MHz. Due to coexistence between Band 39 and Band 3 is similar with coexistence between Band 38 and Band 7, and we propose that: 
For CA Bandwidth Class C in Band 39, emission shall not exceed the levels specified in Table 1 for coexistence with protected bands.
Table 1: Band 39 coexistence spurious emission requirements
	E-UTRA  Band
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)

	CA_39C
	E-UTRA Band 22, 34, 40, 42, 44
	FDL_low 
	- 
	FDL_high
	-50
	1

	
	E-UTRA Band 43
	FDL_low 
	- 
	FDL_high
	-50
	1

	
	Frequency range
	1805
	
	1855
	-40
	1

	
	Frequency range
	1855
	
	1875
	-15.5
	5

	
	Frequency range
	1875
	
	1880
	-1.6
	5


3. Conclusion

In this contribution, we present the spurious emission limit for different bands UE co-existence. The coexistence spurious emission limit table as follows:
Band 39 coexistence spurious emission requirements

	E-UTRA  Band
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)

	CA_39C
	E-UTRA Band 22, 34, 40, 42, 44
	FDL_low 
	- 
	FDL_high
	-50
	1

	
	E-UTRA Band 43
	FDL_low 
	- 
	FDL_high
	-50
	1

	
	Frequency range
	1805
	
	1855
	-40
	1

	
	Frequency range
	1855
	
	1875
	-15.5
	5

	
	Frequency range
	1875
	
	1880
	-1.6
	5
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