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A.4.3.2
E-UTRAN FDD – UTRAN TDD: 

A.4.3.2.1
Test Purpose and Environment
A.4.3.2.1.1
Void
A.4.3.2.1.2
1.28Mcps TDD option
--- UNCHANGED TEXT ---
A.4.3.2.1.3
Void











A.4.3.2.2
Test Requirements
A.4.3.2.2.1
1.28Mcps TDD option

The cell reselection delay to lower priority is defined as the time from the beginning of time period T2, to the moment when the UE camps on cell 2, and starts to send the SYNCH-UL sequence in the UpPTS for sending the RRC CONNECTION REQUEST message on cell 2.

The cell re-selection delay to lower priority shall be less than 21 s.

The rate of correct cell reselections observed during repeated tests shall be at least 90%.

NOTE:
The cell re-selection delay to lower priority cell can be expressed as: TevaluateUTRA_TDD + TSI-UTRA
Where:

TevaluateUTRA_TDD
19.2s, See table table 4.2.2.5.2-1
TSI-UTRA
Maximum repetition period of relevant system info blocks that needs to be received by the UE to camp on a cell; 1280 ms is assumed in this test case.
This gives a total of 20.48 s, allow 21 s for lower priority cell reselection in the test case.
A.4.3.2.2.2.3
 Void
--- UNCHANGED SECTIONS ---
A.4.3.4
E-UTRAN TDD – UTRAN TDD: 

A.4.3.4.1
E-UTRA to UTRA TDD cell re-selection: UTRA is of higher priority

A.4.3.4.1.1
Test Purpose and Environment

A.4.3.4.1.1.1 Void
A.4.3.4.1.1.2
1.28 Mcps TDD option

--- UNCHANGED TEXT ---
A.4.3.4.1.1.3
 Void
A.4.3.4.1.2
Test Requirements

A.4.3.4.1.2.1 Void
A.4.3.4.1.2.2
1.28 Mpcs TDD option

--- UNCHANGED TEXT ---
A.4.3.4.1.2.3
Void
A.4.3.4.2
E-UTRA to UTRA TDD cell re-selection: UTRA is of lower priority

A.4.3.4.2.1
Test Purpose and Environment

A.4.3.4.2.1.1
 Void
A.4.3.4.2.1.2
1.28 Mcps TDD option

--- UNCHANGED TEXT ---
A.4.3.4.2.1.3
 Void
A.4.3.4.2.2
Test Requirements

A.4.3.4.2.2.1 Void
A.4.3.4.2.2.2
1.28 Mpcs TDD option

--- UNCHANGED TEXT ---
A.4.3.4.2.2.3
 Void
--- UNCHANGED SECTIONS ---
A.5.2.4
E-UTRAN TDD - UTRAN TDD Handover

A.5.2.4.1
Test Purpose and Environment

A.5.2.4.1.1
Void
A.5.2.4.1.2
1.28 Mcps TDD option

--- UNCHANGED TEXT ---
A.5.2.4.1.3
Void
A.5.2.4.2
Test Requirements

A.5.2.4.2.1
Void
A.5.2.4.2.2
1.28 Mcps TDD option

--- UNCHANGED TEXT ---
A.5.2.4.2.3
Void
A.5.2.5
E-UTRAN FDD – UTRAN TDD Handover
A.5.2.5.1
Test Purpose and Environment
A.5.2.5.1.1
Void
A.5.2.5.1.2
1.28 Mcps TDD option

--- UNCHANGED TEXT ---
A.5.2.5.1.3
Void
A.5.2.5.2
Test Requirements
A.5.2.5.2.1
Void
A.5.2.5.2.2
1.28 Mcps TDD option

--- UNCHANGED TEXT ---
A.5.2.5.2.3
Void
A.5.2.6
E-UTRAN TDD - GSM Handover

A.5.2.6.1
Test Purpose and Environment
--- UNCHANGED TEXT ---
Table A.5.2.6.1-3: Cell Specific Parameters for Handover E-UTRAN to GSM cell case (cell 2)

	Parameter
	Unit
	Cell 2 (GSM)

	
	
	T1
	T2, T3

	Absolute RF Channel Number
	
	ARFCN 1

	RXLEV
	dBm
	-85
	-75


--- UNCHANGED SECTIONS ---
A.8.7.1
E-UTRAN TDD to UTRAN TDD cell search under fading propagation conditions

A.8.7.1.1
Test Purpose and Environment

A.8.7.1.1.1
Void
A.8.7.1.1.2
1.28 Mcps TDD option

--- UNCHANGED SECTIONS ---
A.8.7.1.1.3
Void
A.8.7.1.2
Test Requirements

A.8.7.1.2.1
Void
A.8.7.1.2.2
1.28 Mcps TDD option

--- UNCHANGED SECTIONS ---
A.8.7.1.2.3
Void
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