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1. Introduction

This contribution provides an analysis of the UE requirements in support of the WCS band.  The topics of band and channel numbering (we propose Band 30), maximum output power, A-MPR, coexistence, reference sensitivity, ACS and blocking.
2. Discussion

The requirements for the UE are discussed in this section.
2.1. Band and channel numbering

Band and channel numbering are conventionally not decided until near completion of the work item to avoid unncessary shuffling of numbers in the event that the work item is not completed on schedule or other new band work items also scheduled for closure at the same time do not complete on schedule.  We note that both the WCS band and the LTE 450 band are expected to complete at RAN #60 in June.

One possible outcome is that the WCS band is assigned Band 30 and the LTE 450 band is assigned Band 31.  In that case, the channel numbers for the WCS band would be as shown below in Table 1.
Table 1.  EARFCN number in the event that WCS band is assigned Band 30

	E-UTRA Operating

Band
	Downlink
	Uplink

	
	FDL_low (MHz)
	NOffs-DL
	Range of NDL
	FUL_low (MHz)
	NOffs-UL
	Range of NUL

	30
	2350
	9770
	9770 – 9869
	2305
	27660
	27660 – 27759


2.2. Maximum output power

It was agreed in [1] that the UE should be defined as a power class 3 device with maximum output power of [23] dBm and ± [2] dB tolerance.  One concern raised regarding the maximum output power value is that the regulations limit the EIRP to 250 mW.  With an assumed antenna gain of 0 dBi, there is the potential to exceed this regulatory requirement at the maximum output power with the largest tolerance.  In practice, this is anticipated to be a rare case since UE antenna gains for form factors of interest are typically below 0 dBi and output power does not usually extend to its largest tolerance.  However, considering the severity of a regulatory requirement, especially one that has been discussed and debated for as long as the WCS band regulatory requirements have been, it may be prudent to take the more conservative approach and to set the specifications so that 250 mW can never be exceeded.
We propose that the maximum output power be set to 23 dBm with tolerance of +1/-3 dB.

In this way, the EIRP limit of 250 mW will not be exceeded for a device with 0 dBi antenna gain, and the tolerance range of 4 dB is preserved so that requirements on the absolute accuracy of the output are not unnecessarily tightened.
Table 2. UE power class

	EUTRA band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	30
	
	
	
	
	23
	+1/-3
	
	


2.3. NS and A-MPR

As agreed in [1], a new NS value will be created for the WCS band to indicate that additional emission requirements are required.  Additionally, it has been shown in [2] and [3] that A-MPR is necessary for the UE to be able to comply with these additional requirements.  A proposed A-MPR table [3] is provided below.
Table 3.  NS value

	Network Signalling value
	Requirements (subclause)
	E-UTRA Band
	Channel bandwidth (MHz)
	Resources Blocks (NRB)
	A-MPR (dB)

	NS_xy
	6.6.3.2
	30
	5, 10
	Table x.y.z


Table 4.  A-MPR table

	 Parameters
	Region A
	Region B
	Region C

	RBstart
	0 – 6
	0 – 6
	43 – 49
	36 – 45
	0 – 14

	LCRB [RBs]
	1 – 4
	5 – 12
	1 – 4
	5 – 12
	≥ 36

	 A-MPR [dB]
	≤ 3.5
	≤ 2
	≤ 3.5
	≤ 2
	≤ 2

	NOTE 1:
RBstart indicates the lowest RB index of transmitted resource blocks

NOTE 2:

LCRB is the length of a contiguous resource block allocation

NOTE 3:
For intra-subframe frequency hopping between two regions, notes 1 and 2 apply on a per slot basis.

NOTE 4:
For intra-subframe frequency hopping between two regions, the larger A-MPR value of the two regions may be applied for both slots in the subframe.


2.4. UE coexistence

The UE coexistence table will include the emission requirements, applicable when NS_xy is signaled by the network in accordance with the agreement in [1].  Additionally, the UE coexistence table must also include coexistence between the WCS band and other bands operating in North America where the band is expected to be deployed.  These include bands 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 26, 29, and 41.  In most of these cases, the frequency separation is large enough that -50 dBm/MHz can be met.  However, in the case of Band 13, its uplink has a 3rd harmonic component which lands in the downlink of the WCS band.  Therefore, a harmonic exception is proposed to be allowed for Band 13. Additionally, the frequency extent for which spurious emissions of -40 dBm/MHz applies has been limited according to [6].
	E-UTRA  Band
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	Note

	1
	E-UTRA Band 1, 7, 8, 11, 18, 19, 20, 21, 22, 26, 27, 28, 38, 40, 42, 43, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 3, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	Frequency range
	1880
	
	1895
	-40
	1
	15,27

	
	Frequency range
	1895
	
	1915
	-15.5
	5
	15,27

	
	Frequency range
	1915
	
	1920
	+1.6
	5
	15,27

	
	Frequency range 
	1884.5
	-
	1915.7
	-41
	0.3
	6, 8, 15

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	15

	2
	E-UTRA Band 4, 5, 10, 12, 13, 14, 17, 22, 23, 24, 26, 27, 28, 29, 30, 41, 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 2, 25
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	3
	E-UTRA Band 1, 7, 8, 20, 26, 27, 28, 33, 34, 38, 43, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 3
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 11, 18, 19, 21
	FDL_low 
	- 
	FDL_high
	-50
	1
	13

	
	E-UTRA Band 22, 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	13

	4
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 22, 23, 24, 25, 26, 27, 28, 29, 30, 41, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	5
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 22, 23, 24, 25, 28, 29, 30, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 26
	859
	-
	869
	-27
	1
	

	6
	E-UTRA Band 1, 9, 11, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	-
	875
	-37
	1
	

	
	Frequency range
	875
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	7

	
	
	1884.5
	-
	1915.7
	
	
	8

	7
	E-UTRA Band 1, 3, 7, 8, 20, 22, 27, 28, 29, 33, 34, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	2570 
	- 
	2575
	+1.6
	5
	15, 21, 26

	
	Frequency range
	2575
	-
	2595
	-15.5
	5
	15, 21, 26

	
	Frequency range
	2595
	-
	2620
	-40
	1
	15, 21

	8
	E-UTRA Band 1, 20, 28, 33, 34, 38, 39, 40
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA band 3
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	E-UTRA band 7
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 8
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 22, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 11, 21
	FDL_low
	-
	FDL_high
	-50
	1
	23

	
	Frequency range
	860
	-
	890
	-40
	1
	15, 23

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8, 23

	9
	E-UTRA Band 1, 11, 18, 19, 21, 26, 28, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	10
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 26, 27, 28, 29, 30, 41, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 22, 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	11
	E-UTRA Band 1, 11, 18, 19, 21, 28, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	12
	E-UTRA Band 2, 5, 13, 14, 17, 23, 24, 25, 26, 27, 30, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 4, 10
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 12
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	13
	E-UTRA Band 2, 4, 5, 10, 12, 13, 17, 23, 25, 26, 27, 29, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	769
	-
	775
	-35
	0.00625
	15

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	11, 15

	
	E-UTRA Band 14
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 24, 30
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	14

 
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 26, 27, 29, 30, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	769
	-
	775
	-35
	0.00625
	12, 15

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	11, 12, 15

	17
	E-UTRA Band 2, 5, 13, 14, 17, 23, 24, 25, 26, 27, 30, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 4, 10
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 12
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	18
	E-UTRA Band 1, 11, 21, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	-
	890
	-40
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	758
	-
	799
	-50
	1
	

	
	Frequency range
	799
	-
	803
	-40
	1
	15

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	19
	E-UTRA Band 1, 11, 21, 28, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	-
	890
	-40
	1
	9, 15

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	20
	E-UTRA Band 1, 3, 7, 8, 20, 22, 33, 34, 43
	FDL_low
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 20
	FDL_low
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 38, 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	21
	E-UTRA Band 11
	FDL_low 
	- 
	FDL_high
	-35
	1
	10, 15

	
	E-UTRA Band 1, 18, 19, 28, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 21
	FDL_low 
	- 
	FDL_high
	-50
	1
	10

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	22
	E-UTRA Band 1, 3, 7, 8, 20, 26, 27, 28, 33, 34, 38, 39, 40, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	3510
	-
	3525
	-40
	1
	15

	
	Frequency range
	3525
	-
	3590
	-50
	1
	

	23
	E-UTRA Band 4, 5, 10, 12, 13, 14, 17, 23, 24, 26, 27, 29, 30, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 2
	FDL_low 
	- 
	FDL_high
	-50
	1
	14, 15

	
	Frequency range
	1998
	-
	1999
	-21
	1
	14, 15

	
	Frequency range
	1997
	-
	1998
	-27
	1
	14, 15

	
	Frequency range
	1996
	-
	1997
	-32
	1
	14, 15

	
	Frequency range
	1995
	-
	1996
	-37
	1
	14, 15

	
	Frequency range
	1990
	-
	1995
	-40
	1
	14, 15

	24
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 26, 29, 30, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	25
	E-UTRA Band 4, 5, 10,12, 13, 14, 17, 22, 23, 24, 26, 27, 28, 29, 30, 41, 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 2
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 25
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	26
	E-UTRA Band  1, 2, 3, 4, 5, 10, 11, 12, 13, 14, 17, 18,19, 21, 22, 23, 24, 25, 26, 29, 30, 34, 40, 42, 43
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 41
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	703
	-
	799
	-50
	1
	

	
	
	799
	-
	803
	-40
	1
	15

	
	Frequency range
	851
	-
	859
	-53
	0.00625
	20

	
	E-UTRA Band 27
	FDL_low
	-
	859
	-32
	1
	20

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	27
	E-UTRA Band  1, 2, 3, 4, 5, 7, 10, 12, 13, 14, 17, 22, 23, 25, 26, 27, 29, 41, 42, 43
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	

	
	E-UTRA Band 28
	790
	-
	FDL_high
	-32
	1
	16

	
	
	FDL_low
	-
	790
	-50
	1
	

	28
	E-UTRA Band 2, 3, 5, 7, 8, 18, 19, 25, 26, 27, 34, 38, 41
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band  1, 4, 10, 22, 42, 43
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band  11, 21
	FDL_low
	-
	FDL_high
	-50
	1
	19, 24

	
	E-UTRA Band  1
	FDL_low
	-
	FDL_high
	-50
	1
	19, 25

	
	Frequency range
	758
	-
	773
	-32
	1
	15

	
	Frequency range
	773
	-
	803
	-50
	1
	

	
	Frequency range
	662
	-
	694
	-26.2
	6
	15

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8, 19

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	30
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 26, 29, 30, 41
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range 
	2200
	-
	2288 
	-40
	1
	15

	
	Frequency range
	2288
	-
	2292
	-37
	1
	15

	
	Frequency range
	2292
	-
	2296
	-31
	1
	15

	
	Frequency range
	2296
	-
	2300
	-25
	1
	15

	
	Frequency range
	2300
	-
	2320
	-13
	See Note C
	15, B, C

	
	Frequency range
	2320
	-
	2324
	-25
	1
	15

	
	Frequency range
	2324
	-
	2328
	-31
	1
	15

	
	Frequency range
	2328
	-
	2332
	-37
	1
	15

	
	Frequency range
	2332
	-
	2395
	-40
	1
	15

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	…
	
	
	
	
	
	
	

	33
	E-UTRA Band 1, 7, 8, 20, 22, 34, 38, 39, 40, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	5

	
	E-UTRA Band 3
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	34
	E-UTRA Band 1, 3, 7, 8, 11, 18, 19, 20, 21, 22, 26, 28, 33, 38,39, 40, 42, 43, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	5

	
	Frequency range 
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	5

	35
	
	
	
	
	
	
	

	36
	
	
	
	
	
	
	

	37
	
	
	-
	
	
	
	

	38
	E-UTRA Band 1,3, 8, 20, 22, 28, 29, 33, 34, 42, 43, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	2620
	- 
	2645
	-15.5
	5
	15, 22, 26

	
	Frequency range
	2645
	-
	2690
	-40
	1
	15, 22, 26

	39
	E-UTRA Band 22, 34, 40, 42, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	40
	E-UTRA Band 1, 3, 22, 26, 27, 33, 34, 39, 42, 43, 44 
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	41
	E-UTRA Band 2, 4, 5, 10, 12, 13 , 14, 17, 23, 24, 25, 26, 27, 28, 29, 30
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	42
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 10, 20, 25, 26, 27, 28, 33, 34, 38, 40, 44


	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	3

	43
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 10, 20, 25, 26, 27, 28, 33, 34, 38, 40, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	3

	
	E-UTRA Band 22
	FDL_low 
	- 
	FDL_high
	[-50]
	[1]
	3

	44
	E-UTRA Band 1, 3, 5, 8, 34, 38, 39, 40, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	NOTE 1:
FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.5-1

NOTE 2:
As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd, 4th [or 5th] harmonic spurious emissions. An exception is allowed if there is at least one individual RB within the transmission bandwidth (see Figure 5.6-1) for which the 2nd, 3rd or 4th harmonic totally or partially overlaps the measurement bandwidth (MBW).

NOTE 3:
To meet these requirements some restriction will be needed for either the operating band or protected band

NOTE 4:
N/A

NOTE 5:
For non synchronised TDD operation to meet these requirements some restriction will be needed for either the operating band or protected band

NOTE 6:
Applicable when NS_05 in section 6.6.3.3.1 is signalled by the network.

NOTE 7:
Applicable when co-existence with PHS system operating in 1884.5
-1919.6MHz. 

NOTE 8:
Applicable when co-existence with PHS system operating in 1884.5 -1915.7MHz.

NOTE 9:
Applicable when NS_08 in subclause 6.6.3.3.3 is signalled by the network

NOTE 10:
Applicable when NS_09 in subclause 6.6.3.3.4 is signalled by the network

NOTE 11:
Whether the applicable frequency range should be 793-805MHz instead of 799-805MHz is TBD 

NOTE 12:
The emissions measurement shall be sufficiently power averaged to ensure a standard deviation < 0.5 dB 

NOTE 13:
This requirement applies for 5, 10, 15 and 20 MHz E-UTRA channel bandwidth allocated within 1744.9MHz and 1784.9MHz.
NOTE 14:
To meet this requirement NS_11 value shall be signalled when operating in 2000-2020 MHz

NOTE 15:
These requirements also apply for the frequency ranges that are less than ΔfOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 from the edge of the channel bandwidth.

NOTE 16:
Applicable when NS_16  in subclause 6.6.3.3.9 is signalled by the network.

NOTE 17:
N/A
NOTE 18:
N/A
NOTE 19:
Applicable when the assigned E-UTRA carrier is confined within 718 MHz and 748 MHz and when the channel bandwidth used is 5 or 10 MHz.

NOTE 20:
Applicable when NS_15 in subclause 6.6.3.3.8 is signalled by the network.

NOTE 21:
This requirement is applicable for an uplink transmission bandwidth less than or equal to 54 RB for carriers of 15 MHz bandwidth when carrier center frequency is  within the range 2560.5 - 2562.5 MHz and for carriers of 20 MHz bandwidth when carrier center frequency is within the range 2552 - 2560 MHz. No other restrictions apply for carriers with bandwidths confined in 2500-2570 MHz.

NOTE 22:
This requirement is applicable for an uplink transmission bandwidth less than or equal to 54 RB for carriers of 15 MHz bandwidth when carrier center frequency is  within the range 2605.5 - 2607.5 MHz and for carriers of 20 MHz bandwidth when carrier center frequency is  within the range 2597 – 2605 MHz. No other restrictions apply for carriers with bandwidths confined in 2570-2615 MHz. For assigned carriers with bandwidths overlapping the frequency range 2615-2620 MHz the requirements apply with the maximum output power configured to +20 dBm in the IE P-Max.

NOTE 23  For carriers of 5 MHz channel bandwidth with carrier center frequencies (Fc) in the range 902.5MHz ≤ Fc < 907.5 MHz, the requirement applies for uplink transmission bandwidths less than or equal to 20 RB. No restrictions apply in the range 907.5 MHz ≤ Fc ≤ 912.5 MHz. For carriers of 10 MHz channel bandwidth, the requirement only applies for Fc = 910 MHz and uplink transmission bandwidths less than or equal to 32 RB with RBstart > 3.
NOTE 24:
As exceptions, measurements with a level up to the applicable requirement of -38 dBm/MHz is permitted for each assigned E-UTRA carrier used in the measurement due to 2nd harmonic spurious emissions. An exception is allowed if there is at least one individual RB within the transmission bandwidth (see Figure 5.6-1) for which the 2nd harmonic totally or partially overlaps the measurement bandwidth (MBW).
NOTE 25:
As exceptions, measurements with a level up to the applicable requirement of -36 dBm/MHz is permitted for each assigned E-UTRA carrier used in the measurement due to 3rd harmonic spurious emissions. An exception is allowed if there is at least one individual RB within the transmission bandwidth (see Figure 5.6-1) for which the 3rd harmonic totally or partially overlaps the measurement bandwidth (MBW).

NOTE 26: For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.

NOTE 27:
This requirement is applicable for an uplink transmission bandwidth less than or equal to 54 RB for carriers of 15 MHz bandwidth when carrier center frequency is  within the range 1927.5 - 1929.5 MHz and for carriers of 20 MHz bandwidth when carrier center frequency is within the range 1930 - 1938 MHz. This requirement is applicable without any other uplink transmission bandwidth restriction for channel bandwidths within the range 1920 - 1980 MHz.
NOTE B:This requirement does not apply over the frequency range spanned by the uplink channel bandwidth.

NOTE C: A measurement bandwidth of 1 MHz applies for this frequency range, except for the first 1 MHz adjacent to the channel edge where the measurement bandwidth is 0.05 MHz and 0.1 MHz for carriers of 5 MHz and 10 MHz channel bandwidth, respectively.


2.5. Reference sensitivity

To establish reference sensitivity, we first evaluate the uplink configuration required to minimize the effect of Tx noise.  Applying the method in [4] and the method in [5], we find that the uplink configuration should be limited to 25 RB’s for reference sensitivity.  This enables a full allocation for the 5 MHz channel.  For the 10 MHz channel, the 25 RB’s are placed closest to the downlink in the worst case location.

Table 5.  Uplink configuration for reference sensitivity

	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	30
	
	
	25 
	251
	
	
	FDD

	NOTE 1:
1 refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1). 




The ratio of the passband to the duplex gap is small so it is expected that the isolation requirements for the duplexer can be met without undue insertion loss.  We furthermore assume that the additional emission requirements of NS_xy have been addressed by A-MPR, as described previously, rather than by stringent filtering requirements.  However, the ISM band is in proximity and will require filter mitigation.  Furthermore, there may be the need to provide filter attenuation against in-band blockers.  Tentatively, we propose the reference sensitivity for WCS as -100 dBm and -97 dBm for 5 MHz and 10 MHz channel bandwidths, respectively.

Table 6.  Reference sensitivity

	Channel bandwidth

	E-UTRA Band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex Mode

	30
	
	
	[-100]
	 [-97]
	
	
	FDD


2.6. ACS and blocking

We do not foresee any specialized ACS requirements for this band.  However, there may be an additional in-band blocking requirement to accommodate SDARS repeaters operating in nearby spectrum assignments in the range 2336.2 – 2341.3 MHz. We therefore propose to apply the conventional ACS and to create a placeholder for a new in-band blocking case for the WCS band.  The in-band blocking requirement is subject to further investigation.
Table 7.  In-band blocking

	E-UTRA band
	Parameter
	 Unit
	Case 1
	Case 2
	Case 3
	Case 4
	Case 5

	
	 PInterferer
	 dBm
	-56
	-44
	-30
	 -30
	FFS

	
	FInterferer (offset)
	MHz
	=-BW/2 – FIoffset,case 1
&

=+BW/2 + FIoffset,case 1
	≤-BW/2 – FIoffset,case 2
&

≥+BW/2 + FIoffset,case 2
	-BW/2 – 15

&

-BW/2 – 9
	-BW/2 – 10
	≤-BW/2 – 11

	1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 11, 13, 14, 18, 19, 20, 21, 22, 23,

25, 26, 27, 28,  33, 34, 35, 36, 37, 38, 39, 40, 41, 42, 43, 44
	FInterferer
	MHz
	(Note 2)
	FDL_low – 15

to

FDL_high + 15
	
	
	

	12
	FInterferer
	MHz
	(Note 2)
	FDL_low – 10

to

FDL_high + 15
	
	FDL_low – 10


	

	17
	FInterferer
	MHz
	(Note 2)
	FDL_low – 9

to

FDL_high + 15
	FDL_low – 15

and

FDL_low – 9


	
	

	30
	FInterferer
	MHz
	(Note 2)
	FDL_low – 15
to

FDL_high + 15
	
	
	FDL_low – 11

	NOTE 1:
For certain bands, the unwanted modulated interfering signal may not fall inside the UE receive band, but within the first 15 MHz below or above the UE receive band 

NOTE 2:
For each carrier frequency the requirement is valid for two frequencies: 

a. the carrier frequency -BW/2 - FIoffset, case 1 and

b. the carrier frequency +BW/2 + FIoffset, case 1
NOTE 3:
FInterferer range values for unwanted modulated interfering signal are interferer center frequencies 

NOTE 4:
Case 3 and Case 4 only apply to assigned UE channel bandwidth of 5 MHz 
	


Table 8.  Out of band blocking

	E-UTRA band
	Parameter
	Units 
	Frequency 

	
	
	
	range 1
	range 2
	range 3
	range 4

	
	PInterferer
	dBm
	-44
	-30
	-15
	-15

	1, 2, 3, 4, 5

6, 7, 8, 9, 10, 11, 12, 13, 14, 17, 18, 19, 20, 21, 22, 23, 24, 25, 26, 27, 28, 30, 33, 34, 35, 36, 37, 38, 39, 40, 41, 42, 43, 44
	FInterferer (CW)


	MHz


	FDL_low  -15 to

FDL_low  -60 
	FDL_low  -60 to

FDL_low  -85 
	FDL_low  -85 to 

1 MHz
	-

	
	
	
	FDL_high +15 to

FDL_high + 60 
	FDL_high +60 to

FDL_high +85 
	FDL_high +85 to

+12750 MHz
	-

	2, 5, 12, 17
	FInterferer
	MHz
	-
	-
	-
	FUL_low - FUL_high

	NOTE 1:
For the UE which supports both Band 11 and Band 21 the out of blocking is FFS.


3. Conclusion
In this contribution, we have reviewed the UE requirements for the WCS band.  Most of the UE requirements have been proposed in this contribution; however, the in-band blocking requirement remains FFS while studies are underway.
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Study of E-UTRA specific issues

8.1
UE transmitter requirements
8.1.1
Output power
It was agreed in [5] that the UE should be defined as a power class 3 device with maximum output power of [23] dBm and ± [2] dB tolerance.  One concern raised regarding the maximum output power value is that the regulations limit the EIRP to 250 mW.  With an assumed antenna gain of 0 dBi, there is the potential to exceed this regulatory requirement at the maximum output power with the largest tolerance.  In practice, this is anticipated to be a rare case since UE antenna gains for form factors of interest are typically below 0 dBi and output power does not usually extend to its largest tolerance.  However, considering the severity of a regulatory requirement, especially one that has been discussed and debated for as long as the WCS band regulatory requirements have been, it may be prudent to take the more conservative approach and to set the specifications so that 250 mW can never be exceeded.

We propose that the maximum output power be set to 23 dBm with tolerance of +1/-3 dB.

In this way, the EIRP limit of 250 mW will not be exceeded for a device with 0 dBi antenna gain, and the tolerance range of 4 dB is preserved so that requirements on the absolute accuracy of the output are not unnecessarily tightened.
Table 8.1.1-1. UE power class

	EUTRA band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	30
	
	
	
	
	23
	+1/-3
	
	


8.1.2
Emission mask and UE coexistence
The UE coexistence table will include the emission requirements, applicable when NS_xy is signaled by the network in accordance with the agreement in [5].  Additionally, the UE coexistence table must also include coexistence between the WCS band and other bands operating in North America where the band is expected to be deployed.  These include bands 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 26, 29, and 41.  In most of these cases, the frequency separation is large enough that -50 dBm/MHz can be met.  However, in the case of Band 13, its uplink has a 3rd harmonic component which lands in the downlink of the WCS band.  Therefore, a harmonic exception is proposed to be allowed for Band 13.
	E-UTRA  Band
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	Note

	1
	E-UTRA Band 1, 7, 8, 11, 18, 19, 20, 21, 22, 26, 27, 28, 38, 40, 42, 43, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 3, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	Frequency range
	1880
	
	1895
	-40
	1
	15,27

	
	Frequency range
	1895
	
	1915
	-15.5
	5
	15,27

	
	Frequency range
	1915
	
	1920
	+1.6
	5
	15,27

	
	Frequency range 
	1884.5
	-
	1915.7
	-41
	0.3
	6, 8, 15

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	15

	2
	E-UTRA Band 4, 5, 10, 12, 13, 14, 17, 22, 23, 24, 26, 27, 28, 29, 30, 41, 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 2, 25
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	3
	E-UTRA Band 1, 7, 8, 20, 26, 27, 28, 33, 34, 38, 43, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 3
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 11, 18, 19, 21
	FDL_low 
	- 
	FDL_high
	-50
	1
	13

	
	E-UTRA Band 22, 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	13

	4
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 22, 23, 24, 25, 26, 27, 28, 29, 30, 41, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	5
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 22, 23, 24, 25, 28, 29, 30, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 26
	859
	-
	869
	-27
	1
	

	6
	E-UTRA Band 1, 9, 11, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	-
	875
	-37
	1
	

	
	Frequency range
	875
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	7

	
	
	1884.5
	-
	1915.7
	
	
	8

	7
	E-UTRA Band 1, 3, 7, 8, 20, 22, 27, 28, 29, 33, 34, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	2570 
	- 
	2575
	+1.6
	5
	15, 21, 26

	
	Frequency range
	2575
	-
	2595
	-15.5
	5
	15, 21, 26

	
	Frequency range
	2595
	-
	2620
	-40
	1
	15, 21

	8
	E-UTRA Band 1, 20, 28, 33, 34, 38, 39, 40
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA band 3
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	E-UTRA band 7
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 8
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 22, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 11, 21
	FDL_low
	-
	FDL_high
	-50
	1
	23

	
	Frequency range
	860
	-
	890
	-40
	1
	15, 23

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8, 23

	9
	E-UTRA Band 1, 11, 18, 19, 21, 26, 28, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	10
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 26, 27, 28, 29, 30, 41, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 22, 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	11
	E-UTRA Band 1, 11, 18, 19, 21, 28, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	12
	E-UTRA Band 2, 5, 13, 14, 17, 23, 24, 25, 26, 27, 30, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 4, 10
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 12
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	13
	E-UTRA Band 2, 4, 5, 10, 12, 13, 17, 23, 25, 26, 27, 29, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	769
	-
	775
	-35
	0.00625
	15

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	11, 15

	
	E-UTRA Band 14
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 24, 30
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	14

 
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 26, 27, 29, 30, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	769
	-
	775
	-35
	0.00625
	12, 15

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	11, 12, 15

	17
	E-UTRA Band 2, 5, 13, 14, 17, 23, 24, 25, 26, 27, 30, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 4, 10
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 12
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	18
	E-UTRA Band 1, 11, 21, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	-
	890
	-40
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	758
	-
	799
	-50
	1
	

	
	Frequency range
	799
	-
	803
	-40
	1
	15

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	19
	E-UTRA Band 1, 11, 21, 28, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	-
	890
	-40
	1
	9, 15

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	20
	E-UTRA Band 1, 3, 7, 8, 20, 22, 33, 34, 43
	FDL_low
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 20
	FDL_low
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 38, 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	21
	E-UTRA Band 11
	FDL_low 
	- 
	FDL_high
	-35
	1
	10, 15

	
	E-UTRA Band 1, 18, 19, 28, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 21
	FDL_low 
	- 
	FDL_high
	-50
	1
	10

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	22
	E-UTRA Band 1, 3, 7, 8, 20, 26, 27, 28, 33, 34, 38, 39, 40, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	3510
	-
	3525
	-40
	1
	15

	
	Frequency range
	3525
	-
	3590
	-50
	1
	

	23
	E-UTRA Band 4, 5, 10, 12, 13, 14, 17, 23, 24, 26, 27, 29, 30, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 2
	FDL_low 
	- 
	FDL_high
	-50
	1
	14, 15

	
	Frequency range
	1998
	-
	1999
	-21
	1
	14, 15

	
	Frequency range
	1997
	-
	1998
	-27
	1
	14, 15

	
	Frequency range
	1996
	-
	1997
	-32
	1
	14, 15

	
	Frequency range
	1995
	-
	1996
	-37
	1
	14, 15

	
	Frequency range
	1990
	-
	1995
	-40
	1
	14, 15

	24
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 26, 29, 30, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	25
	E-UTRA Band 4, 5, 10,12, 13, 14, 17, 22, 23, 24, 26, 27, 28, 29, 30, 41, 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 2
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 25
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	26
	E-UTRA Band  1, 2, 3, 4, 5, 10, 11, 12, 13, 14, 17, 18,19, 21, 22, 23, 24, 25, 26, 29, 30, 34, 40, 42, 43
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 41
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	703
	-
	799
	-50
	1
	

	
	
	799
	-
	803
	-40
	1
	15

	
	Frequency range
	851
	-
	859
	-53
	0.00625
	20

	
	E-UTRA Band 27
	FDL_low
	-
	859
	-32
	1
	20

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	27
	E-UTRA Band  1, 2, 3, 4, 5, 7, 10, 12, 13, 14, 17, 22, 23, 25, 26, 27, 29, 41, 42, 43
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	

	
	E-UTRA Band 28
	790
	-
	FDL_high
	-32
	1
	16

	
	
	FDL_low
	-
	790
	-50
	1
	

	28
	E-UTRA Band 2, 3, 5, 7, 8, 18, 19, 25, 26, 27, 34, 38, 41
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band  1, 4, 10, 22, 42, 43
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band  11, 21
	FDL_low
	-
	FDL_high
	-50
	1
	19, 24

	
	E-UTRA Band  1
	FDL_low
	-
	FDL_high
	-50
	1
	19, 25

	
	Frequency range
	758
	-
	773
	-32
	1
	15

	
	Frequency range
	773
	-
	803
	-50
	1
	

	
	Frequency range
	662
	-
	694
	-26.2
	6
	15

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8, 19

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	30
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 26, 29, 30, 41
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range 
	2200
	-
	2288 
	-40
	1
	15

	
	Frequency range
	2288
	-
	2292
	-37
	1
	15

	
	Frequency range
	2292
	-
	2296
	-31
	1
	15

	
	Frequency range
	2296
	-
	2300
	-25
	1
	15

	
	Frequency range
	2300
	-
	2320
	-13
	See Note C
	15, B, C

	
	Frequency range
	2320
	-
	2324
	-25
	1
	15

	
	Frequency range
	2324
	-
	2328
	-31
	1
	15

	
	Frequency range
	2328
	-
	2332
	-37
	1
	15

	
	Frequency range
	2332
	-
	2395
	-40
	1
	15

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	…
	
	
	
	
	
	
	

	33
	E-UTRA Band 1, 7, 8, 20, 22, 34, 38, 39, 40, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	5

	
	E-UTRA Band 3
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	34
	E-UTRA Band 1, 3, 7, 8, 11, 18, 19, 20, 21, 22, 26, 28, 33, 38,39, 40, 42, 43, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	5

	
	Frequency range 
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	5

	35
	
	
	
	
	
	
	

	36
	
	
	
	
	
	
	

	37
	
	
	-
	
	
	
	

	38
	E-UTRA Band 1,3, 8, 20, 22, 28, 29, 33, 34, 42, 43, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	2620
	- 
	2645
	-15.5
	5
	15, 22, 26

	
	Frequency range
	2645
	-
	2690
	-40
	1
	15, 22, 26

	39
	E-UTRA Band 22, 34, 40, 42, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	40
	E-UTRA Band 1, 3, 22, 26, 27, 33, 34, 39, 42, 43, 44 
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	41
	E-UTRA Band 2, 4, 5, 10, 12, 13 , 14, 17, 23, 24, 25, 26, 27, 28, 29, 30
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	42
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 10, 20, 25, 26, 27, 28, 33, 34, 38, 40, 44


	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	3

	43
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 10, 20, 25, 26, 27, 28, 33, 34, 38, 40, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	3

	
	E-UTRA Band 22
	FDL_low 
	- 
	FDL_high
	[-50]
	[1]
	3

	44
	E-UTRA Band 1, 3, 5, 8, 34, 38, 39, 40, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	NOTE 1:
FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.5-1

NOTE 2:
As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd, 4th [or 5th] harmonic spurious emissions. An exception is allowed if there is at least one individual RB within the transmission bandwidth (see Figure 5.6-1) for which the 2nd, 3rd or 4th harmonic totally or partially overlaps the measurement bandwidth (MBW).

NOTE 3:
To meet these requirements some restriction will be needed for either the operating band or protected band

NOTE 4:
N/A

NOTE 5:
For non synchronised TDD operation to meet these requirements some restriction will be needed for either the operating band or protected band

NOTE 6:
Applicable when NS_05 in section 6.6.3.3.1 is signalled by the network.

NOTE 7:
Applicable when co-existence with PHS system operating in 1884.5
-1919.6MHz. 

NOTE 8:
Applicable when co-existence with PHS system operating in 1884.5 -1915.7MHz.

NOTE 9:
Applicable when NS_08 in subclause 6.6.3.3.3 is signalled by the network

NOTE 10:
Applicable when NS_09 in subclause 6.6.3.3.4 is signalled by the network

NOTE 11:
Whether the applicable frequency range should be 793-805MHz instead of 799-805MHz is TBD 

NOTE 12:
The emissions measurement shall be sufficiently power averaged to ensure a standard deviation < 0.5 dB 

NOTE 13:
This requirement applies for 5, 10, 15 and 20 MHz E-UTRA channel bandwidth allocated within 1744.9MHz and 1784.9MHz.
NOTE 14:
To meet this requirement NS_11 value shall be signalled when operating in 2000-2020 MHz

NOTE 15:
These requirements also apply for the frequency ranges that are less than ΔfOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 from the edge of the channel bandwidth.

NOTE 16:
Applicable when NS_16  in subclause 6.6.3.3.9 is signalled by the network.

NOTE 17:
N/A
NOTE 18:
N/A
NOTE 19:
Applicable when the assigned E-UTRA carrier is confined within 718 MHz and 748 MHz and when the channel bandwidth used is 5 or 10 MHz.

NOTE 20:
Applicable when NS_15 in subclause 6.6.3.3.8 is signalled by the network.

NOTE 21:
This requirement is applicable for an uplink transmission bandwidth less than or equal to 54 RB for carriers of 15 MHz bandwidth when carrier center frequency is  within the range 2560.5 - 2562.5 MHz and for carriers of 20 MHz bandwidth when carrier center frequency is within the range 2552 - 2560 MHz. No other restrictions apply for carriers with bandwidths confined in 2500-2570 MHz.

NOTE 22:
This requirement is applicable for an uplink transmission bandwidth less than or equal to 54 RB for carriers of 15 MHz bandwidth when carrier center frequency is  within the range 2605.5 - 2607.5 MHz and for carriers of 20 MHz bandwidth when carrier center frequency is  within the range 2597 – 2605 MHz. No other restrictions apply for carriers with bandwidths confined in 2570-2615 MHz. For assigned carriers with bandwidths overlapping the frequency range 2615-2620 MHz the requirements apply with the maximum output power configured to +20 dBm in the IE P-Max.

NOTE 23  For carriers of 5 MHz channel bandwidth with carrier center frequencies (Fc) in the range 902.5MHz ≤ Fc < 907.5 MHz, the requirement applies for uplink transmission bandwidths less than or equal to 20 RB. No restrictions apply in the range 907.5 MHz ≤ Fc ≤ 912.5 MHz. For carriers of 10 MHz channel bandwidth, the requirement only applies for Fc = 910 MHz and uplink transmission bandwidths less than or equal to 32 RB with RBstart > 3.
NOTE 24:
As exceptions, measurements with a level up to the applicable requirement of -38 dBm/MHz is permitted for each assigned E-UTRA carrier used in the measurement due to 2nd harmonic spurious emissions. An exception is allowed if there is at least one individual RB within the transmission bandwidth (see Figure 5.6-1) for which the 2nd harmonic totally or partially overlaps the measurement bandwidth (MBW).
NOTE 25:
As exceptions, measurements with a level up to the applicable requirement of -36 dBm/MHz is permitted for each assigned E-UTRA carrier used in the measurement due to 3rd harmonic spurious emissions. An exception is allowed if there is at least one individual RB within the transmission bandwidth (see Figure 5.6-1) for which the 3rd harmonic totally or partially overlaps the measurement bandwidth (MBW).

NOTE 26: For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.

NOTE 27:
This requirement is applicable for an uplink transmission bandwidth less than or equal to 54 RB for carriers of 15 MHz bandwidth when carrier center frequency is  within the range 1927.5 - 1929.5 MHz and for carriers of 20 MHz bandwidth when carrier center frequency is within the range 1930 - 1938 MHz. This requirement is applicable without any other uplink transmission bandwidth restriction for channel bandwidths within the range 1920 - 1980 MHz.
NOTE B:This requirement does not apply over the frequency range spanned by the uplink channel bandwidth.

NOTE C: A measurement bandwidth of 1 MHz applies for this frequency range, except for the first 1 MHz adjacent to the channel edge where the measurement bandwidth is 0.05 MHz and 0.1 MHz for carriers of 5 MHz and 10 MHz channel bandwidth, respectively.


8.1.2
Network signaling and A-MPR
Table 8.1.2-1.  NS value

	Network Signalling value
	Requirements (subclause)
	E-UTRA Band
	Channel bandwidth (MHz)
	Resources Blocks (NRB)
	A-MPR (dB)

	NS_xy
	6.6.3.2
	30
	5, 10
	Table x.y.z


Table 8.1.2-2.  A-MPR table

	 Parameters
	Region A
	Region B
	Region C

	RBstart
	0 – 6
	0 – 6
	43 – 49
	36 – 45
	0 – 14

	LCRB [RBs]
	1 – 4
	5 – 12
	1 – 4
	5 – 12
	≥ 36

	 A-MPR [dB]
	≤ 3.5
	≤ 2
	≤ 3.5
	≤ 2
	≤ 2

	NOTE 1:
RBstart indicates the lowest RB index of transmitted resource blocks

NOTE 2:

LCRB is the length of a contiguous resource block allocation

NOTE 3:
For intra-subframe frequency hopping between two regions, notes 1 and 2 apply on a per slot basis.

NOTE 4:
For intra-subframe frequency hopping between two regions, the larger A-MPR value of the two regions may be applied for both slots in the subframe.


8.2
UE receiver requirements

8.2.1
UE REFSENS
To establish reference sensitivity, we first evaluate the uplink configuration required to minimize the effect of Tx noise.  Based on methods used previously for other bands, we find that the uplink configuration should be limited to 25 RB’s for reference sensitivity.  This enables a full allocation for the 5 MHz channel.  For the 10 MHz channel, the 25 RB’s are placed closest to the downlink in the worst case location.

Table 8.2.1-1.  Uplink configuration for reference sensitivity

	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	30
	
	
	25 
	251
	
	
	FDD

	NOTE 1:
1 refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1). 




The ratio of the passband to the duplex gap is small so it is expected that the isolation requirements for the duplexer can be met without undue insertion loss.  We furthermore assume that the additional emission requirements of NS_xy have been addressed by A-MPR, as described previously, rather than by stringent filtering requirements.  However, the ISM band is in proximity and will require filter mitigation.  Furthermore, there may be the need to provide filter attenuation against in-band blockers.  Tentatively, we propose the reference sensitivity for WCS as -100 dBm and -97 dBm for 5 MHz and 10 MHz channel bandwidths, respectively.

Table 8.2.1-2.  Reference sensitivity

	Channel bandwidth

	E-UTRA Band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex Mode

	30
	
	
	[-100]
	 [-97]
	
	
	FDD


8.2.2
UE ACS and blocking
We do not foresee any specialized ACS requirements for this band.  However, there may be an additional in-band blocking requirement to accommodate SDARS repeaters operating in nearby spectrum assignments in the range 2336.2 – 2341.3 MHz. We therefore propose to apply the conventional ACS and to create a placeholder for a new in-band blocking case for the WCS band.  The in-band blocking requirement is subject to further investigation.

Table 8.2.2-1.  In-band blocking

	E-UTRA band
	Parameter
	 Unit
	Case 1
	Case 2
	Case 3
	Case 4
	Case 5

	
	 PInterferer
	 dBm
	-56
	-44
	-30
	 -30
	FFS

	
	FInterferer (offset)
	MHz
	=-BW/2 – FIoffset,case 1
&

=+BW/2 + FIoffset,case 1
	≤-BW/2 – FIoffset,case 2
&

≥+BW/2 + FIoffset,case 2
	-BW/2 – 15

&

-BW/2 – 9
	-BW/2 – 10
	≤-BW/2 – 11

	1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 11, 13, 14, 18, 19, 20, 21, 22, 23,

25, 26, 27, 28,  33, 34, 35, 36, 37, 38, 39, 40, 41, 42, 43, 44
	FInterferer
	MHz
	(Note 2)
	FDL_low – 15

to

FDL_high + 15
	
	
	

	12
	FInterferer
	MHz
	(Note 2)
	FDL_low – 10

to

FDL_high + 15
	
	FDL_low – 10


	

	17
	FInterferer
	MHz
	(Note 2)
	FDL_low – 9

to

FDL_high + 15
	FDL_low – 15

and

FDL_low – 9


	
	

	30
	FInterferer
	MHz
	(Note 2)
	FDL_low – 15

to

FDL_high + 15
	
	
	FDL_low – 11

	NOTE 1:
For certain bands, the unwanted modulated interfering signal may not fall inside the UE receive band, but within the first 15 MHz below or above the UE receive band 

NOTE 2:
For each carrier frequency the requirement is valid for two frequencies: 

a. the carrier frequency -BW/2 - FIoffset, case 1 and

b. the carrier frequency +BW/2 + FIoffset, case 1
NOTE 3:
FInterferer range values for unwanted modulated interfering signal are interferer center frequencies 

NOTE 4:
Case 3 and Case 4 only apply to assigned UE channel bandwidth of 5 MHz 
	


Table 8.2.2-2.  Out of band blocking

	E-UTRA band
	Parameter
	Units 
	Frequency 

	
	
	
	range 1
	range 2
	range 3
	range 4

	
	PInterferer
	dBm
	-44
	-30
	-15
	-15

	1, 2, 3, 4, 5

6, 7, 8, 9, 10, 11, 12, 13, 14, 17, 18, 19, 20, 21, 22, 23, 24, 25, 26, 27, 28, 30, 33, 34, 35, 36, 37, 38, 39, 40, 41, 42, 43, 44
	FInterferer (CW)


	MHz


	FDL_low  -15 to

FDL_low  -60 
	FDL_low  -60 to

FDL_low  -85 
	FDL_low  -85 to 

1 MHz
	-

	
	
	
	FDL_high +15 to

FDL_high + 60 
	FDL_high +60 to

FDL_high +85 
	FDL_high +85 to

+12750 MHz
	-

	2, 5, 12, 17
	FInterferer
	MHz
	-
	-
	-
	FUL_low - FUL_high

	NOTE 1:
For the UE which supports both Band 11 and Band 21 the out of blocking is FFS.


<< Unchanged sections omitted >>

9



Channel numbering for E-UTRA, MSR

9.1
Band and channel numbering for E-UTRA
Band and channel numbering are conventionally not decided until near completion of the work item to avoid unncessary shuffling of numbers in the event that the work item is not completed on schedule or other new band work items also scheduled for closure at the same time do not complete on schedule.  We note that both the WCS band and the LTE 450 band are expected to complete at RAN #60 in June.

One possible outcome is that the WCS band is assigned Band 30 and the LTE 450 band is assigned Band 31.  In that case, the channel numbers for the WCS band would be as shown below in Table 9.1-1.

Table 9.1-1.  EARFCN number in the event that WCS band is assigned Band 30

	E-UTRA Operating

Band
	Downlink
	Uplink

	
	FDL_low (MHz)
	NOffs-DL
	Range of NDL
	FUL_low (MHz)
	NOffs-UL
	Range of NUL

	30
	2350
	9770
	9770 – 9869
	2305
	27660
	27660 – 27759


<< End of Text Proposal >>
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