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1 Introduction
General UE RF requirements for 2UL inter-band CA was initially discussed in [1], this contribution further discusses the UE reference structure and provides a text proposal for the latest TR36.860 [2].
2 Discussion

In Rel-11, the study is focused on inter-band CA with uplink assigned to one E-UTRA band. In the baseline of reference architecture for inter-band CA shown in figure 1, each supported operating band has a separate TX channel. The UE which supports 1UL can be configured in either of the bands, which means the structure can also automatically support 2UL transmission at the same time. UE general transmitter and receiver requirement for all classes can be established based on this reference architecture.
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Figure 1 Baseline of reference architecture for inter-band CA
References
[1] R4-131083, “Discussion on inter-band CA with 2UL”, Huawei
[2] TR 36.860 v0.1.0
Text Proposal
<Start of TP>
5.2

UE specific 

 
In Rel-11, the study is focused on inter-band CA with uplink assigned to one E-UTRA band. In the baseline of reference architecture for inter-band CA shown in figure 1, each supported operating band has a separate TX channel. The UE which supports 1UL can be configured in either of the bands, which means the structure can also automatically support 2UL transmission at the same time. UE general transmitter and receiver requirement for all classes can be established based on this reference architecture.
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Figure 1 Baseline of reference architecture for inter-band CA
5.2.1

UE Coexistence requirements for Dual UL CA when the aggregated bands are from different regions
<Text will be added.>
<End of TP>
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