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----------------------------------------------------- Beginning of Change ------------------------------------------------------------
10.3.3
Common E-RGCH detection performance in CELL_FACH state
The receive characteristics of the common E-DCH Relative Grant Channel (E-RGCH) in CELL_FACH state is determined by the probability of  failure to monitor common E-RGCH from the neighbour cell due to the neighbour cell not satisfying the Event 1a criteria and common E-RGCH missed DOWN probability. 
A UE has to measure P-CPICH Ec/Io from Serving E-DCH cell and neighbour cell, and if the Event 1a criterion is satisfied, UE detects the common E-DCH relative grant from the neighbour cell. 
10.3.3.1
Performance requirement
For the parameters specified in Table 10.23B the average downlink E-RGCH Ec/Ior power ratio shall be below the specified value for the missed DOWN probability and time to decision for monitoring of the common E-RGCH from the neighbour cell in Table 10.23C.
Table 10.23B: Requirement scenario parameters for E-RGCH – Non-serving common E-DCH RL
	Parameter
	Unit
	Value
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	P-CPICH 
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	dB
	-10

	L3 Filter Coefficient (Event 1a)
	
	[3]1

	Reporting Range (Event 1a)
	dB
	4.5

	Hysteresis (Event 1a)
	dB
	0

	E-RGCH signaling pattern for Serving E-DCH cell
	
	100% UP2

	E-AGCH information
	
	Fixed SG3

	E-RGCH signaling pattern for Common E-RGCH RL
	
	100% DOWN

	Note 1 L3 filter coefficient assumes the default filter input rate as [10] ms.
Note 2 Serving E-DCH cell E-RGCH 
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 power level is set to -22 dB and relative scheduling grant is transmitted using 12 consecutive slots.
Note 3 Serving E-DCH cell E-AGCH 
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 power level is set to -15 dB and E-AGCH TTI length is 10ms.


Table 10.23C: Requirement for Missed DOWN when relative scheduling grant is transmitted using 15 consecutive slots – Non-serving common E-DCH RL
	Test Number
	Propagation Conditions
	
	Reference value

	
	
	E-RGCH
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 (dB)
	Serving cell Îor1/Ioc and neighbour cell Îor2/Ioc (dB)
	Time to decision for monitoring of common E-RGCH [ms]
	Missed DOWN probability

	1
	VA30
	-27.3
	0
	[50]
	[0.15]


------------------------------------------------------------- End of change ------------------------------------------------------------
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