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	As has been discussed in R4-131704 at R4#66bis, it is identified that the present version of TS36.307 does not have any specific description for UEs which may be required to conform to additional RF requirements in later releases. 

	
	

	Summary of change:
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	Cross reference to clause 4.4 of TS36.101 of the present release (Rel-11) has been added to TS36.307 under clause 1 (Scope). The clause in TS36.101 explains “RF requirements in later releases” in general and contains a note capturing the above menstioned possible additional requirements in the later releases.
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	Other comments:
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	Corresponding part of TS25.101 (clause 4.4) was discussed and agreed as a CR in R4-061361 at R4#41.


1
Scope

The present document specifies requirements on UEs supporting a frequency band and inter-band/intra-band CA configurations that are independent of release. TSG-RAN has agreed that the standardisation of new frequency bands may be independent of a release, and that the standardisations of new inter-band/intra-band CA configurations also may be independent of a release for Rel-10 upwards. However, in order to implement a UE that conforms to a particular release but supports a band of operation or carrier aggregation of particular inter-band/intra-band CA configurations that is specified in a later release, it is necessary to specify some extra requirements. (See clause 4.4 of [2]).
For example, Band 19 is contained in the Release 9 specifications. In order to implement a UE conforming to Release 8 but supporting Band 19, it is necessary for the UE to additionally conform to some parts of the Release 9 specifications, such as the radio frequency and radio resource management requirements for the Band 19.
For another example on carrier aggregations, CA configuration CA_1A-19A is contained in the Release 11 specifications. In order to implement a UE conforming to Release 10 but supporting the CA configuration CA_1A-19A,  it is necessary for the UE to additionally conform to some parts of the Release 11 specifications, such as the radio frequency and radio resource management requirements for the CA configuration CA_1A-19A.
All frequency bands are fully specified in this release of the specifications. The present document does not contain any requirements for UEs supporting frequency bands independent of release.

2
References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.


References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.


For a specific reference, subsequent revisions do not apply.


For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]
3GPP TS 36.101 (Release 11): "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) Radio Transmission and Reception".
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