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1 Introduction
The initial study of Base Station specification structure have been studied in the last meeting, as discussed offline, TDD should also be considered, therefore, we can analyze the performance and annex part for each specifications(i.e. TS25.105, TS36.104 and TS37.104) based on the agreed ”types”. 
2 Proposal
It is proposed that the attached text proposals are included in the BS structure Work Item TR 37.810
3 Reference
[1] TR37.812,V0.2.0
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5.5
Performance requirements (clause 8)
5.5.1 FDD

<texts will be added.>

5.5.2  TDD
Table 5.5-2: Analysis of the content of performance specifications for TDD, Clause 8
	
	TS25.105
	TS36.104
	TS37.104
	

	Topic
	Clause
	T
	Clause
	T
	Clause
	T
	Notes

	Performance requirements
	8
	DK
	8
	DK
	8
	RE
	Single-RAT specification texts only. All of the performance requirements are remained in the single-RAT specification with references to those requirements in TS37.104. In addition, MSR spec has extra texts on UTRA TDD and GSM/EDGE.


5.6
Annexes

5.6.1 FDD

<texts will be added.>

5.6.2  TDD
Table 5.5-2: Analysis of the content for TDD, Annex Part
	
	TS25.105
	TS36.104
	TS37.104
	

	Topic
	Clause
	T
	Clause
	T
	Clause
	T
	Notes

	Measurement Channels
	Annex A
	DK
	Annex A
	DK
	-
	-
	Single-RAT unique texts.no definition in MSR spec.

	Propagation condition
	
	
	
	
	
	
	

	     Static propagation condition
	Annex B.1
	ID
	Annex B.1
	ID
	-
	-
	identical texts, can be merged/migrated

	     Multi-path fading propagation conditions
	Annex B.2
	DK
	Annex B.2
	DK
	-
	-
	The 25.105 includes 3 cases propagation conditions for multi path fading environments for 3.84Mcps,1.28Mcps and 7.68Mcps TDD option, and 36.104 includes EPA,EVA and ETU multi-path fading environments

	     High speed train conditions
	Annex B.3
	SA
	Annex B.3
	SA
	-
	-
	Similar texts. The only difference between UTRA and E-UTRA is the parameter of maximum Doppler frequency.

	     Moving propagation conditions
	-
	-
	Annex B.4
	DK
	-
	-
	Only in E-UTRA spec,can be migrated. Information on the moving propagation conditions for the UL timing adjustment performance 

	     Multi-Antenna channel models
	-
	-
	Annex B.5
	DK
	-
	-
	only in E-UTRA spec, can be migrated

	Characteristics of the interfering signals
	-
	-
	Annex C
	SA
	Annex A
	SA
	The text is aligned and can easily be merged.

	Environmental requirements for the BS equipment
	4.4
	SA
	Annex D
	SA
	Annex B
	SA
	The text is aligned and the 37.104 version covers the text in all specs.

	Error vector magnitude evaluation
	-
	-
	Annex E
	DK
	-
	-
	only in 36.104, can be migrated

	Unwanted emissions for multicarrier BS
	-
	-
	Annex F
	DK
	-
	-
	Informative text on E-UTRA multicarrier operation. 

	Regional requirement for protection of DTT
	-
	-
	Annex G
	SA
	6.6.2.4.3
	RE
	Informative annex, referenced from 37.104. 
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