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Introduction
This contribution presents a text proposal for the section of inter-band Carrier Aggregation in the TR36.851[2]. 
Background
This contribution adopts same text from TR36.850 [1] section 5.1 with two corrections as follows;

· The term “classes” is used. We believe that the term “classes” should be adopted instead of “categories” to be in line with the rest of the text in the report.

· Correction to the sentence referring to the number of inter-band CA categories. The number of inter-band CA combination is five rather than four.  
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Proposal 
It is proposed that the following text proposal is included in the TR 36.851 [2]:
----- Start of TP -----
5 Inter-band Carrier Aggregation: general part
5.1
BS specific
There are five classes of inter-band CA combinations for UE. For BS, it is typical that different RF modules are used for different bands. Thus, the classes for BS could be simpler than those for UE. The requirements are mainly affected by the BS antenna configurations. Currently, the wide band antenna can support 1.8 GHz to 2.6 GHz frequency range. For the bands lower than 1 GHz, a separate antenna is needed. 

For the approved inter-band CA combinations, the low-high band combinations using separate antennas can be treated as one class. The situation for these combinations is similar as current non-CA but co-located BSs. The requirements are covered by current specifications in this scenario. The other class is the band combinations which can use the same antenna. The new issue raised in the antenna sharing scenario is the possible passive intermodulation. 
----- End of TP -----
