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1. Introduction
This contribution proposes to add the 2UL non-contiguous intra-band CA frame-work justification and work item objective from [1] into the TR 36.833-4.
2. References

[1] RP-131212, Revised WI: 2UL non-contiguous intra-band CA frame-work requirements, RAN#61, Porto
**************** Text proposal to TR 36.833-4 v 0.0.1 *******************
4
Background

4.1
Justification
RAN4 framework requirements for non-contiguous intra-band CA with 1 UL are defined in Release 11 under the LTE CA enhancement WID. The framework requirements for non-contiguous intra-band CA with 2ULs have been postponed to release 12. RAN4 framework requirements are utilized when developing different band specific requirements based on the work done for the framework requirements.  After deploying 2 DL CA with 1 UL on the field CA deployments are expected to move towards 2UL deployments
4.2
Work item objective
The objective is to enhance carrier aggregation requirements. The detailed objectives include:
until RAN#64 (RAN4#71):
· Introduce RAN4 frame-work for non-contiguous intra-band CA for 2 UL requirements based on work done in REL-11 CA Enhancement WI. Use CA_4A_4A and CA_41A_41A as an example CA configuration as that band specific WI contains non-contiguous UL aggregation scenario. For some of the requirements, which are affected by the 2 UL operation the study can be extended to cover also generic frequency arrangements. 
