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----------------------------------------------------- Beginning of Change ------------------------------------------------------------
A.8.2.4
Common E-RGCH radio link monitoring in CELL_FACH
A.8.2.4.1
Test Purpose and Environment

The purpose of this test is to verify that UE can monitor the common E-RGCH radio link in CELL_FACH state. The test will partly verify the requirements in section 8.4.2.7. 
The test parameters are given in Tables A.8.12AA and A.8.12AB.
A.8.2.4.1.1
Test requirement when a cell for common E-RGCH RL has been already identified
Table A.8.12AA: Test parameters for common E-RGCH radio link monitoring when a cell for common E-RGCH has been already identified. 

	Parameter
	Unit
	Test 1
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	P-CPICH 
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	dB
	-10

	SCH 
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	dB
	-12

	L3 Filter coefficient (Event 1a)
	
	51

	Reporting range (Event 1a)
	dB
	4.5

	Hysteresis (Event 1a)
	dB
	0

	Qintrasearch for Serving E-DCH cell
	dB
	Not sent

	Qoffset1s,n for Common E-RGCH RL
	dB
	50

	Qoffset2s,n for Common E-RGCH RL
	dB
	50

	E-RGCH signaling pattern for Serving E-DCH cell
	
	100% UP2

	E-AGCH information
	
	Fixed SG3

	E-RGCH signaling pattern for Common E-RGCH RL
	
	100% DOWN

	Propagation Condition
	
	AWGN

	E-RGCH 
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 for Common E-RGCH RL
	dB
	[-41.1]

	Îor1/Ioc
	dB
	10

	Îor2/Ioc
	dB
	15

	Active cell
	
	Cell 1

	Neighbour cell
	
	Cell 2

	NOTE1:
L3 filter coefficient assumes the default filter input rate as 10 ms.
NOTE2: 
Serving E-DCH cell E-RGCH_Ec/Ior power level is set to -20 dB and relative scheduling grant is transmitted using 12 consecutive slots
NOTE3: 
Serving E-DCH cell E-AGCH_Ec/Ior power level is set to -13 dB and E-AGCH TTI length is 10ms.


A.8.2.4.1.2
Test requirement when a cell for common E-RGCH RL has not been identified
Table A.8.12AB: Test parameters for common E-RGCH radio link monitoring when a cell for common E-RGCH RL has not been identified. 

	Parameter
	Unit
	Test 1
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	P-CPICH 
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	dB
	-10

	SCH 
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	dB
	-12

	L3 Filter coefficient (Event 1a)
	
	51

	Reporting range (Event 1a)
	dB
	4.5

	Hysteresis (Event 1a)
	dB
	0

	E-RGCH signaling pattern for Serving E-DCH cell
	
	100% UP2

	E-AGCH information
	
	Fixed SG3

	E-RGCH signaling pattern for Common E-RGCH RL
	
	100% DOWN

	Propagation Condition
	
	VA30 as specified in Annex B of TS25.101

	E-RGCH 
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 for Common E-RGCH RL
	dB
	-27.3

	Îor1/Ioc
	dB
	0

	Îor2/Ioc
	dB
	2

	Active cell
	
	Cell 1

	Neighbour cell
	
	Cell 2

	NOTE1:
L3 filter coefficient assumes the default filter input rate as 10 ms.
NOTE2: 
Serving E-DCH cell E-RGCH_Ec/Ior power level is set to -20 dB and relative scheduling grant is transmitted using 12 consecutive slots
NOTE3: 
Serving E-DCH cell E-AGCH_Ec/Ior power level is set to -13 dB and E-AGCH TTI length is 10ms.


A.8.2.4.2
Test requirements
A.8.2.4.2.1
Test requirement when a cell for common E-RGCH RL has been already identified
The test parameters are given in Table A.8.12AA. 
The UE shall be able to determine which common E-RGCH RL to be monitored within 
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 ms after the UE starts to transmit over the Uu interface in CELL_FACH. After the determination, UE shall start to decode and monitor the common E-RGCH RL, and the missed detection probability shall not exceed 5%.  

A.8.2.4.2.2
Test requirement when a cell for common E-RGCH RL has not been identified
The test parameters are given in Table A.8.12AB. 

The UE shall be able to determine which common E-RGCH RL to be monitored within 
[image: image10.wmf]120
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 ms after the UE starts to transmit over the Uu interface in CELL_FACH. After the determination, UE shall start to decode and monitor the common E-RGCH RL, and the missed detection probability shall not exceed 24%.  
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