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4.9


RF channels and test models 

4.9.1 
RF channels

Many tests in this TS are performed with the maximum RF bandwidth located at the bottom, middle and top of the supported frequency range in the operating band. These are denoted as BRFBW (bottom), MRFBW (middle) and TRFBW (top).

Unless otherwise stated, the test shall be performed at BRFBW, MRFBW and TRFBW defined as following:

BRFBW: 
maximum RF bandwidth located at the bottom of the supported frequency range in the operating band.

MRFBW: 
maximum RF bandwidth located in the middle of the supported frequency range in the operating band. MRFBW may be shifted maximum 100 kHz towards lower frequencies to align carriers with the channel raster.
TRFBW: 
maximum RF bandwidth located at the top of the supported frequency range in the operating band.

For the test of certain RF requirements the present specification refers to test procedures defined in the single-RAT specifications. In this case, the interpretation of the RF channels to be tested shall be according to the following definitions:

B: maximum RF bandwidth located at the bottom of the supported frequency range in the operating band, the channel to be tested located at the bottom of the maximum RF bandwidth

M: maximum RF bandwidth located in the middle of the supported frequency range in the operating band, the channel to be tested located in the middle of the maximum RF bandwidth

T: maximum RF bandwidth located at the top of the supported frequency range in the operating band, the channel to be tested located at the top of the maximum RF bandwidth

When a test is performed by a test laboratory, the position of BRFBW, MRFBW and TRFBW in the operating band and the channel numbers to be used for RF channels B, M and T shall be specified by the laboratory. The laboratory may consult with operators, the manufacturer or other bodies.

4.9.2
Test models

a)
Unless otherwise stated, carriers within MSR test configurations used for transmitter tests shall be configured as follows:

-
UTRA FDD carriers shall be configured according to TM1 as defined in TS 25.141 [10] subclause 6.1.1.1.

-
UTRA TDD carriers shall be configured according to Table 6.1A as defined in TS 25.142 [12] subclause 6.2.4.1.2.

-
E-UTRA carriers shall be configured according to E-TM1 as defined in TS 36.141 [9] subclause 6.1.1.1. For BC3 CS3 BS testing, E-UTRA carriers shall be configured according to E-TM1_x defined in Annex E.
-
GSM carriers shall use GMSK modulation as defined in TS 51.021 [11] clause 6.2.2.

b)
The configuration of the carriers in test configurations used for testing modulation quality and frequency error shall be as follows:

-
For the case that modulation accuracy is measured for UTRA FDD, the UTRA FDD carriers shall be configured according to the supported TM1, TM4 and if HS-PDSCH transmission using 16QAM is supported also TM5 as defined in TS 25.141 [10] subclause 6.1.1.1, 6.1.1.4 and 6.1.1.4A whilst any remaining carriers from other RAT(s) shall be configured according to a). 

-
For the case that modulation accuracy is measured for UTRA TDD, the UTRA TDD carriers shall be configured according to the supported modulation in Table 6.2A, Table 6.39A, Table 6.39B, Table 6.39C, Table 6.39D, Table 6.40A, Table 6.40B, Table 6.41A, Table 6.41B as defined in TS 25.142 [12] subclause 6.3.4, 6.8.1, 6.8.2 and 6.8.3 whilst any remaining carriers from other RAT(s) shall be configured according to a).

-
For the case that modulation accuracy is measured for E-UTRA, the E-UTRA carriers shall be configured according to the supported E-TM3.1, E-TM3.2, E-TM3.3 and E-TM2 as defined in TS 36.141 [9] subclause 6.1.1.4, 6.1.1.5, 6.1.1.6 and 6.1.1.3 whilst any remaining carriers from other RAT(s) shall be configured according to a). For BC3 CS3 BS testing, E-UTRA carriers shall be configured according to E-TM3.1_x, E-TM3.2_x, E-TM3.3_x and E-TM2_x defined in Annex E.
-
For the case that modulation accuracy is measured for GSM, the GSM carriers shall be configured for the supported modulation according to TS 51.021 [11] clause 6.2.2 whilst any remaining carriers from other RAT(s) shall be configured according to a).
For the test of certain RF requirements clause 5 refers to the test configurations as defined in the single-RAT specifications. In this case, the transmitter test signals and test models as defined within the referred test specification for the RF requirement shall be used.
<Next Changed Section>

Annex D (informative):
Measurement system set-up

Example of measurement system set-ups are attached below as an informative annex.

D.1
Transmitter

D.1.1
Base station output power, transmitter ON/OFF power, modulation quality, transmitter spurious emissions and operating band unwanted emissions 
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Figure D.1-1: Measuring system set-up for base station output power, transmitter ON/OFF power, modulation quality, transmitter spurious emissions and operating band unwanted emissions 

D.1.2
Transmitter intermodulation
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Figure D.1-2: Measuring system set-up for transmitter intermodulation

D.2

Receiver
D.2.1
Blocking characteristics
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Figure D.2-1: Measuring system set-up for blocking characteristics

D.2.2
Receiver spurious emissions
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Figure D.2-2: Measuring system set-up for receiver spurious emissions

D.2.3
Receiver intermodulation
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Figure D.2-3: Measuring system set-up for receiver intermodulation
Annex E
E-UTRA Test model for BC3 CS3 BS (normative)
The set-up of physical channels for E-UTRA TDD in part of BC3 CS3 BS transmitter tests shall be according to one of the test models (E-TM) below. A detailed reference to the applicable test model is made in subclause 4.9.2.

The following general parameters are used by all E-UTRA test models in E.1 to E.6:
· The test models are defined for a single antenna port (using p = 0); 1 code word (q = 0), 1 layer, precoding is not used
· Duration is 25 subframes (25 ms)
· 
Normal CP
· Virtual resource blocks of localized type, no intra-subframe hopping for PDSCH
· UE-specific reference signals are not used
Power settings of physical channels are defined by physical channel EPRE relative to the EPRE of the RS. The relative accuracy of the physical channel EPRE as referred to the EPRE of the RS shall have a tolerance of ±0.5 dB.

The test models are derived based on E-UTRA TDD uplink/downlink configuration 1 and special subframe configuration 7 as shown in Table E-1. Number of half frames for the test models is 5.

Table E-1: Configurations of E-UTRA TDD eNB test models

	Downlink-to-Uplink 

Switch-point periodicity
	Number of UL/DL sub-frames per half frame (10 ms)
	DwPTS
	GP
	UpPTS

	
	DL
	UL
	
	
	

	5ms
	2
	2
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E.1
E-UTRA Test Model 1.1 (E-TM1.1_x)

This model shall be used for tests on:

· BS output power

· Unwanted emissions

· Occupied bandwidth

· ACLR

· Operating band unwanted emissions

· Transmitter spurious emissions

· Transmitter intermodulation

· RS absolute accuracy 

Table E.1-1 Physical channel parameters of E-TM1.1_x
	Parameter
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	Reference, Synchronisation Signals
	
	
	
	
	
	

	RS boosting, PB = EB/EA
	1
	1
	1
	1
	1
	1

	Synchronisation signal EPRE / ERS [dB]
	0.000
	0.000
	0.000
	0.000
	0.000
	0.000

	Reserved EPRE / ERS [dB]
	-inf
	-inf
	-inf
	-inf
	-inf
	-inf

	PBCH
	
	
	
	
	
	

	PBCH EPRE / ERS [dB]
	0.000
	0.000
	0.000
	0.000
	0.000
	0.000

	Reserved EPRE / ERS [dB]
	-inf
	-inf
	-inf
	-inf
	-inf
	-inf

	PCFICH
	
	
	
	
	
	

	# of symbols used for control channels
	2
	1
	1
	1
	1
	1

	PCFICH EPRE / ERS [dB]
	3.222
	0
	0
	0
	0
	0

	PHICH
	
	
	
	
	
	

	# of PHICH groups
	1
	1
	1
	2
	2
	3

	# of PHICH per group
	2
	2
	2
	2
	2
	2

	PHICH BPSK symbol power / ERS [dB]
	-3.010
	-3.010
	-3.010
	-3.010
	-3.010
	-3.010

	PHICH group EPRE / ERS [dB]
	0
	0
	0
	0
	0
	0

	PDCCH
	
	
	
	
	
	

	# of available REGs
	23
	23
	43
	90
	140
	187

	# of PDCCH
	2
	2
	2
	5
	7
	10

	# of CCEs per PDCCH
	1
	1
	2
	2
	2
	2

	# of REGs per CCE
	9
	9
	9
	9
	9
	9

	# of REGs allocated to PDCCH 
	18
	18
	36
	90
	126
	180

	# of <NIL> REGs added for padding
	5
	5
	7
	0
	14
	7

	PDCCH REG EPRE / ERS [dB]
	0.792
	2.290
	1.880
	1.065
	1.488
	1.195

	<NIL> REG EPRE / ERS [dB]
	-inf
	-inf
	-inf
	-inf
	-inf
	-inf

	PDSCH
	
	
	
	
	
	

	# of QPSK PDSCH PRBs which are boosted
	6
	15
	25
	50
	75
	100

	PRB PA = EA/ERS [dB]
	0
	0
	0
	0
	0
	0

	# of QPSK PDSCH PRBs which are de-boosted
	0
	0
	0
	0
	0
	0

	PRB PA = EA/ERS [dB]
	n.a.
	n.a.
	n.a.
	n.a.
	n.a.
	n.a.


E.2
E-UTRA Test Model 1.2 (E-TM1.2_x)

This model shall be used for tests on:

· Unwanted emissions

· ACLR

· Operating band unwanted emissions

Table E.2-1: Physical channel parameters of E-TM1.2_x
	Parameter
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	Reference, Synchronisation Signals
	
	
	
	
	
	

	RS boosting, PB = EB/EA
	1
	1
	1
	1
	1
	1

	Synchronisation signal EPRE / ERS [dB]
	0.000
	-4.730
	-4.730
	-4.730
	-4.730
	-4.730

	Reserved EPRE / ERS [dB]
	-inf
	-inf
	-inf
	-inf
	-inf
	-inf

	PBCH
	
	
	
	
	
	

	PBCH EPRE / ERS [dB]
	0.000
	-4.730
	-4.730
	-4.730
	-4.730
	-4.730

	Reserved EPRE / ERS [dB]
	-inf
	-inf
	-inf
	-inf
	-inf
	-inf

	PCFICH
	
	
	
	
	
	

	# of symbols used for control channels
	2
	1
	1
	1
	1
	1

	PCFICH EPRE / ERS [dB]
	3.222
	0
	0
	0
	0
	0

	PHICH
	
	
	
	
	
	

	# of PHICH groups
	1
	1
	1
	2
	2
	3

	# of PHICH per group
	2
	2
	2
	2
	2
	2

	PHICH BPSK symbol power / ERS [dB]
	-3.010
	-3.010
	-3.010
	-3.010
	-3.010
	-3.010

	PHICH group EPRE / ERS [dB]
	0
	0
	0
	0
	0
	0

	PDCCH
	
	
	
	
	
	

	# of available REGs
	23
	23
	43
	90
	140
	187

	# of PDCCH
	2
	2
	2
	5
	7
	10

	# of CCEs per PDCCH
	1
	1
	2
	2
	2
	2

	# of REGs per CCE
	9
	9
	9
	9
	9
	9

	# of REGs allocated to PDCCH 
	18
	18
	36
	90
	126
	180

	# of dummy REGs added for padding
	5
	5
	7
	0
	14
	7

	PDCCH REG EPRE / ERS [dB]
	0.792
	2.290
	1.880
	1.065
	1.488
	1.195

	<NIL> REG EPRE / ERS [dB]
	-inf
	-inf
	-inf
	-inf
	-inf
	-inf

	PDSCH
	
	
	
	
	
	

	# of QPSK PDSCH PRBs which are boosted
	2
	6
	10
	20
	30
	40

	PRB PA = EA/ERS [dB]
	3 (*)
	3
	3
	3
	3
	3

	# of QPSK PDSCH PRBs which are de-boosted
	4
	9
	15
	30
	45
	60

	PRB PA = EA/ERS [dB]
	-2.990 (*)
	-4.730
	-4.730
	-4.730
	-4.730
	-4.730


Note (*): in subframes containing PBCH or synchronisation signal REs, no PRB boosting/deboosting shall be applied, i.e. PRB PA = EA/ERS  = 0 [dB]
Table E.2-2: Numbers (
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n

) of the boosted PRBs (TDD)

	Frame1
	Subframe 0
	Subframe 1
	Subframe 4
	Subframe 5
	Subframe 6
	Subframe 9

	1.4 MHz
	N.A. 
	 N.A.
	4 5
	N.A
	N.A
	2 5

	3 MHz
	0 1 3 11 12 14
	1 2 3 11 12 14
	1 4 8 10 11 12
	0 1 2 3 1113
	1 3 11 12 13 14
	1 6 8 9 1112

	5 MHz
	1 2 5 8 17 18 19 21 23 24
	1 3 5 6 7 17 19 20 23 24
	1 2 11 13 15 17 18 19 20 21
	0 3 4 5 8 17 18 19 21 22
	2 3 6 7 8 17 18 19 20 24
	1 2 4 5 6 7 8 9 10 12

	10 MHz
	2 4 6 7 10 11 13 17 18 19 34 35 37 38 41 42 46 47 48 49
	1 3 6 7 9 11 14 15 17 18 19 28 29 30 35 37 38 39 43 44
	2 4 7 12 14 16 20 21 24 26 28 29 34 41 43 44 45 46 47 48
	3 4 5 6 10 11 12 14 16 18 30 34 35 36 37 39 40 41 43 48
	2 4 6 7 8 9 10 13 14 16 19 20 21 29 32 34 39 41 44 45
	2 5 8 9 11 12 13 16 18 21 22 23 27 29 30 31 32 33 46 47

	15 MHz
	3 5 6 9 10 13 15 17 20 23 25 26 27 28 29 33 44 45 51 53 56 57 58 61 63 66 70 71 73 74
	1 5 7 8 9 10 11 13 15 19 21 24 26 42 45 46 51 52 53 55 56 57 58 59 60 61 62 64 65 72
	2 6 8 9 10 11 13 16 18 19 21 22 26 30 31 41 45 46 47 48 51 55 57 58 62 63 64 69 73 74
	3 4 6 7 9 10 11 13 14 15 16 20 22 24 25 28 31 32 33 43 49 52 55 58 61 62 66 67 70 73
	3 4 7 8 12 13 14 16 18 19 20 22 24 27 28 30 32 41 42 43 44 46 49 50 51 65 67 68 69 71
	0 2 7 11 13 17 19 20 23 27 28 31 39 40 41 43 45 46 47 48 51 55 57 58 63 65 66 70 71 73

	20 MHz
	2 4 7 8 12 13 14 18 20 21 23 27 28 31 34 35 37 38 39 44 46 53 56 58 60 68 70 71 74 75 76 78 82 85 87 88 93 95 97 99
	4 5 6 7 8 9 10 11 12 14 17 19 20 22 25 27 28 29 32 33 37 38 41 43 53 58 61 65 69 70 73 74 78 79 80 82 83 86 90 97
	0 3 10 13 14 17 23 25 27 28 30 31 36 37 38 40 41 43 49 50 54 55 57 58 60 61 63 64 70 74 76 77 81 84 85 87 88 94 95 98
	4 5 9 11 13 14 16 19 22 24 25 27 29 32 33 37 40 42 43 45 46 53 54 57 58 62 66 67 68 69 83 86 88 89 90 91 92 93 95 97
	2 3 8 9 10 11 12 14 15 17 18 22 24 26 28 30 35 36 40 41 42 53 55 60 61 62 63 64 65 68 74 77 82 84 85 87 93 97 98 99
	2 3 4 10 11 12 15 18 21 22 23 26 30 31 32 36 37 39 40 41 42 43 48 50 53 54 56 58 61 64 66 71 72 77 81 82 89 92 98 99


	Frame2
	Subframe 0
	Subframe 1
	Subframe 4
	Subframe 5
	Subframe 6
	Subframe 9

	1.4 MHz
	N.A. 
	 N.A.
	4 5
	N.A
	N.A
	1 2

	3 MHz
	0 1 2 11 12 13
	0 1 2 3 13 14
	0 3 4 6 10 12
	0 1 2 3 12 14
	0 1 2 3 11 13
	2 6 9 11 13 14

	5 MHz
	1 2 3 8 17 20 21 22 23 24
	1 2 4 5 6 7 16 17 22 23
	2 3 8 10 13 15 16 21 23 24
	1 2 4 6 8 16 18 21 23 24
	0 3 5 6 7 17 19 20 21 24
	0 4 6 7 13 14 15 16 19 24

	10 MHz
	1 4 5 6 8 11 12 13 15 17 20 28 30 31 32 42 43 46 48 49
	0 1 7 15 18 19 20 21 29 30 32 34 35 37 38 40 42 43 44 47
	2 4 10 11 18 20 23 24 28 30 32 37 40 41 43 44 45 46 47 48
	1 2 5 6 8 9 11 13 14 15 16 18 20 30 32 33 40 41 46 49
	6 7 10 11 15 18 19 20 21 28 29 33 35 36 38 40 41 43 44 49
	6 8 9 10 11 14 15 16 18 19 20 21 23 24 27 28 36 37 47 49

	15 MHz
	3 7 10 11 15 16 17 23 27 29 30 31 32 42 43 48 49 50 53 54 57 60 62 64 65 66 67 69 72 74
	8 9 11 12 14 15 17 22 23 24 27 28 29 31 41 42 45 48 51 54 55 56 62 63 67 68 70 71 73 74
	0 1 3 5 9 11 14 15 16 19 24 25 26 27 28 31 33 34 38 40 42 43 46 48 50 52 59 61 67 74
	1 3 9 11 13 17 21 22 23 24 25 28 29 46 48 49 51 52 53 54 55 57 61 64 65 67 68 72 73 74
	0 2 4 6 10 11 13 14 15 16 17 20 22 23 28 29 43 44 46 47 51 53 54 56 59 61 63 69 71 72
	0 4 5 8 9 10 12 13 15 20 22 30 32 33 35 37 38 42 44 45 46 47 48 51 52 55 59 60 66 69

	20 MHz
	1 4 10 14 15 17 18 19 23 29 30 31 32 33 37 38 39 42 46 55 61 64 65 66 68 69 70 72 73 76 82 83 84 86 89 90 93 95 97 99
	0 1 3 5 8 12 14 15 17 19 20 22 23 25 26 28 29 30 37 38 39 45 58 59 62 63 68 71 72 75 78 82 84 85 91 92 93 94 96 98
	3 5 6 7 9 16 20 21 23 24 25 26 31 32 35 37 41 42 43 44 46 48 51 54 59 60 61 62 64 67 76 77 78 79 82 84 86 87 88 95
	0 2 4 5 6 7 11 12 13 14 16 19 20 21 27 30 32 33 35 37 41 44 46 53 56 58 60 61 62 64 65 67 68 70 73 79 82 90 92 98
	0 2 4 6 7 11 12 13 17 18 19 20 27 28 31 35 37 38 40 43 45 56 57 59 63 68 70 71 77 79 80 82 85 87 89 92 95 96 97 98
	1 4 7 10 13 18 19 25 26 27 28 30 32 35 37 38 41 46 47 50 51 52 53 54 57 60 62 70 71 73 78 79 81 83 84 87 91 95 98 99


	Half Frame 5
	Subframe 0
	Subframe 1
	Subframe 4

	1.4 MHz
	N.A
	 N.A.
	1 3

	3 MHz
	0 2 3 4 5 6
	0 1 2 3 13 14
	1 5 7 9 13 14

	5 MHz
	1 3 4 8 10 12 16 19 20 22
	1 2 4 5 6 7 16 17 22 23
	0 2 5 9 14 18 19 21 22 23

	10 MHz
	1 4 7 11 12 13 14 15 20 21 27 31 34 37 38 41 42 46 48 49
	0 1 7 15 18 19 20 21 29 30 32 34 35 37 38 40 42 43 44 47
	2 5 7 8 9 14 16 18 23 30 32 33 34 37 41 42 44 45 46 49

	15 MHz
	1 2 3 7 8 9 10 12 13 17 19 21 22 23 24 28 30 32 37 40 41 46 48 53 56 58 61 65 69 73
	8 9 11 12 14 15 17 22 23 24 27 28 29 31 41 42 45 48 51 54 55 56 62 63 67 68 70 71 73 74
	1 5 8 9 10 13 14 15 20 21 23 26 27 28 29 32 33 34 39 43 44 57 60 62 64 65 69 71 72 73

	20 MHz
	4 9 12 13 17 19 20 21 22 29 31 36 37 39 40 41 42 46 48 49 54 56 57 60 64 66 73 74 75 80 83 86 87 89 90 92 94 96 98 99
	0 1 3 5 8 12 14 15 17 19 20 22 23 25 26 28 29 30 37 38 39 45 58 59 62 63 68 71 72 75 78 82 84 85 91 92 93 94 96 98
	0 1 2 3 5 7 8 10 11 15 19 20 21 24 26 28 31 32 33 34 44 45 54 58 59 61 63 65 67 69 70 77 85 88 89 90 92 94 98 99


E.3
E-UTRA Test Model 2 (E-TM2_x)

This model shall be used for tests on:

· Total power dynamic range (lower OFDM symbol power limit at min power), 

· EVM of single 64QAM PRB allocation (at min power)

· Frequency error (at min power) 

Table E.3-1: Physical channel parameters of E-TM2_x
	Parameter
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	Reference, Synchronisation Signals
	
	
	
	
	
	

	RS boosting, PB = EB/EA
	1
	1
	1
	1
	1
	1

	Synchronisation signal EPRE / ERS [dB]
	0.000
	0.000
	0.000
	0.000
	0.000
	0.000

	Reserved EPRE / ERS [dB]
	-inf
	-inf
	-inf
	-inf
	-inf
	-inf

	PBCH
	
	
	
	
	
	

	PBCH EPRE / ERS [dB]
	0.000
	0.000
	0.000
	0.000
	0.000
	0.000

	Reserved EPRE / ERS [dB]
	-inf
	-inf
	-inf
	-inf
	-inf
	-inf

	PCFICH
	
	
	
	
	
	

	# of symbols used for control channels
	2
	1
	1
	1
	1
	1

	PCFICH EPRE / ERS [dB]
	0
	0
	0
	0
	0
	0

	PHICH
	
	
	
	
	
	

	# of PHICH groups
	1
	1
	1
	2
	2
	3

	# of PHICH per group
	2
	2
	2
	2
	2
	2

	PHICH BPSK symbol power / ERS [dB]
	-3.010
	-3.010
	-3.010
	-3.010
	-3.010
	-3.010

	PHICH group EPRE / ERS [dB]
	0
	0
	0
	0
	0
	0

	PDCCH
	
	
	
	
	
	

	# of available REGs
	23
	23
	43
	90
	140
	187

	# of PDCCH
	1
	1
	1
	1
	1
	1

	# of CCEs per PDCCH
	1
	1
	2
	2
	2
	2

	# of REGs per CCE
	9
	9
	9
	9
	9
	9

	# of REGs allocated to PDCCH 
	9
	9
	18
	18
	18
	18

	# of <NIL> REGs added for padding
	14
	14
	25
	72
	122
	169

	PDCCH REG EPRE / ERS [dB]
	0
	0
	0
	0
	0
	0

	<NIL> REG EPRE / ERS [dB]
	-inf
	-inf
	-inf
	-inf
	-inf
	-inf

	PDSCH
	
	
	
	
	
	

	# of 64QAM PDSCH PRBs within a slot for which EVM is measured
	1
	1
	1
	1
	1
	1

	PRB PA = EA/ERS [dB]
	0
	0
	0
	0
	0
	0

	# of PDSCH PRBs which are not allocated
	5
	14
	24
	49
	74
	99

	PRB PA = EA/ERS [dB]
	-inf
	-inf
	-inf
	-inf
	-inf
	-inf


Table E.3-2: Numbers (
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) of the allocated PRB (64QAM) (TDD)

	Frame1
	Subframe 0
	Subframe 1
	Subframe 4
	Subframe 5
	Subframe 6
	Subframe 9

	1.4 MHz
	4
	5
	0
	5
	2
	0

	3 MHz
	10
	14
	0
	12
	5
	1

	5 MHz
	17
	24
	1
	21
	8
	2

	10 MHz
	35
	49
	2
	42
	17
	4

	15 MHz
	53
	74
	3
	63
	26
	6

	20 MHz
	71
	99
	4
	85
	35
	8


	Frame2
	Subframe 0
	Subframe 1
	Subframe 4
	Subframe 5
	Subframe 6
	Subframe 9

	1.4 MHz
	4
	5
	3
	2
	1
	1

	3 MHz
	11
	14
	8
	5
	3
	3

	5 MHz
	18
	23
	13
	8
	5
	5

	10 MHz
	37
	46
	26
	17
	10
	11

	15 MHz
	56
	70
	40
	25
	15
	17

	20 MHz
	75
	93
	53
	34
	20
	23


	Half Frame 5
	Subframe 0
	Subframe 1
	Subframe 4

	1.4 MHz
	3
	5
	4

	3 MHz
	7
	14
	11

	5 MHz
	12
	23
	19

	10 MHz
	25
	46
	38

	15 MHz
	38
	70
	57

	20 MHz
	51
	93
	76


E.4
E-UTRA Test Model 3.1 (E-TM3.1_x)

This model shall be used for tests on:

· Output power dynamics

· Total power dynamic range (upper OFDM symbol power limit at max power with all 64QAM PRBs allocated) 

· Transmitted signal quality

· Frequency error

· EVM for 64QAM modulation (at max power)

Table E.4-1: Physical channel parameters of E-TM3.1_x
	Parameter
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	Reference, Synchronisation Signals
	
	
	
	
	
	

	RS boosting, PB = EB/EA
	1
	1
	1
	1
	1
	1

	Synchronisation signal EPRE / ERS [dB]
	0.000
	0.000
	0.000
	0.000
	0.000
	0.000

	Reserved EPRE / ERS [dB]
	-inf
	-inf
	-inf
	-inf
	-inf
	-inf

	PBCH
	
	
	
	
	
	

	PBCH EPRE / ERS [dB]
	0.000
	0.000
	0.000
	0.000
	0.000
	0.000

	Reserved EPRE / ERS [dB]
	-inf
	-inf
	-inf
	-inf
	-inf
	-inf

	PCFICH
	
	
	
	
	
	

	# of symbols used for control channels
	2
	1
	1
	1
	1
	1

	PCFICH EPRE / ERS [dB]
	3.222
	0
	0
	0
	0
	0

	PHICH
	
	
	
	
	
	

	# of PHICH groups
	1
	1
	1
	2
	2
	3

	# of PHICH per group
	2
	2
	2
	2
	2
	2

	PHICH BPSK symbol power / ERS [dB]
	-3.010
	-3.010
	-3.010
	-3.010
	-3.010
	-3.010

	PHICH group EPRE / ERS [dB]
	0
	0
	0
	0
	0
	0

	PDCCH
	
	
	
	
	
	

	# of available REGs
	23
	23
	43
	90
	140
	187

	# of PDCCH
	2
	2
	2
	5
	7
	10

	# of CCEs per PDCCH
	1
	1
	2
	2
	2
	2

	# of REGs per CCE
	9
	9
	9
	9
	9
	9

	# of REGs allocated to PDCCH 
	18
	18
	36
	90
	126
	180

	# of <NIL> REGs added for padding
	5
	5
	7
	0
	14
	7

	PDCCH REG EPRE / ERS [dB]
	0.792
	2.290
	1.880
	1.065
	1.488
	1.195

	<NIL> REG EPRE / ERS [dB]
	-inf
	-inf
	-inf
	-inf
	-inf
	-inf

	PDSCH
	
	
	
	
	
	

	# of 64QAM PDSCH PRBs within a slot for which EVM is measured
	6
	15
	25
	50
	75
	100

	PRB PA = EA/ERS [dB]
	0
	0
	0
	0
	0
	0

	# of PDSCH PRBs within a slot for which EVM is not measured (used for power balancing only)
	0
	0
	0
	0
	0
	0

	PRB PA = EA/ERS [dB]
	n.a.
	n.a.
	n.a.
	n.a.
	n.a.
	n.a.


E.5
E-UTRA Test Model 3.2 (E-TM3.2_x)

This model shall be used for tests on:

· Transmitted signal quality

· Frequency error

· EVM for 16QAM modulation

Table E.5-1: Physical channel parameters of E-TM3.2_x
	Parameter
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	Reference, Synchronisation Signals
	
	
	
	
	
	

	RS boosting, PB = EB/EA
	1
	1
	1
	1
	1
	1

	Synchronisation signal EPRE / ERS [dB]
	0.000
	1.573
	2.426
	2.426
	3.005
	2.426

	Reserved EPRE / ERS [dB]
	-inf
	-inf
	-inf
	-inf
	-inf
	-inf

	PBCH
	
	
	
	
	
	

	PBCH EPRE / ERS [dB]
	0.000
	1.573
	2.426
	2.426
	3.005
	2.426

	Reserved EPRE / ERS [dB]
	-inf
	-inf
	-inf
	-inf
	-inf
	-inf

	PCFICH
	
	
	
	
	
	

	# of symbols used for control channels
	2
	1
	1
	1
	1
	1

	PCFICH EPRE / ERS [dB]
	3.222
	0
	0
	0
	0
	0

	PHICH
	
	
	
	
	
	

	# of PHICH groups
	1
	1
	1
	2
	2
	3

	# of PHICH per group
	2
	2
	2
	2
	2
	2

	PHICH BPSK symbol power / ERS [dB]
	-3.010
	-3.010
	-3.010
	-3.010
	-3.010
	-3.010

	PHICH group EPRE / ERS [dB]
	0
	0
	0
	0
	0
	0

	PDCCH
	
	
	
	
	
	

	# of available REGs
	23
	23
	43
	90
	140
	187

	# of PDCCH
	2
	2
	2
	5
	7
	10

	# of CCEs per PDCCH
	1
	1
	2
	2
	2
	2

	# of REGs per CCE
	9
	9
	9
	9
	9
	9

	# of REGs allocated to PDCCH 
	18
	18
	36
	90
	126
	180

	# of <NIL> REGs added for padding
	5
	5
	7
	0
	14
	7

	PDCCH REG EPRE / ERS [dB]
	0.792
	2.290
	1.880
	1.065
	1.488
	1.195

	<NIL> REG EPRE / ERS [dB]
	-inf
	-inf
	-inf
	-inf
	-inf
	-inf

	PDSCH
	
	
	
	
	
	

	# of 16QAM PDSCH PRBs within a slot for which EVM is measured
	4
	7
	15
	30
	50
	60

	PRB PA = EA/ERS [dB]
	-3  (*)
	-3
	-3
	-3
	-3
	-3

	# of QPSK PDSCH PRBs within a slot for which EVM is not measured (used for power balancing only)
	2
	8
	10
	20
	25
	40

	PRB PA = EA/ERS [dB]
	3.005  (*)
	1.573
	2.426
	2.426
	3.005
	2.426


Note (*): in subframes containing PBCH or synchronisation signal REs, no PRB boosting/deboosting shall be applied, i.e. PRB PA = EA/ERS  = 0 [dB]
Table E.5-2: Numbers (
[image: image11.wmf]PRB

n

) of the 16QAM PRBs (TDD)

	Frame1
	Subframe 0
	Subframe 1
	Subframe 4
	Subframe 5
	Subframe 6
	Subframe 9

	1.4 MHz
	0  3  4  5 
	1  2  3  4
	0 2 4 5
	0  1  2  4
	0  1  3  4
	2 3 4 5

	3 MHz
	0 1 2 3 11 12 14
	0 1 2 3 11 12 13
	1 2 7 8 10 13 14
	0 1 2 3 11 12 14
	0 1 2 3 11 12 13
	2 3 4 6 8 13 14

	5 MHz
	1 2 3 4 5 6 7 8 17 18 19 20 21 23 24
	0 2 3 4 5 6 7 8 17 18 19 20 21 22 24
	1 2 4 6 7 8 9 11 14 15 16 18 21 23 24
	1 2 3 4 5 6 7 8 16 17 18 19 20 21 22
	1 2 3 4 5 6 7 8 16 17 20 21 22 23 24
	0 2 3 5 6 7 10 13 15 16 17 19 20 21 24

	10 MHz
	1 2 3 4 6 7 9 10 11 13 14 15 17 18 19 28 29 30 34 35 37 38 39 41 42 44 46 47 48 49
	2 3 4 5 6 7 8 9 10 11 12 13 14 16 17 18 19 21 30 32 34 35 36 37 39 40 41 43 45 48
	0 1 2 5 6 7 8 11 13 14 15 16 18 20 21 24 25 27 30 32 34 35 37 38 40 41 43 46 47 49
	2 4 5 6 7 8 9 11 12 13 14 16 18 20 21 28 29 30 31 32 33 34 41 43 44 45 46 47 48 49
	1 4 5 6 7 8 11 12 13 14 15 17 19 20 21 28 29 30 31 32 34 37 38 41 42 44 46 47 48 49
	2 4 5 6 7 9 10 11 15 18 19 20 21 24 25 26 28 29 30 32 33 35 36 38 40 41 43 44 48 49

	15 MHz
	1 3 4 5 6 7 8 9 10 11 13 15 16 17 19 20 21 22 23 24 25 26 27 28 29 33 42 44 45 46 51 52 53 55 56 57 58 59 60 61 62 63 64 65 66 70 71 72 73 74
	2 3 4 6 7 8 9 10 11 12 13 14 15 16 18 19 20 22 24 25 27 28 30 31 32 41 42 43 44 45 46 48 49 50 51 52 55 58 61 62 63 65 66 67 68 69 70 71 73 74
	0 1 2 3 4 6 9 10 11 13 14 15 16 17 20 21 22 23 24 25 28 29 34 37 43 44 46 47 48 49 51 52 53 54 55 57 59 61 62 63 64 65 67 68 69 70 71 72 73 74
	0 1 2 3 6 7 8 9 10 11 12 13 16 17 18 19 20 21 22 23 24 26 27 28 30 31 32 41 43 45 46 47 48 51 53 55 56 57 58 61 62 63 64 65 66 69 70 71 73 74
	3 7 8 9 10 11 12 13 14 15 16 17 22 23 24 27 28 29 30 31 32 41 42 43 45 46 48 49 50 53 54 55 56 57 58 60 61 62 63 64 65 66 67 68 69 70 71 72 73 74
	0 1 3 4 5 8 9 10 11 12 13 14 15 16 19 20 22 24 25 26 27 28 31 32 33 34 35 36 37 38 40 42 43 44 45 46 47 48 50 51 52 55 56 59 60 61 66 67 69 74

	20 MHz
	2 4 5 6 7 8 9 10 11 12 13 14 17 18 19 20 21 22 23 25 27 28 29 31 32 33 34 35 37 38 39 43 44 46 53 56 58 60 61 68 69 70 71 73 74 75 76 78 79 80 82 83 85 86 87 88 93 95 97 99
	2 4 5 8 9 10 11 12 13 14 16 17 18 19 22 24 25 26 27 29 30 32 33 36 37 38 40 41 42 43 45 46 53 54 55 57 58 60 62 64 65 66 67 68 69 74 78 82 83 84 86 88 89 90 91 92 93 95 97 99
	0 1 3 4 5 7 8 12 13 14 15 17 19 20 22 23 25 26 28 30 31 33 35 37 38 39 41 45 48 49 50 51 58 59 62 63 65 67 68 69 70 71 72 73 75 76 78 82 84 85 86 89 90 91 92 93 94 96 97 98
	0 2 3 4 9 10 11 12 13 14 15 17 18 21 22 23 24 25 26 27 28 30 31 32 35 36 37 38 40 41 42 43 53 54 55 57 60 61 63 64 65 66 68 70 74 76 77 81 82 84 85 87 88 89 93 94 95 97 98 99
	1 4 9 10 12 13 14 15 17 18 19 20 21 22 23 29 30 31 32 33 36 37 39 40 41 42 43 46 53 54 55 56 57 58 60 61 64 66 68 69 71 72 73 74 75 80 82 83 84 86 87 89 90 92 93 94 95 96 98 99
	0 2 4 5 6 7 11 12 13 14 16 17 18 19 20 21 23 27 28 30 31 32 35 37 38 40 43 44 45 46 47 50 51 53 56 57 58 59 60 61 62 63 64 65 68 70 71 73 77 79 80 82 85 87 89 92 95 96 97 98


	Frame2
	Subframe 0
	Subframe 1
	Subframe 4
	Subframe 5
	Subframe 6
	Subframe 9

	1.4 MHz
	0  2  4  5 
	1  2  4  5
	0 1 2 4
	0  1  3  4
	0  2  3  5
	1 2 3 4

	3 MHz
	0 1 2 3 12 13 14
	0 1 2 3 11 12 13
	2 4 7 8 9 10 11
	1 2 3 11 12 13 14
	0 1 2 11 12 13 14
	0 1 3 4 5 13 14

	5 MHz
	0 2 3 4 5 6 7 16 17 18 19 20 21 22 23
	0 1 2 3 4 5 7 8 16 17 18 19 20 23 24
	0 1 3 6 7 9 12 14 17 18 20 21 22 23 24
	1 2 3 4 5 7 8 16 17 18 20 21 22 23 24
	0 1 3 4 5 7 8 16 17 18 19 20 21 22 24
	2 3 4 5 6 7 9 11 12 14 15 17 18 21 24

	10 MHz
	0 1 2 6 7 8 9 11 13 14 15 16 19 29 30 32 34 35 36 37 38 39 41 42 43 44 45 47 48 49
	0 2 3 4 6 7 8 9 10 11 12 15 16 17 18 19 20 29 31 33 34 35 36 37 42 45 46 47 48 49
	1 2 3 5 6 13 14 15 16 17 19 20 23 25 26 27 29 30 31 32 33 35 38 39 40 41 43 44 47 49
	0 1 2 3 5 6 7 8 9 10 13 14 15 16 18 20 21 28 29 30 31 32 34 35 39 40 41 42 44 46
	1 2 3 4 5 6 8 9 10 11 12 13 15 16 17 18 19 21 30 35 38 39 40 41 42 43 46 47 48 49
	0 1 2 5 9 12 13 14 16 17 18 22 25 26 27 28 29 30 31 33 35 36 38 39 41 42 44 45 47 49

	15 MHz
	0 1 2 3 4 5 6 7 8 10 11 14 15 16 18 19 20 21 23 24 25 26 27 28 31 32 33 41 43 44 45 46 47 48 50 52 53 55 57 58 59 61 63 65 66 67 68 69 71 74
	1 2 3 4 5 6 7 8 9 10 11 13 14 15 16 18 20 21 22 23 27 28 29 30 33 42 43 45 46 47 49 50 51 54 55 56 58 59 60 61 64 65 66 68 69 70 71 72 73 74
	1 3 4 5 6 7 9 10 11 12 14 15 16 17 18 19 20 21 22 24 26 29 30 32 33 34 35 36 38 39 41 42 44 45 47 48 49 50 52 55 56 57 61 62 63 69 70 71 73 74
	0 1 2 4 5 6 7 8 9 10 11 12 13 14 15 16 18 20 22 24 25 26 29 32 33 44 45 46 49 50 51 52 55 56 57 58 59 60 61 63 64 65 66 68 69 70 71 72 73 74
	0 1 2 3 4 5 6 7 8 9 10 11 13 14 15 16 17 18 19 21 23 24 26 29 30 33 41 42 45 46 47 49 50 51 53 54 55 56 57 58 60 62 63 66 67 69 71 72 73 74
	1 3 4 6 7 8 10 11 13 14 15 21 22 23 24 26 27 28 29 30 31 32 35 39 40 43 44 45 46 47 48 49 50 51 52 53 54 55 56 57 58 59 60 63 64 65 66 68 71 74

	20 MHz
	0 1 2 3 4 5 7 8 9 10 11 15 17 19 20 21 24 26 27 28 29 31 32 33 34 36 37 44 45 54 56 57 58 59 60 61 63 65 67 68 69 70 73 77 79 83 85 86 87 88 89 90 91 92 93 94 95 96 98 99
	0 2 3 4 7 8 10 11 12 13 14 15 16 17 18 19 20 22 24 25 27 30 35 37 39 41 42 44 53 56 57 59 61 62 63 66 67 69 70 73 74 75 76 77 78 79 80 81 82 84 85 86 88 89 90 91 92 94 96 98
	0 1 2 4 6 8 9 10 11 14 15 18 19 20 21 25 29 31 32 34 36 37 38 40 41 42 47 52 53 54 57 58 59 60 62 63 64 65 67 68 69 70 71 73 74 75 76 77 78 79 80 84 85 86 87 88 90 92 95 99
	0 1 2 4 5 6 7 10 11 12 13 14 15 16 18 19 20 21 23 24 25 29 32 33 34 40 42 43 44 45 46 53 54 55 57 59 60 61 62 63 67 68 71 72 73 75 77 81 82 84 85 87 91 92 93 95 96 97 98 99
	0 1 2 3 4 6 7 8 9 12 13 15 16 18 19 20 22 24 25 27 28 29 30 32 35 39 40 42 43 44 57 59 60 61 63 64 65 66 67 68 69 70 72 73 74 75 76 81 82 83 84 88 89 90 92 94 95 97 98 99
	0 1 2 3 7 8 9 13 15 16 21 23 24 25 29 30 31 33 34 36 37 38 39 40 41 42 44 45 46 47 48 49 52 53 57 60 62 63 64 65 66 69 72 73 74 75 77 81 82 83 84 86 88 89 90 91 92 93 95 97


	Half Frame 5
	Subframe 0
	Subframe 1
	Subframe 4

	1.4 MHz
	1 2 4 5
	1  2  4  5
	1 2 3 5

	3 MHz
	0 3 6 8 9 10 14
	0 1 2 3 11 12 13
	0 4 6 8 9 11 12

	5 MHz
	0 2 3 4 6 7 8 13 14 15 16 19 21 23 24
	0 1 2 3 4 5 7 8 16 17 18 19 20 23 24
	0 1 3 4 5 8 10 11 12 14 16 17 20 22 24

	10 MHz
	2 5 6 7 8 9 10 11 14 15 16 18 19 20 21 23 27 28 30 32 33 34 37 41 42 44 45 46 47 49
	0 2 3 4 6 7 8 9 10 11 12 15 16 17 18 19 20 29 31 33 34 35 36 37 42 45 46 47 48 49
	0 1 2 3 4 5 7 8 9 10 12 13 14 15 16 18 22 27 28 29 30 31 32 33 34 42 43 45 46 49

	15 MHz
	1 3 4 5 7 8 9 10 12 13 14 15 16 17 19 20 21 23 26 27 28 29 30 31 32 33 34 36 37 38 39 42 43 44 45 46 52 53 57 58 59 60 62 63 64 65 69 71 72 73
	1 2 3 4 5 6 7 8 9 10 11 13 14 15 16 18 20 21 22 23 27 28 29 30 33 42 43 45 46 47 49 50 51 54 55 56 58 59 60 61 64 65 66 68 69 70 71 72 73 74
	0 1 2 5 6 7 10 11 12 16 17 18 19 22 23 25 27 28 29 30 31 33 34 35 36 37 39 40 43 45 46 47 48 49 50 52 54 55 56 58 61 62 63 64 66 67 68 69 71 73

	20 MHz
	1 3 4 5 6 7 9 10 13 16 18 20 21 24 25 26 27 28 30 31 32 35 37 38 41 42 43 44 46 47 48 50 51 52 53 54 57 59 60 61 62 64 67 70 71 73 76 77 78 79 81 82 84 86 87 88 91 95 98 99
	0 2 3 4 7 8 10 11 12 13 14 15 16 17 18 19 20 22 24 25 27 30 35 37 39 41 42 44 53 56 57 59 61 62 63 66 67 69 70 73 74 75 76 77 78 79 80 81 82 84 85 86 88 89 90 91 92 94 96 98
	3 4 6 7 9 10 11 12 13 14 15 17 19 22 23 25 26 27 33 34 37 39 40 41 43 45 46 47 48 49 50 53 55 56 58 60 61 62 63 65 69 71 72 73 74 76 77 78 79 80 82 83 85 87 91 92 94 95 96 99


E.6
E-UTRA Test Model 3.3 (E-TM3.3_x)

This model shall be used for tests on:

· Transmitted signal quality

· Frequency error

· EVM for QPSK modulation

Table E.6-1: Physical channel parameters of E-TM3.3_x
	Parameter
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	Reference, Synchronisation Signals
	
	
	
	
	
	

	RS boosting, PB = EB/EA
	1
	1
	1
	1
	1
	1

	Synchronisation signal EPRE / ERS [dB]
	0.000
	2.189
	2.580
	2.427
	2.477
	2.427

	Reserved EPRE / ERS [dB]
	-inf
	-inf
	-inf
	-inf
	-inf
	-inf

	PBCH
	
	
	
	
	
	

	PBCH EPRE / ERS [dB]
	0.000
	2.189
	2.580
	2.427
	2.477
	2.427

	Reserved EPRE / ERS [dB]
	-inf
	-inf
	-inf
	-inf
	-inf
	-inf

	PCFICH
	
	
	
	
	
	

	# of symbols used for control channels
	2
	1
	1
	1
	1
	1

	PCFICH EPRE / ERS [dB]
	3.222
	0
	0
	0
	0
	0

	PHICH
	
	
	
	
	
	

	# of PHICH groups
	1
	1
	1
	2
	2
	3

	# of PHICH per group
	2
	2
	2
	2
	2
	2

	PHICH BPSK symbol power / ERS [dB]
	-3.010
	-3.010
	-3.010
	-3.010
	-3.010
	-3.010

	PHICH group EPRE / ERS [dB]
	0
	0
	0
	0
	0
	0

	PDCCH
	
	
	
	
	
	

	# of available REGs
	23
	23
	43
	90
	140
	187

	# of PDCCH
	2
	2
	2
	5
	7
	10

	# of CCEs per PDCCH
	1
	1
	2
	2
	2
	2

	# of REGs per CCE
	9
	9
	9
	9
	9
	9

	# of REGs allocated to PDCCH 
	18
	18
	36
	90
	126
	180

	# of <NIL> REGs added for padding
	5
	5
	7
	0
	14
	7

	PDCCH REG EPRE / ERS [dB]
	0.792
	2.290
	1.880
	1.065
	1.488
	1.195

	<NIL> REG EPRE / ERS [dB]
	-inf
	-inf
	-inf
	-inf
	-inf
	-inf

	PDSCH
	
	
	
	
	
	

	# of QPSK PDSCH PRBs within a slot for which EVM is measured
	3
	7
	13
	25
	38
	50

	PRB PA = EA/ERS [dB]
	-6  (*)
	-6
	-6
	-6
	-6
	-6

	# of 16QAM PDSCH PRBs within a slot for which EVM is not measured (used for power balancing only)
	3
	8
	12
	25
	37
	50

	PRB PA = EA/ERS [dB]
	2.427  (*)
	2.189
	2.580
	2.427
	2.477
	2.427


Note (*): in subframes containing PBCH or synchronisation signal REs, no PRB boosting/deboosting shall be applied, i.e. PRB PA = EA/ERS  = 0 [dB]
Table E.6-2: Numbers (
[image: image12.wmf]PRB

n

) of the QPSK PRBs (TDD)

	Frame1
	Subframe 0
	Subframe 1
	Subframe 4
	Subframe 5
	Subframe 6
	Subframe 9

	1.4 MHz
	1  3  4 
	1  4  5
	2 4 5
	0  1  2
	0  2  4
	0 3 4

	3 MHz
	0 1 2 3 11 12 14
	0 1 2 3 11 12 13
	1 2 7 8 10 13 14
	0 1 2 3 11 12 14
	0 1 2 3 11 12 13
	2 3 4 6 8 13 14

	5 MHz
	1 2 3 5 6 8 17 18 19 20 21 23 24
	0 1 2 3 4 5 7 8 17 18 19 20 22
	1 2 3 8 12 13 14 17 20 21 22 23 24
	1 2 3 5 6 7 8 17 18 19 20 21 24
	1 2 3 4 5 6 8 16 17 19 20 22 23
	1 4 5 6 7 10 11 13 14 15 16 22 23

	10 MHz
	2 3 4 6 7 10 11 13 15 17 18 19 29 30 34 35 37 38 39 41 42 46 47 48 49
	1 3 4 5 6 7 9 10 12 14 16 17 28 30 34 35 36 37 38 39 40 41 43 44 48
	1 4 5 6 7 11 12 13 14 15 17 20 21 26 27 31 32 34 37 38 41 42 46 48 49
	2 3 4 6 7 8 9 10 11 13 14 16 18 19 20 21 29 32 34 39 41 43 44 45 46
	2 5 8 9 11 12 13 14 16 18 20 21 28 29 30 31 32 33 34 42 44 45 46 47 49
	0 1 5 6 7 8 11 12 13 15 19 20 26 28 29 30 31 32 37 38 42 43 44 47 49

	15 MHz
	1 3 5 6 9 10 11 13 15 17 20 21 23 24 25 26 27 28 29 33 42 44 45 51 52 53 56 57 58 61 62 63 65 66 70 71 73 74
	3 4 5 6 7 8 9 10 13 14 15 16 19 20 21 22 24 25 28 31 32 33 43 45 46 49 51 52 55 58 59 60 61 62 64 66 67 72
	0 1 2 3 7 8 9 10 11 12 17 19 21 22 23 24 27 28 30 31 32 37 40 41 45 48 51 53 55 56 57 58 61 63 65 66 70 73
	3 4 7 8 10 11 12 13 14 16 18 19 20 22 24 25 27 28 30 32 41 42 43 44 45 46 48 50 51 62 65 67 68 69 70 71 73 74
	2 6 7 8 9 10 11 13 16 17 18 19 20 21 22 23 26 30 31 41 43 45 46 47 48 51 55 57 58 62 63 64 65 69 70 71 73 74
	3 7 10 11 13 15 16 17 23 27 29 30 31 32 35 36 37 40 42 43 45 46 48 49 50 53 54 57 60 62 64 65 66 67 68 69 72 74

	20 MHz
	2 4 7 8 9 10 11 12 13 14 18 20 21 23 25 27 28 31 32 34 35 37 38 39 44 46 53 56 58 60 61 68 69 70 71 74 75 76 78 79 80 82 83 85 87 88 93 95 97 99
	4 5 6 7 8 9 11 12 13 14 16 17 19 20 22 25 27 29 33 37 38 40 41 42 43 44 45 53 54 57 58 61 62 65 67 68 70 73 78 80 82 83 86 88 89 90 91 93 95 97
	4 9 12 13 15 17 19 20 21 22 29 30 31 36 37 39 40 41 42 43 46 48 49 50 53 54 56 57 58 60 64 66 71 72 73 74 75 80 82 83 86 87 89 90 92 94 95 96 98 99
	2 3 4 5 8 9 10 11 12 14 15 17 18 19 22 24 26 27 28 30 32 35 36 37 40 41 42 46 53 55 58 60 61 62 63 64 65 66 68 74 77 82 84 85 87 92 93 97 98 99
	0 2 3 4 10 11 12 13 14 17 18 22 23 25 26 27 28 30 31 32 36 37 38 40 41 43 54 55 57 58 60 61 63 64 66 68 70 74 76 77 81 82 84 85 87 88 92 94 95 98
	0 1 4 10 12 14 15 17 18 19 23 28 29 30 31 32 33 37 38 39 42 46 55 61 64 65 66 68 69 70 71 72 73 74 76 78 82 83 84 85 86 89 90 91 93 94 96 97 98 99


	Frame2
	Subframe 0
	Subframe 1
	Subframe 4
	Subframe 5
	Subframe 6
	Subframe 9

	1.4 MHz
	1  2  3 
	1  3  5
	1 3 4
	0  1  4
	0  3  4
	2 4 5

	3 MHz
	0 1 2 3 12 13 14
	0 1 2 3 11 12 13
	2 4 7 8 9 10 11
	1 2 3 11 12 13 14
	0 1 2 11 12 13 14
	0 1 3 4 5 13 14

	5 MHz
	0 2 3 5 6 7 8 16 17 19 20 21 24
	0 2 3 4 5 6 7 16 18 19 22 23 24
	1 2 3 5 7 10 12 14 16 18 20 21 24
	0 1 2 3 4 5 6 7 17 18 20 21 23
	1 2 3 4 5 7 8 16 17 19 20 22 24
	1 4 5 9 11 13 15 18 20 21 22 23 24

	10 MHz
	2 5 6 7 9 10 11 15 19 20 21 28 29 30 32 33 35 36 38 40 41 43 44 48 49
	2 4 6 8 9 10 11 14 15 16 18 19 20 21 28 30 32 37 40 43 44 45 46 47 49
	0 2 3 6 7 8 10 11 12 15 16 19 20 22 24 25 29 31 33 35 37 42 46 47 49
	0 2 5 7 8 9 11 14 15 16 18 19 32 33 34 36 38 41 42 43 44 45 46 48 49
	0 1 2 4 6 7 8 9 11 13 14 18 19 29 34 35 36 39 41 42 44 45 47 48 49
	0 1 2 5 6 7 8 9 10 15 16 17 18 22 23 25 26 28 29 30 31 32 39 41 46

	15 MHz
	0 2 3 4 6 9 10 11 13 14 15 16 17 20 21 22 23 28 29 43 44 48 51 52 53 54 55 57 59 61 63 64 65 67 68 70 72 73
	0 1 3 4 5 8 9 10 12 14 15 16 19 20 22 24 25 26 27 28 29 31 33 42 43 46 47 48 50 51 52 56 59 61 67 69 71 74
	1 2 3 4 5 7 8 14 18 19 20 21 24 25 27 28 33 35 38 40 43 45 46 47 50 52 53 55 58 61 62 63 65 66 67 68 71 74
	0 1 5 8 9 10 13 14 15 20 21 23 26 27 28 29 30 32 33 42 43 44 45 47 51 52 55 57 59 60 62 64 65 66 69 71 72 73
	2 3 4 5 7 8 10 12 15 16 17 18 19 23 24 26 28 30 31 32 33 41 44 45 46 47 48 50 52 53 57 58 59 61 63 65 66 71
	0 1 2 3 4 5 6 7 8 11 13 14 15 16 20 21 23 24 27 33 35 41 43 44 45 47 48 50 51 52 64 65 68 69 70 71 73 74

	20 MHz
	0 2 5 6 7 11 12 13 14 16 17 18 19 20 21 27 28 30 31 35 37 38 40 43 44 45 46 53 56 57 59 60 61 62 63 64 65 68 70 73 77 79 80 82 85 87 89 92 95 97
	3 4 5 6 7 9 10 13 16 20 21 23 24 25 26 28 30 31 32 35 37 38 41 42 43 44 46 53 54 59 60 61 62 64 67 70 71 76 77 78 79 81 82 84 86 87 88 95 98 99
	0 2 3 7 11 12 13 14 15 16 17 18 19 20 22 25 27 30 35 37 39 42 44 48 49 52 53 59 62 63 67 69 73 74 75 76 77 78 79 80 81 84 85 86 88 91 92 94 96 98
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	0 4 6 8 9 11 12
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	1 2 4 6 7 8 9 14 16 18 21 23 24
	0 2 3 4 5 6 7 16 18 19 22 23 24
	3 4 5 7 8 9 10 11 12 13 14 18 24
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	1 2 5 6 8 11 13 14 15 16 18 20 21 24 25 27 30 32 34 35 37 40 43 46 47
	2 4 6 8 9 10 11 14 15 16 18 19 20 21 28 30 32 37 40 43 44 45 46 47 49
	0 1 3 6 9 10 13 14 20 21 22 23 25 28 29 30 31 34 35 36 39 40 42 44 47
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	0 1 3 4 5 7 8 12 13 14 15 17 19 20 22 23 25 26 30 32 33 35 37 38 39 41 44 45 48 49 50 51 58 59 62 63 67 68 70 72 75 82 84 85 90 92 93 94 96 98
	3 4 5 6 7 9 10 13 16 20 21 23 24 25 26 28 30 31 32 35 37 38 41 42 43 44 46 53 54 59 60 61 62 64 67 70 71 76 77 78 79 81 82 84 86 87 88 95 98 99
	1 2 3 4 6 7 8 9 15 18 19 20 21 23 24 25 28 29 30 32 35 39 44 45 47 48 51 53 55 57 60 61 62 63 67 68 72 73 74 75 76 77 81 90 92 93 95 96 97 99
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