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	Reason for change:
	Currently, there is no requirements for CGI reading in FeICIC. It’s umbiguous for UE’s behaviour and requirements for E-UTRAN CGI cells when CRS asistance information is provided.
Based on the discussion in RAN4 group, RAN4 group made the consensus on

· No additional new requirements for CGI are needed

· The orignal CGI requirements shall apply for FeICIC case

· The clarifications in 36.133 are needed.
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<< Start of Changes >>
8.1.2.8.5
E-UTRAN FDD intra-frequency measurements with autonomous gaps and CRS assistance information

The requirements in clause 8.1.2.8.5 shall apply for the UEs supporting the PSS/SSS and common channel interference handling, and CRS interference handling features. Moreover, the additional conditions for CRS assistance information in section 8.1.2.8.3 shall be also fulfilled. 

The E-UTRAN intra-frequency measurements with autonomous gaps and CRS assistance information shall meet all applicable requirements in clause 8.1.2.2.3.

Note: No test cases shall be designed for the requirement in this clause.

8.1.2.8.6
E-UTRAN TDD intra-frequency measurements with autonomous gaps and CRS assistance information

The requirements in clause 8.1.2.8.6 shall apply for the UEs supporting the PSS/SSS and common channel interference handling, and CRS interference handling features. Moreover, the additional conditions for CRS assistance information in section 8.1.2.8.4 shall be also fulfilled. 

The E-UTRAN intra-frequency measurements with autonomous gaps and CRS assistance information shall meet all applicable requirements in clause 8.1.2.2.4.

Note: No test cases shall be designed for the requirement in this clause.
<< End of Changes>>
