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== Start of the changes ==
4.7.2 
Aggregated channel bandwidth position for CA specific testing

Occupied bandwidth test in this TS is performed with the aggregated channel bandwidth and sub-block bandwidths located at the bottom, middle and top of the supported frequency range in the operating band. These are denoted as BBW Channel CA(bottom), MBW Channel CA (middle) and TBW Channel CA (top) for contiguous spectrum operation.

Unless otherwise stated, the test for contiguous spectrum operation shall be performed at BBW Channel CA, MBW Channel CA and TBW Channel CA defined as following:

-
BBW Channel CA: 
aggregated channel bandwidth located at the bottom of the supported frequency range in each operating band;

-
MBW Channel CA: aggregated channel bandwidth located close in the middle of the supported frequency range in each operating band, with the center frequency of each component carrier aligned to the channel raster;
-
TBW Channel CA: 
aggregated channel bandwidth located at the top of the supported frequency range in each operating band.





When a test is performed by a test laboratory, the position of BBW Channel CA, MBW Channel CA and TBW Channel CA for contiguous spectrum operation in the operating band shall be specified by the laboratory. The laboratory may consult with operators, the manufacturer or other bodies.
== Next changed section ==
4.10
Test configuration for non-single carrier operations

For a BS declared to be capable of contiguous spectrum operation only, contiguous spectrum operation test configuration shall be used for testing.
For a BS declared to be capable of contiguous and non-contiguous spectrum operation and where the parameters in the manufacture’s declaration according to subclause 4.6.8 are not identical for contiguous and non-contiguous spectrum operation, both contiguous and non-contiguous spectrum operation test configurations shall be used for testing.
For a BS declared to be capable of contiguous and non-contiguous spectrum operation and where the parameters in the manufacture’s declaration according to subclause 4.6.8 are identical for contiguous and non-contiguous spectrum operation, the test configuration in table 4.10-1 shall be used for testing.
Table 4.10-1: Test configuration for a BS capable of contiguous and non-contiguous spectrum operation and where the parameters declared by manufacture are identical
	BS test case
	Test configuration

	6.2 Base station output power
	4.10.1

	6.4
Transmit ON/OFF power (only applied for E-UTRA TDD BS)
	4.10.1

	6.5 Transmitted signal quality
	

	6.5.1
Frequency error
	4.10.1

	6.5.2
Error Vector Magnitude
	4.10.1

	6.5.3 Time alignment error
	4.10.1

	6.6 Unwanted emissions
	

	6.6.1 Occupied bandwidth
	4.10.2 

	6.6.2 Adjacent Channel Leakage power Ratio (ACLR)
	4.10.1

4.10.3

	6.6.2.2 Cumulative ACLR requirement in non-contiguous spectrum
	4.10.3

	6.6.3 Operating band unwanted emissions
	4.10.1
4.10.3

	6.6.4 Transmitter spurious emissions
	4.10.3

	6.7 Transmitter intermodulation
	Same TC as used in 6.6

	7.5 Adjacent Channel Selectivity(ACS) and narrow-band blocking
	4.10.3

	7.6 Blocking
	4.10.3

	7.7 Receiver spurious emissions
	4.10.3

	7.8 Receiver intermodulation
	4.10.3

	


4.10.1
General test configuration

The purpose of the general multi-carrier test configuration is to test all BS requirements excluding CA occupied bandwidth. 
For contiguous spectrum operation test configurations used in receiver tests only the two outermost carriers within each supported operating band need to be generated by the test equipment.
4.10.1.1
Contiguous spectrum operation test configuration generation

The contiguous spectrum operation test configuration should be constructed on a per band basis using the following method: 

-
Declared maximum supported RF bandwidth for contiguous spectrum operation shall be used;

-
Select the narrowest supported carrier and place it adjacent to the lower edge of the RF bandwidth. Place a 5 MHz carrier adjacent to the upper edge of the RF bandwidth. 

-
For transmitter tests, select as many 5 MHz carriers that the BS supports within a band and fit in the rest of the declared maximum supported RF bandwidth. Place the carriers adjacent to each other starting from the upper edge of the RF bandwidth. The nominal carrier spacing defined in clause 5.7 shall apply;

-
If 5 MHz carriers are not supported by the BS the narrowest supported channel BW shall be selected instead.

The test configuration should be constructed on a per band basis for all component carriers of the inter-band CA bands declared to be supported by the BS and are transmitted using the same antenna port. All configured component carriers are transmitted simultaneously in the tests where the transmitter should be on.

4.10.1.2
Contiguous spectrum operation test configuration power allocation

For a BS declared to support MC operation,

Set the power of each carrier to the same level so that the sum of the carrier powers equals the rated total output power according to the manufacturer’s declaration in sub clause 4.6.8.

For a BS declared to support only CA operation,

Set the power spectral density of each carrier to the same level so that the sum of the carrier powers equals the rated total output power according to the manufacturer’s declaration in sub clause 4.6.8. 

4.10.2
CA specific test configuration 
The test configuration in this clause is used to test CA occupied bandwidth. 
4.10.2.1
Test configuration generation

The CA specific test configuration should be constructed on a per band basis using the following method: 

-
All component carrier combinations supported by the BS, which have different sum of channel bandwidth of component carrier, shall be tested. For all component carrier combinations which have the same sum of channel bandwidth of component carriers, only one of the component carrier combinations shall be tested. 
-
Of all component carrier combinations which have same sum of channel bandwidth of component carrier , select those with the narrowest carrier at the lower edge.
-
Of the combinations selected in the previous step, select one with the narrowest carrier at the upper edge.
-
If there are multiple combinations fulfilling previous steps, select the one with the smallest number of component carrier.

-
If there are multiple combinations fulfilling previous steps, select the one with the widest carrier being adjacent to the lowest carrier.

-
If there are multiple combinations fulfilling previous steps, select the one with the widest carrier being adjacent to the highest carrier
-
If there are multiple combinations fulfilling previous steps, select the one with the widest carrier being adjacent to the carrier which has been selected in the previous step.
-
If there are multiple combinations fulfilling previous steps, repeat the previous step until there is only one combination left.
-
The nominal carrier spacing defined in clause 5.7.1A shall apply.

4.10.2.2
Test configuration power allocation
Set the power spectral density of each carrier to be the same level so that the sum of the carrier powers equals the rated total output power for E-UTRA according to the manufacturer’s declaration in sub clause 4.6.8.

4.10.3
Non-contiguous test configuration

The purpose of the non contiguous multi-carrier test configuration is to test all BS requirements excluding CA occupied bandwidth.

For non-contiguous spectrum operation test configurations used in receiver tests, outermost carriers for each sub-block need to be generated by the test equipment.
4.10.3.1
Non-contiguous spectrum operation test configuration generation
The non-contiguous spectrum operation test configuration is constructed on a per band basis using the following method:

-
The RF bandwidth shall be the maximum supported RF bandwidth for non-contiguous spectrum operation. The RF bandwidth consists of one sub-block gap and two sub-blocks located at the edges of the declared maximum supported RF bandwidth.
-
For transmitter tests, place a 5MHz carrier adjacent to the upper edge of the RF bandwidth and a 5MHz carrier adjacent to the lower edge of the RF bandwidth. If 5 MHz carriers are not supported by the BS, the narrowest supported channel BW shall be selected instead.

-
For receiver tests, place a 5MHz carrier adjacent to the upper edge of the RF bandwidth and a 5MHz carrier adjacent to the lower edge of the RF bandwidth. If 5 MHz E-UTRA carriers are not supported by the BS, the narrowest supported channel BW shall be selected instead.

-
For receiver tests, if the remaining gap is at least 15 MHz plus two times the channel BW used in the previous step and the BS supports at least 4 carriers, place a carrier of this BW adjacent to each already placed carrier for each sub-block. The nominal carrier spacing defined in subclause 5.7 shall apply.

-
The sub-block edges adjacent to the sub-block gap shall be determined using the specified FOffset for the carrier adjacent to the sub-block gap. 

4.10.3.2
Non-contiguous spectrum operation test configuration power allocation

Set the power of each carrier to the same level so that the sum of the carrier powers equals the rated total output power according to the manufacturer’s declaration in subclause 4.6.8.
4.10.3.24
VOID

== Next changed section ==
6.6.1
Occupied bandwidth


6.6.1.1
Definition and applicability

The occupied bandwidth is the width of a frequency band such that, below the lower and above the upper frequency limits, the mean powers emitted are each equal to a specified percentage /2 of the total mean transmitted power.

The value of /2 shall be taken as 0.5%.

6.6.1.2
Minimum Requirements

The minimum requirement is in TS 36.104 [2] subclause 6.6.1.

6.6.1.3
Test purpose

The occupied bandwidth, defined in the Radio Regulations of the International Telecommunication Union ITU, is a useful concept for specifying the spectral properties of a given emission in the simplest possible manner; see also ITU-R Recommendation SM.328 [4]. The test purpose is to verify that the emission of the BS does not occupy an excessive bandwidth for the service to be provided and is, therefore, not likely to create interference to other users of the spectrum beyond undue limits.

6.6.1.4
Method of test

6.6.1.4.1
Initial conditions
Test environment: 


normal; see Annex D.2.

RF channels to be tested: 
B, M and T; see subclause 4.7. 

Aggregated channel  bandwidth position to be tested: 
BBW Channel CA, MBW Channel CA and TBW Channel CA; see subclause 4.7.2. 


1)
Connect the Measurement device to the BS antenna connector as shown in Annex I.1.1.

2)
For a BS declared to be capable of single carrier operation only, start transmission according to E-TM1.1 at the manufacturer’s specified maximum output power.


For a BS declared to be capable of multi-carrier operation, set the base station to transmit according to E-TM1.1 on all carriers configured as defined in the applicable test configuration in sub-clause 4.10.
6.6.1.4.2
Procedure

1)
Measure the spectrum emission of the transmitted signal using at least the number of measurement points, and across a span, as listed in Table 6.6.1.4.2-1. The selected resolution bandwidth (RBW) filter of the analyser shall be 30 kHz or less.

Table 6.6.1.4.2-1 Span and number of measurement points for OBW measurements

	Channel bandwidth BWChannel [MHz]
	1.4
	3 
	5
	10 
	15
	20
	>20

	Span [MHz]
	10
	10
	10
	20
	30
	40
	
[image: image1.wmf]CA

Channel

BW

_

2

´



	Minimum number of measurement points
	1429
	667
	400
	400
	400
	400
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NOTE:
The detection mode of the spectrum analyzer will not have any effect on the result if the statistical properties of the out-of-OBW power are the same as those of the inside-OBW power. Both are expected to have the Rayleigh distribution of the amplitude of Gaussian noise. In any case where the statistics are not the same, though, the detection mode must be power responding.  The analyser may be set to respond to the average of the power (root-mean-square of the voltage) across the measurement cell.

2)
Compute the total of the power, P0, (in power units, not decibel units) of all the measurement cells in the measurement span. Compute P1, the power outside the occupied bandwidth on each side. P1 is half of the total power outside the bandwidth. P1 is half of (100 % - (occupied percentage)) of P0. For the occupied percentage of 99 %, P1 is 0.005 times P0.

3)
Determine the lowest frequency, f1, for which the sum of all power in the measurement cells from the beginning of the span to f1 exceeds P1.

4)
Determine the highest frequency, f2, for which the sum of all power in the measurement cells from f2 to the end of the span exceeds P1.
5)
Compute the occupied bandwidth as f2 - f1.
6.6.1.5
Test requirements
The occupied bandwidth for each E-UTRA carrier shall be less than the channel bandwidth as defined in Table 5.6-1. For contiguous CA, the occupied bandwidth shall be less than or equal to the Aggregated Channel Bandwidth as defined in subclause 5.6. 
NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance are given in Annex G.

== THE END ==
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