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-------- start of modified section ------------
3.1
Definitions

For the purposes of the present document, the following terms and definitions apply:

Ancillary RF amplifier: a piece of equipment, which when connected by RF coaxial cables to the BS, has the primary function to provide amplification between the transmit and/or receive antenna connector of a BS and an antenna without requiring any control signal to fulfil its amplifying function.

Bit Error Ratio: The Bit Error Ratio is defined as the ratio of the bits wrongly received to all data bits sent. The bits are the data bits above the convolutional/turbo decoder. The BER is the overall BER independent of frame erasures or when erased frames are not defined.

Block Error Ratio: A Block Error Ratio is defined as the ratio of the number of erroneous blocks received to the total number of blocks sent. An erroneous block is a Transport Block whose cyclic redundancy check (CRC) is wrong.
Mean power: When applied to a W-CDMA modulated signal this is the power (transmitted or received) in a bandwidth of at least (1+  times the chip rate of the radio access mode. The period of measurement shall be at least one timeslot unless otherwise stated.

RRC filtered mean power: The mean power as measured through a root raised cosine filter with roll-off factor  and a bandwidth equal to the chip rate of the radio access mode.

NOTE 1:
The RRC filtered mean power of a perfectly modulated W-CDMA signal is 0,246 dB lower than the mean power of the same signal.

NOTE 2:
The roll-off factor  factor is defined in [1] section 6.8.1.
Code domain power: That part of the mean power which correlates with a particular (OVSF) code channel. The sum of all powers in the code domain equals the mean power in a bandwidth of (1+  times the chip rate of the radio access mode. See Annex E.2.5.1.

Output power: The mean power of one carrier of the base station, delivered to a load with resistance equal to the nominal load impedance of the transmitter.

Rated output power: Rated output power of the base station is the mean power level per carrier that the manufacturer has declared to be available at the antenna connector.
Maximum output power: The mean power level per carrier of the base station measured at the antenna connector in a specified reference condition.

MIMO mode: This term refers to the downlink MIMO configuration with two transmit antennas.

MIMO mode with four transmit antennas: This term refers to the downlink MIMO configuration with four transmit antennas.
Power control dynamic range: The difference between the maximum and the minimum code domain power of a code channel for a specified reference condition.

Total power dynamic range: The difference between the maximum and the minimum total power for a specified reference condition.

Secondary serving HS-DSCH cell(s): In addition to the serving HS-DSCH cell, the set of cells where the UE is configured to simultaneously monitor an HS-SCCH set and receive the HS-DSCH if it is scheduled in that cell. There can be up to 7 secondary serving HS-DSCH cells.
1st secondary serving HS-DSCH cell: If the UE is configured with two uplink frequencies, the 1st secondary serving HS-DSCH cell is the secondary serving HS-DSCH cell that is associated with the secondary uplink frequency.  If the UE is configured with a single uplink frequency, the 1st secondary serving HS-DSCH cell is a secondary serving HS-DSCH cell whose index is indicated by higher layers.

Base Station RF bandwidth: The bandwidth in which a Base Station transmits and receives multiple carriers simultaneously.

Contiguous spectrum: Spectrum consisting of a contiguous block of spectrum with no sub-block gaps.

Non-contiguous spectrum: Spectrum consisting of two or more sub-blocks separated by sub-block gap(s).

Sub-block: This is one contiguous allocated block of spectrum for use by the same Base Station. There may be multiple instances of sub-blocks within an RF bandwidth.

Sub-block bandwidth: The bandwidth of one sub-block.

Sub-block gap: A frequency gap between two consecutive sub-blocks within an RF bandwidth, where the RF requirements in the gap are based on co-existence for un-coordinated operation.

Lower sub-block edge: The frequency at the lower edge of one sub-block. It is used as a frequency reference point for both transmitter and receiver requirements.
Upper sub-block edge: The frequency at the higher edge of one sub-block. It is used as a frequency reference point for both transmitter and receiver requirements.

-------- end of modified section ----------------

-------- start of modified section ----------------

6.2.1
Base station maximum output power

6.2.1.1
Definition and applicability

Maximum output power, Pmax, of the base station is the mean power level per carrier measured at the antenna connector in specified reference condition.

In certain regions, the minimum requirement for normal conditions may apply also for some conditions outside the ranges defined for the Normal test environment in clause 4.4.1.
The rated output power, PRAT, of the BS shall be as specified in Table 6.8AA.

Table 6.8AA: Base Station rated output power
	BS class
	PRAT

	Wide Area BS
	- (note)

	Medium Range BS
	< +38 dBm

	Local Area BS
	< + 24 dBm

	Home BS
	< + 20 dBm (without transmit diversity or MIMO)

< + 17 dBm (with transmit diversity or MIMO mode with two transmlt antennas)

< + 14 dBm (with transmit diversity or  MIMO mode with four transmit antennas)

	NOTE:
There is no upper limit required for the rated output power of the Wide Area Base Station like for the base station for General Purpose application in Release 99, 4, and 5.


6.2.1.2
Minimum Requirement

The minimum requirement is in TS 25.104 [1] clause 6.2.1.

-------- end of modified section ----------------
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6.2.3
Secondary CPICH power offset accuracy

6.2.3.1
Definition and applicability

Secondary CPICH (S-CPICH) power is the code domain power of the Secondary Common Pilot Channel. S-CPICH power is equal to the sum of the P-CPICH power and the power offset, which are signalled to the UE. The power offset for MIMO mode is signalled in the IE “Power Offset for S-CPICH for MIMO”, defined in section 10.3.6.41b in TS 25.331. The requirement is applicable for BS supporting MIMO operation. If the manufacturer declares the implementation of a Virtual Antenna Mapping (VAM), then this test will not be performed.
For MIMO mode with four transmit antennas, the power offset of S-CPICH on antenna 2 is signalled in the IE “Power Offset for S-CPICH for MIMO mode with four transmit antennas on Antenna2” as defined in section 10.3.6.143 in TS 25.331 [11]. The power offset of S-CPICH on antenna 3 and 4 is signalled in the IE “Common Power Offset for S-CPICH for MIMO mode with four transmit antennas on Antenna 3 and 4”, as defined in section 10.3.6.143 in TS 25.331.
6.2.3.2
Minimum Requirement

The minimum requirement is in TS 25.104 [1] clause 6.4.4A.1 for MIMO mode  and in subclause 6.4.4A.2 for MIMO mode with four transmit antennas.

6.2.3.3
Test purpose

The purpose of the test is to verify, that the BS under test delivers the advertised power ofsset for S-CPICH power within margins, thereby allowing reliable MIMO HS-DSCH demodulation and CQI reporting.

6.2.3.4
Method of test for MIMO mode
6.2.3.4.1
Initial conditions

Test environment: 


normal; see clause 4.4.1.

RF channels to be tested: 
B, M and T; see clause 4.8

1)
Connect BS to code domain analyser as shown in annex B.1.2. Figure B.2A.
2)
Disable inner loop power control.

3)
Set-up BS transmission at maximum total power as specified by the supplier. Channel set-up shall be according to Test Model 2 clause 6.1.1.2. Primary CPICH code domain power intended per antenna connector shall be declared by the manufactuer.
4) The same BS set up is applied on both the antenna connectors.

6.2.3.4.2
Procedure

-
During the same timeslot:

a) Measure the P-CPICH power, according to annex E on first antenna connector.

b) Measure the P-CPICH power, according to annex E on second antenna connector.
6.2.3.4A
Method of test for MIMO mode with four transmit antennas
6.2.3.4A.1
Initial conditions

Test environment: 


normal; see subclause 4.4.1.

RF channels to be tested: 
B, M and T; see subclause 4.8

1)
Connect BS to code domain analyser analyser as shown in annex B.1.2. Figure B.2A.
2)
Disable inner loop power control.

3)
Set-up BS transmission at maximum total power as specified by the supplier. Channel set-up shall be according to Test Model 2 subclause 6.1.1.2. Primary CPICH code domain power intended per antenna connector shall be declared by the manufactuer.
4) The same BS set up is applied on antenna connectors 1, 2, 3, 4.
6.2.3.4A.2
Procedure

a) Measure the P-CPICH power, on first antenna connector.

b) Measure the P-CPICH power, on second antenna connector.
c) Measure the P-CPICH power, on third antenna connector.
d) Measure the P-CPICH power, on fourth antenna connector.

6.2.3.5
Test Requirement for MIMO mode 
The difference between measured P-CPICH power on two different antenna connectors shall be:

within ±2.7 dB for carrier frequency f ≤ 3.0 GHz,

within ±3.0 dB for carrier frequency 3.0 GHz < f ≤ 4.2 GHz.
NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause 4.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F.
6.2.3.5A
Test Requirement for MIMO mode with four transmit antennas 
The difference between measured P-CPICH powers on any two different antenna connectors shall be:

within ±2.7 dB for carrier frequency f ≤ 3.0 GHz,

within ±3.0 dB for carrier frequency 3.0 GHz < f ≤ 4.2 GHz.

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in subclause 4.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F.
-------- end of modified section ----------------
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6.4.6
Home base station output power for adjacent channel protection

6.4.6.1
Definition and applicability

The Home BS shall be capable of adjusting the transmitter output power to minimize the interference level on the adjacent channels licensed to other operators in the same geographical area while optimize the Home BS coverage. These requirements are only applicable to Home BS. The requirements in this clause are applicable for AWGN radio propagation conditions.

The output power, Pout, of the Home BS shall be as specified in Table 6.13A under the following input conditions:

-
CPICH Êc, measured in dBm, is the code power of the Primary CPICH on one of the adjacent channels presented at the Home BS antenna connector for the CPICH received on the adjacent channels. If Tx diversity is applied on the Primary CPICH, CPICH Êc shall be the sum in [W] of the code powers of the Primary CPICH transmitted from each antenna.  

-
Ioh, measured in dBm, is the total received power density, including signals and interference but excluding the own Home BS signal, presented at the Home BS antenna connector on the Home BS operating channel. 

In case that both adjacent channels are licensed to other operators, the most stringent requirement shall apply for Pout. In case the Home BS’s operating channel and both adjacent channels are licensed to the same operator, the requirements of this clause do not apply.

The input conditions defined for the requirements in this section are specified at the antenna connector of the Home BS. For Home BS receivers with diversity, the requirements apply to each antenna connector separately, with the other one(s) terminated or disabled .The requirements are otherwise unchanged. For Home BS(s) without measurement capability, a reference antenna with a gain of 0 dBi is assumed for converting these power levels into field strength requirements.

Table 6.13A: Home BS output power for adjacent operator channel protection
	Input Conditions
	Output power, Pout

(without transmit diversity or any MIMO mode)
	Output power, Pout

(with transmit diversity or MIMO mode)
	Output power, Pout

(with transmit diversity or MIMO mode with four transmit antennas)

	Ioh > CPICH Êc + 43 dB

and CPICH Êc ≥ -105dBm
	≤ 10 dBm
	≤ 7dBm
	≤ 4dBm

	Ioh ≤  CPICH Êc + 43 dB

and CPICH Êc ≥ -105dBm
	≤ max(8 dBm, min(20 dBm,  CPICH Êc + 100 dB))
	≤ max(5 dBm, min(17 dBm, CPICH Êc + 97 dB))
	≤ max (2 dBm, min(14 dBm, CPICH Êc + 94 dB))


NOTE 1:
The Home BS transmitter output power specified in Table 6.13A assumes a Home BS reference antenna gain of 0 dBi, an target outage zone of 47dB around the Home BS for an UE on the adjacent channel, with an allowance of 2 dB for measurement errors, an ACIR of 33 dB, an adjacent channel UE CPICH Ec/Io target of -18 dB and the same CPICH Êc value at the adjacent channel UE as for the Home BS.

NOTE 2:
For CPICH Êc < -105dBm, the requirement in section 6.2.1 applies.

6.4.6.2
Minimum Requirement

The minimum requirement is in TS 25.104 [1] clause 6.4.6.

6.4.6.3
Test purpose

The test purpose is to verify the capability of the Home BS to adjust the transmitter output power according to the input conditions, as specified in Table 6.13A, across the frequency range and under normal and extreme conditions for all transmitters in the BS.

6.4.6.4
Method of test

6.4.6.4.1
Initial conditions

Test environment: 
normal; see clause 4.4.1.

RF channels to be tested: 
M; see clause 4.8

In addition, on one UARFCN only, the test shall be performed under extreme power supply as defined in clause 4.4.4

NOTE:
Tests under extreme power supply also test extreme temperature.
Signal generators delivering co-channel and adjacent channel interferers are switched off.

1)
Set-up the equipment as shown as shown in Annex B.1.7.

2)
The Home BS is configured such that the adjacent channel is known to belong to another operator.

6.4.6.4.2
Procedure

1)
Connect the combined downlink interfering signals (referred to as point D in Figure B.7) to the dedicated measurement port (referred to as point 1 in Figure B.7) if available, otherwise connect to point 2.

2)
Configure the signal generator for co-channel interference to transmit AWGN over a 3.84MHz bandwidth centred on RF channel M.

3)
Configure the signal generator for adjacent channel DL signal to transmit test model 1 at the centre frequency equal to RF channel M +5 MHz.

4)
Switch on signal generators delivering co-channel and adjacent channel interferers, and adjust the ATT1 and ATT2 such that CPICH Êc = -80 dBm and Ioh = -50 dBm.

5)
Trigger the Home BS power adjustment mechanism.

6)
Configure the Home BS to transmit test model 1.

NOTE:
The test model 1 shall be transmitted with the maximum allowed output power.

7)
Measure Home BS output power, Pout, and check it is below the required value according to the CPICH Êc and Ioh values determined in step 4.

8)
Repeat steps 3) to 7) with the frequency in step 3 set to RF channel M -5 MHz.

9)
Repeat steps 3) to 8) with different settings for ATT1 and ATT2 to arrive the CPICH Êc and Ioh pairs as specified in Table 6.13B.

Table 6.13B: CPICH Êc and Ioh pairs

	Test Case
	CPICH Êc (dBm)
	Ioh (dBm)

	2
	-90
	-60

	3
	-100
	-70

	4
	-100
	-50


6.4.6.5
Test Requirements

In normal operating conditions, the output power, Pout, of the Home BS shall be equal to or less than the value specified in Table 6.13A plus 2.7 dB.

In extreme operating conditions, the output power, Pout, of the Home BS shall be equal to or less than the value specified in Table 6.13A plus 3.2 dB.

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause 4.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F.

-------- end of modified section ----------------

