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1. Overall Description:
RAN 4 has agreed to change the table format of Tables 5.6A.1-1 and 5.6A.1-1 in TS 36.101, see attachment R4-135789. These tables define the applicable channel bandwidth combinations for different CA configurations. The change was seen necessary for RAN4 to be absolutely clear which are correct and required channel bandwidth combinations it should work on. For the new CA configuration work items RAN4 asks respectfully from RAN that the WIDs would contain the applicable channel bandwidth combinations in a same table format as in R4-135789 to avoid any misunderstanding what are the combinations RAN4 should work on.
New 3 DL CA configurations contain mixture of interband and intraband CA. For these configurations RAN4 has not agreed table format but following has been proposed and could be used until a final format has been agreed.

	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Band or E-UTRA CA configuration
	1.4
	3
	5
	10
	15
	20
	Maximum aggregated bandwidth
	Bandwidth combination set

	
	
	MHz
	MHz
	MHz
	MHz
	MHz
	MHz
	[MHz]
	

	CA_2A-2A-13A
	CA_2A-2A
	See table 5.6A.1-3
	50
	0

	
	13
	 
	 
	 
	Yes
	 
	 
	
	

	CA_4A-4A-13A
	CA_4A-4A
	See table 5.6A.1-3
	50
	0

	
	13
	 
	 
	 
	Yes
	 
	 
	
	

	CA_41A-41C
	41
	 
	 
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	CA_41C
	See table 5.6A.1-1
	
	


2. Actions:
To RAN: RAN WG4 respectfully asks RAN to take above into consideration.
3. Date of Next TSG-RAN4 Meetings:

TSG-RAN4 Meeting#70
10 - 14 Feb 2014     

Prague, Czech Rebublic    
TSG-RAN4 Meeting#70bis
31 Mar - 4 Apr 2014     
San Jose del Cabo, Mexico


