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<Change #1>
B.3 Common UE performance requirements

B.3.1 Common UE performance requirements and tests for a band independent of release
The requirements and test cases listed in Table B.3.1-1 are specified in [2].

Table B.3.1-1: Common UE performance requirements and tests for a band independent of release
	Section / Clause
	Description

	8
	Performance requirement

	9.2
	CQI reporting under AWGN conditions

	9.3
	CQI reporting under fading conditions

	9.4
	Reporting of Precoding Matrix Indicator (PMI)

	9.5
	Reporting of Rank Indicator (RI)


B.3.2 Common UE performance requirements and tests for an intra-band contiguous CA configuration
The requirements and test cases listed in Table B.3.2-1 are specified in [2].

Table B.3.2-1: Common UE performance requirements and tests for an intra-band contiguous CA configuration
	Section / Clause
	Description

	8
	Performance requirement

	9.6
	Additional requirements for carrier aggregation

	NOTE: Only requirements and test cases defined for intra-band contiguous carrier aggregation shall apply.


B.3.3 Common UE performance requirements and tests for an inter-band CA configuration
The requirements and test cases listed in Table B.3.3-1 are specified in [2].

Table B.3.3-1: Common UE performance requirements and tests for an inter-band CA configuration
	Section / Clause
	Description

	8
	Performance requirement

	9.6
	Additional requirements for carrier aggregation

	NOTE: Only requirements and test cases defined for inter-band carrier aggregation shall apply.


B.3.4 Common UE performance requirements and tests for an intra-band non-contiguous CA configuration
Editor’s note: the content of this section is TBD.
<End of Change #1>
