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1 Introduction
WID on Band 42 intra-band contiguous CA [1] was agreed in RAN#59 and the TR skeleton was agreed in [2]. This contribution will analyze the impact of introducing Band 42 intra-band contiguous CA on UE receiver requirements.
Note: The analysis on Band 42C impact to UE transmitter requirement will be done later as it depends on the conclusion of contribution [3] and Band 42/43 UE co-existence issue.
2 Discussion
It was agreed to define intra-band CA requirement for Band 42 according to the following channel bandwidth combinations [4].
Table 2-1: E-UTRA CA configurations and bandwidth combination sets defined for intra-band contiguous CA in Band 42

	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	

	CA_42C
	5
	20
	40
	0

	
	10
	20
	
	

	
	15
	20
	
	

	
	20
	20
	
	


Three subclauses in TS 36.101 (Rel-12) shall be updated for UE supporting intra-band contiguous CA in Band 42, and these subclauses cover the following aspects:

· Reference sensitivity

· In-band blocking 

· Out-of-band blocking

Because CA Band 42 is a TDD band, there is no restriction on the uplink RB allocations when defining the UE receiver characteristics and the uplink configuration shall be specified with full RB allocation for both PCC and SCC for all supported CC combinations. 

A corresponding text proposal for CA_Band 42C TR is given in the annex based on the discussion above.
3 Conclusion
This contribution gives analysis on CA_Band 42C impact on BS specifications. It is proposed to approve the text proposal in the annex.
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5 Annex

----------------------------------------------------Text proposal for TR 36.833-3-42----------------------------------------------
6
E-UTRA RF requirements for UE

6.1       Transmitter characteristics
<Text to be added> 
6.2       Receiver characteristics
Three subclauses in TS 36.101 (Rel-12) shall be updated for UE supporting intra-band contiguous CA in Band 42, and these subclauses cover the following aspects:

· Reference sensitivity

· In-band blocking 

· Out-of-band blocking

Because CA Band 42 is a TDD band, there is no restriction on the uplink RB allocations when defining the UE receiver characteristics and the uplink configuration shall be specified with full RB allocation for both PCC and SCC for all supported CC combinations. 


----------------------------------------------------------End of Text Proposal--------------------------------------------------------





















































































































