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1. Introduction

This contribution is revised one of [2] in the RAN4#70-BIS.We propose to add additional three channel bandwidth combinations for this CA configuration. 
2. Discussion

Table 2 -1 shows the agreed CA bandwidth combinations contained in [1] in the RAN4#70.

Table 2.1-1: E-UTRA CA configurations and bandwidth combination sets defined for intra-band contiguous CA in Band 42

	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	

	CA_42C
	5
	20
	40
	0

	
	10
	20
	
	

	
	15
	20
	
	

	
	20
	20
	
	


Table 2-2 shows the CA bandwidth combinations contained in [2] in the RAN4#70-BIS.

Table 2-2: E-UTRA CA configurations and bandwidth combination sets defined for intra-band contiguous CA in Band 42

	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	

	CA_42C
	5, 10, 15, 20
	20
	40
	0

	
	20
	5, 10, 15, 20
	
	

	
	10
	15
	
	

	
	15
	10
	
	

	
	15
	15
	
	


3. Proposal 
 After the discussion in the RAN4#70-BIS, we propose the following CA bandwidth combination set for CA_42C.
Table 3-1: E-UTRA CA configurations and bandwidth combination sets defined for intra-band contiguous CA in Band 42

	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	

	CA_42C
	5, 10, 15, 20
	20
	40
	0

	
	20
	5, 10, 15
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