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	Reason for change:
	The meaning of table 8.2.2-1: Requirements for reporting criteria per measurement category is not clear. Specifically the following open issues are identified

1) If the same interfrequency event is configured for inter frequency measurement objects (with a certain threshold, hysteresis, time to trigger, trigger quantity and reporting quantity) on N different frequency layers, does it consume one Ecat capability or N Ecat capabilities?

2) If a measurement event compares intra and interfrequency measurement eg Event A5 (PCell becomes worse than threshold1 and neighbour becomes better than threshold2) does this use capability from the intra measurement category or the inter measurement category?

3) If a measurement event compares intra and iRAT measurement eg Event B2 (PCell becomes worse than threshold1 and inter RAT neighbour becomes better than threshold2) does this use capability from the intra measurement category or the inter measurement category?

Some futher details are given in [1] R4-71AH-0031 Parallel event monitoring for increased carrier monitoring, Ericsson in relation to increased UE carrier monitoring.

	
	

	Summary of change:
	Notes are added such that
· When the same event  or periodic reporting configuration is configured on multiple frequency layers, it is counted as one interfrequency or interRAT reporting critera

· When an event involves both an intra-frequency and an inter-frequency measurement, it is counted as an inter-frequency reporting criteria 

· When an event involves both an intra-frequency and an inter-RAT measurement, it is counted as an inter-RAT reporting criteria

	
	

	Consequences if not approved:
	Ecat table may be interpreted in different ways leading to incompatibilities
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Table 8.2.2-1: Requirements for reporting criteria per measurement category

	Measurement category
	Ecat
	Note

	Intra-frequency Note 1, Note 4, Note 5
	9
	E-UTRA intra-frequency cells

	Intra-frequency UE Rx-Tx time difference
	2
	Intra-frequency UE Rx-Tx time difference measurements reported to E-UTRAN via RRC and to positioning server via LPP. Applies for UE supporting both LPP and UE Rx-Tx time difference measurement.

	Intra-frequency RSTD Note 2
	1
	Intra-frequency RSTD measurement reporting for UE supporting OTDOA; 1 report capable of minimum 16 cell measurements for the intra-frequency

	Intra-frequency RSRP and RSRQ measurements for E-CID
	1
	Intra-frequency RSRP and RSRQ measurements for E-CID reported to E-SMLC via LPP [24]. One report capable of at least in total 9 intra-frequency RSRP and RSRQ measurements. Applicable to UE capable of reporting RSRP and RSRQ to E-SMLC via LPP.

	Inter-frequencyNote 3, Note 4
	7
	E-UTRA inter-frequency cells

	Inter-frequency RSTD Note 2
	1
	Inter-frequency RSTD measurement reporting for UE supporting OTDOA; 1 report capable of minimum 16 cell measurements for at least one inter-frequency. Only applicable as specified in Section 8.1.2.6.

	Inter-RAT (E-UTRAN FDD or TDD, UTRAN FDD, UTRAN TDD, GSM, cdma2000 1 x RTT and HRPD) Note 3, Note 5
	5
	Only applicable for UE with this (inter-RAT) capability. This requirement (Ecat = 5) is per supported RAT.

	Note 1:
When the UE is configured with SCell carrier frequency, Ecat for Intra-frequency is applied per serving frequency.

Note 2:
When the UE is configured with SCell carrier frequency, the UE shall be capable of supporting at least 2 reporting criteria for all RSTD measurements configured to be performed on PCell carrier frequency, SCell carrier frequency and inter-frequency carrier. This requirement applies when there is a single on-going LPP OTDOA location session.
Note 3:
When the same event  or periodic reporting configuration is configured on multiple frequency layers, it is counted as one interfrequency or interRAT reporting critera
Note 4: 
When an event involves both an intra-frequency and an inter-frequency measurement, it is counted as an inter-frequency reporting criteria 

Note 5: 
When an event involves both an intra-frequency and an inter-RAT measurement, it is counted as an inter-RAT reporting criteria


