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1 Introduction

The revised SCE WID [1] shows that the expected WI completion time was extended to RAN#66. The requirements for 256QAM have been discussed for a long time. The contentious issue is the EVM requirement, where there are two values of 3.5% (the average of 3% and 4%) and 4% were mentioned in recently RAN4 meetings. 
This contribution continues to discuss the BS test requirements for 256QAM.
2 Discussion

Although the RF requirements for 256QAM are not finalised yet, the comformance test can be started because most of the RF requirements keep unchanged. Actually, some test issues have beed started to be discussed, such as EVM is tested with rated output power for 256QAM and minimum power for single 256QAM PRB allocation. 
As discussed in previous RAN4 meeting, and from the contribution in [2], we updated the proposals based on the received online comments. It is clear that only two aspects need to be defined: Test Model and Manufacturer’s declaration for 256QAM.

The proposed changes to TS 36.141 are provided in Annex 1 and 2.
3 Conclusions 
In this contribution, we provided further proposals on test aspects (i.e. test model and manufacturer’s declaration) for SCE 256QAM.
4 References
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Annex 1: Test Model changes for 256QAM
Proposed changes to TS 36.141 for SCE 256QAM feature. 
************************************************************************************************
6.1.1.7
E-UTRA Test Model 3.4 (E-TM3.4)

This model shall be used for tests on:

· Transmitted signal quality

· Frequency error

· EVM for 256QAM modulation 

Table 6.1.1.7-1: Physical channel parameters of E-TM3.4
	Parameter
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	Reference, Synchronisation Signals
	
	
	
	
	
	

	RS boosting, PB = EB/EA
	1
	1
	1
	1
	1
	1

	Synchronisation signal EPRE / ERS [dB]
	0.000
	0.000
	0.000
	0.000
	0.000
	0.000

	Reserved EPRE / ERS [dB]
	-inf
	-inf
	-inf
	-inf
	-inf
	-inf

	PBCH
	
	
	
	
	
	

	PBCH EPRE / ERS [dB]
	0.000
	0.000
	0.000
	0.000
	0.000
	0.000

	Reserved EPRE / ERS [dB]
	-inf
	-inf
	-inf
	-inf
	-inf
	-inf

	PCFICH
	
	
	
	
	
	

	# of symbols used for control channels
	2
	1
	1
	1
	1
	1

	PCFICH EPRE / ERS [dB]
	3.222
	0
	0
	0
	0
	0

	PHICH
	
	
	
	
	
	

	# of PHICH groups
	1
	1
	1
	2
	2
	3

	# of PHICH per group
	2
	2
	2
	2
	2
	2

	PHICH BPSK symbol power / ERS [dB]
	-3.010
	-3.010
	-3.010
	-3.010
	-3.010
	-3.010

	PHICH group EPRE / ERS [dB]
	0
	0
	0
	0
	0
	0

	PDCCH
	
	
	
	
	
	

	# of available REGs
	23
	23
	43
	90
	140
	187

	# of PDCCH
	2
	2
	2
	5
	7
	10

	# of CCEs per PDCCH
	1
	1
	2
	2
	2
	2

	# of REGs per CCE
	9
	9
	9
	9
	9
	9

	# of REGs allocated to PDCCH 
	18
	18
	36
	90
	126
	180

	# of <NIL> REGs added for padding
	5
	5
	7
	0
	14
	7

	PDCCH REG EPRE / ERS [dB]
	0.792
	2.290
	1.880
	1.065
	1.488
	1.195

	<NIL> REG EPRE / ERS [dB]
	-inf
	-inf
	-inf
	-inf
	-inf
	-inf

	PDSCH
	
	
	
	
	
	

	# of 256QAM PDSCH PRBs within a slot for which EVM is measured
	6
	15
	25
	50
	75
	100

	PRB PA = EA/ERS [dB]
	0
	0
	0
	0
	0
	0

	# of PDSCH PRBs within a slot for which EVM is not measured (used for power balancing only)
	0
	0
	0
	0
	0
	0

	PRB PA = EA/ERS [dB]
	n.a.
	n.a.
	n.a.
	n.a.
	n.a.
	n.a.


************************************************************************************************
Annex 2: Manufacturer declaration parameter changes
************************************************************************************************
4.6.8
Manufacturer's declarations of supported RF configurations

The manufacturer shall declare which operational configurations the BS supports by declaring the following parameters:

-
Support of the BS in non-contiguous spectrum operation. If the BS does not support non-contiguous spectrum operation the parameters for non-contiguous spectrum operation below shall not be declared.

-
The supported operating bands defined in subclause 5.5;

-
The frequency range within the above operating band(s) supported by the BS;

-
The maximum Base Station RF bandwidth supported by a BS within each operating band;
•
for contiguous spectrum operation

•
for non-contiguous spectrum operation

-
The supported operating configurations (multi-carrier, carrier aggregation, and/or single carrier) within each operating band.

-
The supported component carrier combinations at nominal channel spacing within each operating band and sub-block.
· -The rated output power per carrier;
•
for contiguous spectrum operation
•
for non-contiguous spectrum operation

NOTE:
Different rated output powers may be declared for different operating configurations.
NOTE:                 Different rated output power shall be declared for 256QAM
· The rated total output power as a sum of all carriers;
•
for contiguous spectrum operation
•
for non-contiguous spectrum operation

-
Maximum number of supported carriers within each band;

•
for contiguous spectrum operation
•
for non-contiguous spectrum operation

If the rated total output power and total number of supported carriers are not simultaneously supported, the manufacturer shall declare the following additional parameters:

· The reduced number of supported carriers at the rated total output power;

-
The reduced total output power at the maximum number of supported carriers.

For BS capable of multi-band operation, the parameters above shall be declared for each supported operating band in single-band operation. In addition the manufacturer shall declare the following additional parameters for BS capable of multi-band operation:

-
Supported operating band combinations of the BS

-
Supported operating band(s) of each antenna connector

-
Support of multi-band transmitter and/or multi-band receiver, including mapping to antenna connector(s)

-
Total number of supported carriers for the declared band combinations of the BS

-
Maximum number of supported carriers per band in multi-band operation
-
Total RF bandwidth of transmitter and receiver for the declared band combinations of the BS

-
Maximum RF bandwidth of each supported operating band in multi-band operation

-
Maximum radio bandwidth in transmit and receive direction for the declared band combinations of the BS

-
Any other limitations under simultaneous operation in the declared band combinations of the BS which have any impact on the test configuration generation

-
Total output power as a sum over all supported operating bands in the declared band combinations of the BS

-
Maximum supported power difference between any two carriers in any two different supported operating bands

-
The rated output power per carrier in multi-band operation
-
Rated total output power of each supported operating band in multi-band operation
************************************************************************************************
