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<< Start of Change >>

Table 8.2.1.7.1-2: Minimum performance (FRC) for CA

	Test Number
	Band-width
	Reference Channel
	OCNG Pattern
	Propagation Conditions 
	Correlation Matrix and Antenna 
	Reference value

Fraction of Maximum

Throughput (%)
	UE Category
	CA capability

	
	
	PCell
	SCell
	PCell
	SCell
	PCell
	SCell
	PCell
	SCell
	PCell
	SCell
	
	

	1
	2x20MHz
	R.49 FDD
	NA
	OP.1 FDD
	OP.5 FDD
	AWGN
	Clause B.1
	1x2 
	2x2 
	85
	NA
	≥5
	CL-C

	Note 1: 
The OCNG pattern for PCell is used to fill the control channel. The OCNG pattern for SCell is used to fill the control channel and PDSCH.
Note 2: 
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3.


<< Unchanged part omitted >>

Table 8.2.2.7.1-2: Minimum performance (FRC) for CA

	Test Number
	Band-width
	Reference Channel
	OCNG Pattern
	Propagation Conditions 
	Correlation Matrix and Antenna 
	Reference value

Fraction of Maximum

Throughput (%)


	UE Category
	CA capability

	
	
	PCell
	SCell
	PCell
	SCell
	PCell
	SCell
	PCell
	SCell
	PCell
	SCell
	
	

	1
	2x20MHz
	R.49 TDD
	NA
	OP.1 TDD
	OP.5 TDD
	AWGN
	Clause B.1
	1x2 
	2x2 
	85
	NA
	≥5
	CL-C

	Note 1: 
The OCNG pattern for PCell is used to fill the control channel. The OCNG pattern for SCell is used to fill the control channel and PDSCH.

Note 2: 
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3.


<< Unchanged part omitted >>

Table 8.2.1.4.3-4: Minimum performance Multi-Layer Spatial Multiplexing (FRC) for CA

	Test num.
	Band-width
	Referencechannel
	OCNG pattern
	Propa-

gation condi-tion
	Correlation matrix and antenna config.
	Reference value
	UE cate-

gory
	CA capa-

bility

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)
	
	

	1
	2x10 MHz
	R.14 FDD
	OP.1 FDD (Note 1)
	EVA5
	4x2 Low
	70
	10.8
	3-8
	CL_A-A

	2
	2x20 MHz
	R.14-3 FDD
	OP.1 FDD (Note 1)
	EVA5
	4x2 Low
	70
	10.9
	5-8
	CL_C

	Note 1:
The OCNG pattern applies for each CC. 

Note 2: 
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3.


<< Unchanged part omitted >>

Table 8.7.1-3: Minimum requirement (FDD)

	Test
	Number of bits of a DL-SCH transport block received within a TTI
	Measurement channel
	Reference value

	
	
	
	TB success rate [%]

	1
	10296
	R.31-1 FDD
	95

	2
	25456
	R.31-2 FDD
	95

	3
	51024
	R.31-3 FDD
	95

	3A
	36696 (Note 2)
	R.31-3A FDD
	85

	3B
	25456
	R.31-2 FDD
	95

	3C
	51024
	R.31-3C
	85

	4
	75376 (Note 3)
	R.31-4 FDD
	85

	4A
	36696 (Note 2)
	R.31-3A FDD
	85

	4B
	55056 (Note 5)
	R.31-4B FDD
	85

	6
	75376 (Note 3)
	R.31-4 FDD
	85

	6A
	75376 (Note 3)
	R.31-4 FDD
	85

	Note 1:
For 2 layer transmissions, 2 transport blocks are received within a TTI.

Note 2:
35160 bits for sub-frame 5.

Note 3:
71112 bits for sub-frame 5.
Note 4:
The TB success rate is defined as TB success rate = 100%*NDL_correct_rx/ (NDL_newtx + NDL_retx), where NDL_newtx is the number of newly transmitted DL transport blocks, NDL_retx is the number of retransmitted DL transport blocks, and NDL_correct_rx is the number of correctly received DL transport blocks.

Note 5:
52752bits for sub-frame 5.


<< End of Change >>

