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1 Introduction

WI for CA_B26-B41 was approved in RAN#64 [1].  Because this combination was confirmed as Class A2, implementation of HTF (harmonic trap filter) was discussed and two way forwards were approved [2].  According to agreement in the document, one can find proposal for UE RF requirements of CA_B26_B41 in this contribution.
2 Background
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Figure 2-1 Frequency arrangement for Band 26, Band 41 and 3rd harmonic of Band 26 UL
Figure 2-1 shows frequency arrangement of Band 26, Band 41 and 3rd order harmonic of Band 26 UL.  As one can obviously see that 3rd order harmonic of Band 26 UL locates between 2442 – 2547 MHz, which is part of Band 41 frequency range (highlighted in yellow in Figure 2-1).  So far however, there is no operator which will suffer from 3rd order harmonic of Band 26 UL in RAN4.
Observation: So far, there is no operator which will suffer from 3rd order harmonic of Band 26 UL in RAN4.
3 Proposal
Considering observation in section 2, we propose as following;
Proposal: There is no need to assume HTF for UE which supports CA_B26_B41.
If above proposal can be acceptable in RAN4, UE RF requirements for this combination would be specified by share pain approach because CA_B26_B41 is carrier aggregation between high and low bands.
4 Conclusion
Our proposal in this contribution can be found in section 3, and if it is agreeable, TP regarding UE RF requirements can be also approved in RAN4.
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7.2.5.1.3
∆TIB and ∆RIB values
For two simultaneous DL and one UL the (TIB,c and (RIB values are shown in table 7.2.5.1.3-1, and in table 7.2.5.1.3-2:

Table 7.2.5.1.3-1: ΔTIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_26A-41A
	26
	0.3

	
	41
	0.3


Table 7.2.5.1.3-2: ΔRIB 

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB [dB]

	CA_26A-41A
	26
	0

	
	41
	0
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