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1. Overall Description:

3GPP RAN1 made the following agreement at RAN1#78:

Agreement:

· For serving cell and for PDSCH/EPDCCH rate matching:

· A UE can be semi-statically configured with up to 5 ZP-CSI-RS configurations for FDD and TDD only for rate matching in relation to the DRS

· Different ZP-CSI-RS configurations can correspond to different subframes within a DRS occasion

3GPP RAN1 would like to inform RAN2 of the following agreements made at RAN1#78bis:
Agreement:
· For convenience and differentiation with the eIMTA Rel-12 ZP CSI-RS, the 5 new semi-static ZP CSI-RS configurations for rate-matching around the NZP CSI-RS of the discovery signal will be named as “DZP-CSI-RS configurations”
· When both the legacy and/or eIMTA ZP CSI-RS and DZP CSI-RS are configured, both apply simultaneously for PDSCH and EPDCCH rate-matching as follows:

· For TM1-10, a UE shall rate-match EPDCCH according to the semi-statically configured ZP CSI-RS and the DZP CSI-RS.

· In TM1-9, and in TM10 when scheduled by DCI format 1A, a UE shall rate-match PDSCH according to the semi-statically configured ZP CSI-RS and the DZP CSI-RS.

· In TM10 when scheduled by a DCI format 2D, a UE shall rate-match PDSCH according to the dynamic ZP CSI-RS indicated by the PQI bits and according to the DZP CSI-RS.

· At least for UEs supporting CSI-RS based discovery-signal-based measurement, the UE can be configured with the DZP CSI-RS even if the UE is not configured with CSI-RS based discovery-signal-based measurements.
RAN1 would like to note that it is up to RAN2 whether to introduce the name DZP CSI-RS in the specifications.
2. Actions:

RAN1 respectfully asks RAN2 to take the above agreements into account and to define RRC parameters such that a UE can distinguish the legacy ZP CSI-RS and ZP-CSI-RS configured for eIMTA from the DZP CSI-RS.
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