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1 Introduction
A new WI was set up for LTE_CA_39A-41C with 3DL/3UL [1] in RAN#69. This contribution provides delta Tib and delta Rib values for this CA combination. 

It is proposed to incorporate the attached Text proposal into TR 36.899-13.

2 Reference
[1] RP-151402, " New WI proposal: LTE Advanced 3 Band Carrier Aggregation (3DL/3UL) of Band 39, Band 41 and Band 41"
3 Text Proposal

--------------------------------------------------------------Start of Text Proposal--------------------------------------------------------
6.2
LTE-Advanced Carrier Aggregation of Band 39, Band 41 and Band 41

6.2.4
∆TIB and ∆RIB values

Since UE studied in WID of 3UL inter-band CA_39A-41C only supports non-simultaneous Tx/Rx, the UE RF architecture of 2UL/3DL can be reused for both Tx and Rx chain as indicated in section5.2. Therefore it is proposed to define the following ΔTIB,c and ΔRIB,c values for CA_39A-41C with three uplinks in Table 6.2.4-1 and Table 6.2.4-2: 
Table 6.2.4-1: ΔTIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c  [dB]

	CA_39A-41C
	39
	01

	
	41
	01

	CA_39A-41C
	39
	0.52

	
	41
	0.52

	NOTE 1:
Only applicable for UE supporting inter-band carrier aggregation with uplink in one E-UTRA band and without simultaneous Rx/Tx.
NOTE 2:
Applicable for UE supporting inter-band carrier aggregation with three uplinks and without simultaneous Rx/Tx.


Table 6.2.4-2: ΔRIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c  [dB]

	CA_39A-41C
	39
	0.21

	
	41
	0.21

	NOTE 1:
Applicable for UE supporting inter-band carrier aggregation with three uplinks and without simultaneous Rx/Tx.



--------------------------------------------------------------End of Text Proposal--------------------------------------------------------
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