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1. Overall Description:

RAN4 would like to thank RAN1 for the LS on synchronization error assumption in LTE-based V2X. RAN4 has discussed the synchronization assumptions in Ran1 evaluation assumptions and has the following conclusions.

When the eNB signal is used for synchronization, current RAN4 requirements specify that the UE modulated carrier frequency shall be accurate to within ±0.1 PPM compared to the carrier frequency received from the eNB. Based on the Ran1 evaluation assumptions, RAN4 has concluded on LS of RAN1 as follows
· As RAN1 assumed NLOS channel between eNB and vehicle UE, the impact of Doppler on the frequency error is negligible.
· Under the current frequency error requirements for eNB(e.g, medium range BS, local area BS) and UE, ± 0.4 ppm error range can cover all the cases even when LOS channel is considered 
When GNSS is used for synchronization, the short term frequency error at the vehicle with high mobility can be in a smaller range compared with eNB based synchronization under assumption that the GNSS signal has good quality. RAN4 will further discuss the achievable accuracy for the GNSS based synchronization.

RAN4 respectfully asks RAN1 to take above conclusions into consideration in their evaluation.
2. Actions:

To RAN1 group
ACTION:
RAN4 respectfully asks RAN1 to take above understanding into consideration in their evaluation.
3. Date of Next TSG-RAN WG4 Meetings:
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