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1. Introduction

At the RAN4 meeting in Anaheim (RAN4#77) all relevant sections to TS 37.105 [1] was included. At the meeting in Malta (RAN4#78) an extensive review with focus on editorial corrections and reference has been conducted. 
Based on TS 37.105, clause 7 and the proposed structure in [3] draft text for conducted receiver requirements have been created. 

According to the work plan for this meeting we were tasked the challenge to draft the following conducted receiver requirements for clause 7:

1. Dynamic range
2. Adjacent channel selectivity and narrowband blocking
3. Blocking
4. Receiver intermodulation
5. In-channel selectivity
Reference sensitivity and receiver emission requirements will be handled separately by another dedicated editor. 

This contribution presents a draft text for conformance test requirements for conducted receiver requirements in clause 7 in TS 37.145-1 [4].
2. Discussion

The following approach has been used to develop the draft specification text for transmit intermodulation conformance test requirement for AAS base stations: 

1. Alignment with high-level document structure proposed in [3].
2. Alignment with low-level document structure proposed in TS 37.141, sub-clause 4.11.
3. Identify requirement text that is common for TS 25.141, TS 25.142, TS 36.141 and TS 37.141. Use the common text as base line.
4. When required introduce sub-clauses for requirement that is different. Following approach used in RF core specification with sub-clauses for MSR operation, single RAT FDD UTRA operation, single RAT TDD UTRA 1,28 Mcps option operation and single RAT E-UTRA operation.
5. Remove text about GSM/EDGE, since it is not within the scope. 
6. Identify lose references by using [].
7. Identify references to other specification with [x].Adapt to AAS terminology, such as TAB connector.
8. Editorial corrections to imported requirement text. 
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Figure 2-1: Requirement structure
In Figure 2-1 it can be noted that the structure is extended with a RAT extension sub-structure when needed for text that will differ between RATs. For all test requirements a RAT extension sub-structure is used making the specification self-contained and easy to read. 
3. Conclusion

This contribution presents a revised version of draft text for clause 7 in TS 37.145-1. Requirement included are all conducted receiver requirements except reference sensitivity and receiver emission.
The intension with this contribution is to set a structure for clause 7 before adding all text related to other sub-clauses to the specification, since the work of adding text is quiet extensive. The aim have been to create  specification text that is self-contained with respect on test requirement and corresponding test procedure, minimizing need for referencing to other specifications. It can be noted that procedures between RAT differ, which requires new sub-clauses to be introduced. 

At the end of this contribution a text proposal is attached.
4. References

[1]
R4-161119, “TS 37.105 v0.2.0”, Huawei 

[2]
R4-160933, “TP to TS 37.105 – final clean up”, Huawei 

[3]
R4-161117, “TS 37.145-1 v0.1.0”, Huawei 
[4]
R4-160697, “TP for TS 37.145-1: Conformance test requirement for conducted receiver requirements”, Ericsson

[Text proposal]
7.
Conducted receiver characteristics

7.1
General

Unless otherwise stated, the receiver characteristics are specified at the AAS BS TAB connector with full complement of transceivers for the configuration in normal operating condition. For FDD operation the requirements in clause 7 shall be met with the transmitter unit(s) on.

NOTE 1:
In normal operating condition the BS in FDD operation is configured to transmit and receive at the same time.

NOTE 2:
In normal operating condition the BS in TDD operation is configured to TX OFF power during receive period.

The manufacturer shall declare the minimum number of supported geographical cells (i.e. geographical areas). The minimum number of supported geographical cells (Ncells) relates to the AAS BS setting with minimum amount of cell splitting. The manufacturer shall also declare TAB connector RX min cell groups for this minimum number of cells configuration. Every TAB connector supporting reception in an operating band shall map to one TAB connector RX min cell group supporting the same. The mapping of TAB connectors to cells is implementation dependent.

The number of active receiver units that are considered when calculating the emission limit (NRXU,counted) for an AAS base station is calculated as follows:


NRXU,counted = min(NRXU,active, 8 ·Ncells) for E-UTRA single RAT AAS BS and MSR AAS BS (excluding UTRA only MSR AAS BS).


And


NRXU,counted = min(NRXU, active, 4 ·Ncells) for UTRA single RAT AAS BS and UTRA only MSR AAS BS.

Further:


NRXU,countedpercell = NRXU,counted/Ncells
NRXU,countedpercell is used for scaling the basic limits as described in subclause 7.6.

NOTE 3:
NRXU,active is the number of actually active receiver units and is independent to the declaration of Ncells.




7.2
Reference sensitivity level
<Text to be added >
7.3
Dynamic range

7.8.1
Definition and applicability
The reference sensitivity power level PREFSENS is the minimum mean power received at the TAB connector at which a reference performance requirement shall be met for a specified reference measurement channel.


7.8.2
Minimum requirement
The minimum requirement for MSR operation is in TS 37.105 [x], sub-clause 7.3.2.

The minimum requirement for single RAT UTRA operation is in TS 37.105 [x], sub-clause 7.3.3.

The minimum requirement for single RAT E-UTRA operation is in TS 37.105 [x], sub-clause 7.3
.4.
7.8.3
Test purpose
To verify that at the BS receiver dynamic range, the receiver performance shall fulfil the specified limit. 
7.8.4
Method of test
7.8.4.1
Initial conditions

Test environment: 
normal; see [sub-clause D.2].
RF channels to be tested for single carrier:
B, M and T; see [sub-clause 4.7].
1)
Connect the test equipment as shown in [Annex I.2.2
].

7.8.4.2
Procedure

For UTRA carrier or each supported E-UTRA channel BW:

1)
Adjust the signal generator for the wanted signal as specified for UTRA in Table 7.8.5.2-1 and Table 7.8.5.3-1 or E-UTRA in Table 7.8.5.4-1for Wide Area BS, in Table 7.8.5.4-2 for Local Area BS and in table 7.8.5.4-4 for Medium Range BS.

2)
Adjust the AWGN generator level as specified for UTRA in Table 7.8.5.2-1 and Table 7.8.5.3-1 or E-UTRA in Table 7.8.5.4-1for Wide Area BS
, in Table 7.8.5.4-2 for Local Area BS and in table 7.8.5.4-4 for Medium Range BS and set the frequency to the same frequency as the tested channel.

3)
Measure the BER or throughput 
according to [Annex E
] and verify that it is within the specified level.

4)
Repeat the measurement for the other RX TAB connector(s).
In addition, for a multi-band capable BS, the following step shall apply:
5)
For multi-band capable BS and single band tests, repeat the steps above per involved band with no carrier activated in the other band. For multi-band capable BS with separate TAB connector, the TAB connector not being under test shall be terminated.

7.8.5
Test requirements
7.8.5.1
MSR operation
For UTRA FDD, the test requirement is in sub-clause 7.8.5.2.
For UTRA TDD, the test requirement is in sub-clause 7.8.5.2.

For E-UTRA, the test requirement is in sub-clause 7.8.5.3.

7.8.5.2
Singe RAT UTRA FDD operation
The BER shall not exceed 0,001 for the parameters specified in Table 7.8.5.2-1.
Table 7.8.5.2-1: Dynamic range
	Parameter
	Level Wide Area BS
	Level Medium Range BS
	Level Local Area / Home BS 
	Level Home BS1

	Unit

	Reference measurement channel data rate
	12,2
	12.2
	12.2
	12.2
	Kbps

	Wanted signal mean power
	-89.8
	-79.8
	-75.8
	-55.8
	 dBm

	Interfering AWGN signal
	-73
	-63
	-59
	-39
	 dBm/3.84 MHz

	


NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in [sub-clause 4.2] and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in [Annex F
].
7.8.5.3
Singe RAT UTRA TDD 1,28 Mcps option operation

The BER shall not exceed 0,001 for the parameters specified in Table 7.8.5.3-1.

Table 7.8.5.3-1: Test Requirements for Dynamic Range for 1,28 Mcps TDD option

	Parameter
	Level
	Unit

	Reference measurement channel data rate
	12,2
	kbit/s

	Wanted signal mean power
	Wide Area BS
	-78,8
	dBm

	
	Local Area BS
	-64,8
	dBm

	
	
	
	

	Interfering AWGN signal
	Wide Area BS
	-76
	dBm/1,28 MHz

	
	Local Area BS
	-62
	dBm/1,28 MHz

	
	
	
	


7.8.5.4
Singe RAT E-UTRA operation

For each measured E-UTRA carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in Annex A with parameters specified in Table 7.8.5.4-1 for Wide Area BS
, in Table7.8.5.4-2 for Local Area BS 
and in Table 7.8.5.4-3 for Medium Range BS
. 

Table 7.8.5.4-1: Wide Area BS dynamic range

	E-UTRA

channel bandwidth [MHz]
	Reference measurement channel
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm] / BWConfig

	Type of interfering signal

	1.4
	FRC A2-1 in Annex A.2
	-76.0
	-88.7
	AWGN

	3
	FRC A2-2 in Annex A.2
	-72.1
	-84.7
	AWGN

	5
	FRC A2-3 in Annex A.2
	-69.9
	-82.5
	AWGN

	10
	FRC A2-3 in Annex A.2*
	-69.9
	-79.5
	AWGN

	15
	FRC A2-3 in Annex A.2*
	-69.9
	-77.7
	AWGN

	20
	FRC A2-3 in Annex A.2*
	-69.9
	-76.4
	AWGN

	Note*: 
The wanted signal mean power is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of FRC A2-3 mapped to disjoint frequency ranges with a width of 25 resource blocks each


Table 7.8.5.4-2: Local Area BS dynamic range

	E-UTRA

channel bandwidth [MHz]
	Reference measurement channel
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm] / BWConfig

	Type of interfering signal

	1.4
	FRC A2-1 in Annex A.2
	-68.0
	-80.7
	AWGN

	3
	FRC A2-2 in Annex A.2
	-64.1
	-76.7
	AWGN

	5
	FRC A2-3 in Annex A.2
	-61.9
	-74.5
	AWGN

	10
	FRC A2-3 in Annex A.2*
	-61.9
	-71.5
	AWGN

	15
	FRC A2-3 in Annex A.2*
	-61.9
	-69.7
	AWGN

	20
	FRC A2-3 in Annex A.2*
	-61.9 
	-68.4
	AWGN

	Note*: 
The wanted signal mean power is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of FRC A2-3 mapped to disjoint frequency ranges with a width of 25 resource blocks each


Table 7.8.5.4-3: Medium Range BS dynamic range

	E-UTRA

channel bandwidth [MHz]
	Reference measurement channel
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm] / BWConfig
	Type of interfering signal

	1.4
	FRC A2-1 in Annex A.2
	-71.0
	-83.7
	AWGN

	3
	FRC A2-2 in Annex A.2
	-67.1
	-79.7
	AWGN

	5
	FRC A2-3 in Annex A.2
	-64.9
	-77.5
	AWGN

	10
	FRC A2-3 in Annex A.2*
	-64.9
	-74.5
	AWGN

	15
	FRC A2-3 in Annex A.2*
	-64.9
	-72.7
	AWGN

	20
	FRC A2-3 in Annex A.2*
	-64.9 
	-71.4
	AWGN

	Note*: 
The wanted signal mean power is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of FRC A2-3 mapped to disjoint frequency ranges with a width of 25 resource blocks each


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The relationship between Minimum Requirements and Test Requirements is defined in [sub-clause 4.1
] and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in [Annex G
].
7.4
Adjacent channel selectivity and narrowband blocking
7.4.1
Definition and applicability

The adjacent channel selectivity, general blocking and narrowband blocking characteristics are measures of the receiver unit ability to receive a wanted signal at its assigned channel at the TAB connector in the presence of an unwanted interferer inside the operating band.
7.4.2
Minimum requirement
The minimum requirement for MSR operation is in TS 37.105 [x], sub-clause 7.4.2.

The minimum requirement for single RAT UTRA operation is in TS 37.105 [x], sub-clause 7.4.3
.

The minimum requirement for single RAT E-UTRA operation is in TS 37.105 [x], sub-clause 7.4.4.
7.4.3
Test purpose
The test stresses the ability of the BS receiver 
to withstand high-level interference from unwanted signals at specified frequency offsets without undue degradation of its sensitivity.
7.4.4
Method of test
7.4.4.1
Initial conditions

Test environment: 
Normal; see [Annex B.2].

Base Station RF Bandwidth 
positions to be tested: 
MRFBW in single-band operation, see [sub-clause 4.9.1
], BRFBW_T’RFBW and B’RFBW_TRFBW in multi-band operation
, see [sub-clause 4.9.1
].

1)
Set up the equipment as shown in [Annex D.2.1
].

2)
Generate the wanted signal according to the applicable test configuration (see clause 5) using applicable reference measurement channel to the BS
 under test as follows:

-
For E-UTRA see Annex A.1 in TS 36.141 [x].

-
For UTRA FDD see Annex A.2 in TS 25.141 [x].

-
For UTRA TDD see Annex A.2.1 in TS 25.142 [x].

7.4.4.2
Procedure

7.4.4.2.1
MSR operation
7.4.4.2.1.1
Procedure for general blocking
1)
Set the BS to transmit 
with the carrier set-up and power allocation according to the applicable test configuration(s) (see clause 5).

2)
Adjust the signal generators to the type of interfering signal, levels and the frequency offsets as specified in Table 7.4.5.1-1.

3)
The interfering signal shall be swept with a step size of 1 MHz starting from the minimum offset to the channel edges of the wanted signals as specified in Table 7.4.5.1-1

4)
Measure the performance of the wanted signal at the BS receiver
, as defined in sub-clause 7.4.5, for the relevant carriers specified by the test configuration in [sub-clause 4.8].

In addition, for a multi-band capable BS with separate antenna connectors, the following steps shall apply:

5)
For single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.

6)
For multi-band tests, the interfering signal shall first be applied on the same port as the wanted signal. The test shall be repeated with the interfering signal applied on the other port (if any) mapped to the same receiver as wanted signal. Any antenna connector with no signal applied shall be terminated.

7)
Repeat step 6 with the wanted signal for the other band(s) applied on the respective TAB connector(s).
7.4.4.2.1.2
Procedure for narrowband blocking
1)
Set the BS to transmit 
with the carrier set-up and power allocation according to the applicable test configuration(s) (see clause 5).
2)
Adjust the signal generators to the type of interfering signal, levels and the frequency offsets as specified in Table 7.4.5.2-1 

3)
Set-up and sweep the interfering RB centre frequency offset to the channel edge of the wanted signal according to Table 7.4.5.2-1.

4)
Measure the performance of the wanted signal at the BS receiver
, as defined in sub-clause 7.4.5, for the relevant carriers specified by the test configuration in [sub-clause 4.8].

In addition, for a multi-band capable BS with separate antenna connectors, the following steps shall apply:

5)
For single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.

6)
For multi-band tests, the interfering signal shall first be applied on the same port as the wanted signal. The test shall be repeated with the interfering signal applied on the other port (if any) mapped to the same receiver as the wanted signal. Any antenna connector with no signal applied shall be terminated.

7)
Repeat step 6 with the wanted signal for the other band(s) applied on the respective TAB connector(s).


7.4.4.2.1.3
Procedure for additional BC3 blocking requirement

1) 
Adjust the signal generators to the type of interfering signal, levels and the frequency offsets as specified in [Table 7.4.5.5-1]. 

2) 
Measure the performance of the wanted signal at the BS receiver, 
as defined in [sub-clause 7.4.5], for the relevant carriers specified by the test configuration in [sub-clause 4.8].
7.4.4.2.2
Single RAT FDD UTRA operation
1)
Generate the wanted signal and adjust the ATT1 to set the input level to the base station under test to the level specified in table 7.3A
. For a BS supporting multi-carrier operation
, generate the wanted signal according to the applicable test configuration (see clause 4.12) using applicable reference measurement channel to the BS under test
. Power settings are specified in Table 7.3A
.

2)
Set-up the interference signal at the adjacent channel frequency and adjust the ATT2 to obtain the specified level of interference signal at the base station input defined in table 7.3A
. Note that the interference signal shall have an ACLR of at least 63 dB in order to eliminate the impact of interference signal adjacent channel leakage power on the ACS measurement.

3)
Measure the BER of the wanted signal. For a BS su
pporting multi-carrier operation the BER shall be measured for all relevant carriers specified by the test configuration.

In addition, for a multi-band capable BS with separate antenna connectors, the following steps shall apply
:

4)
For single band tests, repeat the steps above per involved band where single band test configurations shall apply with no carrier activated in the other band.


The interfering signal shall first be applied on the same port as the wanted signal. The test shall be repeated with the interfering signal applied on the other port (if any) mapped to the same receiver as the wanted signal. Any antenna connector with no signal applied in case of single-band or multi-band test shall be terminated.

5)
Repeat step 4) with the wanted signal for the other band(s) applied on the respective port(s).
7.4.4.2.3
Single RAT TDD UTRA 1,28Mcps option operation

(1)
Measure the BER of the wanted signal at the BS receiver
.
(2)
Repeat the test for the other port(s), 
which was (were) terminated,

In addition, for a multi-band capable BS, the following steps shall apply:

(3)
For multi-band capable BS and single band tests, repeat the steps above per involved band with no carrier activated in the other band.

(4)
For multi-band capable BS with separate antenna connector, the antenna connector not being under test shall be terminated.
7.4.4.2.4
Single RAT E-UTRA operation
7.4.4.2.4.1
Procedure for adjacent channel selectivity
1)
Generate the wanted signal using the applicable test configuration specified in [sub-clause 4.10 and 4.11] and adjust the input level to the base station 
under test to the level specified in Table 7.5-3 for Wide Area BS
, in Table7.5-4 for Local Area BS
, in Table 7.5-5 for Home BS and in Table 7.5-6 for Medium Range BS
.
2)
Set-up the interfering signal at the adjacent channel frequency and adjust the interfering signal level at the base station input 
to the level defined in Table 7.5-3 for Wide Area BS, in Table7.5-4 for Local Area BS, in Table 7.5-5 for Home BS and in Table 7.5-6 for Medium Range BS.

3)
Measure the throughput according to Annex E
, for multi-carrier and/or CA operation the throughput shall be measured for relevant carriers specified by the test configuration specified in [sub-clause 4.10 and 4.11].
4)
Repeat the test for the TAB connector(s), which was (were) terminated. 

In addition, for a multi-band capable BS with separate TAB connectors, the following steps shall apply
:

5)
For single band tests, repeat the steps above per involved band where single band test configurations shall apply with no carrier activated in the other band.


Interfering signal shall first be applied on the same port as the wanted signal. The test shall be repeated with the interfering signal applied on the other port (if any) mapped to the same receiver as the wanted signal. Any TAB connector with no signal applied in case of single-band or multi-band test shall be terminated.

6)
Repeat step 5) with the wanted signal for the other band(s) applied on the respective TAB connector(s).
7.4.4.2.4.2
Procedure for narrow-band blocking
1)
For FDD BS 
declared to be capable of single carrier operation only, start BS 
transmission according to E-TM 1.1 at manufacturer’s declared rated output power. 

For a FDD BS 
declared to be capable of multi-carrier and/or CA operation
, set the BS to transmit 
according to E-TM 1.1 on all carriers configured using the applicable test configuration and corresponding power setting specified in sub-clause 4.10 and 4.11.
2)
Generate the wanted signal using the applicable test configuration specified in [sub-clause 4.10 and 4.11] and adjust the input level to the base station 
under test to the level specified in Table 7.5
-1.
3)
Adjust the interfering signal level at the base station input 
to the level defined in Table 7.5-1. Set-up and sweep the interfering RB centre frequency offset to the channel edge of the wanted signal according to Table 7.5-2.
4)
Measure the throughput according to Annex E
, for multi-carrier and/or CA operation the throughput shall be measured for relevant carriers specified by the test configuration specified in [sub-clause 4.10 and 4.11].
5)
Repeat the test for the TAB connector(s), which was (were) terminated. 

In addition, for a multi-band capable BS with separate TAB connectors, the following steps shall apply:

6)
For single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.

7)
Interfering signal shall first be applied on the same TAB connector as the wanted signal. The test shall be repeated with the interfering signal applied on the other port (if any) mapped to the same receiver as the wanted signal. Any TAB connector with no signal applied in case of single-band or multi-band test shall be terminated.

8)
Repeat step 7) with the wanted signal for the other band(s) applied on the respective TAB connector(s).
7.4.5
Test requirements
7.4.5.1
MSR operation
7.4.5.1.1
General blocking test requirement
For the general blocking requirement, the interfering signal shall be a UTRA FDD signal as specified in [Annex A.1].

The requirement is applicable outside the Base Station RF Bandwidth or Maximum Radio Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Maximum Radio Bandwidth edges.

For BS 
operating in non-contiguous spectrum, the requirement applies in addition inside any sub-block gap, in case the sub-block gap size is at least 15MHz. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.

For BS capable of multi-band operation, the requirement applies in addition inside any Inter RF Bandwidth gap, in case the gap size is at least 15MHz. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap.
For the wanted and interfering signal coupled to the Base Station antenna input, using the parameters in Table 7.4.5.1.1-1 and 7.4.5.1.1-2, the following requirements shall be met:

-
For any measured E-UTRA carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 36.104 [5], sub-clause 7.2.

-
For any measured UTRA FDD carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.104 [3], sub-clause 7.2.

-
For any measured UTRA TDD carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.105 [4], sub-clause 7.2.

For BS capable of multi-band operation, the requirement applies according to Table 7.4.5.1‑1 for the in-band blocking frequency ranges of each supported operating band.
Table 7.4.5.1.1-1: General blocking requirement

	Base Station Type
	Mean power of interfering signal [dBm]
	Wanted Signal mean power [dBm]

(Note 1)
	Centre Frequency of Interfering Signal
	Interfering signal centre frequency minimum frequency offset from the Base Station RF Bandwidth edge or sub-block edge inside a gap [MHz]

	Wide Area BS
	-40
	PREFSENS + x dB 
(Note 2)
	See 
Table 7.4.5.1-2
	±7.5

	Medium Range BS
	-35
	PREFSENS + x dB 
(Note 3)
	
	

	Local Area BS
	-30
	PREFSENS + x dB 
(Note 4)
	
	

	NOTE 1:
PREFSENS depends on the RAT, the BS class and on the channel bandwidth, see sub-clause 7.2 in TS 37.104.

NOTE 2:
For WA BS
, “x” is equal to 6 in case of E-UTRA or UTRA wanted signals.
NOTE 3:
For MR BS, “x” is equal to 6 in case of UTRA wanted signals, 9 in case of E-UTRA wanted signal.

NOTE 4:
For LA BS, “x” is equal to 11 in case of E-UTRA wanted signal, 6 in case of UTRA wanted signal. 

NOTE 5:
For a BS capable of multi-band operation, “x” in Note 2, 3, 4 apply in case of interfering signals that are in the in-band blocking frequency range of the operating band where the wanted signal is present. For other in-band blocking frequency ranges of the interfering signal for the supported operating bands, “x” is equal to 1.4 dB.


Table 7.4.5.1.1-2: Interfering signal for the general blocking requirement

	Operating Band Number
	Centre Frequency of Interfering Signal [MHz]

	1-7, 9-11, 13, 14, 18, 19, 21-23, 24, 27, 30, 33-45, 65, 66
	(FUL_low -20)
	to
	(FUL_high +20)

	8, 26, 28
	(FUL_low -20)
	to
	(FUL_high +10)

	12
	(FUL_low  -20)
	to
	(FUL_high +13)

	17
	(FUL_low  -20)
	to
	(FUL_high +18)

	20
	(FUL_low  -11)
	to
	(FUL_high +20)

	25
	(FUL_low  -20)
	to
	(FUL_high +15)

	31
	(FUL_low  -20)
	to
	(FUL_high +5)


NOTE:
The requirement in Table 7.4.5.1.1-1 and 7.4.5.1.1-2 assumes that two operating bands, where the downlink operating band (see [Table 4.4-1] and [Table 4.4-2]) of one band would be within the in-band blocking region of the other band, are not deployed in the same geographical area.
7.4.5.1.2
General narrowband blocking test requirement
For the narrowband blocking requirement, the interfering signal shall be an E-UTRA 1RB signal as specified in [Annex A.3]. 

The requirement is applicable outside the Base Station RF Bandwidth or Maximum Radio Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Maximum Radio Bandwidth edges.

For BS operating in non-contiguous spectrum, the requirement applies in addition inside any sub-block gap, in case the sub-block gap size is at least 3MHz. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.

For BS capable of multi-band operation, the requirement applies in addition inside any Inter RF Bandwidth gap in case the gap size is at least 3MHz. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap.
For the wanted and interfering signal coupled to the Base Station antenna input, using the parameters in Table 7.4.5.1.2-1 the following requirements shall be met:

-
For any measured E-UTRA carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 36.104 [5], sub-clause 7.2.

-
For any measured UTRA FDD carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.104 [3], sub-clause 7.2.

-
For any measured UTRA TDD carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.105 [4], sub-clause 7.2.
Table 7.4.5.1.2-1: Narrowband blocking requirement

	Base Station Type
	RAT of the carrier
	Wanted signal mean power [dBm]

(Note 1)
	Interfering signal mean power [dBm]
	Interfering RB (Note 3) centre frequency offset from the Base Station RF Bandwidth edge or sub-block edge inside a gap [kHz]

	Wide Area BS
	E-UTRA, 
UTRA and GSM/EDGE

	PREFSENS + x dB (Note 2)

	-49
	±(240 +m*180),

m=0, 1, 2, 3, 4, 9, 14

	Medium Range BS
	
	
	-44
	

	Local Area BS
	
	
	-41
	

	NOTE 1:
PREFSENS depends on the RAT, the BS class and on the channel bandwidth, see sub-clause 7.2 in TS 37.104.

NOTE 2:
“x” is equal to 6 in case of E-UTRA or UTRA wanted signals.
NOTE 3:
Interfering signal (E-UTRA 3MHz) consisting of one resource block positioned at the stated offset, the channel bandwidth of the interfering signal is located adjacently to the Base Station RF Bandwidth edge.



7.4.5.1.3
Additional BC3 blocking test requirement
The interfering signal is a 1.28Mcps UTRA TDD modulated signal as specified in [Annex A.2].

The requirement is applicable outside the Base Station RF Bandwidth or Maximum Radio Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Maximum Radio Bandwidth edges.

For BS capable of multi-band operation, the requirement applies in addition inside any Inter RF Bandwidth gap, in case the gap size is at least 4.8MHz. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap.

For the wanted and interfering signal coupled to the Base Station antenna input, using the parameters in Table 7.4.5.1.3-1, the following requirements shall be met:

-
For any measured E-UTRA TDD carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 36.104 [5], sub-clause 7.2.

-
For any measured UTRA TDD carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.105 [4], sub-clause 7.2.

Table 7.4.5.1.3-1: Additional blocking requirement for Band Category 3

	Operating Band
	Centre Frequency of Interfering Signal [MHz]
	Interfering Signal mean power [dBm]
	Wanted Signal mean power [dBm]
	Interfering signal centre frequency minimum frequency offset from the Base Station RF Bandwidth edge [MHz]

	33 - 40
	(FUL_low - 20)
	to
	(FUL_high + 20)
	-40, 
	PREFSENS + 6 dB*
	±2.4

	NOTE*: 
PREFSENS depends on the RAT and on the channel bandwidth, see section 7.2.


7.4.5.2
Single RAT UTRA FDD operation
For each measured carrier, the BER shall not exceed 0,001 for the parameters specified in Table 7.4.5.2-1. 

For multi-carrier BS the ACS requirement is applicable outside the Base Station RF Bandwidth or Maximum Radio Bandwidth. The interfering signal offset is defined relative to the lower/upper Base Station RF Bandwidth edges or Maximum Radio Bandwidth edges.
For a BS operating in non-contiguous spectrum within any operating band, the requirement applies in addition inside any sub-block gap, in case the sub-block gap size is at least 5MHz. The interfering signal offset is defined relative to the lower/upper sub-block edge inside the sub-block gap and is equal to -2.5MHz/+2.5MHz, respectively.

For a BS capable of multi-band operation, the requirement applies in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least 5MHz. The interfering signal offset is defined relative to lower/upper Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap and is equal to -2.5MHz/+2.5MHz, respectively.

Table 7.4.5.2-1: Adjacent channel selectivity
	Parameter
	Level Wide Area BS
	Level Medium Range BS
	Level Local Area BS
	
	Unit

	Reference measurement channel data rate
	12.2
	12.2
	12.2
	
	kbps

	Wanted signal mean power
	-115
	-105
	-101
	
	 dBm

	Interfering signal mean power
	-52
	-42
	-38
	
	 dBm

	Fuw (Modulated)
	(5
	(5
	(5
	
	MHz

	


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in [sub-clause 4.2] and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in [Annex F
].
7.4.5.3
Single RAT UTRA TDD 1,28 Mcps option operation
The BER, measured on the wanted signal in the presence of an interfering signal, shall not exceed 0,001 for the parameters specified in Table 7.4.5.3-1.

The ACS requirement is always applicable outside the Base Station RF bandwidth or maximum radio bandwidth edges. The interfering signal offset is defined relative to the lower (upper) or maximum radio bandwidth edges.
For BS capable of multi-band operation, the requirement applies in addition inside any inter RF bandwidth gap as long as the inter RF bandwidth gap size is at least 1.6MHz. The interfering signal offset is defined relative to lower/upper RF bandwidth edges inside the inter RF bandwidth gap and is equal to -0.8MHz/+0.8MHz, respectively.
Table 7.4.5.3-1: Parameters of the wanted signal and the interfering signal for ACS testing for 1,28 Mcps TDD

	Parameter
	Level
	Unit

	Reference measurement channel data rate
	12,2
	kbit/s

	Wanted signal mean power
	Wide Area BS
	-104
	dBm

	
	Local Area BS
	-90
	dBm

	
	
	
	

	Interfering signal mean power
	Wide Area BS
	-55
	dBm

	
	Local Area BS
	-41
	dBm

	
	
	
	

	Fuw (modulated)
	±1,6
	MHz

	NOTE:
Fuw is the frequency offset of the unwanted interfering signal from the assigned channel frequency of the wanted signal.


7.4.5.4
Single RAT E-UTRA operation
For each measured E-UTRA carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel.

For Wide Area BS
, the wanted and the interfering signal coupled to the BS antenna input are specified in Table 7.5-1 
and 7.5-2 for narrowband blocking and 7.5-3 for ACS. The reference measurement channel for the wanted signal is specified in Table 7.2-1 for each channel bandwidth and further specified in [Annex A]. 

For Medium Range BS, the wanted and the interfering signal coupled to the BS antenna input are specified in Tables 7.5-1 and 7.5-2 for narrowband blocking and in Table 7.5-6 for ACS. The reference measurement channel for the wanted signal is specified in Table 7.2-4 for each channel bandwidth and further specified in [Annex A].
For Local Area BS, the wanted and the interfering signal coupled to the BS antenna input are specified in Tables 7.5-1 and 7.5-2 for narrowband blocking and 7.5-4 for ACS. The reference measurement channel for the wanted signal is specified in Table 7.2-2 for each channel bandwidth and further specified in [Annex A].
The ACS and narrowband blocking requirement is always applicable outside the Base Station RF Bandwidth or Maximum Radio Bandwidth. The interfering signal offset is defined relative to the Base station RF Bandwidth edges or Maximum Radio Bandwidth edges.

For a BS operating in non-contiguous spectrum within any operating band, the ACS requirement applies in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as the E-UTRA interfering signal in Tables 7.5-3, 7.5-4 and 7.5-6. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap. 

For a BS capable of multi-band operation, the ACS requirement applies in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as the E-UTRA interfering signal in Tables 7.5-3, 7.5-4 and 7.5-6. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap.

For a BS operating in non-contiguous spectrum within any operating band, the narrowband blocking requirement applies in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as the channel bandwidth of the E-UTRA interfering signal in Table 7.5-2. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap. 

For a BS capable of multi-band operation, the narrowband blocking requirement applies in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as the E-UTRA interfering signal in Table 7.5-2. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap.
Table 7.4.5.4-1: Narrowband blocking requirement

	
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm]
	Type of interfering signal

	Wide Area BS
	PREFSENS + 6dB*
	-49
	See Table 7.5-2

	Medium Range BS
	PREFSENS + 6dB*
	-44
	See Table 7.5-2

	Local Area BS
	PREFSENS +6dB*
	-41
	See Table 7.5-2

	Note*: 
PREFSENS depends on the channel bandwidth as specified in TS 36.104 [2] sub-clause 7.2.1.


Table 7.4.5.4-2: Interfering signal for Narrowband blocking requirement

	E-UTRA

channel BW of the lowest/highest carrier received [MHz]
	Interfering RB centre frequency offset to  the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap [kHz]
	Type of interfering signal

	1.4
	±(252.5+m*180),

m=0, 1, 2, 3, 4, 5
	1.4 MHz E-UTRA signal, 1 RB*

	3
	±(247.5+m*180),

m=0, 1, 2, 3, 4, 7, 10, 13
	3 MHz E-UTRA signal, 1 RB*

	5
	±(342.5+m*180),

m=0, 1, 2, 3, 4, 9, 14, 19, 24
	5 MHz E-UTRA signal, 1 RB*

	10
	±(347.5+m*180),

m=0, 1, 2, 3, 4, 9, 14, 19, 24
	5 MHz E-UTRA signal, 1 RB*

	15
	±(352.5+m*180),

m=0, 1, 2, 3, 4, 9, 14, 19, 24
	5 MHz E-UTRA signal, 1 RB*

	20
	±(342.5+m*180),

m=0, 1, 2, 3, 4, 9, 14, 19, 24
	5 MHz E-UTRA signal, 1 RB*

	Note*: 
Interfering signal consisting of one resource block is positioned at the stated offset, the channel bandwidth of the interfering signal is located adjacently to the lower/upper Base Station RF Bandwidth edge.


Table 7.4.5.4-3: Adjacent channel selectivity for Wide Area BS
	E-UTRA

channel bandwidth of the lowest/highest carrier received [MHz]
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm]
	 Interfering signal centre frequency offset from the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap [MHz]
	Type of interfering signal

	1.4
	PREFSENS + 11dB*
	-52
	±0.7025
	1.4MHz E-UTRA signal

	3
	PREFSENS + 8dB*
	-52
	±1.5075
	3MHz E-UTRA signal

	5
	PREFSENS + 6dB*
	-52
	±2.5025
	5MHz E-UTRA signal

	10
	PREFSENS + 6dB*
	-52
	±2.5075
	5MHz E-UTRA signal

	15
	PREFSENS + 6dB*
	-52
	±2.5125
	5MHz E-UTRA signal

	20
	PREFSENS + 6dB*
	-52
	±2.5025
	5MHz E-UTRA signal

	Note*: 
PREFSENS depends on the channel bandwidth as specified in TS 36.104 [2] sub-clause 7.2.1.


Table 7.4.5.4-4: Adjacent channel selectivity for Local Area BS

	E-UTRA

channel bandwidth of the lowest/highest carrier received [MHz]
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm]
	 Interfering signal centre frequency offset from the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a 
sub-block gap [MHz]
	Type of interfering signal

	1.4
	PREFSENS + 11dB*
	-44
	±0.7025
	1.4MHz E-UTRA signal

	3
	PREFSENS + 8dB*
	-44
	±1.5075
	3MHz E-UTRA signal

	5
	PREFSENS + 6dB*
	-44
	±2.5025
	5MHz E-UTRA signal

	10
	PREFSENS + 6dB*
	-44
	±2.5075
	5MHz E-UTRA signal

	15
	PREFSENS + 6dB*
	-44
	±2.5125
	5MHz E-UTRA signal

	20
	PREFSENS + 6dB*
	-44
	±2.5025
	5MHz E-UTRA signal

	Note*: 
PREFSENS depends on the channel bandwidth as specified in TS 36.104 [2] sub-clause 7.2.1.


Table 7.4.5.4-5: Adjacent channel selectivity for Medium Range BS
	E-UTRA

channel bandwidth of the lowest/highest carrier received [MHz]
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm]
	Interfering signal centre frequency offset from the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap [MHz]
	Type of interfering signal

	1.4
	PREFSENS + 11dB*
	-47
	±0.7025
	1.4MHz E-UTRA signal

	3
	PREFSENS + 8dB*
	-47
	±1.5075
	3MHz E-UTRA signal

	5
	PREFSENS + 6dB*
	-47
	±2.5025
	5MHz E-UTRA signal

	10
	PREFSENS + 6dB*
	-47
	±2.5075
	5MHz E-UTRA signal

	15
	PREFSENS + 6dB*
	-47
	±2.5125
	5MHz E-UTRA signal

	20
	PREFSENS + 6dB*
	-47
	±2.5025
	5MHz E-UTRA signal

	Note*: 
PREFSENS depends on the channel bandwidth as specified in TS 36.104 [2] sub-clause 7.2.1.


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The relationship between Minimum Requirements and Test Requirements is defined in [sub-clause 4.1
] and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in [Annex G
].
7.5
Blocking

7.5.1
Definition and applicability
The out-of-band blocking characteristic is a measure of the receiver ability to receive a wanted signal at its assigned channel in the presence of an unwanted interferer outside the uplink operating band. 

7.5.2
Minimum requirement
The minimum requirement for MSR operation is in TS 37.105 [x], sub-clause 7.5.2.

The minimum requirement for single RAT UTRA operation is in TS 37.105 [x], sub-clause 7.5.3.

The minimum requirement for single RAT E-UTRA operation is in TS 37.105 [x], sub-clause 7.5.4
.
7.5.3
Test purpose
The test stresses the ability of the BS receiver to withstand high-level interference from unwanted signals at specified frequency bands, without undue degradation of its sensitivity.
7.5.4
Method of test
7.5.4.1
Initial conditions
Test environment: 
normal; see [Annex B.2].

Base Station RF Bandwidth positions to be tested: 
MRFBW in single-band operation, see [sub-clause 4.9.1], BRFBW_T’RFBW and B’RFBW_TRFBW in multi-band operation, see[ sub-clause 4.9.1].

In addition, in multi-band operation:

-
For BRFBW_T’RFBW, out-of-band blocking testing above the highest operating band may be omitted

-
For B’RFBW_TRFBW, out-of-band blocking testing below the lowest operating band may be omitted

1)
Set up the equipment as shown in [Annex D.2.1
].

2)
Generate the wanted signal according to the applicable test configuration (see clause 5) using reference measurement channel to the BS under test as follows:

-
For E-UTRA see Annex A.1 in TS 36.141 [x].

-
For UTRA FDD see Annex A.2 in TS 25.141 [x].

-
For UTRA TDD see Annex A.2.1 in TS 25.142 [x].
7.5.4.2
Procedure

1)
Set the BS to transmit with the carrier set-up and power allocation according to the applicable test configuration(s) (see clause 5).

The transmitter may be turned off for the out-of-band blocker tests when the frequency of the blocker is such that no IM2 or IM3 products fall inside the bandwidth of the wanted signal.

2)
Adjust the signal generators to the type of interfering signals, levels and the frequency offsets as specified for general test requirements in Table 7.5.5.1.1-1 and, when applicable, for co-location test requirements in Table 7.5.5.1.2-1.
3)
The CW interfering signal shall be swept with a step size of 1 MHz within the specified range.

4)
Measure the performance of the wanted signal at the BS receiver, as defined in the sub-clause 7.5.5, for the relevant carriers specified by the test configuration in [sub-clause 4.8].

In addition, for a multi-band capable BS with separate antenna connectors, the following steps shall apply:
5)
For single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.

6)
For multi-band tests, the interfering signal shall first be applied on the same TAB connector as the wanted signal. The test shall be repeated with the interfering signal applied on the other port (if any) mapped to the same receiver as the wanted signal. Any antenna connector with no signal applied shall be terminated.

7)
Repeat step 6 with the wanted signal for the other band(s) applied on the respective TAB connector(s).

7.5.5
Test requirements
7.5.5.1
MSR operation
7.5.5.1.1
General out-of-band blocking test requirements
For a wanted and an interfering signal coupled to BS antenna input using the parameters in Table 7.5.5.1.1-1, the following requirements shall be met:

-
For any measured E-UTRA carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 36.104 [x], sub-clause 7.2.

-
For any measured UTRA FDD carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.104 [x], sub-clause 7.2.

-
For any measured UTRA TDD carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.105 [x], sub-clause 7.2.

For BS capable of multi-band operation, the requirement applies for each supported operating band. The in-band blocking frequency ranges of all supported operating bands according to [Table 7.4.5.1-2] shall be excluded from the requirement.

Table 7.5.5.1.1-1: Blocking performance requirement

	Operating Band Number
	Centre Frequency of Interfering Signal [MHz]
	Interfering Signal mean power [dBm]
	Wanted Signal mean power [dBm]
	Type of Interfering Signal

	1-7, 9-11, 13, 14, 18, 19, 21-23, 24, 27, 30, 33-45, 65, 66
	1 

(FUL_high +20)
	to

to
	(FUL_low -20) 

12750
	-15
	PREFSENS + x dB* 
	CW carrier 

	8, 26, 28
	1 

(FUL_high +10)
	to

to
	(FUL_low -20) 

12750
	-15
	PREFSENS + x dB* 
	CW carrier 

	12
	1 

(FUL_high +13)
	to

to
	(FUL_low -20) 

12750
	-15
	PREFSENS + x dB* 
	CW carrier 

	17
	1 

(FUL_high +18)
	to

to
	(FUL_low -20) 

12750
	-15
	PREFSENS + x dB* 
	CW carrier 

	20
	1 

(FUL_high +20)
	to

to
	(FUL_low -11) 

12750
	-15
	PREFSENS + x dB* 
	CW carrier 

	25
	1 

(FUL_high +15)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS + x dB*
	CW carrier

	31
	1 

(FUL_high +5)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS + x dB*
	CW carrier

	NOTE*: 
PREFSENS depends on the RAT, the BS class and the channel bandwidth, see sub-clause 7.2. 

"x" is equal to 6 in case of E-UTRA or UTRA wanted signals.


7.5.5.1.2
Co-location test requirements

This additional blocking requirement may be applied for the protection of BS receivers when E-UTRA BS, UTRA, CDMA or GSM/EDGE operating in a different frequency band are co-located with a BS.

The requirements in this sub-clause assume a 30 dB coupling loss between the interfering transmitter and the BS receiver and are based on co-location with base stations of the same class.

For a wanted and an interfering signal coupled to BS antenna input using the parameters in Table 7.5.5.1.2-1, the following requirements shall be met:

-
For any measured E-UTRA carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 36.104 [x], sub-clause 7.2.

-
For any measured UTRA FDD carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.104 [x], sub-clause 7.2.

-
For any measured UTRA TDD carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.105 [x], sub-clause 7.2.

Table 7.5.5.1.2-1: Blocking requirement for co-location with BS in other frequency bands

	Type of co-located BS
	Centre Frequency of Interfering Signal (MHz)
	Interfering Signal mean power for WA BS (dBm)
	Interfering Signal mean power for MR BS (dBm)
	Interfering Signal mean power for LA BS (dBm)
	Wanted Signal mean power (dBm)
	Type of Interfering Signal

	GSM850 or CDMA850
	869 – 894
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	GSM900
	921 – 960
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	DCS1800
	1805 – 1880

(Note 4)
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	PCS1900
	1930 – 1990
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band I or E-UTRA Band 1
	2110 – 2170
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band II or E-UTRA Band 2
	1930 – 1990
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band III or E-UTRA Band 3
	1805 – 1880

(Note 4)
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band IV or E-UTRA Band 4
	2110 – 2155
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band V or E-UTRA Band 5
	869 – 894
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band VI or E-UTRA Band 6
	875 – 885
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band VII or E-UTRA Band 7
	2620 – 2690
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band VIII or E-UTRA Band 8
	925 – 960
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band IX or E-UTRA Band 9
	1844.9 – 1879.9
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band X or E-UTRA Band 10
	2110 – 2170
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band XI or E-UTRA Band 11
	1475.9 - 1495.9
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band XII or E-UTRA Band 12
	729 - 746
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band XIIII or E-UTRA Band 13
	746 - 756
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band XIV or E-UTRA Band 14
	758 - 768
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 17
	734 - 746
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 18
	860 - 875
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band XIX or E-UTRA Band 19
	875 - 890
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band XX or E-UTRA Band 20
	791 - 821
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band XXI or E-UTRA Band 21
	1495.9 – 1510.9
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band XXII or E-UTRA Band 22
	3510 – 3590
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 23
	2180 - 2200
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 24
	1525 – 1559
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band XXV or E-UTRA Band 25
	1930 – 1995
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA FDD Band XXVI or E-UTRA Band 26
	859 – 894
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 27
	852 - 869
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 28
	758 – 803
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 29
	717-728
	+16
	+8
	-6
	PREFSENS + 6dB*
	CW carrier

	E-UTRA Band 30
	2350-2360
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 31
	462.5–467.5
	+16
	+8
	-6
	PREFSENS + 6dB*
	CW carrier

	UTRA FDD Band XXXII or E-UTRA Band 32
	1452 – 1496

(NOTE 5)
	+16
	+8
	-6
	PREFSENS + 6dB*
	CW carrier

	UTRA TDD Band a) or E-UTRA Band 33
	1900-1920
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA TDD Band a) or E-UTRA Band 34
	2010-2025
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA TDD Band b) or E-UTRA Band 35
	1850-1910


	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA TDD Band b) or E-UTRA Band 36
	1930-1990
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA TDD Band c) or E-UTRA Band 37
	1910-1930
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA TDD Band d) or E-UTRA Band 38
	2570-2620
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA TDD Band f) or E-UTRA Band 39
	1880-1920
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	UTRA TDD Band e) or E-UTRA Band 40
	2300-2400
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 41
	2496 - 2690
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 42
	3400 – 3600
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 43
	3600 – 3800
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 44
	703 - 803
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 45
	1447 - 1467
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 65
	2110 – 2200
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 66
	2110 – 2200
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	E-UTRA Band 67
	738 – 758
	+16
	+8
	-6
	PREFSENS + x dB*
	CW carrier

	NOTE 1 (*):PREFSENS depends on the RAT, the BS class and the channel bandwidth, see sub-clause 7.2.
"x" is equal to 6 in case of UTRA or E-UTRA wanted signals.

NOTE 2:
Except for a BS operating in Band 13, these requirements do not apply when the interfering signal falls within any of the supported uplink operating band or in the 10 MHz immediately outside any of the supported uplink operating band.
For a BS operating in band 13 the requirements do not apply when the interfering signal falls within the frequency range 768-797MHz.
NOTE 3: 
Some combinations of bands may not be possible to co-site based on the requirements above. The current state-of-the-art technology does not allow a single generic solution for co-location of UTRA TDD or E-UTRA TDD with E-UTRA FDD on adjacent frequencies for 30dB BS-BS minimum coupling loss. However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [14].

NOTE 4:
In China, the blocking requirement for co-location with DCS1800 and Band III BS is only applicable in the frequency range 1805-1850MHz.

NOTE 5:
For a BS operating in band 11 or 21, this requirement applies for interfering signal within the frequency range 1475.9-1495.9 MHz. 

NOTE 6: 
Co-located TDD base stations that are synchronized and using the same or adjacent operating band can receive without special co-location requirements. For unsynchronized base stations, special co-location requirements may apply that are not covered by the 3GPP specifications.


7.5.5.2
Single RAT FDD UTRA operation
For each measured carrier, the BER shall not exceed 0.001 for the parameters specified in table 7.4K to 7.4V if applicable for the BS under test.

The requirement is applicable outside the Base Station RF Bandwidth or Maximum Radio Bandwidth. The interfering signal offset is defined relative to the lower/upper Base Station RF Bandwidth edges or Maximum Radio Bandwidth edges.
For a BS operating in non-contiguous spectrum within any operating band, the blocking requirement applies in addition inside any sub-block gap, in case the sub-block gap size is at least 15MHz. The interfering signal offset is defined relative to the lower/upper sub-block edge inside the sub-block gap and is equal to -7.5MHz/+7.5MHz, respectively.

For a BS operating in non-contiguous spectrum within any operating band, the narrowband blocking requirements in Tables 7.4R-7.4T apply in addition inside any sub-block gap, in case the sub-block gap size is at least 400kHz or 600kHz, depending on the operating band. The interfering signal offset is defined relative to the lower/upper sub-block edge inside the sub-block gap and is equal to -200kHz/+200kHz or -300kHz/+300kHz, respectively.

For a BS capable of multi-band operation, the requirement in the in-band blocking frequency range applies for each supported operating band. The requirement applies in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least 15MHz. The interfering signal offset is defined relative to lower/upper Base Station RF bandwidth edges inside the Inter RF Bandwidth gap and is equal to -7.5MHz/+7.5MHz, respectively.

For a BS capable of multi-band operation, the requirement in the out-of-band blocking frequency ranges apply for each operating band, with the exception that the in-band blocking frequency ranges of all supported operating bands according to Tables 7.4K - 7.4M shall be excluded from the out-of-band blocking requirement.

For a BS capable of multi-band operation, the narrowband blocking requirement applies in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least 400kHz or 600kHz, depending on the operating band. The interfering signal offset is defined relative to lower/upper Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap and is equal to -200kHz/+200kHz or -300kHz/+300kHz, respectively.

Table 7.5.5.2-1: Blocking characteristics for Wide Area BS
	Operating Band
	Center Frequency of Interfering Signal
	Interfering Signal mean power
	Wanted Signal mean power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	I
	1920 ‑ 1980 MHz
	-40 dBm
	-115 dBm 
	(10 MHz
	WCDMA signal *

	
	1900 ‑ 1920 MHz

1980 ‑ 2000 MHz
	-40 dBm
	-115 dBm 
	(10 MHz
	WCDMA signal *

	
	1 MHz -1900 MHz

2000 MHz ‑ 12750 MHz
	-15 dBm
	-115 dBm 
	(
	CW carrier

	II
	1850 ‑ 1910 MHz
	-40 dBm
	-115 dBm 
	(10 MHz
	WCDMA signal *

	
	1830 ‑ 1850 MHz

1910 ‑ 1930 MHz
	-40 dBm
	-115 dBm 
	(10 MHz
	WCDMA signal *

	
	1 MHz ‑ 1830 MHz

1930 MHz ‑ 12750 MHz
	-15 dBm
	-115 dBm 
	 (
	CW carrier

	III
	1710 - 1785 MHz
	-40 dBm
	-115 dBm 
	(10 MHz
	WCDMA signal *

	
	1690 ‑ 1710 MHz

1785 - 1805 MHz
	-40 dBm
	-115 dBm 
	(10 MHz
	WCDMA signal *

	
	1 MHz ‑ 1690 MHz

1805 MHz ‑ 12750 MHz
	-15 dBm
	-115 dBm 
	 (
	CW carrier

	IV
	1710 - 1755 MHz
	-40 dBm
	-115 dBm 
	(10 MHz
	WCDMA signal *

	
	1690 ‑ 1710 MHz

1755 - 1775 MHz
	-40 dBm
	-115 dBm 
	(10 MHz
	WCDMA signal *

	
	1 MHz ‑ 1690 MHz

1775 MHz ‑ 12750 MHz
	-15 dBm
	-115 dBm 
	 (
	CW carrier

	V
	824-849 MHz
	-40 dBm
	-115 dBm 
	(10 MHz
	WCDMA signal *

	
	804-824 MHz

849-869 MHz
	-40 dBm
	-115 dBm 
	(10 MHz
	WCDMA signal *

	
	1 MHz - 804 MHz

869 MHz ‑ 12750 MHz
	-15 dBm
	-115 dBm 
	(
	CW carrier

	VI
	810 - 830 MHz

840 - 860 MHz
	-40 dBm
	-115 dBm 
	(10 MHz
	WCDMA signal *

	
	1 MHz - 810 MHz

860 MHz - 12750 MHz
	-15 dBm
	-115 dBm 
	(
	CW carrier

	VII
	2500 - 2570 MHz
	-40 dBm
	-115 dBm 
	(10 MHz
	WCDMA signal *

	
	2480 - 2500 MHz
2570 - 2590 MHz
	-40 dBm
	-115 dBm 
	(10 MHz
	WCDMA signal *

	
	1 MHz -2480 MHz
2590 MHz - 12750 MHz
	-15 dBm
	-115 dBm 
	(
	CW carrier

	VIII
	880 ‑ 915 MHz
	-40 dBm
	-115 dBm 
	(10 MHz
	WCDMA signal *

	
	860 ‑ 880 MHz

915 - 925 MHz
	-40 dBm
	-115 dBm 
	(10 MHz
	WCDMA signal *

	
	1 MHz -860 MHz

925 MHz ‑ 12750 MHz
	-15 dBm
	-115 dBm 
	(
	CW carrier

	IX
	1749.9 - 1784.9 MHz
	-40 dBm
	-115 dBm
	(10 MHz
	WCDMA signal *

	
	1729.9 - 1749.9 MHz

1784.9 - 1804.9 MHz
	-40 dBm
	-115 dBm
	(10 MHz
	WCDMA signal *

	
	1 MHz - 1729.9 MHz

1804.9 MHz - 12750 MHz
	-15 dBm
	-115 dBm
	(
	CW carrier

	X
	1710 - 1770 MHz
	-40 dBm
	-115 dBm
	(10 MHz
	WCDMA signal *

	
	1690 ‑ 1710 MHz

1770 - 1790 MHz
	-40 dBm
	-115 dBm
	(10 MHz
	WCDMA signal *

	
	1 MHz ‑ 1690 MHz

1790 MHz ‑ 12750 MHz
	-15 dBm
	-115 dBm
	(
	CW carrier

	XI
	1427.9 - 1447.9 MHz
	-40 dBm
	-115 dBm
	(10 MHz
	WCDMA signal *

	
	1407.9 - 1427.9 MHz

1447.9 - 1467.9 MHz 
	-40 dBm
	-115 dBm
	(10 MHz
	WCDMA signal *

	
	1 MHz - 1407.9 MHz

1467.9 MHz - 12750 MHz
	-15 dBm
	-115 dBm
	(
	CW carrier

	XII
	699 - 716 MHz
	-40 dBm
	-115 dBm
	(10 MHz
	WCDMA signal *

	
	679 - 699 MHz

716 - 729 MHz
	-40 dBm
	-115 dBm
	(10 MHz
	WCDMA signal *

	
	1 MHz - 679 MHz

729 MHz – 12750 MHz
	-15 dBm
	-115 dBm
	(
	CW carrier

	XIII
	777 - 787 MHz
	-40 dBm
	-115 dBm 
	(10 MHz
	WCDMA signal *

	
	757 - 777 MHz  

787 - 807 MHz
	-40 dBm
	-115 dBm 
	(10 MHz
	WCDMA signal *

	
	1 - 757 MHz  

807 MHz - 12750 MHz
	-15 dBm
	-115 dBm 
	 (
	CW carrier

	XIV
	788 - 798 MHz
	-40 dBm
	-115 dBm 
	(10 MHz
	WCDMA signal *

	
	768 - 788 MHz  

798 - 818 MHz
	-40 dBm
	-115 dBm 
	(10 MHz
	WCDMA signal *

	
	1 - 768 MHz  

818 MHz - 12750 MHz
	-15 dBm
	-115 dBm 
	 (
	CW carrier

	XIX
	830 - 845 MHz
	-40 dBm
	-115 dBm 
	(10 MHz
	WCDMA signal *

	
	810 - 830 MHz

845 - 865 MHz
	-40 dBm
	-115 dBm 
	(10 MHz
	WCDMA signal *

	
	1 MHz - 810 MHz

865 MHz - 12750 MHz
	-15 dBm
	-115 dBm 
	(
	CW carrier

	XX
	832 - 862 MHz
	-40 dBm
	-115 dBm
	±10 MHz
	WCDMA signal *

	
	821 - 832 MHz
862 - 882 MHz
	-40 dBm
	-115 dBm
	±10 MHz
	WCDMA signal *

	
	1 MHz - 821 MHz

882 MHz - 12750 MHz
	-15 dBm
	-115 dBm
	(
	CW carrier

	XXI
	1447.9 - 1462.9 MHz
	-40 dBm
	-115 dBm
	(10 MHz
	WCDMA signal *

	
	1427.9 - 1447.9 MHz

1462.9 - 1482.9 MHz
	-40 dBm
	-115 dBm
	(10 MHz
	WCDMA signal *

	
	1 MHz - 1427.9 MHz

1482.9 MHz - 12750 MHz
	-15 dBm
	-115 dBm
	(
	CW carrier

	XXII
	3410 - 3490 MHz
	-40 dBm
	-115 dBm
	(10 MHz
	WCDMA signal *

	
	3390 - 3410 MHz 

3490 - 3510 MHz
	-40 dBm
	-115 dBm
	(10 MHz
	WCDMA signal *

	
	1 MHz - 3390 MHz

3510 MHz - 12750 MHz
	-15 dBm
	-115 dBm
	(
	CW carrier

	XXV
	1850 ‑ 1915 MHz
	-40 dBm
	-115 dBm 
	±10 MHz
	WCDMA signal *

	
	1830 ‑ 1850 MHz

1915 ‑ 1930 MHz
	-40 dBm
	-115 dBm 
	±10 MHz
	WCDMA signal *

	
	1 MHz ‑ 1830 MHz

1930 MHz ‑ 12750 MHz
	-15 dBm
	-115 dBm 
	 (
	CW carrier

	XXVI
	814-849 MHz
	-40 dBm
	-115 dBm
	±10 MHz
	WCDMA signal *

	
	794-814 MHz

849-859 MHz
	-40 dBm
	-115 dBm
	±10 MHz
	WCDMA signal *

	
	1 MHz ‑ 794 MHz

859 MHz ‑ 12750 MHz
	-15 dBm
	-115 dBm
	(
	CW carrier

	Note *:
The characteristics of the W-CDMA interference signal are specified in [Annex I].

NOTE**:
For a BS capable of multiband operation, in case of interfering signal that is not in the in-band blocking frequency range of the operating band where the wanted signal is present, the wanted signal mean power is equal to -119.6 dBm.


NOTE:
Table 7.5.5.2-1 assumes that two operating bands, where the downlink frequencies (see [Table 3.0]) of one band would be within the in-band blocking region of the other band, are not deployed in the same geographical area.
Table 7.5.5.2-2: Blocking characteristics for Medium Range BS
	Operating Band
	Center Frequency of Interfering Signal
	Interfering Signal Level
	Wanted Signal mean power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	I
	1920 ‑ 1980 MHz
	-35 dBm
	-105 dBm 
	(10 MHz
	WCDMA signal *

	
	1900 ‑ 1920 MHz

1980 ‑ 2000 MHz
	-35 dBm
	-105 dBm 
	(10 MHz
	WCDMA signal *

	
	1 MHz -1900 MHz

2000 MHz ‑ 12750 MHz
	-15 dBm
	-105 dBm 
	(
	CW carrier

	II
	1850 ‑ 1910 MHz
	-35 dBm
	-105 dBm 
	(10 MHz
	WCDMA signal *

	
	1830 ‑ 1850 MHz

1910 ‑ 1930 MHz
	-35 dBm
	-105 dBm 
	(10 MHz
	WCDMA signal *

	
	1 MHz ‑ 1830 MHz

1930 MHz ‑ 12750 MHz
	-15 dBm
	-105 dBm 
	 (
	CW carrier

	III
	1710 - 1785 MHz
	-35 dBm
	-105 dBm 
	(10 MHz
	WCDMA signal *

	
	1690 ‑ 1710 MHz

1785 - 1805 MHz
	-35 dBm
	-105 dBm 
	(10 MHz
	WCDMA signal *

	
	1 MHz ‑ 1690 MHz

1805 MHz ‑ 12750 MHz
	-15 dBm
	-105 dBm 
	 (
	CW carrier

	IV
	1710 - 1755 MHz
	-35 dBm
	-105 dBm 
	(10 MHz
	WCDMA signal *

	
	1690 ‑ 1710 MHz

1755 - 1775 MHz
	-35 dBm
	-105 dBm 
	(10 MHz
	WCDMA signal *

	
	1 MHz ‑ 1690 MHz

1775 MHz ‑ 12750 MHz
	-15 dBm
	-105 dBm 
	 (
	CW carrier

	V
	824-849 MHz
	-35 dBm
	-105 dBm 
	(10 MHz
	WCDMA signal *

	
	804-824 MHz

849-869 MHz
	-35 dBm
	-105 dBm 
	(10 MHz
	WCDMA signal *

	
	1 MHz - 804 MHz

869 MHz ‑ 12750 MHz
	-15 dBm
	-105 dBm 
	(
	CW carrier

	VI
	810 - 830 MHz

840 - 860 MHz
	-35 dBm
	-105 dBm
	(10 MHz
	WCDMA signal *

	
	1 MHz - 810 MHz

860 MHz - 12750 MHz
	-15 dBm
	-105 dBm
	(
	CW carrier

	VII
	2500 - 2570 MHz
	-35 dBm
	-105 dBm 
	(10 MHz
	WCDMA signal *

	
	2480 - 2500 MHz
2570 - 2590 MHz
	-35 dBm
	-105 dBm 
	(10 MHz
	WCDMA signal *

	
	1 MHz -2480 MHz
2590 MHz - 12750 MHz
	-15 dBm
	-105 dBm 
	(
	CW carrier

	VIII
	880 ‑ 915 MHz
	-35 dBm
	-105 dBm 
	(10 MHz
	WCDMA signal *

	
	860 ‑ 880 MHz

915 - 925 MHz
	-35 dBm
	-105 dBm 
	(10 MHz
	WCDMA signal *

	
	1 MHz -860 MHz

925 MHz ‑ 12750 MHz
	-15 dBm
	-105 dBm 
	(
	CW carrier

	IX
	1749.9 - 1784.9 MHz
	-35 dBm
	-105 dBm
	(10 MHz
	WCDMA signal *

	
	1729.9 - 1749.9 MHz

1784.9 - 1804.9 MHz
	-35 dBm
	-105 dBm
	(10 MHz
	WCDMA signal *

	
	1 MHz - 1729.9 MHz

1804.9 MHz - 12750 MHz
	-15 dBm
	-105 dBm
	(
	CW carrier

	X
	1710 - 1770 MHz
	-35 dBm
	-105 dBm
	(10 MHz
	WCDMA signal *

	
	1690 ‑ 1710 MHz

1770 - 1790 MHz
	-35 dBm
	-105 dBm
	(10 MHz
	WCDMA signal *

	
	1 MHz ‑ 1690 MHz

1790 MHz ‑ 12750 MHz
	-15 dBm
	-105 dBm
	(
	CW carrier

	XI
	1427.9 - 1447.9 MHz
	-35 dBm
	-105 dBm
	(10 MHz
	WCDMA signal *

	
	1407.9 - 1427.9 MHz

1447.9 - 1467.9 MHz 
	-35 dBm
	-105 dBm
	(10 MHz
	WCDMA signal *

	
	1 MHz - 1407.9 MHz

1467.9 MHz - 12750 MHz
	-15 dBm
	-105 dBm
	(
	CW carrier

	XII
	699 - 716 MHz
	-35 dBm
	-105 dBm
	(10 MHz
	WCDMA signal *

	
	679 - 699 MHz

716 - 729 MHz
	-35 dBm
	-105 dBm
	(10 MHz
	WCDMA signal *

	
	1 MHz - 679 MHz

729 MHz – 12750 MHz
	-15 dBm
	-105 dBm
	(
	CW carrier

	XIII
	777 - 787 MHz
	-35 dBm
	-105 dBm 
	(10 MHz
	WCDMA signal *

	
	757 - 777 MHz  

787 - 807 MHz
	-35 dBm
	-105 dBm 
	(10 MHz
	WCDMA signal *

	
	1 - 757 MHz  

807 MHz - 12750 MHz
	-15 dBm
	-105 dBm 
	 (
	CW carrier

	XIV
	788 - 798 MHz
	-35 dBm
	-105 dBm 
	(10 MHz
	WCDMA signal *

	
	768 - 788 MHz  

798 - 818 MHz
	-35 dBm
	-105 dBm 
	(10 MHz
	WCDMA signal *

	
	1 - 768 MHz  

818 MHz - 12750 MHz
	-15 dBm
	-105 dBm 
	 (
	CW carrier

	XIX
	830 - 845 MHz
	-35 dBm
	-105 dBm 
	(10 MHz
	WCDMA signal *

	
	810 - 830 MHz

845 - 865 MHz
	-35 dBm
	-105 dBm 
	(10 MHz
	WCDMA signal *

	
	1 MHz - 810 MHz

865 MHz - 12750 MHz
	-15 dBm
	-105 dBm 
	(
	CW carrier

	XX
	832 - 862 MHz
	-35 dBm
	-105 dBm
	(10 MHz
	WCDMA signal *

	
	821 - 832 MHz
862 - 882 MHz
	-35 dBm
	-105 dBm
	(10 MHz
	WCDMA signal *

	
	1 MHz - 821 MHz

882 MHz - 12750 MHz
	-15 dBm
	-105 dBm
	(
	CW carrier

	XXI
	1447.9 - 1462.9 MHz
	-35 dBm
	-105 dBm
	(10 MHz
	WCDMA signal *

	
	1427.9 - 1447.9 MHz

1462.9 - 1482.9 MHz
	-35 dBm
	-105 dBm
	(10 MHz
	WCDMA signal *

	
	1 MHz - 1427.9 MHz

1482.9 MHz - 12750 MHz
	-15 dBm
	-105 dBm
	(
	CW carrier

	XXII
	3410 - 3490 MHz
	-35 dBm
	-105 dBm
	(10 MHz
	WCDMA signal *

	
	3390 - 3410 MHz 

3490 - 3510 MHz
	-35 dBm
	-105 dBm
	(10 MHz
	WCDMA signal *

	
	1 MHz - 3390 MHz

3510 MHz - 12750 MHz
	-15 dBm
	-105 dBm
	(
	CW carrier

	XXV
	1850 ‑ 1915 MHz
	-35 dBm
	-105 dBm 
	±10 MHz
	WCDMA signal *

	
	1830 ‑ 1850 MHz

1915 ‑ 1930 MHz
	-35 dBm
	-105 dBm 
	±10 MHz
	WCDMA signal *

	
	1 MHz ‑ 1830 MHz

1930 MHz ‑ 12750 MHz
	-15 dBm
	-105 dBm 
	 (
	CW carrier

	XXVI
	814-849 MHz
	-35 dBm
	-105 dBm
	±10 MHz
	WCDMA signal *

	
	794-814 MHz

849-859 MHz
	-35 dBm
	-105 dBm
	±10 MHz
	WCDMA signal *

	
	1 MHz ‑ 794 MHz

859 MHz ‑ 12750 MHz
	-15 dBm
	-105 dBm
	(
	CW carrier

	Note *:
The characteristics of the W-CDMA interference signal are specified in [Annex I].

NOTE**:
For a BS capable of multiband operation, in case of interfering signal that is not in the in-band blocking frequency range of the operating band where the wanted signal is present, the wanted signal mean power is equal to -109.6 dBm.


NOTE:
Table 7.5.5.2-2 assumes that two operating bands, where the downlink frequencies (see [Table 3.0]) of one band would be within the in-band blocking region of the other band, are not deployed in the same geographical area.
Table 7.5.5.2-3: Blocking characteristics for Local Area
	Operating Band
	Center Frequency of Interfering Signal
	Interfering Signal Level
	Wanted Signal mean power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	I
	1920 ‑ 1980 MHz
	-30 dBm
	-101 dBm
	(10 MHz
	WCDMA signal *

	
	1900 ‑ 1920 MHz

1980 ‑ 2000 MHz
	-30 dBm
	-101 dBm
	(10 MHz
	WCDMA signal *

	
	1 MHz -1900 MHz

2000 MHz ‑ 12750 MHz
	-15 dBm
	-101 dBm
	(
	CW carrier

	II
	1850 ‑ 1910 MHz
	-30 dBm
	-101 dBm
	(10 MHz
	WCDMA signal *

	
	1830 ‑ 1850 MHz

1910 ‑ 1930 MHz
	-30 dBm
	-101 dBm
	(10 MHz
	WCDMA signal *

	
	1 MHz ‑ 1830 MHz

1930 MHz ‑ 12750 MHz
	-15 dBm
	-101 dBm
	 (
	CW carrier

	III
	1710 - 1785 MHz
	-30 dBm
	-101 dBm
	(10 MHz
	WCDMA signal *

	
	1690 ‑ 1710 MHz

1785 - 1805 MHz
	-30 dBm
	-101 dBm
	(10 MHz
	WCDMA signal *

	
	1 MHz ‑ 1690 MHz

1805 MHz ‑ 12750 MHz
	-15 dBm
	-101 dBm
	 (
	CW carrier

	IV
	1710 - 1755 MHz
	-30 dBm
	-101 dBm 
	(10 MHz
	WCDMA signal *

	
	1690 ‑ 1710 MHz

1755 - 1775 MHz
	-30 dBm
	-101 dBm 
	(10 MHz
	WCDMA signal *

	
	1 MHz ‑ 1690 MHz

1775 MHz ‑ 12750 MHz
	-15 dBm
	-101 dBm 
	 (
	CW carrier

	V
	824-849 MHz
	-30 dBm
	-101 dBm 
	(10 MHz
	WCDMA signal *

	
	804-824 MHz

849-869 MHz
	-30 dBm
	-101 dBm 
	(10 MHz
	WCDMA signal *

	
	1 MHz - 804 MHz

869 MHz ‑ 12750 MHz
	-15 dBm
	-101 dBm 
	(
	CW carrier

	VI
	810 - 830 MHz

840 - 860 MHz
	-30 dBm
	-101 dBm
	(10 MHz
	WCDMA signal *

	
	1 MHz - 810 MHz

860 MHz - 12750 MHz
	-15 dBm
	-101 dBm
	(
	CW carrier

	VII
	2500 - 2570 MHz
	-30 dBm
	-101 dBm 
	(10 MHz
	WCDMA signal *

	
	2480 - 2500 MHz
2570 - 2590 MHz
	-30 dBm
	-101 dBm 
	(10 MHz
	WCDMA signal *

	
	1 MHz -2480 MHz
2590 MHz - 12750 MHz
	-15 dBm
	-101 dBm 
	 (
	CW carrier

	VIII
	880 ‑ 915 MHz
	-30 dBm
	-101 dBm 
	(10 MHz
	WCDMA signal *

	
	860 ‑ 880 MHz

915 - 925 MHz
	-30 dBm
	-101 dBm 
	(10 MHz
	WCDMA signal *

	
	1 MHz -860 MHz

925 MHz ‑ 12750 MHz
	-15 dBm
	-101 dBm 
	 (
	CW carrier

	IX
	1749.9 - 1784.9 MHz
	-30 dBm
	-101 dBm
	(10 MHz
	WCDMA signal *

	
	1729.9 - 1749.9 MHz

1784.9 - 1804.9 MHz
	-30 dBm
	-101 dBm
	(10 MHz
	WCDMA signal *

	
	1 MHz - 1729.9 MHz

1804.9 MHz - 12750 MHz
	-15 dBm
	-101 dBm
	 (
	CW carrier

	X
	1710 - 1770 MHz
	-30 dBm
	-101 dBm
	(10 MHz
	WCDMA signal *

	
	1690 ‑ 1710 MHz

1770 - 1790 MHz
	-30 dBm
	-101 dBm
	(10 MHz
	WCDMA signal *

	
	1 MHz ‑ 1690 MHz

1790 MHz ‑ 12750 MHz
	-15 dBm
	-101 dBm
	 (
	CW carrier

	XI
	1427.9 - 1447.9 MHz
	-30 dBm
	-101 dBm
	(10 MHz
	WCDMA signal *

	
	1407.9 - 1427.9 MHz

1447.9 - 1467.9 MHz 
	-30 dBm
	-101 dBm
	(10 MHz
	WCDMA signal *

	
	1 MHz - 1407.9 MHz

1467.9 MHz - 12750 MHz
	-15 dBm
	-101 dBm
	(
	CW carrier

	XII
	699 - 716 MHz
	-30 dBm
	-101 dBm
	(10 MHz
	WCDMA signal *

	
	679 - 699 MHz

716 - 729 MHz
	-30 dBm
	-101 dBm
	(10 MHz
	WCDMA signal *

	
	1 MHz - 679 MHz

729 MHz – 12750 MHz
	-15 dBm
	-101 dBm
	(
	CW carrier

	XIII
	777 - 787 MHz
	-30 dBm
	-101 dBm 
	(10 MHz
	WCDMA signal *

	
	757 - 777 MHz  

787 - 807 MHz
	-30 dBm
	-101 dBm 
	(10 MHz
	WCDMA signal *

	
	1 - 757 MHz  

807 MHz - 12750 MHz
	-15 dBm
	-101 dBm 
	 (
	CW carrier

	XIV
	788 - 798 MHz
	-30 dBm
	-101 dBm 
	(10 MHz
	WCDMA signal *

	
	768 - 788 MHz  

798 - 818 MHz
	-30 dBm
	-101 dBm 
	(10 MHz
	WCDMA signal *

	
	1 - 768 MHz  

818 MHz - 12750 MHz
	-15 dBm
	-101 dBm 
	 (
	CW carrier

	XIX
	830 - 845 MHz
	-30 dBm
	-101 dBm 
	(10 MHz
	WCDMA signal *

	
	810 - 830 MHz

845 - 865 MHz
	-30 dBm
	-101 dBm 
	(10 MHz
	WCDMA signal *

	
	1 MHz - 810 MHz

865 MHz - 12750 MHz
	-15 dBm
	-101 dBm 
	(
	CW carrier

	XX
	832 - 862 MHz
	-30 dBm
	-101 dBm
	(10 MHz
	WCDMA signal *

	
	821 - 832 MHz
862 - 882 MHz
	-30 dBm
	-101 dBm
	(10 MHz
	WCDMA signal *

	
	1 MHz - 821 MHz

882 MHz - 12750 MHz
	-15 dBm
	-101 dBm
	(
	CW carrier

	XXI
	1447.9 - 1462.9 MHz
	-30 dBm
	-101 dBm
	(10 MHz
	WCDMA signal *

	
	1427.9 - 1447.9 MHz

1462.9 - 1482.9 MHz
	-30 dBm
	-101 dBm
	(10 MHz
	WCDMA signal *

	
	1 MHz - 1427.9 MHz

1482.9 MHz - 12750 MHz
	-15 dBm
	-101 dBm
	(
	CW carrier

	XXII
	3410 - 3490 MHz
	-30 dBm
	-101 dBm
	(10 MHz
	WCDMA signal *

	
	3390 - 3410 MHz 

3490 - 3510 MHz
	-30 dBm
	-101 dBm
	(10 MHz
	WCDMA signal *

	
	1 MHz - 3390 MHz

3510 MHz - 12750 MHz
	-15 dBm
	-101 dBm
	(
	CW carrier

	XXV
	1850 ‑ 1915 MHz
	-30 dBm
	-101 dBm
	±10 MHz
	WCDMA signal *

	
	1830 ‑ 1850 MHz

1915 ‑ 1930 MHz
	-30 dBm
	-101 dBm
	±10 MHz
	WCDMA signal *

	
	1 MHz ‑ 1830 MHz

1930 MHz ‑ 12750 MHz
	-15 dBm
	-101 dBm
	 (
	CW carrier

	XXVI
	814-849 MHz
	-30 dBm
	-101 dBm
	±10 MHz
	WCDMA signal *

	
	794-814 MHz

849-859 MHz
	-30 dBm
	-101 dBm
	±10 MHz
	WCDMA signal *

	
	1 MHz ‑ 794 MHz

859 MHz ‑ 12750 MHz
	-15 dBm
	-101 dBm
	(
	CW carrier

	Note *:
The characteristics of the W-CDMA interference signal are specified in [Annex I].

NOTE**:
For a BS capable of multiband operation, in case of interfering signal that is not in the in-band blocking frequency range of the operating band where the wanted signal is present, the wanted signal mean power is equal to -105.6 dBm.


NOTE:
Table 7.5.5.2-3 assumes that two operating bands, where the downlink frequencies (see [Table 3.0]) of one band would be within the in-band blocking region of the other band, are not deployed in the same geographical area.
Table 7.5.5.2-4: Blocking performance requirement for Wide Area BS when co-located with BS in other bands.
	Co-located BS type
	Center Frequency of Interfering Signal
	Interfering Signal mean power
	Wanted Signal mean power
	Type of Interfering Signal

	Macro GSM900
	921 - 960 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	Macro DCS1800
	1805 - 1880 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	Macro PCS1900
	1930 - 1990 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	Macro GSM850 or CDMA850
	869 - 894 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band I or E-UTRA Band 1
	2110 - 2170 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band II or E-UTRA Band 2
	1930 - 1990 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band III or E-UTRA Band 3
	1805 - 1880 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band IV or E-UTRA Band 4
	2110 - 2155 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band V or E-UTRA Band 5
	869 - 894 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band VI or E-UTRA Band 6
	875 - 885 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band VII or E-UTRA Band 7
	2620 - 2690 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band VIII or E-UTRA Band 8
	925 - 960 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band IX or E-UTRA Band 9
	1844.9 - 1879.9 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band X or E-UTRA Band 10
	2110 - 2170 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band XI or E-UTRA Band 11
	1475.9 - 1495.9 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band XII or E-UTRA Band 12
	729 - 746 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band XIII or E-UTRA Band 13
	746 - 756 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band XIV or E-UTRA Band 14
	758 - 768 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA E-UTRA Band 17
	734 - 746 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA E-UTRA Band 18
	860 – 875 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band XIX or E-UTRA Band 19
	875 - 890 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band XX or E-UTRA Band 20
	791 - 821 MHz
	+16 dBm
	-115 dBm
	CW carrier

	WA UTRA-FDD Band XXI or E-UTRA Band 21
	1495.9 - 1510.9 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band XXII or E-UTRA Band 22
	3510 - 3590 MHz
	+16 dBm
	-115 dBm
	CW carrier

	WA E-UTRA Band 23
	2180 - 2200 MHz
	+16 dBm
	-115 dBm
	CW carrier

	WA E-UTRA Band 24
	1525 – 1559 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band XXV or E-UTRA Band 25
	1930 - 1995 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA UTRA-FDD Band XXVI or E-UTRA Band 26
	859 - 894 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA E-UTRA Band 27
	852 – 859 MHz
	+16 dBm
	-115 dBm
	CW carrier

	WA E-UTRA Band 28
	758 – 803 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA E-UTRA Band 29
	717 - 728 MHz
	+16 dBm
	-115 dBm
	CW carrier

	WA E-UTRA Band 30
	2350 – 2360 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA E-UTRA Band 31
	462.5 – 467.5 MHz
	+16 dBm
	-115 dBm
	CW carrier

	WA UTRA-FDD Band XXXII or E-UTRA Band 32
	1452 – 1496 MHz (NOTE 3)
	+ 16 dBm
	-115 dBm
	CW carrier

	WA UTRA TDD Band a) or E-UTRA Band 33
	1900 - 1920 MHz
	+16 dBm
	-115 dBm
	CW carrier

	WA UTRA TDD Band a) or E-UTRA Band 34
	2010 - 2025 MHz
	+16 dBm
	-115 dBm
	CW carrier

	WA UTRA TDD Band d) or E-UTRA Band 38
	2570 - 2620 MHz
	+16 dBm
	-115 dBm
	CW carrier

	WA UTRA TDD Band f) or E-UTRA Band 39
	1880 - 1920 MHz
	+16 dBm
	-115 dBm
	CW carrie

	WA UTRA TDD Band e) E-UTRA Band 40
	2300 - 2400 MHz
	+16 dBm
	-115 dBm
	CW carrie

	WA E-UTRA Band 41
	2496 - 2690 MHz
	+16 dBm
	-115 dBm
	CW carrie

	WA E-UTRA Band 42
	3400 - 3600 MHz
	+16 dBm
	-115 dBm
	CW carrier

	WA E-UTRA Band 43
	3600 - 3800 MHz
	+16 dBm
	-115 dBm
	CW carrier

	WA E-UTRA Band 44
	703 - 803 MHz
	+16 dBm
	-115 dBm
	CW carrier

	WA E-UTRA Band 45
	1447 - 1467 MHz
	+16 dBm
	-115 dBm
	CW carrier

	WA E-UTRA Band 65
	2110 - 2200 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA E-UTRA Band 66
	2110 - 2200 MHz
	+16 dBm
	-115 dBm 
	CW carrier

	WA E-UTRA Band 67
	738 - 758 MHz
	+16 dBm
	-115 dBm
	CW carrier

	NOTE 1: 
Except for a BS operating in Band XIII, these requirements do not apply when the interfering signal falls within any of the supported uplink operating band or in the 10 MHz immediately outside any of th supported e uplink operating band.
For a BS operating in band XIII the requirements do not apply when the interfering signal falls within the frequency range 768-797 MHz.

NOTE 2: 
Some combinations of bands may not be possible to co-site based on the requirements above. The current state-of-the-art technology does not allow a single generic solution for co-location of UTRA FDD with UTRA TDD or E-UTRA TDD on adjacent frequencies for 30dB BS-BS minimum coupling loss.  However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [x].

NOTE 3: 
For a BS operating in band XI or XXI, this requirement applies for interfering signal within the frequency range 1475.9-1495.9 MHz.


Table 7.5.5.2-5: Blocking performance requirement for Medium Range BS when co-located with BS in other bands.
	Co-located BS type
	Center Frequency of Interfering Signal
	Interfering Signal mean power
	Wanted Signal mean power
	Type of Interfering Signal

	Micro GSM900
	921 - 960 MHz
	-3 dBm
	-105 dBm
	CW carrier

	Micro DCS1800
	1805 - 1880 MHz
	+5 dBm
	-105 dBm
	CW carrier

	Micro PCS1900
	1930 - 1990 MHz
	+5 dBm
	-105 dBm
	CW carrier

	Micro GSM850
	869 - 894 MHz
	-3 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band I or E-UTRA Band 1
	2110 - 2170 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band II or E-UTRA Band 2
	1930 - 1990 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band III or E-UTRA Band 3
	1805 - 1880 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band IV or E-UTRA Band 4
	2110 - 2155 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band V or E-UTRA Band 5
	869 - 894 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band VI or E-UTRA Band 6
	875 - 885 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band VII or E-UTRA Band 7
	2620 - 2690 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band VIII or E-UTRA Band 8
	925 - 960 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band IX or E-UTRA Band 9
	1844.9 - 1879.9 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band X or E-UTRA Band 10
	2110 - 2170 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band XI or E-UTRA Band 11
	1475.9 - 1495.9 MHz
	+8 dBm
	-105 dBm 
	CW carrier

	MR UTRA-FDD Band XII or E-UTRA Band 12
	729 - 746 MHz
	+8 dBm
	-105 dBm 
	CW carrier

	MR UTRA-FDD Band XIII or E-UTRA Band 13
	746 - 756 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band XIV or E-UTRA Band 14
	758 - 768 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 17
	734 - 746 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 18
	860 – 875 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band XIX or E-UTRA Band 19
	875 - 890 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band XX or E-UTRA Band 20
	791 - 821 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band XXI or E-UTRA Band 21
	1495.9 - 1510.9 MHz
	+8 dBm
	-105 dBm 
	CW carrier

	MR UTRA-FDD Band XXII or E-UTRA Band 22
	3510 - 3590 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 23
	2180 - 2200 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 24
	1525 – 1559 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band XXV or E-UTRA Band 25
	1930 - 1995 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band XXVI or E-UTRA Band 26
	859 - 894 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 27
	852 – 859 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 28
	758 – 803 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 29
	717 - 728 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 30
	2350 - 2360 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 31
	462.5 – 467.5 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR UTRA-FDD Band XXXII or E-UTRA Band 32
	1452 – 1496 MHz (NOTE 3)
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 33
	1900 - 1920 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 34
	2010 - 2025 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 38
	2570 - 2620 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 39
	1880 - 1920 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 40
	2300 - 2400 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 41
	2496 - 2690 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 42
	3400 - 3600 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 43
	3600 - 3800 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 44
	703 - 803 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 45
	1447 - 1467 MHz
	+8 dBm
	-105 dBm
	CW carrier

	MR E-UTRA Band 65
	2110 - 2200 MHz
	+8 dBm
	-105 dBm 
	CW carrier

	MR E-UTRA Band 66
	2110 - 2200 MHz
	+8 dBm
	-105 dBm 
	CW carrier

	MR E-UTRA Band 67
	738 - 758 MHz
	+8 dBm
	-105 dBm
	CW carrier

	NOTE 1: 
Except for a BS operating in Band XIII, these requirements do not apply when the interfering signal falls within any of the supported uplink operating band or in the 10 MHz immediately outside any of the supported uplink operating band.
For a BS operating in band XIII the requirements do not apply when the interfering signal falls within the frequency range 768-797 MHz.

NOTE 2: 
Some combinations of bands may not be possible to co-site based on the requirements above. The current state-of-the-art technology does not allow a single generic solution for co-location of UTRA FDD with UTRA TDD or E-UTRA TDD on adjacent frequencies for 30dB BS-BS minimum coupling loss.  However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [x].

NOTE 3: 
For a BS operating in band XI or XXI, this requirement applies for interfering signal within the frequency range 1475.9-1495.9 MHz.

	


Table 7.5.5.2-6: Blocking performance requirement for Local Area BS when co-located with BS in other bands.
	Co-located BS type
	Center Frequency of Interfering Signal
	Interfering Signal mean power
	Wanted Signal mean power
	Type of Interfering Signal

	Pico GSM900
	921 - 960 MHz
	-7 dBm
	-101 dBm
	CW carrier

	Pico DCS1800
	1805 - 1880 MHz
	-4 dBm
	-101 dBm
	CW carrier

	Pico PCS1900
	1930 - 1990 MHz
	-4 dBm
	-101 dBm
	CW carrier

	Pico GSM850
	869 - 894 MHz
	-7 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band I or E-UTRA Band 1
	2110 - 2170 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band II or E-UTRA Band 2
	1930 - 1990 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band III or E-UTRA Band 3
	1805 - 1880 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band IV or E-UTRA Band 4
	2110 - 2155 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band V or E-UTRA Band 5
	869 - 894 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band VI or E-UTRA Band 6
	875 - 885 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band VII or E-UTRA Band 7
	2620 - 2690 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band VIII or E-UTRA Band 8
	925 - 960 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band IX or E-UTRA Band 9
	1844.9 - 1879.9 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band X or E-UTRA Band 10
	2110 - 2170 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band XI or E-UTRA Band 11
	1475.9 - 1495.9 MHz
	-6 dBm
	-101 dBm 
	CW carrier

	LA UTRA-FDD Band XII or E-UTRA Band 12
	729 - 746 MHz
	-6 dBm
	-101 dBm 
	CW carrier

	LA UTRA-FDD Band XIII or E-UTRA Band 13
	746 - 756 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band XIV or E-UTRA Band 14
	758 - 768 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA E-UTRA Band 17
	734 - 746 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band XIX or E-UTRA Band 19
	875 - 890 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band XX or E-UTRA Band 20
	791 - 821 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band XXI or E-UTRA Band 21
	1495.9 - 1510.9 MHz
	-6 dBm
	-101 dBm 
	CW carrier

	LA UTRA-FDD Band XXII or E-UTRA Band 22
	3510 - 3590 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA E-UTRA Band 23
	2180 - 2200 MHz
	-6 dBm
	-101 dBm 
	CW carrier

	LA E-UTRA Band 24
	1525 – 1559 MHz
	-6 dBm
	-101 dBm 
	CW carrier

	LA UTRA-FDD Band XXV or E-UTRA Band 25
	1930 - 1995 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA-FDD Band XXVI or E-UTRA Band 26
	859 - 894 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA E-UTRA Band 27
	852 - 869 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA E-UTRA Band 28
	758 – 803 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA E-UTRA Band 29
	717 - 728 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA E-UTRA Band 30
	2350 – 2360 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA E-UTRA Band 31
	462.5 – 467.5 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA_FDD Band XXXII or E-UTRA Band 32
	1452 – 1496 MHz (NOTE 3)
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA TDD Band a) or E-UTRA Band 33
	1900 - 1920 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA TDD Band a) or E-UTRA Band 34
	2010 - 2025 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA TDD Band d) or E-UTRA Band 38
	2570 - 2620 MHz
	-4 dBm
	-101 dBm
	CW carrier

	LA UTRA TDD Band f) or E-UTRA Band 39
	1880 - 1920 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA UTRA TDD Band e) E-UTRA Band 40
	2300 - 2400 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA E-UTRA Band 41
	2496 - 2690 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA E-UTRA Band 42
	3400 - 3600 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA E-UTRA Band 43
	3600 – 3800 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA E-UTRA Band 44
	703 – 803 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA E-UTRA Band 45
	1447 - 1467 MHz
	-6 dBm
	-101 dBm
	CW carrier

	LA E-UTRA Band 65
	2110 - 2200 MHz
	-6 dBm
	-101 dBm 
	CW carrier

	LA E-UTRA Band 66
	2110 - 2200 MHz
	-6 dBm
	-101 dBm 
	CW carrier

	LA E-UTRA Band 67
	738 - 758 MHz
	-6 dBm
	-101 dBm
	CW carrier

	NOTE 1: 
Except for a BS operating in Band XIII, these requirements do not apply when the interfering signal falls within any of the supported uplink operating band or in the 10 MHz immediately outside any of the supported the uplink operating band.
For a BS operating in band XIII the requirements do not apply when the interfering signal falls within the frequency range 768-797 MHz.

NOTE 2: 
Some combinations of bands may not be possible to co-site based on the requirements above. The current state-of-the-art technology does not allow a single generic solution for co-location of UTRA FDD with UTRA TDD or E-UTRA TDD on adjacent frequencies for 30dB BS-BS minimum coupling loss.  However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [x].

NOTE 3: 
For a BS operating in band XI or XXI, this requirement applies for interfering signal within the frequency range 1475.9-1495.9 MHz.


Table 7.5.5.2-7: Blocking performance requirement (narrowband) for Wide Area BS

	Operating Band
	Center Frequency of Interfering Signal
	Interfering Signal mean power
	Wanted Signal mean power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	II
	1850 ‑ 1910 MHz
	- 47 dBm
	-115 dBm 
	(2.7 MHz
	GMSK modulated*

	III
	1710 - 1785 MHz
	- 47 dBm
	-115 dBm 
	(2.8 MHz
	GMSK modulated*

	IV
	1710 - 1755 MHz
	- 47 dBm
	-115 dBm 
	(2.7 MHz
	GMSK modulated*

	V
	824 - 849 MHz
	- 47 dBm
	-115 dBm
	(2.7 MHz
	GMSK modulated*

	VIII
	880 - 915 MHz
	- 47 dBm
	-115 dBm
	(2.8 MHz
	GMSK modulated*

	X
	1710 - 1770 MHz
	- 47 dBm
	-115 dBm 
	(2.7 MHz
	GMSK modulated*

	XII
	699 - 716 MHz
	- 47 dBm
	-115 dBm 
	(2.7 MHz
	GMSK modulated*

	XIII
	777 - 787 MHz
	- 47 dBm
	-115 dBm 
	(2.7 MHz
	GMSK modulated*

	XIV
	788 - 798 MHz
	- 47 dBm
	-115 dBm 
	(2.7 MHz
	GMSK modulated*

	XXV
	1850 ‑ 1915 MHz
	- 47 dBm
	-115 dBm 
	(2.7 MHz
	GMSK modulated*

	XXVI
	814-849 MHz
	-47 dBm
	-115 dBm
	±2.7 MHz
	GMSK modulated*

	Note *: GMSK modulation as defined in TS 45.004 [12].


Table 7.5.5.2-8: Blocking performance requirement (narrowband) for Medium range BS

	Operating Band
	Center Frequency of Interfering Signal
	Interfering Signal mean power
	Wanted Signal mean power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	II
	1850 ‑ 1910 MHz
	- 42 dBm
	-105 dBm 
	(2.7 MHz
	GMSK modulated*

	III
	1710 - 1785 MHz
	- 42 dBm
	-105 dBm 
	(2.8 MHz
	GMSK modulated*

	IV
	1710 - 1755 MHz
	- 42 dBm
	-105 dBm 
	(2.7 MHz
	GMSK modulated*

	V
	824 - 849 MHz
	- 42 dBm
	-105 dBm
	(2.7 MHz
	GMSK modulated*

	VIII
	880 - 915 MHz
	- 42 dBm
	-105 dBm
	(2.8 MHz
	GMSK modulated*

	X
	1710 - 1770 MHz
	- 42 dBm
	-105 dBm 
	(2.7 MHz
	GMSK modulated*

	XII
	699 - 716 MHz
	- 42 dBm
	-105 dBm 
	(2.7 MHz
	GMSK modulated*

	XIII
	777 - 787 MHz
	- 42 dBm
	-105 dBm 
	(2.7 MHz
	GMSK modulated*

	XIV
	788 - 798 MHz
	- 42 dBm
	-105 dBm 
	(2.7 MHz
	GMSK modulated*

	XXV
	1850 ‑ 1915 MHz
	- 42 dBm
	-105 dBm 
	(2.7 MHz
	GMSK modulated*

	XXVI
	814-849 MHz
	- 42 dBm
	-105 dBm
	±2.7 MHz
	GMSK modulated*

	Note *: GMSK modulation as defined in TS 45.004 [12].


Table 7.5.5.2-9: Blocking performance requirement (narrowband) for Local Area
	Operating Band
	Center Frequency of Interfering Signal
	Interfering Signal mean power
	Wanted Signal mean power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	II
	1850 ‑ 1910 MHz
	- 37 dBm
	-101 dBm
	(2.7 MHz
	GMSK modulated*

	III
	1710 - 1785 MHz
	- 37 dBm
	-101 dBm
	(2.8 MHz
	GMSK modulated*

	IV
	1710 - 1755 MHz
	- 37 dBm
	-101 dBm
	(2.7 MHz
	GMSK modulated*

	V
	824 - 849 MHz
	- 37 dBm
	-101 dBm
	(2.7 MHz
	GMSK modulated*

	VIII
	880 - 915 MHz
	- 37 dBm
	-101 dBm
	(2.8 MHz
	GMSK modulated*

	X
	1710 - 1770 MHz
	- 37 dBm
	-101 dBm
	(2.7 MHz
	GMSK modulated*

	XII
	699 - 716 MHz
	- 37 dBm
	-101 dBm 
	(2.7 MHz
	GMSK modulated*

	XIII
	777 - 787 MHz
	- 37 dBm
	-101 dBm 
	(2.7 MHz
	GMSK modulated*

	XIV
	788 - 798 MHz
	- 37 dBm
	-101 dBm 
	(2.7 MHz
	GMSK modulated*

	XXV
	1850 – 1915 MHz
	- 37 dBm
	-101 dBm
	(2.7 MHz
	GMSK modulated*

	XXVI
	814-849 MHz
	- 37 dBm
	-101 dBm
	±2.7 MHz
	GMSK modulated*

	Note *: GMSK modulation as defined in TS 45.004 [12].


NOTE 1:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in [clause 4.2] and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in [Annex F
].
NOTE 2:
[Annex C] describes the procedure for BER tests taking into account the statistical consequence of frequent repetition of BER measurements within the blocking test. The consequence is: a DUT exactly on the limit may fail due to the statistical nature 2.55 times (mean value) in 12750 BER measurements using the predefined wrong decision probability of 0.02%. If the fail cases are ≤12, it is allowed to repeat the fail cases 1 time before the final verdict.
7.5.5.3
Single RAT TDD 1,28 Mcps option operation
7.5.5.3.1
General requirements
The static reference performance as specified in clause 7.2 shall be met with a wanted and an interfering signal coupled to the BS TAB connector using the parameters specified in Table 7.5.5.3.1-1 to Table 7.5.5.3.1-12, respectively.

The blocking requirement is always applicable outside the Base Station RF bandwidth or maximum radio bandwidth edges. The interfering signal offset is defined relative to the lower (upper) or maximum radio bandwidth edges.
For BS capable of multi-band operation, the requirement in the in-band blocking frequency range applies for each supported operating band. The requirements applies in addition inside any inter RF bandwidth gap as long as the inter RF bandwidth gap size is at least 4.8MHz. The interfering signal offset is defined relative to the lower/upper RF bandwidth edges inside the inter RF bandwidth gap and is equal to -2.4MHz/+2.4MHz, respectively.
For BS capable of multi-band operation, the requirement in the out-of-band blocking frequency ranges apply for each supported operating band, with the exception that the in-band blocking frequency ranges of all supported operating bands shall be excluded from the out-of-band blocking requirement.
Table 7.5.5.3.1-1: Blocking requirements for Wide Area BS in operating bands defined in [sub-clause 4.2] a) for 1,28 Mcps TDD

	Center frequency of interfering signal
	Interfering signal mean power
	Wanted signal mean power
	Minimum offset of interfering signal
	Type of interfering signal

	1900 - 1920 MHz,

2010 - 2025 MHz
	-40 dBm
	-104 dBm
	±3.2 MHz
	1,28 Mcps TDD signal with one code

	1880 - 1900 MHz,

1990 - 2010 MHz,

2025 - 2045 MHz
	-40 dBm
	-104 dBm
	±3.2 MHz
	1,28 Mcps TDD signal with one code

	1920 - 1980 MHz
	-40 dBm
	-104 dBm
	±3.2 MHz
	1,28 Mcps TDD signal with one code 

	1 - 1880 MHz,

1980 - 1990 MHz,

2045 - 12750 MHz 
	-15 dBm
	-104 dBm
	(
	CW carrier

	NOTE*:
For BS capable of multi-band operation, in case the interfering signal for in-band blocking is not in the in-band blocking frequency range of the operating band where the wanted signal is present, the wanted signal mean power shall not exceed -108.6dBm.


Table 7.5.5.3.1-2: Blocking requirements for Wide Area BS in operating bands defined in [sub-clause 4.2] b) for 1,28 Mcps TDD

	Center frequency of interfering signal
	Interfering signal mean power
	Wanted signal mean power
	Minimum offset of interfering signal
	Type of interfering signal

	1850 - 1990 MHz
	-40 dBm
	-104 dBm
	±3.2 MHz
	1,28 Mcps TDD signal with one code

	1830 - 1850 MHz,

1990 - 2010 MHz
	-40 dBm
	-104 dBm
	±3.2 MHz
	1,28 Mcps TDD signal with one code 

	1 - 1830 MHz,

2010 - 12750 MHz
	-15 dBm
	-104 dBm
	(
	CW carrier

	NOTE*:
For BS capable of multi-band operation, in case the interfering signal for in-band blocking is not in the in-band blocking frequency range of the operating band where the wanted signal is present, the wanted signal mean power shall not exceed -108.6dBm.


Table 7.5.5.3.1-3: Blocking requirements for Wide Area BS in operating bands defined in [sub-clause 4.2] c) for 1,28 Mcps TDD

	Center frequency of interfering signal
	Interfering signal mean power
	Wanted signal mean power
	Minimum offset of interfering signal
	Type of interfering signal

	1910 - 1930 MHz
	-40 dBm
	-104 dBm
	±3.2 MHz
	1,28 Mcps TDD signal with one code 

	1890 - 1910 MHz,

1930 - 1950 MHz
	-40 dBm
	-104 dBm
	±3.2 MHz
	1,28 Mcps TDD signal with one code 

	1 - 1890 MHz,

1950 - 12750 MHz
	-15 dBm
	-104 dBm
	(
	CW carrier

	NOTE*:
For BS capable of multi-band operation, in case the interfering signal for in-band blocking is not in the in-band blocking frequency range of the operating band where the wanted signal is present, the wanted signal mean power shall not exceed -108.6dBm.


Table 7.5.5.3.1-4: Blocking requirements for Wide Area BS in operating bands defined in [sub-clause 4.2] d) for 1,28 Mcps TDD

	Center Frequency of Interfering Signal
	Interfering Signal Mean Power
	Wanted Signal Mean Power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	2570 - 2620 MHz
	-40dBm
	-104 dBm
	±3.2MHz
	1,28 Mcps TDD signal with one code

	2500 - 2570 MHz,

2620 - 2690 MHz
	-40dBm
	-104 dBm
	±3.2 MHz
	1,28 Mcps TDD signal with one code

	1 - 2500 MHz,

2690 - 12750 MHz
	-15 dBm
	-104 dBm
	(
	CW carrier

	NOTE*:
For BS capable of multi-band operation, in case the interfering signal for in-band blocking is not in the in-band blocking frequency range of the operating band where the wanted signal is present, the wanted signal mean power shall not exceed -108.6dBm.


Table 7.5.5.3.1-5: Blocking requirements for Wide Area BS in operating bands defined in [sub-clause 4.2] e) for 1,28 Mcps TDD

	Center Frequency of Interfering Signal
	Interfering Signal Mean Power
	Wanted Signal Mean Power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	2300 - 2400 MHz
	-40dBm
	-104 dBm
	±3.2MHz
	1,28 Mcps TDD signal with one code

	2280 - 2300 MHz,

2400 - 2420MHz
	-40dBm
	-104 dBm
	±3.2 MHz
	1,28 Mcps TDD signal with one code

	1 - 2280 MHz,

2420 – 12750 MHz
	-15 dBm
	-104 dBm
	(
	CW carrier

	NOTE*:
For BS capable of multi-band operation, in case the interfering signal for in-band blocking is not in the in-band blocking frequency range of the operating band where the wanted signal is present, the wanted signal mean power shall not exceed -108.6dBm.


Table 7.5.5.3.1-6: Blocking requirements for Wide Area BS in operating bands defined in [sub-clause 5.2] f) for 1.28Mcps TDD

	Center Frequency of Interfering Signal
	Interfering Signal Mean Power
	Wanted Signal Mean Power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	1880 - 1920 MHz
	-40dBm
	-104 dBm
	±3.2 MHz
	Narrow band CDMA signal with one code

	1860 - 1880 MHz,

1920 – 1940 MHz
	-40dBm
	-104 dBm
	±3.2 MHz
	Narrow band CDMA signal with one code

	1 - 1860 MHz,

1940 – 12750 MHz
	-15 dBm
	-104 dBm
	(
	CW carrier

	NOTE*:
For BS capable of multi-band operation, in case the interfering signal for in-band blocking is not in the in-band blocking frequency range of the operating band where the wanted signal is present, the wanted signal mean power shall not exceed -108.6dBm.


Table 7.5.5.3.1-7: Blocking requirements for Local Area BS in operating bands defined in [sub-clause 4.2] a) for 1,28 Mcps TDD

	Center frequency of interfering signal
	Interfering signal level
	Wanted signal level
	Minimum offset of interfering signal
	Type of interfering signal

	1900 - 1920 MHz,

2010 - 2025 MHz
	-30 dBm
	<REFSENS> + 6 dB
	±3,2 MHz
	1,28 Mcps TDD signal with one code

	1880 - 1900 MHz,

1990 - 2010 MHz,

2025 - 2045 MHz
	-30 dBm
	<REFSENS> + 6 dB
	±3,2 MHz
	1,28 Mcps TDD signal with one code

	1920 - 1980 MHz
	-30 dBm
	<REFSENS> + 6 dB
	±3,2 MHz
	1,28 Mcps TDD signal with one code 

	1 - 1880 MHz,

1980 - 1990 MHz,

2045 - 12750 MHz 
	-15 dBm
	<REFSENS> + 6 dB
	(
	CW carrier

	NOTE*:
For BS capable of multi-band operation, in case the interfering signal for in-band blocking is not in the in-band blocking frequency range of the operating band where the wanted signal is present, the wanted signal mean power shall not exceed -94.6dBm for Local Area BS.


Table 7.5.5.3.1-8: Blocking requirements for Local Area BS in operating bands defined in [sub-clause 4.2] b) for 1,28 Mcps TDD

	Center frequency of interfering signal
	Interfering signal level
	Wanted signal level
	Minimum offset of interfering signal
	Type of interfering signal

	1850 - 1990 MHz
	-30 dBm
	<REFSENS> + 6 dB
	±3,2 MHz
	1,28 Mcps TDD signal with one code

	1830 - 1850 MHz,

1990 - 2010 MHz
	-30 dBm
	<REFSENS> + 6 dB
	±3,2 MHz
	1,28 Mcps TDD signal with one code 

	1 - 1830 MHz,

2010 - 12750 MHz
	-15 dBm
	<REFSENS> + 6 dB
	(
	CW carrier

	NOTE*:
For BS capable of multi-band operation, in case the interfering signal for in-band blocking is not in the in-band blocking frequency range of the operating band where the wanted signal is present, the wanted signal mean power shall not exceed -94.6dBm for Local Area BS.


Table 7.5.5.3.1-9: Blocking requirements for Local Area BS in operating bands defined in [sub-clause 4.2] c) for 1,28 Mcps TDD

	Center frequency of interfering signal
	Interfering signal level
	Wanted signal level
	Minimum offset of interfering signal
	Type of interfering signal

	1910 - 1930 MHz
	-30 dBm
	<REFSENS> + 6 dB
	±3,2 MHz
	1,28 Mcps TDD signal with one code 

	1890 - 1910 MHz,

1930 - 1950 MHz
	-30 dBm
	<REFSENS> + 6 dB
	±3,2 MHz
	1,28 Mcps TDD signal with one code 

	1 - 1890 MHz,

1950 - 12750 MHz
	-15 dBm
	<REFSENS> + 6 dB
	(
	CW carrier

	NOTE*:
For BS capable of multi-band operation, in case the interfering signal for in-band blocking is not in the in-band blocking frequency range of the operating band where the wanted signal is present, the wanted signal mean power shall not exceed -94.6dBm for Local Area BS.


Table 7.5.5.3.1-10: Blocking requirements for Local Area BS in operating bands defined in [sub-clause 4.2] d) for 1,28 Mcps TDD

	Center Frequency of Interfering Signal
	Interfering Signal mean power
	Wanted Signal mean power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	2570 - 2620 MHz
	-30 dBm
	<REFSENS> + 6 dB
	±3.2MHz
	1,28 Mcps TDD signal with one code 

	2500 - 2570 MHz,

2620 - 2690 MHz
	-30 dBm
	<REFSENS> + 6 dB
	±3.2 MHz
	1,28 Mcps TDD signal with one code 

	1 - 2500 MHz,

2690 - 12750 MHz
	-15 dBm
	<REFSENS> + 6 dB
	(
	CW carrier

	NOTE*:
For BS capable of multi-band operation, in case the interfering signal for in-band blocking is not in the in-band blocking frequency range of the operating band where the wanted signal is present, the wanted signal mean power shall not exceed -94.6dBm for Local Area BS.


Table 7.5.5.3.1-11: Blocking requirements for Local Area BS in operating bands defined in [sub-clasue 4.2] e) for 1,28 Mcps TDD

	Center Frequency of Interfering Signal
	Interfering Signal mean power
	Wanted Signal mean power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	2300 - 2400 MHz
	-30 dBm
	<REFSENS> + 6 dB
	±3.2MHz
	1,28 Mcps TDD signal with one code 

	2280 - 2300 MHz,

2400 - 2420MHz
	-30 dBm
	<REFSENS> + 6 dB
	±3.2 MHz
	1,28 Mcps TDD signal with one code 

	1 - 2280 MHz,

2420 – 12750 MHz
	-15 dBm
	<REFSENS> + 6 dB
	(
	CW carrier

	NOTE*:
For BS capable of multi-band operation, in case the interfering signal for in-band blocking is not in the in-band blocking frequency range of the operating band where the wanted signal is present, the wanted signal mean power shall not exceed -94.6dBm for Local Area BS.


Table 7.5.5.3.1-12: Blocking requirements for Local Area BS in operating bands defined in [sub-clause 4.2] f) for 1.28 Mcps TDD
	Center Frequency of Interfering Signal
	Interfering Signal mean power
	Wanted Signal mean power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	1880-1920 MHz
	-30 dBm
	
-90 dBm

	±3.2 MHz
	Narrow band CDMA signal with one code

	1860 - 1880 MHz,

1920 - 1940MHz
	-30 dBm
	-90 dBm
	±3.2 MHz
	Narrow band CDMA signal with one code

	1 - 1860 MHz,

1940 – 12750 MHz
	-15 dBm
	-90 dBm
	(
	CW carrier

	NOTE*:
For BS capable of multi-band operation, in case the interfering signal for in-band blocking is not in the in-band blocking frequency range of the operating band where the wanted signal is present, the wanted signal mean power shall not exceed -94.6dBm for Local Area BS.


7.5.5.3.2
Co-location with GSM, DCS, UTRA FDD and/or E-UTRA FDD, UTRA TDD and/or E-UTRA TDD
This additional blocking requirement may be applied for the protection of TDD BS receivers when GSM, DCS, UTRA FDD, E-UTRA FDD, FDD unsynchronized UTRA TDD and/or unsynchronized E-UTRA TDD BTS operating in a different frequency band are co-located with UTRA TDD Wide Area BS.

The blocking performance requirement applies to interfering signals with centre frequency within the ranges specified in the tables below, using a 1MHz step size.

In case this additional blocking requirement is applied, the static reference performance as specified in [sub-clause 7.2.1] shall be met with a wanted and an interfering signal coupled to BS antenna input using the following parameters.

Table 7.5.5.3.2-1: Additional blocking requirements for Wide Area BS

	System type operating in the same geographic area
	Centre Frequency of Interfering Signal
	Interfering Signal mean power
	Wanted Signal mean power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal
	Note

	Macro GSM900
	921 – 960 MHz
	+16 dBm
	-104 dBm
	
	CW carrier
	

	Macro DCS1800
	1805 – 1880 MHz
	+16 dBm
	-104 dBm
	
	CW carrier
	For UTRA TDD BS operating in Band 5.2(f), it applies for 1805 - 1850 MHz

	GSM850 or CDMA850
	869 – 894 MHz
	+16 dBm
	-104 dBm
	
	CW carrier
	

	WA BS UTRA FDD Band I or 

E-UTRA Band 1
	2110 – 2170 MHz
	+16 dBm
	-104 dBm
	
	CW carrier
	

	WA BS UTRA FDD Band iii or 

E-UTRA Band 3
	1805 – 1880 MHz
	+16 dBm
	-104 dBm
	
	CW carrier
	For UTRA TDD BS operating in Band 5.2(f), the requirement is FFS

	WA BS UTRA FDD Band V or 

E-UTRA Band 5
	869 – 894 MHz
	+16 dBm
	-104 dBm
	
	CW carrier
	

	WA BS UTRA FDD Band VII or 

E-UTRA Band 7
	2620 – 2690 MHz
	+16 dBm
	-104 dBm
	
	CW carrier
	

	WA UTRA TDD Band a) or E-UTRA Band 33
	1900 – 1920 MHz
	+16 dBm
	-104 dBm
	
	CW carrier
	

	WA UTRA TDD Band a) or E-UTRA Band 34
	2010 – 2025 MHz
	+16 dBm
	-104 dBm
	
	CW carrier
	

	WA UTRA TDD Band d) or E-UTRA Band 38
	2570 – 2620 MHz
	+16 dBm
	-104 dBm
	
	CW carrier
	

	WA UTRA TDD Band f) or E-UTRA Band 39
	1880 – 1920 MHz
	+16 dBm
	-104 dBm
	
	CW carrier
	

	WA UTRA TDD Band e) or E-UTRA Band 40
	2300 – 2400 MHz
	+16 dBm
	-104 dBm
	
	CW carrier
	

	WA E-UTRA Band 41
	2496 – 2690 MHz
	+16 dBm
	-104 dBm
	
	CW carrier
	

	WA E-UTRA Band 42
	3400 – 3600 MHz
	+16 dBm
	-104 dBm
	
	CW carrier
	

	WA E-UTRA Band 44
	703 – 803 MHz
	+16 dBm
	-104 dBm
	
	CW carrier
	

	Pico GSM850
	869 – 894
	-7 dBm
	-104 dBm
	
	CW carrier
	

	Pico GSM900
	921 – 960
	-7 dBm
	-104 dBm
	
	CW carrier
	

	Pico DCS1800
	1805 – 1880
	-7 dBm
	-104 dBm
	
	CW carrier
	

	LA BS UTRA FDD Band I or 

E-UTRA Band 1
	2110 – 2170


	-6 dBm
	-104 dBm
	
	CW carrier
	

	LA BS UTRA FDD Band III or

E-UTRA Band 3
	1805 – 1880 MHz
	-6 dBm
	-104 dBm
	
	CW carrier
	For UTRA TDD BS operating in Band 5.2(f), the requirement is FFS

	LA BS UTRA FDD Band V or 

E-UTRA Band 5
	869 – 894 MHz
	-6 dBm
	-104 dBm
	
	CW carrier
	

	LA BS UTRA FDD Band VII or 

E-UTRA Band 7
	2620 – 2690 MHz
	-6 dBm
	-104 dBm
	
	CW carrier
	

	LA UTRA TDD Band a) or E-UTRA Band 33
	1900 – 1920 MHz
	-6 dBm
	-104 dBm
	
	CW carrier
	

	LA UTRA TDD Band a) or E-UTRA Band 34
	2010 – 2025 MHz
	-6 dBm
	-104 dBm
	
	CW carrier
	

	LA UTRA TDD Band d) or E-UTRA Band 38
	2570 – 2620 MHz
	-6 dBm
	-104 dBm
	
	CW carrier
	

	LA UTRA TDD Band f) or E-UTRA Band 39
	1880 – 1920 MHz
	-6 dBm
	-104 dBm
	
	CW carrier
	

	LA UTRA TDD Band e) or E-UTRA Band 40
	2300 – 2400 MHz
	-6 dBm
	-104 dBm
	
	CW carrier
	

	LA E-UTRA Band 41
	2496 – 2690 MHz
	-6 dBm
	-104 dBm
	
	CW carrier
	

	LA E-UTRA Band 42
	3400 – 3600 MHz
	-6 dBm
	-104 dBm
	
	CW carrier
	

	WA E-UTRA Band 44
	703 – 803 MHz
	-6 dBm
	-104 dBm
	
	CW carrier
	

	NOTE 1: 
These requirements do not apply when the interfering signal falls within any of the supported uplink operating band or in the 10 MHz frequency range immediately outside the any of the supported uplink operating band.

NOTE 2: 
Some combinations of bands may not be possible to co-site based on the requirements above. The current state-of-the-art technology does not allow a single generic solution for co-location of UTRA TDD with UTRA FDD or E-UTRA FDD on adjacent frequencies for 30dB BS-BS minimum coupling loss.  However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [x].


7.5.5.4
Single RAT E-UTRA operation
7.5.5.4.1
General test requirement

For each measured E-UTRA carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted and an interfering signal coupled to BS antenna input using the parameters in Tables 7.5.5.4.1-1, 7.5.5.4.1-2, 7.5.5.4.1-3 and 7.5.5.4.1-4. The reference measurement channel for the wanted signal is specified in [Tables 7.2-1, 7.2-2, 7.2-3 and 7.2-4] for each channel bandwidth and further specified in [Annex A].

The blocking requirement is always applicable outside the Base Station RF Bandwidth or Maximum Radio Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Maximum Radio Bandwidth edges.

For a BS operating in non-contiguous spectrum within any operating band, the blocking requirement applies in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as twice the interfering signal minimum offset in [Table 7.6-2]. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap. 

For a BS capable of multi-band operation, the requirement in the in-band blocking frequency ranges applies for each supported operating band. The requirement applies in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as twice the interfering signal minimum offset in Table [7.6-2]. 
For a BS capable of multi-band operation, the requirement in the out-of-band blocking frequency ranges apply for each operating band, with the exception that the in-band blocking frequency ranges of all supported operating bands according to Tables 7.5.5.4.1-1, 7.5.5.4.1-2 and 7.5.5.4.1-3 shall be excluded from the out-of-band blocking requirement.
Table 7.5.5.4.1-1: Blocking performance requirement for Wide Area BS
	Operating Band
	Centre Frequency of Interfering Signal [MHz]
	Interfering Signal mean power [dBm]
	Wanted Signal mean power [dBm] *
	Interfering signal centre frequency minimum frequency offset from the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap [MHz]
	Type of Interfering Signal

	1-7, 9-11, 13, 14, 18, 19, 21-23, 24, 27, 30, 33-45, 65, 66
	(FUL_low -20)
	to
	(FUL_high +20)
	-43
	PREFSENS +6dB**
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1 

(FUL_high +20)
	to

to
	(FUL_low -20) 

12750
	-15
	PREFSENS +6dB 
	(
	CW carrier 

	8, 26, 28
	(FUL_low  -20)
	to
	(FUL_high +10)
	-43
	PREFSENS +6dB**
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1 

(FUL_high +10)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB 
	(
	CW carrier 

	12
	(FUL_low  -20)
	to
	(FUL_high +13)
	-43
	PREFSENS +6dB**
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1 

(FUL_high +13)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB 
	(
	CW carrier 

	17
	(FUL_low  -20)
	to
	(FUL_high +18)
	-43
	PREFSENS +6dB**
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1 

(FUL_high +18)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB 
	(
	CW carrier 

	20
	(FUL_low  -11)
	to
	(FUL_high +20)
	-43
	PREFSENS +6dB**
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1 

(FUL_high +20)
	to

to
	(FUL_low  -11) 

12750
	-15
	PREFSENS +6dB 
	(
	CW carrier 

	25
	(FUL_low  -20)
	to
	(FUL_high +15)
	-43
	PREFSENS +6dB**
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1 

(FUL_high +15)
	to


	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB 
	(
	CW carrier 

	31
	(FUL_low -20)
	to
	(FUL_high +5)
	-43
	PREFSENS +6dB**
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1 

(FUL_high +5)
	to

to
	(FUL_low -20) 

12750
	-15
	PREFSENS +6dB 
	(
	CW carrier 

	Note*: 
PREFSENS depends on the channel bandwidth as specified in TS 36.104 [2] sub-clause 7.2.1. 

Note**:
For a BS capable of multiband operation, in case of interfering signal that is not in the in-band blocking frequency range of the operating band where the wanted signal is present, the wanted signal mean power is equal to PREFSENS + 1.4 dB.


NOTE:
Table 7.5.5.4.1-1 assumes that two operating bands, where the downlink operating band (see [Table 5.5-1]) of one band would be within the in-band blocking region of the other band, are not deployed in the same geographical area.
Table 7.5.5.4.1-2: Blocking performance requirement for Local Area BS

	Operating Band
	Centre Frequency of Interfering Signal [MHz]
	Interfering Signal mean power [dBm]
	Wanted Signal mean power [dBm] *
	Interfering signal centre frequency minimum frequency offset from the lower(upper) edge or sub-block edge inside a sub-block gap [MHz]
	Type of Interfering Signal

	1-7, 9-11, 13-14, 18,19,21-23, 24, 27, 30, 33-45, 65, 66
	(FUL_low -20)
	to
	(FUL_high +20)
	-35
	PREFSENS +6dB**
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1 

(FUL_high +20)
	to

to
	(FUL_low -20) 

12750
	-15
	PREFSENS +6dB 
	(
	CW carrier 

	8, 26, 28
	(FUL_low  -20)
	to
	(FUL_high +10)
	-35
	PREFSENS +6dB**
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1 

(FUL_high +10)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB 
	(
	CW carrier 

	12
	(FUL_low  -20)
	to
	(FUL_high +13)
	-35
	PREFSENS +6dB**
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1 

(FUL_high +13)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB 
	(
	CW carrier 

	17
	(FUL_low  -20)
	to
	(FUL_high +18)
	-35
	PREFSENS +6dB**
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1 

(FUL_high +18)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB 
	(
	CW carrier 

	20
	(FUL_low  -11)
	to
	(FUL_high +20)
	-35
	PREFSENS +6dB**
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1 

(FUL_high +20)
	to

to
	(FUL_low  -11) 

12750
	-15
	PREFSENS +6dB 
	(
	CW carrier 

	25
	(FUL_low  -20)
	to
	(FUL_high +15)
	-35
	PREFSENS +6dB**
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1 

(FUL_high +15)
	to


	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB 
	(
	CW carrier 

	31
	(FUL_low -20)
	to
	(FUL_high +5)
	-35
	PREFSENS +6dB**
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1 

(FUL_high +5)
	to

to
	(FUL_low -20) 

12750
	-15
	PREFSENS +6dB 
	(
	CW carrier 

	Note*: 
PREFSENS depends on the channel bandwidth as specified in TS 36.104 [2] sub-clause 7.2.1. 

Note**:
For a BS capable of multiband operation, in case of interfering signal that is not in the in-band blocking frequency range of the operating band where the wanted signal is present, the wanted signal mean power is equal to PREFSENS + 1.4 dB.


NOTE:
Table 7.5.5.4.1-2 assumes that two operating bands, where the downlink operating band (see [Table 5.5-1]) of one band would be within the in-band blocking region of the other band, are not deployed in the same geographical area.

Table 7.5.5.4.1-3: Blocking performance requirement for Medium Range BS

	Operating Band
	Centre Frequency of Interfering Signal [MHz]
	Interfering Signal mean power [dBm]
	Wanted Signal mean power [dBm] *
	Interfering signal centre frequency minimum frequency offset to the lower (higher) edge or sub-block edge inside a sub-block gap [MHz]
	Type of Interfering Signal

	1-7, 9-11, 13, 14, 18,19, 21-23, 24, 27, 30, 33-45, 65, 66
	(FUL_low -20)
	to
	(FUL_high +20)
	-38
	PREFSENS +6dB**
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1 

(FUL_high +20)
	to

to
	(FUL_low -20) 

12750
	-15
	PREFSENS +6dB 
	(
	CW carrier 

	8, 26, 28
	(FUL_low  -20)
	to
	(FUL_high +10)
	-38
	PREFSENS +6dB**
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1 

(FUL_high +10)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB 
	(
	CW carrier 

	12
	(FUL_low  -20)
	to
	(FUL_high +13)
	-38
	PREFSENS +6dB**
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1 

(FUL_high +13)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB 
	(
	CW carrier 

	17
	(FUL_low  -20)
	to
	(FUL_high +18)
	-38
	PREFSENS +6dB**
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1 

(FUL_high +18)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB 
	(
	CW carrier 

	20
	(FUL_low  -11)
	to
	(FUL_high +20)
	-38
	PREFSENS +6dB**
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1 

(FUL_high +20)
	to

to
	(FUL_low  -11) 

12750
	-15
	PREFSENS +6dB 
	(
	CW carrier 

	25
	(FUL_low  -20)
	to
	(FUL_high +15)
	-38
	PREFSENS +6dB**
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1 

(FUL_high +15)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +6dB
	(
	CW carrier

	31
	(FUL_low -20)
	to
	(FUL_high +5)
	-38
	PREFSENS +6dB**
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1 

(FUL_high +5)
	to

to
	(FUL_low -20) 

12750
	-15
	PREFSENS +6dB
	(
	CW carrier

	Note*: 
PREFSENS depends on the channel bandwidth as specified in TS 36.104 [2] sub-clause 7.2.1. 

Note**:
For a BS capable of multiband operation, in case of interfering signal that is not in the in-band blocking frequency range of the operating band where the wanted signal is present, the wanted signal mean power is equal to PREFSENS + 1.4 dB.


NOTE:
Table 7.5.5.4.1-3 assumes that two operating bands, where the downlink operating band (see [Table 5.5-1]) of one band would be within the in-band blocking region of the other band, are not deployed in the same geographical area.
Table 7.5.5.4.1-4: Interfering signals for blocking performance requirement

	E-UTRA

channel BW of the lowest/highest carrier received [MHz]
	Interfering signal centre frequency minimum offset to  the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap [MHz]
	Type of interfering signal

	1.4
	±2.1
	1.4MHz E-UTRA signal

	3
	±4.5
	3MHz E-UTRA signal

	5
	±7.5
	5MHz E-UTRA signal

	10
	±7.5
	5MHz E-UTRA signal

	15
	±7.5
	5MHz E-UTRA signal

	20
	±7.5
	5MHz E-UTRA signal


NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The relationship between Minimum Requirements and Test Requirements is defined in [sub-clause 4.1
] and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in [Annex G
].

7.5.5.4.2
Co-location with other base stations

This additional blocking requirement may be applied for the protection of E-UTRA BS receivers when GSM, CMDA, UTRA or E-UTRA BS operating in a different frequency band are co-located with an E-UTRA BS. The requirement is applicable to all channel bandwidths supported by the E-UTRA BS.

The requirements in this clause assume a 30 dB coupling loss between interfering transmitter and E-UTRA BS receiver and are based on co-location with base stations of the same class. 

For each measured E-UTRA carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted and an interfering signal coupled to BS antenna input using the parameters in Table 7.5.5.4.2-1 for Wide Area BS, in Table 7.5.5.4.2-2 for Local Area BS and in Table 7.5.5.4.2-3 for Medium Range BS. The reference measurement channel for the wanted signal is specified in [Tables 7.2-1, 7.2-2 and 7.2-4] for each channel bandwidth and further specified in [Annex A].

Table 7.5.5.4.2-1: Blocking performance requirement for E-UTRA Wide Area BS when co-located with BS in other frequency bands.

	Co-located BS type
	Centre Frequency of Interfering Signal (MHz)
	Interfering Signal mean power (dBm)
	Wanted Signal mean power (dBm)
	Type of Interfering Signal

	Macro GSM850 or CDMA850
	869 – 894
	+16
	PREFSENS + 6dB*
	CW carrier

	Macro GSM900
	921 – 960
	+16
	PREFSENS + 6dB*
	CW carrier

	Macro DCS1800
	1805 – 1880
	+16
	PREFSENS + 6dB*
	CW carrier

	Macro PCS1900
	1930 – 1990
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band I or E-UTRA Band 1
	2110 – 2170
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band II or E-UTRA Band 2
	1930 – 1990
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band III or E-UTRA Band 3
	1805 – 1880
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band IV or E-UTRA Band 4
	2110 – 2155
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band V or E-UTRA Band 5
	869 – 894
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band VI or E-UTRA Band 6
	875 – 885
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band VII or E-UTRA Band 7
	2620 – 2690
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band VIII or E-UTRA Band 8
	925 – 960
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band IX or E-UTRA Band 9
	1844.9 – 1879.9
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band X or E-UTRA Band 10
	2110 – 2170
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band XI or E-UTRA Band 11
	1475.9 –1495.9 
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band XII or E-UTRA Band 12
	729 - 746
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band XIIII or E-UTRA Band 13
	746 - 756
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band XIV or E-UTRA Band 14
	758 - 768
	+16
	PREFSENS + 6dB*
	CW carrier

	WA E-UTRA Band 17
	734 - 746
	+16
	PREFSENS + 6dB*
	CW carrier

	WA E-UTRA Band 18
	860 - 875
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band XIX or E-UTRA Band 19
	875 - 890
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band XX or E-UTRA Band 20
	791 - 821
	+16
	PREFSENS + 6dB*
	CW carrier

	WA E-UTRA Band 24
	1525 – 1559
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band XXI or E-UTRA Band 21
	1495.9 – 1510.9
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band XXII or E-UTRA Band 22
	3510 – 3590
	+16
	PREFSENS + 6dB*
	CW carrier

	WA E-UTRA Band 23
	2180-2200
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band XXV or E-UTRA Band 25
	1930 – 1995
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band XXVI or E-UTRA Band 26
	859 – 894
	+16
	PREFSENS + 6dB*
	CW carrier

	WA E-UTRA Band 27
	852 - 869
	+16
	PREFSENS + 6dB*
	CW carrier

	WA E-UTRA Band 28
	758 – 803
	+16
	PREFSENS + 6dB*
	CW carrier

	WA E-UTRA Band 29
	717 – 728
	+16
	PREFSENS + 6dB*
	CW carrier

	WA E-UTRA Band 30
	2350 – 2360
	+16
	PREFSENS + 6dB*
	CW carrier

	WA E-UTRA Band 31
	462.5 – 467.5
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA FDD Band XXXII or E-UTRA Band 32
	1452-1496

(NOTE 3)
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA TDD Band a) or E-UTRA in Band 33
	1900-1920
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA TDD Band a) or E-UTRA in Band 34
	2010-2025
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA TDD Band b) or E-UTRA in Band 35
	1850-1910


	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA TDD Band b) or E-UTRA in Band 36
	1930-1990
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA TDD Band c) or E-UTRA Band 37
	1910-1930
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA TDD Band d) or E-UTRA Band 38
	2570-2620
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA TDD Band f) or E-UTRA Band 39
	1880-1920
	+16
	PREFSENS + 6dB*
	CW carrier

	WA UTRA TDD Band e) or E-UTRA Band 40
	2300-2400
	+16
	PREFSENS + 6dB*
	CW carrier

	WA E-UTRA Band 41
	2496-2690
	+16
	PREFSENS + 6dB*
	CW carrier

	WA E-UTRA Band 42
	3400 - 3600
	+16
	PREFSENS + 6dB*
	CW carrier

	WA E-UTRA Band 43
	3600 - 3800
	+16
	PREFSENS + 6dB*
	CW carrier

	WA E-UTRA Band 44
	703-803
	+16
	PREFSENS + 6dB*
	CW carrier

	WA E-UTRA Band 45
	1447-1467
	+16
	PREFSENS + 6dB*
	CW carrier

	WA E-UTRA Band 65
	2110 – 2200
	+16
	PREFSENS + 6dB*
	CW carrier

	WA E-UTRA Band 66
	2110 – 2200
	+16
	PREFSENS + 6dB*
	CW carrier

	WA E-UTRA Band 67
	738-758
	+16
	PREFSENS + 6dB*
	CW carrier

	Note*: 
PREFSENS is related to the channel bandwidth and specified in TS 36.104 [x] sub-clause 7.2.1.

	NOTE 1:
Except for a BS operating in Band 13, these requirements do not apply when the interfering signal falls within any of the supported uplink operating band or in the 10 MHz immediately outside any of the supported uplink operating band.
For a BS operating in band 13 the requirements do not apply when the interfering signal falls within the frequency range 768-797 MHz.

NOTE 2: 
Some combinations of bands may not be possible to co-site based on the requirements above. The current state-of-the-art technology does not allow a single generic solution for co-location of UTRA TDD or E-UTRA TDD with E-UTRA FDD on adjacent frequencies for 30dB BS-BS minimum coupling loss.  However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [x].

NOTE 3: 
For a BS operating in band 11 or 21, this requirement applies for interfering signal within the frequency range 1475.9-1495.9 MHz.

NOTE 4:
Co-located TDD base stations that are synchronized and using the same or adjacent operating band can receive without special co-location requirements. For unsynchronized base stations, special co-location requirements may apply that are not covered by the 3GPP specifications.


Table 7.5.5.4.2-2: Blocking performance requirement for Local Area BS when co-located with BS in other frequency bands.

	Co-located BS type
	Centre Frequency of Interfering Signal (MHz)
	Interfering Signal mean power (dBm)
	Wanted Signal mean power (dBm)
	Type of Interfering Signal

	Pico GSM850
	869 – 894
	-7
	PREFSENS + 6dB*
	CW carrier

	Pico GSM900
	921 – 960
	-7
	PREFSENS + 6dB*
	CW carrier

	Pico DCS1800
	1805 – 1880
	-4
	PREFSENS + 6dB*
	CW carrier

	Pico PCS1900
	1930 – 1990
	-4
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band I or E-UTRA Band 1
	2110 – 2170
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band II or E-UTRA Band 2
	1930 – 1990
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band III or E-UTRA Band 3
	1805 – 1880
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band IV or E-UTRA Band 4
	2110 – 2155
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band V or E-UTRA Band 5
	869 – 894
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band VI or E-UTRA Band 6
	875 – 885
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band VII or E-UTRA Band 7
	2620 – 2690
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band VIII or E-UTRA Band 8
	925 – 960
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band IX or E-UTRA Band 9
	1844.9 – 1879.9
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band X or E-UTRA Band 10
	2110 – 2170
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band XI or E-UTRA Band 11
	1475.9 - 1495.9
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band XII or E-UTRA Band 12
	729 - 746
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band XIIII or E-UTRA Band 13
	746 - 756
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band XIV or E-UTRA Band 14
	758 - 768
	-6
	PREFSENS + 6dB*
	CW carrier

	LA E-UTRA Band 17
	734 - 746
	-6
	PREFSENS + 6dB*
	CW carrier

	LA E-UTRA Band 18
	860 - 875
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band XIX or E-UTRA Band 19
	875 - 890
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band XX or E-UTRA Band 20
	791 - 821
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band XXI or E-UTRA Band 21
	1495.9 – 1510.9
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band XXII or E-UTRA Band 22
	3510 – 3590
	-6
	PREFSENS + 6dB*
	CW carrier

	LA E-UTRA Band 23
	2180-2200
	-6
	PREFSENS + 6dB*
	CW carrier

	LA E-UTRA Band 24
	1525 – 1559
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band XXV or E-UTRA Band 25
	1930 – 1995
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band XXVI or E-UTRA Band 26
	859 – 894
	-6
	PREFSENS + 6dB*
	CW carrier

	LA E-UTRA Band 27
	852 - 869
	-6
	PREFSENS + 6dB*
	CW carrier

	LA E-UTRA Band 28
	758 – 803
	-6
	PREFSENS + 6dB*
	CW carrier

	LA E-UTRA Band 29
	717 – 728
	-6
	PREFSENS + 6dB*
	CW carrier

	LA E-UTRA Band 30
	2350 – 2360
	-6
	PREFSENS + 6dB*
	CW carrier

	LA E-UTRA Band 31
	462.5 – 467.5
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA FDD Band XXXII or E-UTRA Band 32
	1452-1496

(NOTE 3)
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA TDD Band a) or E-UTRA Band 33
	1900-1920
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA TDD Band a) or E-UTRA Band 34
	2010-2025
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA TDD Band b) or E-UTRA Band 35
	1850-1910


	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA TDD Band b) or E-UTRA Band 36
	1930-1990
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA TDD Band c) or E-UTRA Band 37
	1910-1930
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA TDD in Band d) or E-UTRA Band 38
	2570-2620
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA TDD in Band f) or E-UTRA Band 39
	1880-1920
	-6
	PREFSENS + 6dB*
	CW carrier

	LA UTRA TDD in Band e) or E-UTRA Band 40
	2300-2400
	-6
	PREFSENS + 6dB*
	CW carrier

	LA E-UTRA Band 41
	2496-2690
	-6
	PREFSENS + 6dB*
	CW carrier

	LA E-UTRA Band 42
	3400 - 3600
	-6
	PREFSENS + 6dB*
	CW carrier

	LA E-UTRA Band 43
	3600 - 3800
	-6
	PREFSENS + 6dB*
	CW carrier

	LA E-UTRA Band 44
	703-803
	-6
	PREFSENS + 6dB*
	CW carrier

	LA E-UTRA Band 45
	1447-1467
	-6
	PREFSENS + 6dB*
	CW carrier

	LA E-UTRA Band 65
	2110 – 2200
	-6
	PREFSENS + 6dB*
	CW carrier

	WA E-UTRA Band 66
	2110 – 2200
	-6
	PREFSENS + 6dB*
	CW carrier

	LA E-UTRA Band 67
	738-758
	-6
	PREFSENS + 6dB*
	CW carrier

	Note*: 
PREFSENS is related to the channel bandwidth and specified in TS 36.104 [x] sub-clause 7.2.1.

	NOTE 1:
Except for a BS operating in Band 13, these requirements do not apply when the interfering signal falls within any of the supported uplink operating band or in the 10 MHz immediately outside any of the supported uplink operating band.
For a BS operating in band 13 the requirements do not apply when the interfering signal falls within the frequency range 768-797 MHz.

NOTE 2: 
Some combinations of bands may not be possible to co-site based on the requirements above. The current state-of-the-art technology does not allow a single generic solution for co-location of UTRA TDD or E-UTRA TDD with E-UTRA FDD on adjacent frequencies for 30dB BS-BS minimum coupling loss.  However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [x].

NOTE 3:
For a BS operating in band 11 or 21, this requirement applies for interfering signal within the frequency range 1475.9-1495.9 MHz.

NOTE 4:
Co-located TDD base stations that are synchronized and using the same or adjacent operating band can receive without special co-location requirements. For unsynchronized base stations, special co-location requirements may apply that are not covered by the 3GPP specifications.


Table 7.5.5.4.2-3: Blocking performance requirement for E-UTRA Medium Range BS when co-located with BS in other frequency bands.

	Co-located BS type
	Centre Frequency of Interfering Signal (MHz)
	Interfering Signal mean power (dBm)
	Wanted Signal mean power (dBm)
	Type of Interfering Signal

	Micro/MR GSM850
	869 – 894
	+8
	PREFSENS + 6dB*
	CW carrier

	Micro/MR GSM900
	921 – 960
	+8
	PREFSENS + 6dB*
	CW carrier

	Micro/MR DCS1800
	1805 – 1880
	+8
	PREFSENS + 6dB*
	CW carrier

	Micro/MR PCS1900
	1930 – 1990
	+8
	PREFSENS + 6dB*
	CW carrier

	MR UTRA FDD Band I or E-UTRA Band 1
	2110 – 2170
	+8
	PREFSENS + 6dB*
	CW carrier

	MR UTRA FDD Band II or E-UTRA Band 2
	1930 – 1990
	+8
	PREFSENS + 6dB*
	CW carrier

	MR UTRA FDD Band III or E-UTRA Band 3
	1805 – 1880
	+8
	PREFSENS + 6dB*
	CW carrier

	MR UTRA FDD Band IV or E-UTRA Band 4
	2110 – 2155
	+8
	PREFSENS + 6dB*
	CW carrier

	MR UTRA FDD Band V or E-UTRA Band 5
	869 – 894
	+8
	PREFSENS + 6dB*
	CW carrier

	MR UTRA FDD Band VI or E-UTRA Band 6
	875 – 885
	+8
	PREFSENS + 6dB*
	CW carrier

	MR UTRA FDD Band VII or E-UTRA Band 7
	2620 – 2690
	+8
	PREFSENS + 6dB*
	CW carrier

	MR UTRA FDD Band VIII or E-UTRA Band 8
	925 – 960
	+8
	PREFSENS + 6dB*
	CW carrier

	MR UTRA FDD Band IX or E-UTRA Band 9
	1844.9 – 1879.9
	+8
	PREFSENS + 6dB*
	CW carrier

	MR UTRA FDD Band X or E-UTRA Band 10
	2110 – 2170
	+8
	PREFSENS + 6dB*
	CW carrier

	MR UTRA FDD Band XI or E-UTRA Band 11
	1475.9 –1495.9 
	+8
	PREFSENS + 6dB*
	CW carrier

	MR UTRA FDD Band XII or E-UTRA Band 12
	729 - 746
	+8
	PREFSENS + 6dB*
	CW carrier

	MR UTRA FDD Band XIIII or E-UTRA Band 13
	746 - 756
	+8
	PREFSENS + 6dB*
	CW carrier

	MR UTRA FDD Band XIV or E-UTRA Band 14
	758 - 768
	+8
	PREFSENS + 6dB*
	CW carrier

	MR E-UTRA Band 17
	734 - 746
	+8
	PREFSENS + 6dB*
	CW carrier

	MR E-UTRA Band 18
	860 - 875
	+8
	PREFSENS + 6dB*
	CW carrier

	MR UTRA FDD Band XIX or E-UTRA Band 19
	875 - 890
	+8
	PREFSENS + 6dB*
	CW carrier

	MR UTRA FDD Band XX or E-UTRA Band 20
	791 - 821
	+8
	PREFSENS + 6dB*
	CW carrier

	MR UTRA FDD Band XXI or E-UTRA Band 21
	1495.9 – 1510.9
	+8
	PREFSENS + 6dB*
	CW carrier

	MR UTRA FDD Band XXII or E-UTRA Band 22
	3510 – 3590
	+8
	PREFSENS + 6dB*
	CW carrier

	MR E-UTRA Band 23
	2180 - 2200
	+8
	PREFSENS + 6dB*
	CW carrier

	MR E-UTRA Band 24
	1525 – 1559
	+8
	PREFSENS + 6dB*
	CW carrier

	MR UTRA FDD Band XXV or E-UTRA Band 25
	1930 – 1995
	+8
	PREFSENS + 6dB*
	CW carrier

	MR UTRA FDD Band XXVI or E-UTRA Band 26
	859 – 894
	+8
	PREFSENS + 6dB*
	CW carrier

	MR E-UTRA Band 27
	852 - 869
	+8
	PREFSENS + 6dB*
	CW carrier

	MR E-UTRA Band 28
	758 – 803
	+8
	PREFSENS + 6dB*
	CW carrier

	MR E-UTRA Band 29
	717 – 728
	+8
	PREFSENS + 6dB*
	CW carrier

	MR E-UTRA Band 30
	2350 – 2360
	+8
	PREFSENS + 6dB*
	CW carrier

	MR E-UTRA Band 31
	462.5 – 467.5
	+8
	PREFSENS + 6dB*
	CW carrier

	MR UTRA FDD Band XXXII or E-UTRA Band 32
	1452-1496

(NOTE 3)
	+8
	PREFSENS + 6dB*
	CW carrier

	MR E-UTRA Band 33
	1900-1920
	+8
	PREFSENS + 6dB*
	CW carrier

	MR E-UTRA Band 34
	2010-2025
	+8
	PREFSENS + 6dB*
	CW carrier

	MR E-UTRA Band 35
	1850-1910


	+8
	PREFSENS + 6dB*
	CW carrier

	MR E-UTRA Band 36
	1930-1990
	+8
	PREFSENS + 6dB*
	CW carrier

	MR E-UTRA Band 37
	1910-1930
	+8
	PREFSENS + 6dB*
	CW carrier

	MR E-UTRA Band 38
	2570-2620
	+8
	PREFSENS + 6dB*
	CW carrier

	MR E-UTRA Band 39
	1880-1920
	+8
	PREFSENS + 6dB*
	CW carrier

	MR E-UTRA Band 40
	2300-2400
	+8
	PREFSENS + 6dB*
	CW carrier

	MR E-UTRA Band 41
	2496 - 2690
	+8
	PREFSENS + 6dB*
	CW carrier

	MR E-UTRA Band 42
	3400-3600
	+8
	PREFSENS + 6dB*
	CW carrier

	MR E-UTRA Band 43
	3600-3800
	+8
	PREFSENS + 6dB*
	CW carrier

	MR E-UTRA Band 44
	703-803
	+8
	PREFSENS + 6dB*
	CW carrier

	MR E-UTRA Band 45
	1447-1467
	+8
	PREFSENS + 6dB*
	CW carrier

	MR E-UTRA Band 65
	2110 – 2200
	+8
	PREFSENS + 6dB*
	CW carrier

	WA E-UTRA Band 66
	2110 – 2200
	+8
	PREFSENS + 6dB*
	CW carrier

	MR E-UTRA Band 67
	738-758
	+8
	PREFSENS + 6dB*
	CW carrier

	Note*: 
PREFSENS is related to the channel bandwidth and specified in TS 36.104 [x] sub-clause 7.2.1.

	NOTE 1:
Except for a BS operating in Band 13, these requirements do not apply when the interfering signal falls within any of the supported uplink operating band or in the 10 MHz immediately outside any of the supported uplink operating band.
For a BS operating in band 13 the requirements do not apply when the interfering signal falls within the frequency range 768-797 MHz.

NOTE 2:
Some combinations of bands may not be possible to co-site based on the requirements above. The current state-of-the-art technology does not allow a single generic solution for co-location of UTRA TDD or E-UTRA TDD with E-UTRA FDD on adjacent frequencies for 30dB BS-BS minimum coupling loss.  However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [x].

NOTE 3:
For a BS operating in band 11 or 21, this requirement applies for interfering signal within the frequency range 1475.9-1495.9 MHz.

NOTE 4:
Co-located TDD base stations that are synchronized and using the same or adjacent operating band can receive without special co-location requirements. For unsynchronized base stations, special co-location requirements may apply that are not covered by the 3GPP specifications.


7.6
Receiver spurious emissions

<Text to be added >

7.7
Receiver intermodulation

7.7.1
Definition and applicability
<Text to be added >
7.7.2
Minimum requirement
<Text to be added >
7.7.3
Test purpose
<Text to be added >
7.7.4
Method of test
<Text to be added >
7.7.5
Test requirements
<Text to be added >
7.8
In-channel selectivity

7.8.1
Definition and applicability
In-channel selectivity (ICS) is a measure of the receiver ability to receive a wanted signal at its assigned resource block locations in the presence of an interfering signal received at a larger power spectral density. In this condition a throughput requirement shall be met for a specified reference measurement channel. This requirement is applicable for E-UTRA carriers only.

7.8.2
Minimum requirement

The minimum requirement for MSR operation is in TS 37.105 [x], sub-clause 7.8.2.

The minimum requirement for single RAT E-UTRA operation is in TS 37.105 [x], sub-clause 7.8.4.
7.8.3
Test purpose
The purpose of this test is to verify the BS receiver 
ability to suppress the IQ leakage.
7.8.4
Method of test
7.8.4.1
Initial conditions

Test environment:
normal; see [sub-clause D.2]
RF channels to be tested for single carrier:
B, M and T; see [sub-clause 4.7]
1)
Connect the test equipment as shown in [Annex I.2.3
].

7.8.4.2
Procedure

For each supported E-UTRA channel BW:

1)
Adjust the signal generator for the wanted signal as specified in Table 7.8.5-1 for Wide Area BS, in Table 7.8.5-2 for Local Area BS and in Table 7.8.5-3 for Medium Range BS on one side of the FC.

2)
Adjust the signal generator for the interfering signal as specified in Table 7.8.5-1 for Wide Area BS, in Table 7.8.5-2 for Local Area BS and in Table 7.8.5-3 for Medium Range BS at opposite side of the FC and adjacent to the wanted signal.
3)
Measure the throughput according to [Annex E].

4)
Repeat the measurement with the wanted signal on the other side of the FC, and the interfering signal at opposite side of the FC and adjacent to the wanted signal.

5)
Repeat the measurement for the other RX TAB connector(s).


In addition, for a multi-band capable BS, the following step shall apply: 

6)
For multi-band capable BS and single band tests, repeat the steps above per involved band with no carrier activated in the other band. For multi-band capable BS with separate TAB connector, the TAB connector not being under test shall be terminate
d.
7.8.5
Test requirements
For each measured E-UTRA carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in [Annex A] with parameters specified in Table 7.8.5-1 for Wide Area BS, in Table7.8.5-2 for Local Area BS and in Table 7.8.5-3 for Medium Range BS. 

Table 7.8.5-1 Wide Area BS in-channel selectivity

	E-UTRA

channel bandwidth (MHz)
	Reference measurement channel
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm] 
	Type of interfering signal

	
	
	f ≤ 3.0GHz
	3.0GHz < f ≤ 4.2GHz
	
	

	1.4
	A1-4 in Annex A.1
	-105.5
	-105.1
	-87
	1.4 MHz E-UTRA signal, 3 RBs

	3
	A1-5 in Annex A.1
	-100.7
	-100.3
	-84
	3 MHz E-UTRA signal, 6 RBs

	5
	A1-2 in Annex A.1
	-98.6
	-98.2
	-81
	5 MHz E-UTRA signal, 10 RBs

	10
	A1-3 in Annex A.1
	-97.1
	-96.7
	-77
	10 MHz E-UTRA signal, 25 RBs

	15
	A1-3 in Annex A.1*
	-97.1
	-96.7
	-77
	15 MHz E-UTRA signal, 25 RBs*

	20
	A1-3 in Annex A.1*
	-97.1
	-96.7
	-77
	20 MHz E-UTRA signal, 25 RBs*

	Note*: 
Wanted and interfering signal are placed adjacently around FC


Table 7.8.5-2 Local Area BS in-channel selectivity

	E-UTRA

channel bandwidth (MHz)
	Reference measurement channel
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm] 
	Type of interfering signal

	
	
	f ≤ 3.0GHz
	3.0GHz < f ≤ 4.2GHz
	
	

	1.4
	A1-4 in Annex A.1
	-97.5
	-97.1
	-79
	1.4 MHz E-UTRA signal, 3 RBs

	3
	A1-5 in Annex A.1
	-92.7
	-92.3
	-76
	3 MHz E-UTRA signal, 6 RBs

	5
	A1-2 in Annex A.1
	-90.6
	-90.2
	-73
	5 MHz E-UTRA signal, 10 RBs

	10
	A1-3 in Annex A.1
	-89.1
	-88.7
	-69
	10 MHz E-UTRA signal, 25 RBs

	15
	A1-3 in Annex A.1*
	-89.1
	-88.7
	-69
	15 MHz E-UTRA signal, 25 RBs*

	20
	A1-3 in Annex A.1*
	-89.1
	-88.7
	-69
	20 MHz E-UTRA signal, 25 RBs*

	Note*: 
Wanted and interfering signal are placed adjacently around Fc


Table 7.8.5-3 Medium Range BS in-channel selectivity
	E-UTRA

channel bandwidth (MHz)
	Reference measurement channel
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm] 
	Type of interfering signal

	
	
	f ≤ 3.0GHz
	3.0GHz < f ≤ 4.2GHz
	
	

	1.4
	A1-4 in Annex A.1
	-100.5
	-100.1
	-82
	1.4 MHz E-UTRA signal, 3 RBs

	3
	A1-5 in Annex A.1
	-95.7
	-95.3
	-79
	3 MHz E-UTRA signal, 6 RBs

	5
	A1-2 in Annex A.1
	-93.6
	-93.2
	-76
	5 MHz E-UTRA signal, 10 RBs

	10
	A1-3 in Annex A.1
	-92.1
	-91.7
	-72
	10 MHz E-UTRA signal, 25 RBs

	15
	A1-3 in Annex A.1*
	-92.1
	-91.7
	-72
	15 MHz E-UTRA signal, 25 RBs*

	20
	A1-3 in Annex A.1*
	-92.1
	-91.7
	-72
	20 MHz E-UTRA signal, 25 RBs*

	Note*: 
Wanted and interfering signal are placed adjacently around Fc


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The relationship between Minimum Requirements and Test Requirements is defined in [sub-clause 4.1
] and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in [Annex G
].
[The end of text proposal]
�All conducted Rx characteristics are per TAB connector. (except emissions perhaps)


We have discussed what to do with the unused TAB connectors before.


Certainly they should be loaded, also however do the unused RX Units need to be ON? 


I think not as they may contribute noise but no signal.


Certainly it should be ok to turn them off (also ok to leave on though)


We need some text to explain this perhaps –either in each requirement or in general section?


�Why has not the whole of the general section from 37.105 been used? i.e. the description of the scaling?


AB: done


�This is a copy of 37.141 – it should be a copy of 37.105


(very similar but refers to TAB connector in AAS version


�I think if there is no specific requirement for MSR (it just references the single RAT specs) then there is no need to list it here.


The tables in section 5.2 instruct what to do fpr the MSR test case – in this case they instruct to go to the single RAT table, which instructs to do the single RAT test. That is the way I think MSR should be handled.


If of course the MSR req is different then it needs highlighting.


�As this is then further referenced to 25.104 there is a double reference here – however in 37.105 it does sort out the BS class part so something is added.


We should perhaps discuss if this is ok or should we use the original references to 25.104 etc..





AB: best is to have references to core spec 37.105. Maybe in future we include the text directly in 37.105


�As above


�It would be good to include an AAS version of this annex and test set up in this TP (the current oe is close but lists only 2 connectors.





�As we need to do for multiple connectors (and load the unused ones) – I think connecting the equipment is better located in the procedure.


�So we can use the same terms and tables but apply to AAS BS we used a specific term in core for this it was:


“AAS BS of Wide Area BS class”


Same applies for other classes – we should do that here also.


�Maybe it should say BER for UTRA and throughput for E-UTRA. Annex E only applies to E-UTRA I believe – thast not so clear the way it is written here.


�We need to add an annex for this – G is next available.


�Use a standard piece of text for this (same as Tx if possible?)


In general TAB connector not BS etc…


�I don’t think tsi is necessary as only single RAT tests are defined – only single RAT test requirements are needed. This is all sorted in section 5.


�No home BS in AAS


�Its C


�“AAS BS of Wide Area BS class”


�“AAS BS of local Area BS class”


�AAS BS of Medium Range BS class


�I think the titles of the tables are ok once the above corrections are made.


�Make sure this is on abbreviatins aprt.


�Config is subscript above – also make surein abbreviations section


�4.2


�C


�The note from 37.105 has not been copied over? If its useful why not?


�In this case the MSR requirement is different so it is appropriate to include here.


�As with previous test – these are double references? We should discuss approach


�I am not sure what language to use here – but this is not correct – we should decide on an good term. Rx TAB connector – seems most appropriate as requirements are per TAB connector. But it perhaps sounds wrong


Possibly the sentence needs to be re-arranged a bit.





What about:





“The test stresses the receiver unit ability to withstand high-level interference from unwanted signals at specified frequency offsets at the TAB connector without undue degradation of its sensitivity.”


�italic


�4.12.1


�Multi-band TAB connector


�4.12.1


�IN single RAT specs there are also single carrier tests defined





“RF channels to be tested for single carrier: 	B, M and T; see clause 4.12.1”





These need to be included, section 5 takes care of instruction for SC or MC tests selection


�Would be good to include AAS versions of these test set ups in this TP


�Tab connector


�Should we include these annexes in this doc? I guess they did not in 37.141 ?


�All need a repeat for all TAB connectors type statement


�Whole BS , or just TAB connecter under test – or just TAB connectors in that band?


The TC’s only define power on a single TAB connector under test – not the rest of them.


�Again this language is perhaps tricky, maybe:


 “receiver unit associated with the TAB connecter under test” 


�As with Tx this section needs sorting out.


We need to test all TAB connectors anyway over their declare band capability.


The anomaly is multi-band TAB connectors (not multi-band capable BS).


I am not really sure any of this is necessary – maybe discuss. 


�As above, 


�As above maybe 


“receiver unit associated with the TAB connecter under test”


�As above


�Why so short – are not some of the steps above also necessary? If so that should be stated.


If its just same procedure with different set up table can it not be incorporated above?





�As above


�Needs updating


� TAB connector


�TAB connector


�update


�update


�TAB connector


�As above


�This procedure seems very short compared to the FDD one?


�“receiver unit associated with the TAB connecter under test”


�Tab connectors


�As above


�TAB connector


�AAS BS of wide area BS class


�AAS BS of local area BS class


�AAS BS of medium range BS class


�TAB connector


�Same for names of classes


�Maybe G


�I think we can live with plural here (E-UTRA must have at least 4 RX?)


�See above


�TAB connector capable of FDD operation in the operating band


�Not BS – maybe just remove and its ok


�As above


�Is a separate declaration needed for Rx or is the Tx one enough (D6.22, D6.23)? 


If Rx is separate then need to add to dec table – maybe add ref here


�Oh it applies to TX so can use eth Tx declarations – please check they are suitable.


This should say TAB connector


�TAB connector


�Table numbers need sorting out – I will highlight in red from now on.


�TAB connector


�G?


�As above


�TAB connector – I will just highlight these from now on


�Are thes in abbreviations list? 


We should use “AAS BS of wide area class” etc…


�No GSM/EDGE


�Text sizes are odd


�C


�AAS BS of wide area BS class


�I assume these are highlighted as you need to sort them out so I will not make any comments


�4.2


�C


�These are double references - discuss


�As above


�Single carrier requirements have additional locations


(its easy to get mixed up between single/multi carrier and single/multi-band when looking at these.


From 36.141


RF channels to be tested for single carrier: 	M see subclause 4.7. The BS shall be configured to operate as close to the centre of the operating band (see Table 5.5-1) as possible.


RF bandwidth positions to be tested for multi-carrier and/or CA: 	MRFBW in single-band operation, see subclause 4.7.1; BRFBW_T’RFBW and B’RFBW_TRFBW in multi-band operation, see subclause 4.7.1. 





�Would be useful to have modified annex and diagrams in this TP


�Some way to deal with a) unwanted TAB connectors, b) how to repeat for all TAB connectors


�


�4.2


�C


�In 37.105 it states it applies per TAB connector – I guess that’s applicability so should be included.


�In other tests if not applicable for UTRA this has been stated (same approach as core)


�There is no specific MSR req, sec 5.2 just points to the single RAT so I think this is not necessary.


�This is not really correct. Maybe: 


 “Receiver unit associated with the TAB connector”


�Would be good to include updated version of this in this TP


�As before I think this is best placed in procedure as it then allows for comment on other TAB connectors and also allows a repeat for all TAB connectors type procedure.


�This is good – but the connection of the TAB connectors etc should be in this section


�Probably this should say RX TAB connectors declared to support E-UTRA (should we have a declaration for this?)


�This needs sorting out as discussed many times.


�4.2


�C





