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1. Introduction
In RAN4 #77 meeting, phase-II alignment results from companies for BS IRC receiver in synchronous network were summarized in [1]. The results are well aligned.
In this contribution, we provide impairment results for defining performance requirements for BS IRC receiver in synchronous network. 
2. Discussion
The alignment results for phase II evaluation of BS IRC receiver under synchronous network were presented in [2] and captured in [1]. The simulation parameters were based on the agreements in [3]. 
In Table 2 as below we provided impairment results for BS IRC receiver under synchronous network. Results for all the six bandwidth, (i.e. 1.4MHz, 3MHz, 5MHz, 15MHz and 20MHz) are provided based on the alignment link level simulation results in [2].
Table 2 Impairment results for BS IRC receiver for sync network (dB)
	Case
	MCS
	Propagation condition (Serving, interferers)
	Antenna configuration
	(DIP1-1,    DIP1-2)
dB
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	2
	6
	(EPA5, ETU5)
	1x2 Low
	(-0.43, -0.43)
	-5.07
	-4.65
	-5.14
	-5.65
	-5.44
	-5.80

	4
	15
	(EPA5, ETU5)
	1x4 Low
	(-0.43, -0.43)
	-4.56
	-5.00
	-4.20
	-4.19
	-3.82
	-4.12

	6
	20
	(EPA5, ETU5)
	1x8 Low
	(-0.43, -0.43)
	-5.43
	-5.05
	-5.17
	-4.77
	-4.44
	-4.28

	7
	6
	(EVA70, ETU70)
	1x2 Low
	(-1.11, N/A)
	-2.02
	-2.09
	-2.68
	-2.91
	-2.78
	-2.82

	9
	15
	(EVA70, ETU70)
	1x4 Low
	(-1.11, -10.91)
	0.13
	0.11
	-0.19
	-0.25
	-0.04
	-0.05

	11
	20
	(EVA70, ETU70)
	1x8 Low
	(-1.11, -10.91)
	0.32
	0.16
	-0.27
	-0.12
	0.25
	0.23


3. Conclusion
In this contribution, we provided impairment results to define performance requirements for BS IRC receiver in sync network. 
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