Page 1



3GPP TSG-WG4 Meeting #78bis
R4-162186
San Jose Del Cabo, Mexico, 11th-15th April 2016

	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.307
	CR
	675
	rev
	-
	Current version:
	12.11.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:

	CR for 4Rx requirements for release independent in Rel-12

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	RAN WG4

	
	

	Work item code:
	LTE_4Rx_AP_DL
	
	Date:
	2016-04-15

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	It has been agreed that 4Rx features should be release independent from Rel-10. In order to achieve it new information is added in 36.307 to allow earlier releases UEs to be testable by 4Rx requirements defined in Rel-13 of 36.101

	
	

	Summary of change:
	New information is added in 36.307 to allow earlier releases UEs to be testable by 4Rx requirements defined in Rel-13 of 36.101.

	
	

	Consequences if not approved:
	UEs supporting 4Rx from earlier releases than Rel-13 can’t be verified by 4Rx requirements defined in 36.101 in Rel-13.

	
	

	Clauses affected:
	1, 3A

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ...            CR ... 

	affected:
	x
	
	 Test specifications
	TS/TR 36.521-1 CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ...            CR ... 

	
	

	Other comments:
	


<start of the change>
1
Scope

The present document specifies requirements on UEs supporting a frequency band and inter-band/intra-band CA configurations that are independent of release. The present document also defines requirements for 4RX antenna port requirements that are independent of release.
< text omitted >

3A
General

TSG-RAN has agreed that the standardisation of new frequency bands may be independent of a release, and that the standardisations of new inter-band/intra-band CA configurations also may be independent of a release for Rel-10 upwards. However, in order to implement a UE that conforms to a particular release but supports a band of operation or carrier aggregation of particular inter-band/intra-band CA configurations that is specified in a later release, it is necessary to specify some extra requirements.

For example, Band 19 is contained in the Release 9 specifications. In order to implement a UE conforming to Release 8 but supporting Band 19, it is necessary for the UE to additionally conform to some parts of the Release 9 specifications, such as the radio frequency and radio resource management requirements for the Band 19.

For another example on carrier aggregations, CA configuration CA_1A-19A is contained in the Release 11 specifications. In order to implement a UE conforming to Release 10 but supporting the CA configuration CA_1A-19A,  it is necessary for the UE to additionally conform to some parts of the Release 11 specifications, such as the radio frequency and radio resource management requirements for the CA configuration CA_1A-19A.

All frequency bands are fully specified in this release of the specifications. The present document does not contain any requirements for UEs supporting frequency bands independent of release.
Features other than frequency bands and CA configurations can also be implemented independent of release. This document also contains requirements for support of 4RX antenna ports the requirements of which are specified in a later release.
UEs that conform to Release 12 and support 4 Rx band shall meet the RF requirements defined in Table Table C.1-1 of [6]. UEs that conform to Release 12 and support 4 Rx AP in a band that is also part of a supported CA band combination shall also meet the RF requirements for CA defined in Table C.1-2 of [6]. UEs that conform to Release 12and support 4 Rx AP in at least one band shall meet the UE performance requirements defined in Table C.2-1 of [6].
NOTE: See NOTE in clause 4.4 in [6].
<end of the change>
