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<<< Start of changed sub-sections>>>

7.5.1E
Minimum requirements for Category M1
The UE shall fulfil the minimum requirement specified in Table 7.5.1D-1 for all values of an adjacent channel interferer up to –25 dBm. However it is not possible to directly measure the ACS, instead the lower and upper range of test parameters are chosen in Table 7.5.1E-2 and Table 7.5.1E-3 where the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.6.2. 

Table 7.5.1D-1: Adjacent channel selectivity Category M1
	
	
	Channel bandwidth

	Rx Parameter
	Units
	1.4
MHz 
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz

	ACS
	dB
	33.0
	33.0
	33.0
	33.0
	33.0
	33.0


Table 7.5.1E-2: Test parameters for Adjacent channel selectivity for Category M1, Case 1
	Rx Parameter
	Units 
	Channel bandwidth

	
	
	1.4 MHz 
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	Power in Transmission Bandwidth Configuration
	dBm
	REFSENS + 14 dB

	PInterferer
	dBm
	REFSENS +45.5dB
	REFSENS +48.8dB 
	REFSENS +51dB
	REFSENS +51dB
	REFSENS +51dB
	REFSENS +51dB

	BWInterferer 
	MHz
	1.4
	3
	5
	5
	5
	5

	FInterferer (offset)
	MHz
	1.4+0.0025

/

-1.4-0.0025
	3+0.0075

/

-3-0.0075
	5+0.0025

/

-5-0.0025
	7.5+0.0075

/

-7.5-0.0075
	10+0.0125

/

-10-0.0125
	12.5+0.0025

/

-12.5-0.0025

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L at the minimum uplink configuration specified in Table 7.3.1-2 with PCMAX_L as defined in subclause 6.2.5.

NOTE 2:
The interferer consists of the Reference measurement channel specified in Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1 and set-up according to Annex C.3.1.

NOTE 3:
The REFSENS power level is specified in Table 7.3.1 E-3.


Table 7.5.1E-2: Test parameters for Adjacent channel selectivity for Category M1, Case 2
	Rx Parameter
	Units 
	Channel bandwidth

	
	
	1.4 MHz 
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	Power in Transmission Bandwidth Configuration
	dBm
	-56.5
	-56.5
	-56.5
	-56.5
	-53.5
	-50.5

	PInterferer
	dBm
	-25
	-21.7
	-19.5
	-19.5
	-19.5
	-19.5

	BWInterferer 
	MHz
	1.4
	3
	5
	5
	5
	5

	FInterferer (offset)
	MHz
	1.4+0.0025

/

-1.4-0.0025
	 3+0.0075

/

-3-0.0075
	5+0.0025

/

-5-0.0025
	7.5+0.0075

/

-7.5-0.0075
	10+0.0125

/

-10-0.0125
	12.5+0.0025

/

-12.5-0.0025

	NOTE 1:
The transmitter shall be set to 24dB below PCMAX_L at the minimum uplink configuration specified in Table 7.3.1-2 with PCMAX_L as defined in subclause 6.2.5.

NOTE 2:
The interferer consists of the Reference measurement channel specified in Annex 3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1 and set-up according to Annex C.3.1.


<<< End of changed sub-sections>>>
