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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope

The present document is the Technical Report on TR on V2V Services based on LTE sidelink.
The purpose of the present document is to study the radio requirements on V2V services based on LTE sidelink as part of the Rel-14 work item. The normative requirements resulting from the present document will be addressed in the applicable release 14 Technical Specifications (TS).
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
RP-152293: " New WI proposal: Support for V2V services based on LTE sidelink ".
[3]
3GPP TR 36.877 V12.0.0: " LTE Device to Device Proximity Services; User Equipment (UE) radio transmission and reception ".
[4]

3GPP TR 36.942: "Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Frequency (RF) system scenarios".
[5]
3GPP TR 36.885 V1.0.0: " Study on LTE-based V2X Services".
[6]
R4-161498, "WF on adjacent channel coexistence scenarios for V2V".

[7]
R4-161499: "WF on V2V coexistence simulation parameters".

[8]
Recommendation  ITU-R  M.2084-0 (09/2015) - Radio interface standards of vehicle-to-vehicle and vehicle-to-infrastructure communications for Intelligent Transport System applications
[9]
ETSI EN 302 571 V1.2.1 (2013-09)
[10]
IEEE, IEEE 1609.0-2013 - IEEE Guide for Wireless Access in Vehicular Environments (WAVE) – Architecture
3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

3.2
Symbols
Void.
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

D2D
Device to Device
D2DSS
D2D Synchronization Signal

PD2DSCH
Physical D2D Synchronization Channel

PD2DSS
Primary D2D Synchronization Signal

ProSe
Proximity based Services

PS
Public Safety
PSBCH
Physical Sidelink Broadcast CHannel

PSCCH
Physical Sidelink Control CHannel

PSDCH
Physical Sidelink Discovery CHannel

PSS
Primary Synchronization Signal

PSSCH
Physical Sidelink Shared CHannel

PSSS
Primary Sidelink Synchronization Signal
SD2DSS
Secondary D2D Synchronization Signal
SSS
Secondary Synchronization Signal

SSSS
Secondary Sidelink Synchronization Signal 
V2V
Vehicle to Vehicle
V2X
Vehicle to Anything
4
Background
4.1
Justification

LTE-based V2X is urgently desired from market requirement as widely deployed LTE-based network provides the opportunity for the vehicle industry to realize the concept of ‘connected cars.’ The market for V2V communication in particular is time sensitive because related activities such as research projects, field test, and regulatory work are alreay ongoing or expected to start in some countries or regions such as US, Europe, Japan, Korea, and China. In July 2015, Ministry of Industry and Information Technology (MIIT) of China approved Shanghai Intelligent Connected Vehicle Pilot Area from Shanghai International Automobile City. In October 2015, Shanghai International Automobile City released its initial plan to test 1000 LTE-V2X-enabled vehicles in an area of 90 square kilometres in 2018 - 2019.
3GPP is actively conducting study and specification work on LTE-based V2X in order to respond to this situation. A SA1 work item was approved in in SP-150573 to specify service requirements. SA2 agreed a study item in S2-153532 to identify and evaluate potential architecture enhancements. In RAN#68, a study item on LTE-based V2X Services was approved in RP-151109. In this study PC5-based V2V has been given highest priority until RAN#70. The motivation for prioritizing V2V until RAN#70 is to start a V2V work item in December 2015, as proposed in RP-151082. This RAN Feasibility Study (FS_LTE_V2X , TR 36.885) has completed the part of PC5 transport for V2V services. The RAN study concluded that it is feasible to support V2V services based on LTE PC5 interface with necessary enhancements, and the study also recommended to enhance at least LTE sidelink resource allocation, physical layer structure, and synchronization. In the meantime, the RAN study is also considering V2V operation scenarios based on not only LTE PC5 interface but also LTE Uu interface or a combination of Uu and PC5, and the maximum efficiency of V2V services may be achieved by selecting/switching the operation scenario properly.
Early completion of the corresponding RAN specification for PC5-based V2V and integration with Uu interface will enable fast preparation for device and network implementation, thereby allowing more chance for LTE-based V2V in the market. In addition, it can provide the basis for other V2X services, especially V2I/N and V2P services, so that RAN support for all the V2X services can be completed in time.
4.2
Objective
The objectives of this work item are to specify LTE sidelink enhancements for V2V services defied in [SA1 TR: TR 22.885]. Specification work in this item should start from the relevant outcome of the feasibility study on LTE-based V2X [RAN TR: TR 36.885]. 23 dBm UE maximum transmit power is assumed in this WI . 5GHz LAA operation is not part of the WI while it is not precluded in the future.
As can be seen from TR 22.885, some V2I services have quite similar requirements as V2V in terms of packet size, transmission frequency, latency requirement etc. This work item does not preclude some V2I services be naturally supported with functionalities specified in this work item.
The detailed objectives are as follows:
1) To specify enhancement to sidelink physical layer structure necessary for V2V services [RAN1]
2) To specify enhancement to sidelink synchronization procedure necessary for V2V services [RAN1, RAN2]

a) Low priority is given to enhancements to Rel-12/13 SLSS-based synchronization.
3) To identify what are necessary sidelink resource allocation enhancement option(s) among the ones captured in TR 36.885 for V2V services and specify the identified option(s) [RAN1, RAN2]

4) To specify a solution/requirement (if needed) for coexistence of PC5-based V2V operation and legacy Uu operation with LTE in the same carrier frequency [RAN1] and in an adjacent carrier frequency [RAN4] 
5) To specify a mechanism to enable E-UTRAN to select between PC5 and Uu for transport of V2V messages within network coverage, if necessary, in coordination with other working groups [RAN2]
Note that this mechanism should be applicable to potential enhancement to Uu for V2V services, e.g., the outcome of the Uu-based V2V part in TR 36.885. Note that Uu performance enhancentment for V2V is not the scope of this WI.
6) To specify necessary radio protocols and RRC signaling to support the above features [RAN2]
7) To specify necessary radio access network protocols if necessary [RAN3]
8) To develop a mechanism to prevent V2V from using spectrum that V2V is not authorized to use [RAN2]
9) To specify UE Tx and Rx RF requirement covering operations at up to 6 GHz carrier [RAN4]
10) To specify RRM core requirement [RAN4]
11) To specify a solution/requirement for coexistence of PC5-based V2V operation and DSRC/IEEE 802.11p on adjacent carrier frequencies within the 5.9GHz ITS spectrum. [RAN4] 
The work item should cover V2V services both with and without LTE network coverage, and cover both the operating scenario where the carrier(s) is/are dedicated to V2V services and the operating scenario where the carrier(s) is/are licensed spectrum and also used for normal LTE operation. The outcome of this work item should be able to support a relative speed of up to 500 km/h with enhancements/changes (if necessary) to the physical layer structure designed for the relative speed up to 280 km/h. This work should consider extension to V2I/V2P. This work should also consider progress in SA WGs.
The specified enhancements should reuse the existing features of LTE as much as possible.
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