3GPP TSG-RAN WG4 Meeting #78-bis                                           R4-162516
San Jose del Cabo, Mexico, 11 - 15 Apr 2016   
Source:

Ericsson 
Title:


Synchronous IRC simulation results
Agenda item:

6.4.1.1
Document for:
Discussion
1 Introduction
In [1], it is stated that simulation results with impairment margin to be provided in the next meeting. The Ericsson impairment results are presented in this document.
2 Discussion
In the WF [1] it was stated that the cases below should be simulated:

	Num
	MCS
	Propagation condition (Serving, interferers)
	Antenna configuration for serving and interferers
	(DIP1, DIP2) dB

	2
	6
	(EPA5, ETU5)
	1x2 Low
	(-0.43, N/A)

	4
	15
	(EPA5, ETU5)
	1x4 Low
	(-0.43, -13.78)

	6
	20
	(EPA5, ETU5)
	1x8 Low
	(-0.43, -13.78)

	7
	6
	(EVA70, ETU70)
	1x2 Low
	(-1.11, N/A)

	9
	15
	(EVA70, ETU70)
	1x4 Low
	(-1.11, -10.91)

	11
	20
	(EVA70, ETU70)
	1x8 Low
	(-1.11, -10.91)



Table 1: Simulation cases from WF in [1].


	Num
	MCS
	Propagation condition (Serving, interferers)
	Antenna configuration
	(DIP1, DIP2)
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	2
	6
	(EPA5, ETU5)
	1x2 Low
	(-0.43, N/A) 
	-4,4
	-4,6
	-4,8
	-5,3
	-5,4
	-5,5

	4
	15
	(EPA5, ETU5)
	1x4 Low
	(-0.43, -13.78) 
	-4,3
	-4,4
	-4,2
	-4,3
	-4,1
	-6,1

	6
	20
	(EPA5, ETU5)
	1x8 Low
	(-0.43, -13.78) 
	-4,7
	-4,6
	-4,8
	-4,8
	-4,4
	-6,3

	7
	6
	(EVA70, ETU70)
	1x2 Low
	(-1.11, N/A) 
	-1,1
	-1,6
	-1,8
	-1,9
	-1,9
	-4,0

	9
	15
	(EVA70, ETU70)
	1x4 Low
	(-1.11, -10.91) 
	0,70
	0,60
	0,80
	0,60
	0,70
	-1,40

	11
	20
	(EVA70, ETU70)
	1x8 Low
	(-1.11, -10.91) 
	0,90
	1,00
	-1,10
	-1,10
	-0,90
	-0,90



Table 2: Simulation results 

3 Conclusion

Practical Phase II simulation results with impairments for all channel bandwidths as per simulation assumptions are presented. 
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