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Background

This contribution provides text proposal to 5DL/1UL TR 36.714-05-01 on symbols and abbreviations.
Text Proposal

3.2
Symbols

For the purposes of the present document, the following symbols apply:

ΔRIB,c
Allowed reference sensitivity relaxation due to support for inter-band CA operation, for serving cell c.

ΔTIB,c
Allowed maximum configured output power relaxation due to support for inter-band CA operation, for serving cell c.


3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [2] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [2].
BS
Base Station
BCS
Bandwidth Combination Set

CA
Carrier Aggregation

CA_X
Intra-band contiguous CA of component carriers in one sub-block within Band X where X is the applicable E-UTRA operating band

CA_X-X
Intra-band non-contiguous CA of component carriers in two sub-blocks within Band X where X is the applicable E-UTRA operating band 

CA_X-Y
Inter-band CA of component carrier(s) in one sub-block within Band X and component carrier(s) in one sub-block within Band Y where X and Y are the applicable E-UTRA operating band
CA_X-X-Y
CA of component carriers in two sub-blocks within Band X and component carrier(s) in one sub-block within Band Y where X and Y are the applicable E-UTRA operating bands

DL
Downlink
E-UTRA 
Evolved UMTS Terrestrial Radio Access

FDD
Frequency Division Duplex

REFSENS
Reference Sensitivity power level
TDD
Time Division Duplex

UE
User Equipment
UL
Uplink
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