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1
Introduction
This contribution provides link level simulation results of uplink MMSE-IRC with implementation margin, as an updated of [1], which provided “ideal” simulation results.  These results shall be included to define the MMSE-IRC performance requirements in 36.104.

2
Simulation results with implementation margin
With consideration of implementation margin, the link level performance of uplink MMSE-IRC under synchronous networks are listed in Table 1.  We shall use these results as one of inputs to define the uplink MMSE-IRC requirements in TS 36.104.
Table 1    Uplink MMSE-IRC results with IM

	Bandwidth
	Case No
	IRC with IM (dB)

	1.4MHz
	2
	-4.4

	
	4
	-4.0

	
	6
	-4.2

	
	7
	-2.6

	
	9
	-0.8

	
	11
	-0.7

	3MHz
	2
	-4.6

	
	4
	-4.2

	
	6
	-4.5

	
	7
	-2.8

	
	9
	-1.2

	
	11
	-1.0

	5MHz
	2
	-5.1

	
	4
	-4.0

	
	6
	-4.4

	
	7
	-3.1

	
	9
	-1.0

	
	11
	-1.2

	10MHz
	2
	-5.4

	
	4
	-4.2

	
	6
	-4.5

	
	7
	-3.3

	
	9
	-1.2

	
	11
	-1.2

	15MHz
	2
	-5.5

	
	4
	-4.1

	
	6
	-4.3

	
	7
	-3.2

	
	9
	-1.1

	
	11
	-1.0

	20MHz
	2
	-5.6

	
	4
	-4.2

	
	6
	-3.2

	
	7
	-3.3

	
	9
	-1.2

	
	11
	-1.0
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