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1. Introduction

In the RAN4#78 meeting, the TP for 2DL/2UL CA_3A-42A was approved and the calculated MSD values for each IM order were captured in the TR [1]. However, they have not been reflected to the CR since there was no consensus which IM order should be defined in the TS. In this contribution, we propose how to specify the requirements of the CA combination.
2. Discussion
As captured in [1], UL CA_3A-42A has IM problems for IM2, IM4 and IM5 for own Band 3 Rx. 

Table 1: MSD summary for dual uplink B3+B42 [1]
	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	EUTRA CA 
Configuration
	EUTRA band
	UL Fc 
(MHz)
	UL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode

	
	
	
	
	
	
	
	

	CA_3A-42A (for IM2)
	3
	1740
	5
	25
	1835
	29.8
	FDD

	
	42
	3575
	5
	25
	3575
	N/A
	TDD

	CA_3A-42A (for IM4)
	3
	1765
	5
	25
	1860
	8.0
	FDD

	
	42
	3435
	5
	25
	3435
	N/A
	TDD

	CA_3A-42A (for IM5)
	3
	1740
	5
	25
	1835
	0.2
	FDD

	
	42
	3575
	5
	25
	3575
	N/A
	TDD


From operator’s point of view, it is beneficial to have MSD requirements to expect sensitivity degradation in the real network. Based on actual spectrum holding, we suffer from degradation due to IM4 only for CA_3A-42A. On the other hand, some companies have a concern to have several MSD requirements with respect to each IM order and suggested specifying the worst case (i.e. for IM2) only. Therefore, we propose interested companies to investigate if MSD requirement for IM2 can also verify that of IM4. Once identified, the studies will be captured into TR 36.714-02-02.
3. Conclusion
Proposal: For CA_3-42, interested companies are encouraged to investigate if MSD requirement for IM2 can also verify that of IM4. Once identified, the studies will be captured into TR 36.714-02-02. If not identified, other approaches to verify MSD for IM4 needs to be determined in RAN4#79.
Reference

[1] R4-161399, “TP for TR 36.714-02-02: LTE Advanced Carrier Aggregation of Band Combination (3+42: 2DL/2UL)”, NTT DOCOMO, INC.
1
1

