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1. Overall Description:

RAN4 thanks RAN1 for the LS to consultant SRS carrier switching interruption time. RAN4 has discussed and give answers as below 

· Provide the applicable RF retuning time and interruption time (in terms of µs rather than subframes) due to SRS carrier based switching considering
· Inter-band CA, Intra-band CA and combination of intra- and inter-band CA
[RAN4]: RF retuning time due to SRS carrier based switching can be within [130] us for all CA scenarios including Inter-band CA, Intra-band CA and combination of intra- and inter-band CA. For UL interruption time due to SRS transmission, it shall include RF retuning time between different carriers (retune to and retune back) and SRS transmission time.
· Inform RAN1 whether it is possible to apply SRS based carrier based switching between any carriers 
[RAN4]: Yes, it is possible between any component carriers that are supported in current RAN4 CA combinations, which are specified in TS36.101 with UE capability indication. 
· Inform RAN1 whether there is any impact to DL reception in the UE due to the application of SRS carrier based switching 
[RAN4]: For some UE implementation, e.g. single-chip implementation for multiple bands, DL reception may be impacted due to the UL retuning caused by switching. It is FFS how long the interruption will be.
2. Actions:

To RAN1
ACTION: 
RAN4 would like RAN1 to take the above answers into account in their future work. 
3. Date of Next TSG-RAN WG4 Meetings:

TSG RAN WG4 Meeting #79
23 - 17 May 2016

Nanjing, China
TSG RAN WG4 Meeting #80
22 - 26 August 2016
 
Gothenburg, Sweden.

