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************************** Start of changes *******************************************
7.8.1D
Minimum requirements for ProSeThe throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.6.2 with parameters specified in Table 7.8.1D-1, Table 7.8.1D-2, and Table 7.8.1D-3 for the specified wanted signal mean power in the presence of two interfering signals

Table 7.8.1D-1: Wide band intermodulation parameters for ProSe Direct Discovery

	Rx parameter
	Units 
	Channel bandwidth

	
	
	1.4 MHz 
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	Poffset
	dB
	
	
	10.9
	13.9
	15.7
	16.9


Table 7.8.1D-2: Wide band intermodulation for ProSe Direct Communication

	Rx parameter
	Units 
	Channel bandwidth

	
	
	1.4 MHz 
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	Poffset
	dB
	
	
	0
	0
	0
	0


Table 7.8.1D-3: Wide band intermodulation for ProSe

	Rx Parameter
	Units 
	Channel bandwidth

	
	
	1.4 MHz 
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	Power in Transmission Bandwidth Configuration
	dBm
	PREFSENS_ProSe + channel bandwidth specific value below+ Poffset

	
	
	12
	8
	6
	6
	7
	9

	PInterferer 1
(CW)
	dBm
	-46

	PInterferer 2
(Modulated)
	dBm
	-46

	BWInterferer 2
	
	1.4
	3
	5

	FInterferer 1
(Offset)
	MHz
	-BW/2 –2.1

/

+BW/2+ 2.1
	-BW/2 –4.5

/

+BW/2 + 4.5
	-BW/2 – 7.5

/

+BW/2 + 7.5

	FInterferer 2
(Offset)
	MHz
	2*FInterferer 1

	NOTE 1:
Reference measurement channel is specified in Annex A.6.2 

NOTE 2:
The interferer is QPSK modulated PUSCH containing data and reference symbols. Normal cyclic prefix is used. The data content shall be uncorrelated to the wanted signal and modulated according to clause 5 of TS36.211


For the UE which supports inter band CA configuration in Table 7.3.1-1A, Pinterferer1 and Pinterferer2 powers defined in Table 7.8.1D-3 are increased by the amount given by ΔRIB,c in Table 7.3.1-1A.
7.8.1F
Minimum requirements for category NB1
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexe FFS with parameters specified in Table 7.8.1F-1 for the specified wanted signal mean power in the presence of two interfering signals.
Table 7.8.1F-1: Wide band intermodulation for category NB1
	Parameters for wideband intermodulation

	Category NB1 Signal power
	REFSENS + 6 dB

	CW interferer signal power
	- 46 dBm

	1.4 MHz E-UTRA interferer signal power
	- 46 dBm

	CW interferer offset
	± 2.2 MHz

	1.4 MHz E-UTRA interferer
	± 4.4 MHz


************************** End of changes *******************************************
